
























































































NCK NIDL 
Product: NCK Source NIDL Source 
License, Media,and Doc. LA380 LA38C LA400 LA40C 
Apollo 

SR10 BAD-cartridge • 
SRS.7 AAD-cartridge • • 
PRISM BBD-cartridge • 

OOC COC 
Sun/DS DAD - cartridge • • 
VAXlUltrix FEC-magtape • • 
VAXlVMS GEC - mag tape • • 
HP-UX HDE - cartridge • • 
Corporate License LB380 LB400 
Apollo AAD • 
Sun/DS DAD • • 
VAXlUltrix FEC • • 
VAXlVMS GEC • • 
HP-UX HOE • • 
Media only: LD400 
Apollo 
SR10 BOD-cartridge • 
SRS.7 AOD - cartridge • 
PRISM BBD-cartridge • 

Documentation: 

Apollo SUN Source 
Open Open Open 

Product: Dialogue Dialogue Dialogue 
Development-Lic., media, doc. LA44B LA44B LA44D 
Runtime - Lic., media, doc. LA44A LA44E 
SR10 BAA-8' floppy Motorola 

BAB-51f4' floppy • &SPARC 
BAC-mag tape .* w/SUNOS OOC 
BAD-cartridge .* DAD 

SRS.7 AAA-8' floppy 
AAB-51f4' floppy • 
AAC-mag tape • 
AAD-cartridge • 

PRISM BBC-mag tape BAC 
BBD-cartridge BAD 

Development Corporate License LB44BCAO LB44BDAO LB44FOOO** 
Dev. Corporate License-PRISM 
Runtime Corporate License LB44ADOO LB44GOOO** 

Development Media: LF44B 
Runtime Media: 
SR10 BOA-8' floppy 

BOB-5'/4' floppy 
BOC-mag tape 
BOD-cartridge 

SR9.7 AOA-8' floppy 
AOB-51f4' floppy 
AOC-mag tape 
AOD-cartridge 

PRISM BBC-mag tape 
BBD-cartridge 

Documentation: D-OPDA-C D-OPDA-C D-OPDA-C 
*PRISM version included with SR10 version 

**License to duplicate Open Dialogue Source Code on ONE additional machine 
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NetLS LSLock 
NetLS Server NetLS LSLock Source 

Product: Server Source License LSLock Source Dev.Apl. 
license, Media,and Doc. LA420 LA42C LA350 LA39C LA39A 
Apollo 

SR10 cartridge BAD 
SR9.7 cartridge AAD 
PRISM cartridge BBD 

Sun/OS cartridge DAD DOD 
VAX/Ultrix magtape OOC FEC COC 
VAXNMS magtape GEC GEC 
HP-UX cartridge HOE 

Corporate license LB420 LB420 
Apollo 
Sun/OS 000 
VAx/ultrix 
VAXNMS OGO 
HP-UX 
100 additional JOOO 
500 additional KOOO 
1,000 additional LOOO 
2.000 additional MOOO 
Annual Buyout ROOD 
Lifetime Buyout SOOO 

Media only: LD42D 
Apollo 

SR1D cartridge BOD 
SR9.7 cartridge AOD 
PRISM cartridge BBD 

Documentation: I D-NLSA-C I D-NLSA-C I D-NLSA-C I O-NLSA-C I D-NLSA-C I 
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Domain! Access: provides transparent file access, file transfer, and file 
management to DEC VAXlVMS systems using an Ethernet Local Area Net­
work (LAN) and TCPIIP software. - GATEWAY 

Apollo/lntegrated SNA Facility: provides users with IBM mainframe 
connectivity in a System Network architecture (SNA) environment. Apollo/ 
SNA consists of two products, the IBM 3270 and IBM 3770 emulators. 
Requires the SCAT card. - GATEWAY 

DomainlIntegrated SNA LU6.2: a Systems Network Architecture (SNA) 
communications product that adds IBM's Advanced Program-to-Program 
Communications (APPC) standard, LU 6.2 and PU 2.1, to Apollo networks. 
Requires the SCAT card. - GATEWAY 

Apollo/lntegrated SNA 3270: Emulates IBM 3278 series or 3279 interac­
tive terminals within an Apollo workstation window. Includes PC3270 file 
transfer capability. Requires Apollo/lntegrated SNA Facility gateway. 
- Licensed per CONCURRENT SESSION. 

ApollolX.25 Communications: enables Apollo workstations to commu­
nicate over packet-switched wide area networks (WAN). This includes file 
transfer, electronic mail, remote log in, and remote program execution. 
Requires the SCAT card. - GATEWAY 

TCP/IP Access Protocol: provides the following protocols - Internet Pro­
tocol (IP), the 1tansport Control Protocol (TCP), and the User Datagram 
Protocol (UDP). In addition, the Application Services-File 1tansfer Proto­
col (Fl'P), Telnet, and Simple Mail1tansfer Protocol (SMTP) - are provided. 
TCPIIP is bundled with SRIO or later.-NODE LICENSE 

Network File System (NFS): allows complete interoperability of the 
Domain Distributed File System and NFS machines (both as a client and a 
server).-NODE LICENSE 

Apollo TECHnet: supports the bidirectional transfer of files between 
Apollo workstations and DEC VAXlVMS systems running DECnet Phase-IV. 
The product also permits multiple virtual terminal sessions in either direc­
tion between Apollo and DEC systems. Requires an Ethernet Controller. 
- NODE LICENSE. 
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SNA SNA SNA 
Product: Access Facility 3270 LU6.2 )(.25 

License, Media, and Doc. LAOOO LAAOA* lAA20 LAA1A LA67A* 
SR10 BAA - 8" floppy • 

BAB - 51/4" floppy • • 
BAC-magtape • • • • • 
BAD - cartridge • • • • • 

SR9.7 AAA-8"floppy • 
AAB-5W'floppy • • 
AAC-mag tape • • 
AAD-cartridge • • 

PRISM BBC-magtape • • • 
BBD - cartridge • • • 

I Corporate License LBAOAOOO LBA2000 LBA1AOOO 

Media only: LDOOO LDAOA LDA20 LDA1A LD670 
SR10 BOA-8" floppy • 

BOB-51/4"floppy • • 
BOC-mag tape • BAC BAC BAC • 
BOD-cartridge • BAD BAD BAD • 

SR9.7 ADA - 8" floppy • 
AOB-51f4"floppy • • 
AOC-mag tape • • 
ADD - ca rtridg e • • 

PRISM BBC-magtape • • • 
BBD - cartridge • • • 

Documentation: D-ACC-C D-7760-B D07762-B D-1OO17-C D-13587-C 
D-7663-B D-l3586-C 

D-13588-C 
D-8264-A 
D-8264-B 

*Requires SCAT 
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Product: TCP/IP NFS TECHnet 
License,Media,and Doc. LA590 LA390 LA620 
SR10 BAA-B"floppy • 

BAB - 5'14" floppy • • 
BAC-magtape • • 
BAD - cartridge • • 

SR9.7 AAA-B"fioppy • • 
AAB-51/4"floppy • • 
AAC - mag tape • • 
AAD - cartridge • • 

PRISM BBC-magtape • 
BBD - cartridge • 

Corporate License I LB590AOO I LB390000 I LB620BOO 

Media only: LD590 LD390 LD620 
SR10 BOA - B" floppy • 

BOB - 5'14" floppy • • 
BOC-magtape • • 
BOD - ca rtridge • • 

SR9.7 AOA-B"floppy • AAA 
AOB - 5'14" floppy • AAB 
AOC-magtape • • 
AOD - cartridge • • 

PRISM BBC-magtape • • 
BBD - cartridge • • 

Documentation: 
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Terms: 
Server - a system or software package that provides a service (e.g., file 
storage, gateway to remote networks) to other systems in a network. 

Client - a system or software package that accesses a service provided by 
one or more selVers in a network. 

Products: 
MS-DOS Operating System: Microsoft Disk Operating System version 
3.3. Includes utilities, GW-Basic interpreter, license, media,MS-DOS, and 
GW-Basic manuals. Requires DPCC coprocessor board. 

DPCE (PC Emulator): provides an IBM PC-compatible DOS environment 
in a workstation window. Emulates monochrome, Hercules, and CGA 
graphics. 

DomainlPCI-Ethemet: client-only software for direct connection of 
IBM PCs and other compatibles to Apollo Ethernet network. Requires 
DomainlPCI-SelVer software (LA49OXXX) running on Apollo. Includes both 
51f4" and 3112" media. 

DomainlPCI-l: software for direct connection between one PC and one 
Apollo workstation via RS-232 cable or modem. Includes software for both 
client and selVer. Client software includes both 51/4" and 3112" media. 

DomainlPCI-IT (mM token ring): client-only software for direct 
connection of IBM PCs and other compatibles to Apollo IBM token ring 
network. Requires DomainlPCI-SelVer software (LA49OXXX) running 
on Apollo. Includes both 51/4" and 3112" media. 

DomainlPCI Server: will support clients on Apollo 'Ibken Ring, IBM 
token ring, or Ethernet. 
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PC PCI 
Product: MS-DOS Emulator Ethernet PCI-1 
License,Media,and Doc. LAB20 LA170 LA470 LA500 
SR10 BAA-B" floppy • 

BAB-5W'floppy OCB • OCB • 
BAC-magtape • • 
BAD-cartridge • • 

SR9.7 AAA-B"fioppy • 
AAB-51/4"floppy • • 
AAC-magtape • • 
AAD-cartridge • • 

PRISM BBC-magtape 
BBD-cartridge 

Corporate License LB1700AO LB4700CO LB5000AO 

Media only: LD170 LD470 LDSOO 
SR10 BOA-B" floppy • 

BOB -51/4" floppy • • • 
BOC-magtape • • 
BOD-cartridge • • 

SR9.7 AOA-B" floppy • 
AOB - 5lf4" floppy • • • 
AOC-magtape • • 
AOD - cartridge • • 

PRISM BBC-magtape 
BBD-cartridge 

Documentation: D-PCI-C D-PCI-C D-PCI-C 

PCI-IBM PCI 
Product: Token Ring Server 
License, Media,and Doc. LAB30 LA490 
SR10 BAA-B" floppy 

BAB-5V4"floppy OCB • 
BAC-magtape • 
BAD - cartridge • 

SR9.7 AAA-B"floppy 
AAB-5W'floppy • 
AAC-magtape • 
AAD-cartridge • 

PRISM BBC-magtape 
BBD-cartridge 

Corporate License LB8300CO LB4900AO 

Media only: LD830 LD490 
SR10 BOA-B" floppy 

BOB-5W'floppy • • 
BOC-mag tape • 
BOD-cartridge • 

SR9.7 AOA-B" floppy 
AOB-5W'floppy • • 
AOC-magtape • 
AOD - cartridge • 

PRISM BBC-magtape 
BBD - cartridge 

Documentation: D-PCI-C D-PCI-C 
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CGM Device Driver for lIP: translates ApollolPHIG8-generated CGM 
metafiles to HPGL data fonnat. Available to CADAM customers on1y. 

CGM Device Driver for CALCOMP: translates ApollolPHIGS-generated 
CGM metafiles to CALCOMP plotter data fonnat. Available to CADAM cus­
tomers only. 

PostScript Driver for Dot Matrix (MMP): translates PostScript input 
from application programs into low-level commands for driving the HCD­
MMP dot matrix printer and Versatec V,80 plotters. 

AT-Driver (SPE): driver software for the SPE (seriallparallel) 
expansion board. Supports two additional serial and one Centronics 
parallel 110 ports. 

TRANS ('franslate UNIX into Postscript): translates UNIX's device­
independent "TROFF" print commands into PostScript print commands. 

Domain VERS: driver software for the multibus controller board (multi­
port IKON 85). Supports Centronics Parallel, Versatec differential, or 
Versatec TTL output port on multibus-based systems. 

CGM Device Driver for VERSATEC (VERSlIVERS2): translates Apollo/ 
PHIG8-generated CGM metafiles to Versatec raster data (V9) or Versatec 
Random Fonnat (VRF).Available to CADAM customers only. 

Tektronix 4692 Device Driver: software driver for the 'Thktronix 4692 
color printer. 
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CGMto CGMto PostScript PostScript 
Product: HP Calcomp HCD-MMP \laO SPE 
License, Media, and Doc. LA780* LA770* LA530 LA540 LA570 
SR10 BAA-8"floppy 

BAB-5'14"floppy • • • 
BAC-magtape 
BAD - cartridge • • • 

SR9.7 AAA-8"floppy • • 
AAB-5'14"floppy • • • • • 
AAC-mag tape • • 
AAD - cartridge • • • • • 

PRISM BBC-magtape 
BBD - cartridge 

I Corporate License I LB7800AO I LB7700AO I I LB570000 I 
Media only: LD570 
SR10 BOA - 8" floppy 

BOB - 51/4" floppy • 
BOC-magtape 
BOD-cartridge • 

SR9.7 AOA-8" floppy 
AOB-S'l4"floppy • 
AOC-magtape 

"I AOD-cartridge • 
PRISM BBC-magtape 

BBD - cartridge 

I Documentation: 0-9798-0 
*CADAM customers only 
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CGMto CGMto 
Domain Versatec Versatec Tektronix 

Product: TRANS VERS V9 Random 4692 
Ucense,Media,and Doc. LA630 LA640 LA790* LA800* LA730 
SR10 BAA-8" floppy 

BAB-51/4" floppy • • • • 
BAC-mag tape • 
BAD - cartridge • • • • 

SR9.7 AAA-8"floppy • • 
AAB -51J4" floppy • • • • 
AAC-mag tape • • 
AAD - cartridge • • • • 

PRISM BBC-magtape 
BBD-cartridge 

I Corporate License I LB630BAD I LB640000 I LB7900AO I LB8000AO I LB730000 I 
Media only: LD630 LD640 LD730 
SR10 BOA-8" floppy • 

BOB - 51/4" floppy • • 
BOC-magtape • • 
BOD-cartridge • • 

SR9.7 AOA-8" floppy • • 
AOB - 51J4" floppy • • 
AOC-magtape • • 
AOD-cartridge • • 

PRISM BBC-magtape 
BBD-cartridge 

I Documentation: D-12887-B 0-9906-0 
*CADAM customers only. 
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General Purpose 110 Software ( GPIO): supports system calls that allow 
customers to write device drivers for peripheral devices attached to our 
various peripheral buses. 

Domain 5080 Emulator: emulates the IBM 5080 Modell graphics terminal. 

5080 5080 5080 
Product: GPIO 4 users 8 users 12 users 

License, Media, and Doc. LA250 LA74J LA74K LA74L 
SR10 BAA - S" floppy • 

BAB-5W'floppy • 
BAC - mag ta pe • 000 000 000 
BAD - cartridge • 

SR9.7 AAA-S" floppy • 
AAB-5W'floppy • 
AAC-magtape • 
AAD-cartridge • 

PRISM BBC-magtape • 
BBD - cartridge • 

Corporate License LB250000 I 

Media only: LD250 LD740 LD740 LD740 
SR10 BOA - S" floppy • • • • 

BOB-5'/ .. 'floppy • • • • 
BOC - mag tape • • • • 
BOD - cartridge • • • • 

SR9.7 AOA-S" floppy • • • • 
AOB-5W'floppy • • • • 
AOC-mag tape • • • • 
AOD - cartridge • • • • 

PRISM BBC-magtape • 
BBD - cartridge • 

Documentation: 
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A large selection of field-installable add-ons and upgrades are offered for 
Apollo workstations. Add-ons allow customers to get additional function­
ality or performance for their workstations or network. Customers must 
contact customer services for installation charges. Upgrades are usually 
trade-ins of old functionality for new. Upgrades include installation, parts, 
and system retrofit, as described in the product literature. Parts removed 
are returned to Apollo. 

For details on field installable add-ons or upgrades, see the Apollo Direct 
Channel quick reference guide or the configuration guide. Customers can 
call in orders or request model #'s through the Apollo Direct Channel at 
1-800-225-5290. Sales of these products through the Channel are fully 
commissionable to the field. 

Model Add-On Upgrade 
CPU 
DN2500 
DN3000 Yes 
DN3500 FPA Yes 
DN3550 FPA Yes 
DN4000 Yes 
DN4500 FPA Yes 
DNI0000 Yes 

System Storage 

DN2500 Yes Yes 
DN3000 Yes Yes 
DN3500 Yes Yes 
DN3550 Yes Yes 
DN4000 Yes Yes 
DN4500 Yes Yes 
DNIOOOO Yes Yes 

Model Add-On Upgrade 

External Storage: 
Single Expansion Modules 
DN2500 Yes 
DN3000 
DN3500 Yes Disk 
DN3550 Yes Disk 
DN4000 Yes Disk 
DN4500 Yes Disk 
DNI0000 8MM 

External Storage: 

Multiple Disk Expansion Modules 
DN2500 
DN3000 
DN3500 Yes 
DN3550 Yes 
DN4000 
DN4500 Yes 
DNI0000 Yes 
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Model Add-On Upgrade 

Model Add-On Upgrade External Storage: 
Memory Printers and Drivers 
DN2500 Yes Interface 
DN3000 Yes DN3010A DN2500 RS232C 

DN3500 Yes DN3000 RS232, ATBUS 
DN3550 Yes Yes DN3500 RS232,ATBUS 
DN4000 Yes DN3550 RS232,ATBUS 

DN4500 Yes Yes DN4000 RS232, ATBUS 
DNIOOOO Yes Yes DN4500 RS232, ATBUS 

Graphics PC Integration HW SW 
DN2500 Yes DN2500 Yes 
DN3000 Yes DN3000 Yes Yes 
DN3500 Yes DN3500 Yes Yes 
DN3550 Yes DN3550 Yes Yes 
DN4000 Yes DN4000 Yes Yes 
DN4500 Yes DN4500 Yes Yes 
DNIOOOO Yes Yes DNlOOOO 

IBM PC/XT/AT Yes Yes 

Networking 
DN2500 Yes Yes 
DN3000 Yes Yes 
DN3500 Yes Yes 
DN3550 Yes Yes 
DN4000 Yes Yes 
DN4500 Yes Yes 
DNlOOOO Yes 

For older product options, see configuration guide or quick reference. 
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The new HP ApolloLine system support services couple on-site hardware 
support with operating system telephone support to provide complete sys­
tem support in a single package. Customers receive unlimited telephone 
assistance from operating system specialists, and have the flexibility to 
choose the hardware response time and coverage periods that best meet 
their needs. 

HP ApolloLine software support provides telephone problem assistance for 
Apollo layered software as well as updates to software and documentation. 
Software support will help customers to become more productive by 
more quickly solving problems and by ensuring customers are using the 
latest software releases. 

System Support 
Customers can select from two new services, HP ApolloLine Priority 
System Support Service or HP ApolloLine System Support Service, for 
complete system support. In addition to on-site hardware support and 
operating system telephone support, both services include access to on­
line support information through HP SupportLine, hardware support work­
to-completion, elimination of travel zone charges up to 200 miles from the 
nearest HP SRO, and an account-assigned HP representative. Each service 
has the following unique hardware support features. 

HP ApolloLine Priority System Support Service 
• HP's best possible response time (within four hours). 
• Coverage 5 days a week, 13 hours per day (8 am to 9 pm in the U.S.). 
• Custom coverage options provide the ability to extend hardware coverage 

up to 24 hours per day, every day of the year. 

HP ApolloLine System Support Service 
• Next business day response. 
• Coverage 5 days a week, 9 hours per day (8 am to 5 pm in the U.S.). 

HP ApolloLine Priority System Support service is the right choice for 
customers with critical applications. HP ApolloLine System Support 
service is the most cost-effective solution for customers with less critical 
applications. 

Telephone assistance for the operating system is bundled into HP Apollo­
Line system support services. Although system support provides OS tele­
phone assistance, it does not provide any software updates. Because the 
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HP Response Center will only support the two most current versions of the 
operating system, customers must purchase HP ApolloLine Software Sub­
scription Service for the operating system to receive 08 update media and 
documentation. 

To order an HP ApolloLine system support service, add the appropriate 
support product number (8PN), either 02R for Priority System Support or 
028 for System Support, to the hardware model number. If a customer 
wants installation, add 17 A to the hardware model number. 

Layered Software Support 
Customers may choose between two levels of support for each of their 
layered software products. For each layered software product requiring 
support, an appropriate support product must be ordered. 

Both services provide software update media and documentation. HP 
ApolloLine Response Center Support also provides telephone assistance 
for layered software through the HP Response Center. A customer cannot 
purchase either service unless he has an HP ApolloLine system support 
service agreement for the system. 

HP ApolloLine Response Center Support (ReS) 
• Thlephone assistance from the Response Center for the contacts desig­

nated in the HP ApolloLine system support service agreement. 
• One set of media and documentation updates. 
• Right-to-copy the updates onto other supported nodes at the site, based on 

the volume level purchased. 
• Choice of media. 

HP ApolloLine Software Subscription Service (SSS) 
• One set of media and documentation updates. 
• Right-to-copy the updates onto other supported nodes at the site, based on 

the volume level purchased. 
• Choice of media. 
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NOTE: 
• Res and SSS pricing are non-discountable. 
• Res and SSS are available for optional software programs previously 

licensed on the NodeiSelVer. 
• Res and SSS purchased on a site basis. 
• Res and SSS pricing for the same optional software product cannot be 

mixed within a site. 
• A Site is defined as a group of NodesiSelVers located within a one-half (1J2) 

mile radius, and interconnected on a single network. 
• For HP ApolloLine system support customers, SSS for the operating 

system is required. Purchase must encompass all nodesiselVers under 
system support at the site. 

• Software support is sold on a site, rather than system basis. For each prod­
uct ordered, choose the option corresponding to the number of nodes 
requiring support for that product at that site. All nodes on site must be 
supported. 

• Software products running on different architecture nodes are supported 
through different support products using different support product num­
bers. However, the level of support for identical products running on differ­
ent architectures must be the same. 

Other Software Support Services 
Right-to-Execute Support (RTE) - Right-to-Execute Support provides the 
right to copy updates to the covered software program on the designated 
node/selVer plus the right to funnel questions for that program through the 
central site contact or alternate contact. This service is not site based. Each 
product covers a single node. 'lb support multiple nodes order multiple 
quantities of the RTE products. 

RTE support may be less expensive for supporting remote sites which are 
small and can be supported through a central site. As sites become larger, 
Res and SSS support is more economical. RTE support provides no materi­
als, so customers must have a central site covered with Res or SSS support. 
Customers must also funnel questions on RTE supported software through 
an Res supported site. RTE charges are non-discountable. 

Additional Documentation Service-Additional Documentation Service 
provides one additional copy of documentation updates for supported 
software products. 
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Additional Media Service - Additional Media Service provides one addi­
tional copy of software update media for supported software products. 
Customers may only copy the software to nodes covered by RCS, SSS or 
RTE support. Customers may only order additional media if desired soft­
ware product is supported through SSS or RCS support at that site. 

Ordering Software Support 
Software Support Products are ordered by appending a support suffix and 
option to a base software product number. The base software product 
number corresponds to the latest revision Basic Software Update (BSU) 
product. The support suffix identifies the support level, and the option 
identifies the number of nodes supported at the site. The basic form of the 
support product number will be: 

LE210BBD + ROO 
BSU Software 
Product No. 

Service 
Level 

Option: - 100 
Number of 
nodes supported 

The following table lists the support suffIxes and their corresponding 
service levels. 

Support 
Suffix 

+ROO 
+SOO 
+ BOO 
+QOO 
+ZOO 
+XOO 
+S23 
+S41 
+S43 
+S62 

Service Level 
Response Center Support 
Software Subscription Service (layered software) 
Pre-Oct 88 Support (DO NOT ORDER) 
Additional Documentation Service 
Additional Media Service 
Right-to-Execute Support 
OS SSS - Cartridge Media 
OS SSS -8 in. Floppy Media 
OS SSS - 51f4 in. Floppy Media 
OS SSS - Mag Tape 
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The following table lists the support product options and the correspond­
ing number of nodes supported. 

Option 
001 
005 
010 
025 
050 
100 
200 
300 

Number of Nodes Supported 
1 Node 
Up to 5 Nodes 
Up to 10 Nodes 
Up to 25 Nodes 
Up to 50 Nodes 
Up to 100 Nodes 
Up to 200 Nodes 
Up to 300 Nodes 

Other Services/Additional Information 
In addition to the new services offered under the HP ApolloLine program, 
HP has a wide range of networking, consulting, implementation, education 
and application support services available for Apollo systems. Refer to the 
appropriate sales tools for more information. 

To assist your selling efforts, sales tools and customer literature have been 
developed. A list of the materials and their corresponding part numbers is 
shown on the following chart. Bulk quantities of these pieces are available 
from the Literature Distribution Center. 

HPAponoLmeSwesToo~ 

Literature SwesCycle Part Number 

o HP ApolloLine Program - 5952-0846 
- Field 'fraining 

Materials 

oHPSupport Qualify 5952-4891 
Capabilities Brochure 

o Quick Reference Guide Qualify 5952-0548 
to HP's Support 

o Product Brief Analysis 5952-0544 

o Data Sheets Present 
- System Support 5952-0543 
- Software Support 5952-0542 

5952-0541 

o Exhibits Close 
- System Support 5952-0547 
- Software Support 5952-0546 

5952-0545 

60 



Workstation Support for Apollo Systems Division Products 

System Support 

Hardware 
Support 

Operating 
System 
Support 

r----L---i 
I Order Software I 
I Subscription I 
I Service for I L_ ::'18 Update~ _ J 
• HP ApolloLine: 

- Priority System 
Support Service 

- System Support 
Service 

Thlephone 
Assistance 

Media and 
Documentation 

Updates 

Right-to-Copy 
Updates 

• HP ApolloLine 
Response Center 
Support Service 
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Software Support 

Media and 
Documentation 

Updates 

Right-to-Copy 
Updates 

• HP ApolloLine 
Software 
Subscription 
Service 



System Support 
HP ApolloLine: 

Service Priority System System 

Name Support SeIVice Support SeIVice 
SPN:02R SPN: 02S 

Major • Fastest response • Cost-effective 

Benefits • Custom coverage 
options 

Best Fit for • Production criti- • Less critical 
Systems Used in: cal applications applications 

Specified • On-site as quickly • On-site next 
Hardware as possible within working day 
Response 4 hours 

Hardware ·8am-9pm ·8am-5pm 
Coverage • Monday-Friday • Monday-Friday 
HourslDays 

Specified 
O/SPhone • Not specified • Not specified 
Response 

O/SPhone • 8:30 am-8 pm (et) • 8:30 am-8 pm (et) 
Coverage • Monday-Friday • Monday-Friday 
HourslDays 

HP Supportline • 8 am-9 pm (et) ·8am-9pm(et) 
Access • 7 dayslweek • 7 dayslweek 

Relative Price 1.25 1.0 
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Software Support 
HP ApolloLine: 

Service Response Center Software Subscription 

Name Support Service (RCS) Service (SSS) 
SPN: +HOO SPN: +Sxx 

Major • Telephone access to • Software and manual 

Benefits software experts updates 
• Includes SSS 

Target • Experienced and • Self-supporting 

Market inexperienced users customers 
• Developers 

SWPhone • 8:30 arn-8 pm (et) • Not included 
Coverage • Monday-Friday 
HourslDays 

HP Supportline ·8 arn-9 pm (et) • 8 arn-9 pm (et) 
Access • 7 dayslweek • 7 dayslweek 

Additional information may also be obtained through the Support Services 
Help Desk at the Sales Response Center. 

Telephone: (408) 447-4444 

HP Desk: Support Help DESKIHP6650/ll 
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., ," .~. '- ~, . 

1. ALL SYSTEM CONFIGURATIONS MUST INCLUDE THE 
FOLLOWING: 

• Base Product-Select ONE (1) (either aNode or a Server) 
NODE SERVER 

e.g. DN2500 e.g. DSP4500 
• ONE (and only 1) of each of the following options (subsystems) per 

Configuration 
CELL CELL 

e.g. E6C 
NETWORK 

e.g. G02 
MEMORY 

e.g. ESC 
NETWORK 

'/ 

, e.g. g03 
M,EMORY 

e.g. H06 e.g. H02 
GRAPHICS (DN10000 Graphics is optional) 

e.g.DEO N/A 
MONITOR 

e.g .. FC4 N/A 
FACTORY INSTALLED OPI'IONS (DN10000 only) 

e.g. J04 e.g. J02 
• COUNTRY KITS (every order must include the proper Country Kit! 
National Version) 

DN-COUNTRY KIT DSP- COUNTRY KIT 
e.g. DN2CK-* e.g. DSPCK-* 

*Specific COUNTRY CODE (National Version) must be entered, that 
is enter the proper 3 alpha characters for the proper country. 
See inside back cover. 
e.g. DN2CK-ABJ (Japan) 

(without multinational keyboard) 
DN2CK-ABJ-l 

(with multinational keyboard) 

2. Base Products and Options CANNOT be ordered alone -they must 
always be ordered within a full system cofiguration. 

3. All Options within a configuration must have the same QUANTITY 
as the Base Product. 

4. If an Option is required as an ADD-ON or STAND-ALONE, refer to 
the appropriate Add-On Option section of your Price Guide. 
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Product/ 
Opt. No. Description 

Bundled into each of the DN2500System Model 
Numbers listed below are the following: 
• 20MHz MC68030 Processor with 20MHz MC6882 floating 

point coprocessor 

· 4MB main memory 

· 3 asynchronous RS232-C port [cable must be ordered 
separately through Apollo Direct Channel (ADC) to 
support more than one port 1 

· SCSI Bus capable of supporting up to 7 devices 

· Auto Ranging power supply for 120V/240Voperations 
(no switch is necessary) 

· Operating system license (including all 
environments - System V, BSD, and Aegis) 

· Documentation: 
Domain Series 2500 Installation Instructions 
Domain Series 2500 Owners Guide 
Getting started with Apollo's Release and 
Installation Thols 
Domain Documentation Quick Reference 
Domain Documentation Master Index 

65 



Domain Series 2500 Bundled Systems (Continued) 

Product/ 
Opt. No. Description 

Al647A • Includes DN2500 system bundle + 
15" 1024x800 70 Hz non-interlaced Monochrome Display 
Diskless 

Al648A · Includes DN2500 system bundle + 
19" 128Ox1024 70 Hz non-interlaced Monochrome Display 
Diskless 

Al649A · Includes DN2500 system bundle + 
15" 1024x800 70 Hz non-interlaced Monochrome Display 
100MB Disk 

Al650A • Includes DN2500 system bundle + 
19" 128Ox1024 70 Hz non-interlaced Monochrome Display 
100MB Disk 

Al653A · Includes DN2500 system bundle + 
15" 1024x800 70 Hz non-interlaced Monochrome Display 
200MB Disk 

Al654A • Includes DN2500 system bundle + 
19" 128Ox1024 70 Hz non-interlaced Monochrome Display 
200MB Disk 

Al655A · Includes DN2500 system bundle + 
15" 1024x800 70 Hz non-interlaced Monochrome Display 
400MB Disk 

Al656A • Includes DN2500 system bundle + 
19" 128Ox~024 70 Hz non-interlaced Monochrome Display 
400MB Disk 

Network Controller: (Must select one) 
GOl 12 Mbps Apollo Thken Ring Network Controller 
G02 10 Mbps EthemetlIEEE 802.3 Network Controller 
G03 4 Mbps IBM Thken Ring 802.5 Network Controller 

Country Kit: (Must select one) 
DN2CK-* Country Kit 
DN2CK-*-l Country Kit, multinational keyboard 

*Country Code must be specified. See inside back cover. 
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Must Specify Base Product: DN2500 DN3010A 

~M~a~nd~a~to~~LS~y~s~te~m~C~o~n~figLu~ra~t~io~n~S=ub~-~sy~~=e~m~s~: ____ ~~~+-D~,~E,~F.~G,~K~ ____ ~D.E&G ____ ~ 
System Type: mono mono Color 
Select One from each of the required sUb-systems below: 

~ D) Graphics: 
DCO 4-plane clr 1024X800} Ireq. FCl 
DEO 8-plane clr 1024x800 orFCZ) 
DLO mono 1024x800Ireq.FM1) - -

--
_____ ~~2!!.2~~4Ireq~CL __ O FM3_---2 FM2 ___ ._ 

~ E) Cell w/Storage Option: 
E01 Diskless - - _ 
E02 72MB/flpy _ _ 
E2A 72MB _ _ 
E03 72MB/cart _ _ 
E04 155MB/flpy __ 
E4A 155MB _ _ 
E05 155MB/cart __ 
E06 348MB/flpy -_ 
E6A 348MB _ _ 
E07 348MB/cart __ 
E10 100MB _ 
E20 200MB _ 
E40 400MB(2x200MB) -r-----------------.---.- --.-

~ F) Display: 
FM1 15" mono Ireq.DLD) __ 
FM2 19" mono} _ 
FM3 19" mono Ireq. DMD) _ III JlI FC1 15" color(req. DCD or OED) _ 

~----FC2-1~~~~~-------.---~-
~ H01 4MB _ _ _ ~ H) Memory: J 
~ ~~~ ~~JB : - -

_, ____ .!!Q.4_1~ _______ ...!...___ __._ 
~ G) Network: 

~" G01 Apollo Token Ring 
---"\j-_+m t'~dl G02 Ethernet/IEEE 802.3 

G03 IBM Token Ring 802.5 

~ CK) Country Kits: 

ID§~=I ·C3D 

DN2CK-* DN2500 Country Kit 
DN2CK-*-1 

(w/multinational keyboard) 
DN3CK-* DN3/4XXX Count~ Kit 
DN3CK-*-1 

(w/multinational keyboard) 

* = Country Code Must Be Specified. See inside back cover. 

UK" Option for DN2500 

- -- -- -
-

-

K01 Special Credit(use when configuring 8, 12,or 16MB main memo~ and any Disk 
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Configuration Quick Reference 

Must Specify Base Product: DN3500 DN3550 DN4500 
Mandatory System Configuration Sub-systems: Il<F D,E,F,G,H,CK,K D,E,F,G,H,CK,K D,E,F,G,H,CK,K 
System Type: Mono Color Mono Color Mono Color 
Select One from each of the required sub-systems below: 

Il<F D) Graphics: 
DAO 8-pl VS clr 1280xl024 } • • • mum DBO 4O-pl VS clr 1280xl024 Irec.FC41 • • 
DCO 4-pl clr 1024X800} Ireq. FCl • 
DEO 8-pl clr 1024x800 or FC21 • • • 
DFO 8-pl elr acclr 1280xl0241req.FC41 • • • 
DMO mono 1280xl024 • • • ------------ -

Il<F E) Cell w/Storage Option: 
EOI Diskless • • • • • • 
E4C 155MB/cart • • • • • • 
E4D 155MB • • • • • • 
E4F 155MBlflpy • • • • • • 
E6C 348MB/cart • • • • • • 

8 E6D 348MB • • • • • • 
E6F 348MBlflpy • • • • • • 
E8C 697MB/cart • • • • • • 
E8D 697MB • • • • • • ____ ~~~lflpy ____ • • • • • • 

Il<F F) Display: 
FM2 19" mono Ireq. DMOI • • • 
FCI 15" COlOr} • • • 
FC2 19" color Ireq. DCOor DEOI • • • 

____ FC4 .-!!I" color 70hz Ire~O:.!!!! ~Ol • • • 
Il<F H) Memory: 

HOI 4MB • • • • • • 
~ 

H02 8MB • • • • • • 
H03 12MB • • • • • • 
H04 16MB • • • • • • 
H05 24MB • • • • • • 
H06 32MB • • • • • • 

[~o"' ";;;;"h old" ",,";.d .. _ b.",,-
Il<F G) Network: 

-\- GOI Apollo Token Ring • • • .J • ~ G02 Ethernet/IEEE 802.3 • • • • • • ____ GOO~MThkenRingOO2.5 __ • • • • • • ------------Il<F CK) Country Kits: 
DN3CK-* 

DN3/4XXX Country Kit • • • • • • 
DN3CK-*-1 

w/multinational keyboard 

* = Country Code Must Be Specified. See Inside Back Cover. 
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"K" Options For DN3500. 3550. 4500 

"K" Options for DN3500 
K01 Special Credit(use when configuring 8MB main memory and any155MB Disk) 
K02 Special Credit (use when configuring 8MB main memory and any 348MB Disk) 
K03 Special Credit (use when configuring 8MB main memory and any 697MB Disk) 
K04 Special Credit (use when configuring 12MB main memory and any 155MB Disk) 
K05 Special Credit (use when configuring 12MB main memory and any 348MB Disk) 
K06 Special Credit (use when configuring 12MB main memory and any 697MB Disk) 
K07 Special Credit (use when configuring 16MB main memory and any 155MB Disk) 
K08 Special Credit(usewhen configuring 16MB main memory and any 348MB Disk) 
K09 Special Credit(use when configuring 16MB main memory and any 697MB Disk) 
K10 Special Credit(usewhen configuring 24MB main memory and any 155MB Disk) 
K11 Special Credit (use when configuring 24MB main memory and any 348MB Disk) 
K12 Special Credit (use when configuring 24MB main memory and any 697MB Disk) 
K13 Special Credit (use when configuring 32MB main memory and any 155MB Disk) 
K14 Special Credit (use when configuring 32MB main memory and any 348MB Disk) 
K15 Special Credit (use when configuring 32MB main memory and any 697MB Disk) 

"K" Options for DN3550 
K07 Special Credit (use when configuring 16MB main memory and any 155MB Disk) 
K08 Special Credit(use when configuring 16MB main memory and any 348MB Disk) 
K09 Special Credit(use when configuring 16MB main memory and any 697MB Disk) 
K10 Special Credit(usewhen configuring 24MB main memory and any 155MB Disk) 
K11 Special Credit(use when configuring 24MB main memory and any 348MB Disk) 
K12 Special Credit(usewhen configuring 24MB main memory and any 697MB Disk) 
K13 Special Credit(usewhen configuring 32MB main memory and any 155MB Disk) 
K14 Special Credit(use when configuring 32MB main memory and any 348MB Disk) 
K15 Special Credit(usewhen configuring 32MB main memory and any 697MB Disk) 

"K" Options for DN4500 
K01 Special Credit (use when configuring 16MB main memory and any 155MB Disk) 
K02 Special Credit (use when configuring 16MB main memory and any 348MB Disk) 
K03 Special Credit (use when configuring 16MB main memory and any 697MB Disk) 
K04 Special Credit (use when configuring 24MB main memory and any 155MB Disk) 
K05 Special Credit (use when configuring 24MB main memory and any 348MB Disk) 
KOO Special Credit (use when configuring 24MB main memory and any 697MB Disk) 
K07 Special Credit (use when configuring 32MB main memory and any 155MB Disk) 
K08 Special Credit(usewhen configuring 32MB main memory and any 348MB Disk) 
K09 Special Credit (use when configuring 32MB main memory and any 697MB Disk) 
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Configuration Quick Reference 

Must Specify Base Product: DSP3010A DSP3500 DSP3550 
Mandatory System Configuration Sub-systems: I(i" E,H,G,CK E,H,G,CK E,H,G,CK 
System Type: Server Server Server 
Select One from each of the required sub-systems below: 

I I(i" El Cell w/Storage Option 
E4C 155MB/cart • • 
E05 155MB/cart • 

~ E6C 348MB/cart • • 
;::~~:::::~:::>;/ #~~ E07 348MB/cart • E8C 697MB/cart • • ----------- --- I(i"HI Memory: 

HOl 4MB • • 
H02 8MB • • 
H04 16MB 

I(i"GI Network: 

-\-
GOl Apollo Token Ring 

~ G02 Ethernet/IEEE 802.3 
G03 IBM Token Rin 802.5 

" I I(i" CKI Country Kits: 
• V DSPCK-* 

DSP3I4XXX Country Kit 

* = Country Code Must Be Specified. See Inside Back Cover. 

"K" Options for DSP3500 
Special Credit (use when configuring 8MB main memory and any 155MB Diskl 
Special Credit (use when configuring 8MB main memory and any 348MB Diskl 
Special Credit (use when configuring 8MB main memory and any 697MB Diskl 
Special Credit(use when configuring 12MB main memory and any 155MB Diskl 
Special Credit (use when configuring 12MB main memory and any 348MB Diskl 
Special Credit (use when configuring 12MB main memory and any 697MB Diskl 
Special Credit (use when configuring 16MB main memory and any 155MB Diskl 
Special Credit (use when configuring 16MB main memory and any 348MB Diskl 
Special Credit (use when configuring 16MB main memory and any 697MB Diskl 
Special Credit (use when configuring 24MB main memory and any 155MB Diskl 
Special Credit(use when configuring 24MB main memory and any 348MB Diskl 
Special Credit (use when configuring 24MB main memory and any 697MB Diskl 
Special Credit (use when configuring 32MB main memory and any 155MB Diskl 
Special Credit (use when configuring 32MB main memory and any 348MB Diskl 
Special Credit (use when configuring 32MB main memory and any 697MB Diskl 

"K" Options for DSP3550 
K07 Special Credit (use when configuring 16MB main memory and any 155MB Diskl 
K08 Special Credit (use when configuring 16MB main memory and any348MB Diskl 
K09 Special Credit (use when configuring 16MB main memory and any 697MB Diskl 
Kl0 Special Credit(usewhen configuring 24MB main memory and any 155MB Diskl 
K11 Special Credit(use when configuring 24MB main memory and any 348MB Diskl 
K12 Special Credit (use when configuring 24MB main memory and any 697MB Diskl 
K13 Special Credit (use when configuring 32MB main memory and any 155MB Diskl 
K14 Special Credit (use when configuring 32MB main memory and any 348MB Diskl 
K15 Special Credit(usewhen configuring 32MB main memory and any 697MB Diskl 

"K" Options for DSP4500 
KOl Special Credit (use when configuring 16MB main memory and any 155MB Diskl 
K02 Special Credit(use when configuring 16MB main memory and any 348MB Diskl 
K03 Special Credit (use when configuring 16MB main memory and any 697MB Diskl 
K04 Special Credit (use when configuring 24MB main memory and any 155MB Diskl 
K05 Special Credit (use when configuring 24MB main memory and any 348MB Diskl 
K06 Special Credit (use when configuring 24MB main memory and any697MB Diskl 
K07 Special Credit (use when configuring 32MB main memory and any 155MB Diskl 
K08 Special Credit (use when configuring 32MB main memory and any 348MB Diskl 
K09 Special Credit (use when configuring 32MB main memory and any 697MB Diskl 
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Configuration Quick Reference 

DN3010A 
Add-On Options For: DN2500 DSP3010A Prerequisites: 
Storage Devices 
AADDSFLP* 1.2MB 5.25" floppy • DN2500 
A-ADD-FLP 1.2M B 5.25" floppy • DNfDSP3010A & A-ADD-WFC-D 
AADDESTC* Ext. SCSI Cart. tape drive • DN2500 
ADD-TC Cart. tape drive wfctlr • DNfDSP3010A 
A-ADO-12M 12M B Winchester disk • A-ADD-WFC-D 
A-ADO-155M 155MB Winchester disk • A-ADD-WFC-D 
A-ADD-34SFA 34SMB fast actuator 

disk • A-ADD-WFC-D 
A-ADD-200! Int.200MB SCSI disk • DN2500 
A-200EF-* Ext. 200MB diskwfflpy • DN2500 
A-660E-* Ext. 660M B disk expa n. • DN2500 
A-EX-* Ext. Smm drive • DN2500 

(w/single disk expo module) 

A-ADD-WFC-D Winchesterfflpy ctlr • DNfDSP3010A 

Memory: 
A-ADD-4MB-C 4MB add-on memory • DN2500 
A-ADD-SMB-A 5MB add-on memory • DNfDSP3010A 
A-ADD-SMB-C 5MB add-on memory • DN2500 

Product Support Kits: 
LFBBOBAD Flopp drive support DN2500 

Optical Disk Drive: Option 400 
C1701 HP Series 6300 Model • LFBBOBAD 

650fA rewritable optical (PSKI 
disk 

Options: 
1AK Delete Disk Cartridge • 
1BB Add three (31 disk • 

cartridges 
400 Add one 1.0m SCSI • 

Cable 

Country Kits & Kbds: 
A-DN2CK-* DN2500 Country Kit • NfA 
A-DN3CK-* DN3f4XXX Country Kit • N/A 
A-LPFK-* Lighted Programmable • • DomainfPHIGS 

function keyboard application 8fw 

* = Country Code Must Be Specified. See Inside Back Cover. 
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Configuration Quick Reference 

DN3500 DN3550 DN4500 
Add-On Options For: DSP3500 DSP3550 DSP4500 Prerequisites: 
Mise: 
A-ADD-FPA Floatin~ point adapter • • • DN/DSP35XO/4500 

(req.LZ2 -xxxw/SRS.7.1l 

Memory: 
A-ADD-4MB-A 4MB add-on memory • DN/DSP3500 
A-ADD-SMB-A 5MB add-on memory • DN/DSP3500 
A-ADD-SMB-B 5MB add-on memory • • DN/DSP355014500 
A-16MB-B 16MB add-on memory • • DN/DSP3550/4500 

Product Support Kits: 
LFZ20-xxx SR9.7.1 support (SCSI,Bpl) • • • DN/DSP35X0I4500 
LFZ30-xxx SR10 support (SCSI devices) • • • DN/DSP35XO/4500 

Note: xxx = media type 

Country Kits & Kbds: 
A-DN3CK-* DN3/4XXX Country Kit • • • N/A 
A-LPFK-* Lighted Programmable • • • Domain/PHIGS 

function keyboard application sfw 

* = Country Code Must Be Specified. See Inside Back Cover_ 
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Configuration Quick Reference 

DN3500 DN3550 
Add-On Options For: DSP3500 DSP3550 
Storage Devices: 
System add-on devices 
A-ADD-FLP 1.2MB 5.25" floppy • • 
ADD-TC 60MB cart.tapew/ctlr • • 
A-ADD-STC SCSI cart. tape drive • • 
A-ADO-155M 155MB disk • • 
A-ADD-348FA 34BMB disk • • 
A-697FA-* 697MB disk • • 
A-ADD-SWFC SCSIIWinchester/Flpy ctlr • • 
~---------.-
Multiple Disk Expansion Modules (MDEM) 

f--.- ---
A-697S-* MDEM w/697MB disk • • 
A-697SC-* MDEM w/697MB disk & tape • • 
A-697D-* MDEM w/2-697MB disk • • 
A-697DC-* MDEM w/2-697MB disk & tape • • 
A-697DX-* MDEM w/2-697MB & Bmm tape • • 
A-697SX-* MDEM w/697MB & Bmm tape • • 
A-697T-* MDEM w/3-697MB disks • • 
A-697TC-* MDEM w/3-697MB disks & tape • • 
A-697TX-* MDEM w/3-697MB & Bmm tape • • 
A-6250-* 1600/6250 bpi 1/2"tape • • 

forMDEM 
A-697FAA add-on 697MB for MDEM • • 
A-ADD-STCA Add-on SCSI carttape • • 

forMDEM 
A-XT-* Add-on Bmm tape • • 

forMDEM 
-------------_.- _.-
Single Disk Expansion Modules (SO EM) 
A-348E-* SDEM w/34BMB disk • • 
A-697E-* SDEM w/697MB disk • • 
A-ETC-* SDEM w/SCSI carttape • • 
A-EX-* SDEM w/Bmm tape • • 
_._-------_.--,_.- _.-
Disk Expansion Modules w/Omniback 
A-OBEX-*t SDEM wlBmm tape • • 
A-DBDX-*t MDEM w/2-697MB & Bmm tape • • 
A-OBSX-*t MDEM w/697MB & Bmm tape • • 
A-OBTX-*t MDEM w/3-697MB & Bmm tape • • 
A-DBXT-*t Add-on Bmm tape • • 

for MDEM w/Omniback 
tMust specify media type. 

Add-on Options for DN/DSP35XO/4500 continued on next page Q> 

* = Country Code Must Be Specified_See Inside Back Cover. 
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DN4500 
DSP4500 Prerequisites: 

• A-ADD-SWFC 

• DN35X0/4500 
• DN35X0/4500 

w/A-ADD-SWFC 

• DN35X0/4500 
w/A-ADD-SWFC 

• DN/DSP35XO/4500 
w/A-ADD-SWFC 

• DN/DSP35XO/45oo 
w/A-ADD-SWFC 

• DN35XO/4500 
w/A-ADD-SWFC 

--/--------
• I. 

• • • Must have DN/DSP 
• > 35XO/4500w/int 
• 697MB disk 
• • • I-• Must have DN/DSP 

35XO/45oo wdisk 
• Must have MDEM 

A-697-S/SC/D/DC 

• Must have MDEM 
A-697-SIDIT 

• Must have MDEM 
w/l,2, or 3 disks & Omnibk 

--1----_.-

• Must have DN/DSP 
35XO/4500w/34BMB disk 

• Must have DN/DSP 
35X0/4500w/697MB disk 

• Must have DN/DSP 
35X0/4500 w/disk 

• Must have DN/DSP 
35XO/4500w/Omniback 

--1----_.-

• DN/DSP35XO/45oo 
• } DN/DSP35XO/4500 • w/697MB disk • • Must have M OEM 

w/l,2, or 3 disks 



Configuration Quick Reference 

Must S ecily Base Product: DN100XO 
Mandatory System Configuration Sub-systems: C,D,F,E,G,H,CK 
System Type: Color 
Select Dne from each ofthe required sUb-systems below: 

IIF C) Processors: 
COl 1 processor (10010) • 
C02 2 processor (10020) • 
C03 3 processor (10030) • 

________ CM~~~(10M~ ____________ • __ 

IIF D) Graphics: 
mTIlll DEO 8-plane cir 1024x800 Ireq.FC21 • 
~ DGO 4O-Planecir1280Xl024} • 
________ DHO~-planecir1280~~·q·FC4_1 _______ • __ 

r [d IIF E) Cell w/Storage Option: 
. E6A 348MB • 

E8A 700MB • 
IIF F) Display: 

FC2 19" color med-res Ireq.DEOI • 
_______ FC4..,1!' color hi-r~e~~1!2L ________ • __ 

IIF H) Memory: 
H04 16MB • 
H05 32MB • 
H06 64MB • 

~ H07 96MB IN/Aw/C04ifDGOorDHO,orC03w/DHOI • 
~ H08 128MB IN/Aw/C04ifDGOorDHO,orC03w/DHOI • 

H09 160MB} IN/Aw/C030rC04orw/C02 • 
Hl0 190MB if DGO orw/C02 if DHOI • 
Hll 256MB • 
H12 348MB • 
H13 512MB • 
H14 704MB • ----------------------------------Select Dne from each ofthe required sUb-systems below: 

IIFG) Network: _J\ _~ GOl ApolioTokenRing • -r~ G02 EthernetllEEE802.3 • 
________ G03~MThkenRing8~ ____________ • __ 

J) Factory Installed Options: 
-(Note: Not Mandatory)­
JOl 348MB Imax. ~ 4w/2 cntlrl 
J02 348MB w/cntrlrlmax. ~ 21 
J03 700M B Imax. ~ 4 w/2 cntlrl 
J04 700MB w/cntrlrlmax. ~ 21 
J05 ca rtridge ta pe Ireq.J061 
JOB cartrid eta e controlierlreq.J051 

w CK) Country Kits: 
.---''-----'"''----, DN10CK-* DN100XO Country Kit 

DSP10CK-* DSP100XO Country Kit 

*County Code Must Be Specified. See Inside Back Cover. 
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DN100XO 
Add-On Options For: DSP100XO Prerequisites: 
Processors: 
X-AOO-PROC Add-on processor • o N/O S P 100XO 

Graphic Subsystems: 
X-GRA-E-* 8pl elr 1024x800 graphics subsystem • OSP100XO 
X-GRA-G-* 40pl VS 1280x1024 graphics subsystem • ON/OSP100XO 
X-GRA-H-* 80pl VS 1280x1024 graphics subsystem • ON/OSP100XO 
X-A-NTSC-O} NTSC Format Video Output Board • ON/OSP100XO 
X-A-PAL-O PAL Format Video Output Board • wf40 or80 pi 

Storage Devices: 
X-A-348FA 348MBd;,k } • ON/OSP100XO 
X-MS0348FA 348MB disk w/ctlr 2 disks per etlr unstripped • ON/OSP100XO 
X-A-700FA 700MB d· k 1 disk per etlr stripped • ON/OSP100XO IS max ~ 4 disks 
XMS0700FA 700MB disk w/ctlr • ON/OSP100XO 
X-AOO-TC SCSI cart. tape drive} • X-AOO-TFC or J06 
X-AOO-TFC SCSI ctlr Imax.2persys) • ON/OSP100XO 
X-A-7000* Mult.diskexp.2x700MB } 1 • ON/OSP100XO 
XMS07000* Mult. disk expo 2x700M B w/2 ctlrs Imax. per sys) • ON/OSP100XO 
X-A-6250* 1600/625 bpi W'tape drive } 2 • X-AOO-TFC or J06 
X-AOO-EX* 8mm drive in single exp module Imax. persys) • X-AOO-TFC or J06 

REQUIRES LA 43xxxx 

X-A-700Q* Mult.dis exp.4x700MB } 1 • ON/OSP100XO 
XMS0700Q* Mult. disk exp.4x700MB w/2 ctlrs Imax. per sys) • ON/OSP100XO 
X-OBEXP*+ 8mm drive in single exp module • X-AOO-TFC or J06 

w/LA430BB + + Must specify media type. 

Memory: 
X-ADO-16MB 16MB add-on memory • ON/OSP100XO 
X-A-16M-EXT Field Installed 16MB daughter board with 

memory mother board • Series 10000 
X-A-64M-EXT Field Installed 64MB daughter card with 

memory mother board • Series 10000 
X-A~O-64MB 64MB add-on memory • ON/OSP100XO 
X-A~O-96MB 96MB add-on memory • ON/OSP100XO 

Communications: 
V-NET-ATR Apollo Token Ring ctlr-VME Imax. ~ 2) • ON/OSP100XO 
VNETETHPLUS 802.3 Network etlr-VME Imax. ~ 2) • ON/OSP100XO 
V-NET-ITR 802.5 Network ctlr-VME Imax. ~ 2) • ON/OSP100XO 
X-COM-SCAT Intelligent comm. ctlr • ON/OSP100XO 
KIT-CENT-PC Parallel interface kit • ON/OSP100XO 

Country Kits & Kbds: 
A-LPFK-* Lighted Programmable • ON100XOwl 

function keyboard Oomain/PHIGS 
application sfw 

* = Country Code Must Be Specified. See Inside Back Cover. 
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LP26, Laser Print 800, Multi-Mode, Color Print 300 and LaserJet liP Printer 
Product! 
Opt. No. Description Prerequisites 
LP26C-A 8" floppy Domain/Laser-26 high quality laser Any MULTI BUS-based 

-B 5'/4' floppy printer with MULTI BUS Parallel Apollo node. 
-C magtape Interface Kit bundled as part ofthe 
-D cartridge configuration. PostScript Interpreter is SR9.7.1 

integrated into the printer's controller. 
LP26C-50-A 8" floppy Paper Size A,A4, Band A3 

-B 5W'floppy 
-C magtape 
-D cartridge 

LP26S-A 8" floppy Domain/Laser-26 high quality laser Any Apollo node with 
-B 5'/4" floppy printer. PostScript Interpreter is Serial RS232-C or 
-C magtape integrated into the printer's controller. Parallel port. 
-D cartridge Paper Size A,A4, Band A3 

LP26S-50-A 8" floppy Note: For parallel operation use the 
-85W'floppy appropriate parallel interface kit 
-Cmagtape (KIT -CENT). Must be installed by 
-D cartridge customer service. 

LP26-SPE9-B 5W'floppy Domain/Laser-26 high quality laser Any ATbus-based 
-D cartridge printer with PC/AT Parallel Interface Kit. Apollo node except 

PostScript Interpreter is integrated into the DN10000. 
LP26-SPE950-B 5W'floppy the printer's controller. 

-D cartridge Includes A-ADD-SPE,A-CBL-SPE and 
SPE software. 

LP8009ABA-B* 8" floppy 2108 Laser Printer with country-specific SR9.7.1 
-D* cartridge power cord, Serial cable and Release Any Apollo based 

Notes. node with serial 
NOTE: For parallel operation use RS-232. 
KIT-CENT. Must be installed by 
customer service. 

LP80010-ABA* 2108 Laser Printer with country-specific SR10 
power cord,Serial cable and Release 
Notes. No media included. 
NOTE: For parallel operation use the 
appropriate interface kit for 
ATBUS-based nodes (KIT-CENT). Must 
be installed by customer service. 

HCD-MMP Multi-Mode dot matrix printerwhich RS-232 serial port. 
HCD-MMP-50 prints in near letter quality, draft, and 

graphics (plot) modes. It uses one 
asynchronous RS232-C port. 
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Hard Copy Devices (Continued) 
LP26, Laser Print 800, Multi-Mode, Color Print 300 and LaserJet liP Printer 
Product! 
Opt. No. Description Prerequisites 
33471 A LaserJet liP printer. Prints maximum 4 LaserJet liP 

pages perminute,at300 dpi resolution. PostScript Interface, 
Includes 512KB of standard internal PostScript printer 
memory, RS-232/422 and Centronics cartridge 2MB 
parallel interface ports.Accesstothe memory upgrade and 
PostScript Page Description Language SR1O.1 and up are 
and 35 Adobe typefaces are available required for Domain 
through an optional plug-in cartridge. workstations. 

33439PABA PostScript Printer Cartridge (English Requires LaserJet liP 
Version! for LaserJet liP printer. Plugs printer with at least 
into font cartridge slot of LaserJet liP 2.5MB of memory. 
printer and provides a simple and 
relatively inexpensive means for adding 
PostScriptcapabilitytothe standard 
LaserJetllP printer. The cartridge offers 
true authentic Adobe PostScript 
including 35 residentAdobetypefaces. 

33439PABD PostScript cartridge for LaserJet lip, 
German version. 

33439PABE PostScript cartridge for LaserJet lip, 
Spanish version. 

33439PABF PostScript cartridge for LaserJet lip, 
French version. 

33439PABS PostScript cartridge for LaserJet lip, 
Swedish version. 

33439PABC PostScript cartridge for LaserJet lip, 
Italian version. 

33474B 1MB memory upgrade board for Standard 512KB W liP 
LaserJet liP printer. memory must be 

increased in 2MB 
increments when 
PostScript printer 
cartridge is installed. 

33475B 2MB memory upgrade board for 
33472A Optional lower cassette (Letter size 

paper tray!. 
33472AB Optional lower cassette (A4-size paper 

tray!. 
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Hard Copy Devices (Continued) 
LP26, Laser Print 800, Multi-Mode, Color Print 300, and LaserJet liP Printer 
Product! 
Opt. No. Description Prerequisites 

CGP-ABA* ColorPrint300 color graphics printer. Any ATbus-based 
U.S. Version. Does not include interface node with KIT-CENTor 
kit. any DN5xxt with 
NOTE: Not recommended for use on KIT-CENT-MB SRS.7.I, 
DSPBO or DSPSO. SRlO. 

C~PS-MBABAB* 5W' floppy Color Print 300 color graphics printer SRS.7.1 
D* ca rtridge and MultiBus Parallel Interface Kit. Any MULTIBUS based 

Includes documentation and power Apollo node. 
cord. KIT-CENT-MB is bundled into 
system. 
NOTE: Not recommended for use on 
DSPBO or DSPSO. Must be installed by 
customer service. 

CGPlO-MBABA* Color Print300 color graphics printer SRIO 
and MultiBus Parallel Interface Kit. Any MULTI BUS based 
Includes documentation and power Apollo node. 
cord. KIT-CENT-MB is bundled into 
system. 
NOTE: Not recommended for use on 
DSPBO or DSPSO. Must be installed by 
customer service. 

CGPS-ATABAB* 5W' floppy Color Print 300 color graphics printer Any ATBUS-based 
D* cartridge and ATbus Parallel Interface Kit. node SRS.7.1,SRI0 or 

CGPIOATABAB* 5W' floppy Includes documentation and power above. 
D* cartridge cord. KIT -CENT is bundled into system. 

CGPP-ATABAC* mag tape NOTE: S= SR90rSR9.7.I,10= SRIO, 
P=PRISM 

*Localization which must be specific by National Version option ABA in the U.S. 
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Hard Copy Devices (Continued) 
Printer Interface Kits 
Product! 
Opt. No. Description Prerequisites 
KIT-CENT-PC cartridge only Parallel Interface Kitfor ATBUS-based PRISM 

KIT-CENT10B 5W'floppy nodes. Will support Centronics Parallel, SR10 
o cartridge or Versatec differential or Versatec TTL 

SR9.7 output port. Kit includes a Centronics 
KIT-CENT9-B 5'14"floppy parallel cable and an ATbus controller Any ATbus-based 

-0 cartridge board with the software drivers for Apollo node 
SR9.7.1, SR10 Motorola and SR10 
PRISM. 

NOTE: KIT-CENT-PC = PRISM, 
10 = SR10,9 = SR9.7 or SR9.7.1 

KIT-CENT-MB Parallel Interface Kitfor SR10 
MULTI BUS-based systems. Will SR9.7 
support Centronics Parallel or Versatec 

Any MULTIBUS-based differential or Versatec TTL output port. 
Kit includes a Centronics parallel cable Apollo node. 
and a MULTI BUS controller board with 
software drivers for SR9.7 and SR1O. 

KT4692AT9B 5'14" floppy TEKTRONIX 4692 Oriverwith SPE PC/AT Any ATbus-based 
o cartridge Parallel Interface kit. Includes Apollo node except 

A-AOO-SPE,A-CLB-SPE cable and SPE the ON10000. 
software. SR9.7 

Tek4692 
KT 4692M B9A 8" floppy TEKTRONIX 4692 Oriverfor Any MULTI BUS-based 

B 5'14' floppy MULTI BUS-based systems. Kit includes Apollo node. 
o cartridge MULTIBUS controller board, parallel SR9.7 

cable, and Tektronix 4692 software 
driver. 

K2244 25 feet, serial interface cable. Connects the RS-232C port on the 
ON2500, ON3010, ON3500, ON3550, ON4000, ON4500 and ON10000 
workstations tothe LaserJet liP printer. 
(Can be ordered through the AD C) 

0-17932-0 LaserJet liP PostScript Printer installation instructions. 

Printer Add-Ons 
A-AOO-SPE SERIAUPARALLEL EXPANSION board Any ATbus-based 

for PC/AT bus systems. Adds 2 serial Apollo node except 
and 1 Centronics parallel port. Interface the ON10000. 
Kitincludes SPE controller board,9to 
25 pin RS232-C serial adapter cable and 
user documentation. 

A-CBL-SPE Centronics parallel adapter cable for A-AOO-SPE 
use with Serial/Parallel expansion 
board,A-AOO-SPE. 

AOO-CGPMEM 4MB Add-on memory for CoiorPrint300 CGp,CGP-ATor 
which can have a total of 12MB of CGP-MB. 
memory. 

NOTE: Available through Apollo Direct 
Channel (ADC) only on a lead time 
basis. Must be installed by Customer 
Service. 
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Hard Copy Devices (Continued) 
HP-Apollo Supported Hardcopy Printers 
Price Listed. Software in SR10.& Fully Supported by Customer Service 
Make/Model Printer Interface Device Speed Resolution 

Type 
ApolloCP300 Thermal wax Parallel 11/2 minutes 300dpi 

Tek4693DX Color per page 
Apollo-LP800 Laser RS232 8ppm* 300dpi 

TI2108 Parallel 
Apollo-LP26 Laser RS232 26ppm* 300dpi 

DP2665LZR Parallel 400 cps draft 721144dpi 
LaserJet liP Laser RS232 4ppm* 300dpi 

Parallel 
Apollo-MMP Dot matrix RS232 400 cps draft 721144dpi 

impact l00cpsLQ 

Make/Model Paper File 
Size Type 

ApolloCP300 81/2X 11 Bitmap 
Tek4693DX 81hx14 

Apollo-LP800 81/2 X 11 Text, Bitmap 
TI2108 

Apollo-LP26 81hxll Text, Bitmap 
DP2665LZR 

LaserJet liP 81hx 11 Text, Bitmap 
Apollo-MMP 8-Wlsinch 

Genicom fanfold 
NOTE: 
*A page is defined as a maximum of 2500 characters with 4 fonts or a maximum of 4000 characters with 
one font 

**Alliaser printer device names should be postscript with model as shown for the configuration file for 
SRIO. 
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Network Controllers 
Product! 
Opt. No. Description Prerequisites/Notes 
V-NET-ATR Add-on Apollo Token Ring DN100XO 

Controlier-VMEforthe DN100XO. 
Includes: Network controller board, 
cable and installation documentation. 

V-NET-ETH Add-on 802.3 Network Controller-VME 9.7 or later 
forthe DN5XXTworkstations and VME and DN570T, 
servers. DN580Tand DN590Tor 
Includes: Network controller board, DSP50OT. 
cable and installation documentation. 

VNETETHPLUS Add-on 802.3 Network Controller-VME DN100XO 
forthe DN100XO. 
Includes: Network controller board, 
cable and installation documentation. 

A-NET-ATR Add-on Apollo Token Ring network Series3XXX 
controller for all AT-BUS nodes. Series4XXX 
Includes: Network controller board and Series2XXX 
installation documentation. 

A-NET-ETH Add-on ETHERNET/IEEE 802.3 network SR9.S or later 
controller for all AT -BUS nodes. Series3XXX 
Includes: Network controller board and Series4XXX 
installation documentation. Series2XXX 

A-NET-ITR Add-on I BM Token Ring network SRlD.l or later 
controller for AT-BUS nodes. ON/DSP3500 
Includes: Network controller and DN/DSP3550 
documentation. DN/DSP4000 

DN/DSP4500 
Series2XXX 
Note: DN35XX and 
DN40XX purchased 
before 1/1189 may 
require hardware 
modifications priorto 
being upgraded. 

ANETITR3K-B Add-on I BM Token Ring network SR10.l 
ANETITR3K-D controller for AT-BUS nodes. DN/DSP3000 

Includes: Network controller, DN/DSP3010 
documentation and software. DN/DSP3010A 
Available on 5.25" floppy or cartridge (Supported at SR10.2 
tape. only) 

Note: DN3000's may 
require boot prom. 

NOTE: Call the Apollo Direct Channel 1-800-225-5290 forthe appropriate wall to workstation cable informa!c 
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Communications Controllers 
Product! 
Opt. No. Description Prerequisites/Notes 
COM-X259-B Domain X.25 Gateway, PNA, MBUS. DSP80, DSP80A, and 
COM-X259-D Synchronous Hardware controller, DSP90. 
COM-X2510-B mounts in a DSP80, DSP80A, DSP90, Note: Incompatible 
COM-X2510-D PNAorMBUS. with SFW-X25 and 

Includes: dual synchronous lines, full SC-At 
X.25 software with extensions,and 2 
modem cables. 

SCAT Intelligent communications controller SR9.7 or SR9.7.1 or 
See Below that mounts in a DN3XXX or DN4XXX SRlO 

series node. It provides 2 serial, high DN3XXX or DN4XXX 
speed ports for SNA or X.25 

Note: If additional communications. It supports one of4 
physical interfaces for each port. cables are required 

Includes: 2 interface cables which 
after board receipt, 
they must be ordered 

must be specified from the list below. through ADC. 
Available only with 5.25" floppy or 
cartridge tape. 

CABLE 1 CABLE 2 
SCAT9-N-N-B SCAT10N-N-B No Cable No Cable 
SCAT9-N-N-D SCAT10N-N-D No Cable No Cable 
SCAT9R2-N-B SCAT10R2N-B RS232 No Cable 
SCAT9R2-N-D SCAT10R2N-D RS232 No Cable 
SCAT9R2R2-B SCATlOR2R2B RS232 RS232 
SCAT9R2R2-D SCATlOR2R2D RS232 RS232 
SCAT9R2R4-B SCATlOR2R4B RS232 RS422 
SCAT9R2R4-D SCATlOR2R4D RS232 RS422 
SCAT9R2-V-B SCAT10R2V-B RS232 V.35 
SCAT9R2-V-D SCAT10R2V-D RS232 1135 
SCAT9R4-N-B SCAT10R4N-B RS422 No Cable 
SCAT9R4-N-D SCAT10R4N-D RS422 No Cable 
SCAT9R4R4-B SCAT10R4R4B RS422 RS422 
SCAT9R4R4-D SCAT10R4R4D RS422 RS422 
SCAT9R4-V-B SCATlOR4V-B RS422 1135 
SCAT9R4-V-D SCATlOR4V-D RS422 1135 
SCAT9-V-N-B SCATlOV-N-B V.35 No Cable 
SCAT9-V-N-D SCATlOV-N-D V.35 No Cable 
SCAT9-V-V-B SCATlOV-V-B V.35 1135 
SCAT9-V-V-D SCATlOV-V-D V.35 1135 

Serial Communication Cables 
Product! 
Opt. No. 
CB-SYNC-232 
CB-SYNC-449 
CB-SYNC-V35 

Description 
RS-232 replacement cable. 
RS-449 replacement cable. 
1135 replacement cable. 
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Bridges & Routers 
Product! 
Opt. No. Description Prerequisites/Notes 
COM-DFL Oomain/OFL-l00 Fiber Optics Line Note: 2 are required 

which links Apollo Token Rings together for complete link. 
using fiber optics .. 

COM-OFL-R Oomain/OFL-l00-R Redundant Fiber Note: 2 are required 
Optics Link which links Apollo Token for a complete 
Rings together using fiber optics. Used redundant link. 
as part of a redundant Domain/DFL-l00 
link. Also contains a connector cable to 
connectto a primary Domain/OFL link. 

COM-BRG-A Domain/Bridge-A (Tl)lnternetwork Note: 1 is required in 
Router is an intelligent communications each network. 
controller that provides a 1544 Mbps 
connection between Apollo networks 
over Tl facilities. It mounts in a 
dedicated OSP80A or DSP90 and 
provides a single RS-449 interface to Tl 
channel access equipment. 

Includes: 25' Router to channel access 
unit cable. 

COM-BRG-B Domain/Bridge-B (Coax) Internetwork Note: 1 is required in 
Router is an intelligent communications each network. 
controller that provides a connection 
between Apollo networks over coax 
cable. It mounts in a dedicated DSP80A 
or DSP90. 
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Every Apollo system comes equipped with a LAN controller at no addi­
tional charge. This is an integral part of an Apollo workstation due to 
its distributed file system which was designed for use in a networked 
multinode environment. There are three types of network controllers 
available for running native Domain Distributed Services: 12Mbps Apollo 
Thken Ring, lOMbps IEEE 802.3 Ethernet, or 4Mbps IEEE 802.5 (IBM) token 
ring. Multiple network controllers (of any type) can be supported simul­
taneously in any of the Series 3500,3550, or 4500 products to support 
internetworking routing. 

PC Integration Products 
PC Coprocessor 
Product! 
Opt. No. Description Prerequisites/Notes 
A-Aoo-PCC PC Coprocessor Board which provides Series 3XXX or 

an IBM PC/AT compatible MS-DOS Series 4XXX with one 
environment, in a window. free AT bus slot 
Includes: controller board,software SR9.7 or later 
license, media and documentation. (SR9 and SRlO) 

Available only on 5.25" 
floppy. 

PC Interconnect 
Product! 
Opt. No. Description Prerequisites/Notes 
CoM-PCI-RGB PCI-Ring client: Apollo Token Ring 

Controller and client software for direct 
connection of IBM PCIXT, PC/ATor PCIXT, PC/AT or compatible personal computers to compatible running Apollo Token Ring network. MS-DOS 3.1 or 
Includes: controller board, greater. 
documentation and PC software. Available only on 5.25" 

CoM-PCI-ETB PCI-Ethernet client: 3 Com Etherlink II floppy. 
Controller board and client software for Also requires direct connection of IBM PClXTor 
PC/AT and other compatible personal PCI-Server software 

computers to Apollo's ETHERNET LA490xxxx on Apollo 

network. workstation or server 

Includes: controller board, 
documentation and PC software. 
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For convenient use in various nations throughout the world, Apollo prod­
ucts are offered in specific national versions called Country Kits. Each 
national version provides appropriate keyboard, keyboard cable, mouse, 
country specific power cord and keyboard cover. 

Option National Version 

ABA North America* 
ABD Germany* 
ABF France* 
ABG Australia 
ABH Netherlands 
ABN Norway* 
ABP Switzerland* 
ABS SwedenlFinland* 
ABT Israel 
ABU United Kingdom* 
ABY Denmark* 
ABZ Ita1y 

*Indicates available with Multinational Keyboard 

NOTE: 
1) Ensure that Country Kit model numbers are noted correctly. 

If you are ordering a workstation Country Kit, you must order a 
DNxCK-

If you are ordering a Country Kit for a server product, you must 
order DSPCK-

2) Option ABA is the North American national version country kit only. 
3) If a Country Kit other than the ABA (North American version) 

is selected, it must be ordered as a Sub-Item within the same 
Configuration. 

e.g. DN2CK-ABJ (Japan) 
(without multinational keyboard) 

DN2CK-ABJ-l 
(with multinational keyboard) 
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