












































1500 SERIES EQUIPMENT WORKSHEET 6 

.,,), I· 

This worksheet is provided as an aid for configuring and 
ordering the 1500 Series analog/digital equipment. This 
equipment is only available on the 1700 Series mainframes. 
If this equipment is not included in the system, this section 
may be ignored. The following items should be noted when 
making use of the worksheet: 

• Station 0 has restricted usage and may only be selected 
for the 1544 Digital Input Unit, 1553 Digital Output 
Unit, 1555 Relay Output Unit, 1566 Analog Output Unit, 
or the 1590 Remote 1500 Series Controller. No other 
equipment may use station O. 

• One local and one remote 1500 Series controller may be 
ordered. If a remote 1500 is included, two adjacent 
stations must be reserved in the local controller for 
communication with the remote controller. The 1595 
Serial Input/Output Interface may be only specified on 
the local 1500 controller. 

• Each of the equipment types listed below must be 
arranged so that it occupies a contiguous group of 
stations in the local 1500 controller and, if required, a 
contiguous group of stations in the remote controller: 

-154..4 Digital Input Unit 
-1553 Digital Output Unit 
-1555 Relay Output Unit 
-1566 Analog Output Unit 
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• The 1555 Relay Output Unit may be operated in either 
latching or momentary mode. Each mode must be 
independently specified as a contiguous group of 
stations. 

o The 1501 High-Speed Analog Multiplexer and the 1547 
Events Counter Unit must also be arranged in contigu­
ous groups, but must not use station o. Accordingly, 
two groups are allowed for each of these equipments. 
This provides for a maximum of 480 high-speed analog 
inputs and 30 events counters. 

• If the 1547 Events Counter Unit is required as a remote 
device, a 1572-1 Sample Timing Unit must also be 
included on the remote controller, even if one is pesent 
locally. 

• Although the 1572-1 Sample Timing Unit and the 1595 
Serial Input/Output Interface are not ordered as 
analog/digital devices on the order form, they must be 
included in the worksheet if required in the system. 

To fill out the worksheet, enter the 1500 Series equipment 
to be assigned to each module and station in the system. 
This information is required when using the system order 
form. Note that the assignment of equipment on this 
worksheet corresponds exactly to the actual equipment 
location in the 1500 controllers. 
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1500 SERIES EQUIPMENT WORKSHEET 

Local Module 0 (Computer Interface Unit) 

Station 0 
1 
2 
3 
4 
5 
6 
7-
8 
9 

10 
11 
12 
13 
14 
15 

Local Module 1 (Computer Interface Expander 1) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Local Module 2 (Computer Interface Expander 2) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Local Module 3 (Computer Interface Expander 3) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Local Module 4 (Computer Interface Expander 4) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Local Module 5 (Computer Interface Expander 5) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
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1500 SERIES EQUIPMENT WORKSHEET (Contd) 

Local Module 6 (Computer Interface Expander 6) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Local Module 7 (Computer Interface Expander 7) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Remote Module 0 (Computer Interface Unit) 
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Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Remote Module 1 (Computer Interface Expander 1) 

Station 0 
1 
2 
3 
4 
5 
6 
7 

-8 
9 

10 
11 
12 
13 
14 
15 

Remote Module 2 (Computer Interface Expander 2) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Remote Module 3 (Computer Interface Expander 3) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
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1500 SERIES EQUIPMENT WORKSHEET (Contd) 

Remote Module 4 (Computer Interface Expander 4) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Remote Module 5 (Computer Interface Expander 5) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Remote Module 6 (Computer Interface Expander 6) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

Remote Module 7 (Computer Interface Expander 7) 

Station 0 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
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MSOS 1700 SERIES ORDER FORM 7 

.q:4 Mf",1 I"WW .. 'SW"'MI£H#!, . tIM .. m .. ¥!!*;·-; bfji .; 't rl§g'§i8'*¥igf'"j "'f&*"'«(-M§ *'W· .\..@;"1\'·.14*,,,;,'*;'%'4 ",' ·"""1 ZI M,ret- a .• ; i-t )9,; :-e ¥ #25$ifi 

The following items should be noted when completing the 
order form: 

• The MSOS 1700 Series order form should only be 
completed if the system mainframe is a 1704, 1714, 
1774,1784, or CYBER 18-17. The MSOS CYBER Series 
order form in section 8 should be completed when the 
system is a CYBER 18-20. 

• The 1784, System 17, and CYBER 18-17 all designate 
the same mainframe type. 

• The order form must be filled out completely and 
accurately. Failure to do this results in delays in 
processing and shipping the system. 

• This publication should be carefully reviewed before 
using the order form. In particular, the attached 
worksheets should be used in the specification of the 
system. 

• Every order item has a number in the left-hand column 
that references an explanation that immediately follows 
the form itself. 
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• Entry of an alphanumeric or numeric item is specified 
by dashes enclosed in parentheses: (-). The number of 
enclosed dashes indicates the maximum number of 
characters or digits that are allowed. 

• Selection of a multiple choice item is specified by a set 
of parentheses: (). This entry may be an X, a check 
mark, or any similar identifier. 

• To aid the processing of this form, it is suggested that a 
circle is placed around each order reference item 
selected. 

• The entries in sections 1 through 4 are required; all 
remaining items are optional. 

• When the form is complete, it should be removed from 
this document and mailed together with a data form or 
CRAF to: 

G. J. Ferber - ARH230 
Control Data Corporation 
4201 Lexington Avenue North 
Arden Hills, Minnesota 55112 
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o 
170 0 5 E R I ~ S 
--~~--- -~-~-~----~ 

( 1 ) G ENE R A L 5 Y S T E ~ I N FOR MAT ION 
-----~~-~-~-~ --~--~---~- ----------~-------~-~ 

SYSTEM IDENTIFICATION FORM REVISIO~ 

1- 1 (-------------------------77~) 1700 S~RIES MSOS (D) 

INSTALL~TION ~EOIUM 

1- 2 

MAGNETIC TAPE 
7-TRACK 9-TRACK 

( ) ( ) 

SYSTE~ LINE FREQUENCY 

50 H~RTZ 60 HERTZ 
1- 3 ( ) ( ) 

PUNCHED 
CARDS 

( ) 

(2) COM PUT E R M A I N F RAM E 
--------------- ----~-------~----

~A I ~JFRAME TYPE 

2- 1 
1104 

( ) 

MAIN ~EMORY SIZE 

1114 
( ) 

2- 2 (---) K BYTES 

(3) S Y S T E t..1 T I M I N G 
- ... --------- -------.. .-.. -

TYPF. 1572-1 lC;72-1 
LST SRG 

3- 1 ( ) ( ) 

TYp~ 151;'> 364-4 
SRG ~UX 

3- 2 ( ) ( ) 

1774 
( ) 

D E V 

1184/18-11 
( ) 

I C E _ .. __ - .... _~4IIt_ 

1573 
LST 
( ) 

10336-1 NONE 
CLOCK 

( ) ( ) 

(4) S Y 5 T E M. COM ~ E N TOE V ICE 

o 

---~--~---- -~----~~---~- --~-~--~~~-

TYPF. 

4- 1 

7-2 

1111 
TTY 
( ) 

1113 
TTY 
( ) 

113-10 
CRT 
( ) 

1811-1 
CRT 
( ) 
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0 

(5 ) S y 5 T E M 0 I 5 K M A 5 5 5 TOR AGE o E v I C E -,..------_ .. _- ------- ---~--- --~.---------- ------- .. _--
DISK UNIT .. 173q-l 0 

5- 1 LOGICAL UNIT (--) 

• 173~ 853/854 0 1 
s- 2 ~5J ( ) ( ) 

5- 3 854 ( ) ( ) 

5- 4 LOGICAL UNIT (--) (--) 

.. 173"\-2 856 0 1 2 3 
5- 5 856-2/12 ( ) ( ) ( ) ( ) 

5- 6 851;-4/14 ( ) ( ) ( ) ( ) 

5- 7 LOGICAL UNIT (--) (--) (--) (--) 

• 1731-1 853/854 0 1 2 3 4 5 f.. 7 
5- 8 853 ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

5- 9 854 ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

5-10 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

(6) S y 5 T E M 0 R U M M A S S 5 T Q. R A G E 0 E V I C E 
--.... -~- .. -... - - .. ----- ~----- .. --------- ..... - .. - -.... _----.,---

6- 1 LOr,ICAL UNIT (--) 

.. 1752 DRUM SIZE 1 2 3 4 
6- 2 ( ) ( ) ( ) ( ) 

"- .. 1751 DRUM SIZE A ·C 0 E F G H J 
6- 3 ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

o 
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o 

(7) s Y S T E M LIN E P R I N T F. R 
--.. ~------- -------- --------------

1740-501 
( ) 

1742-1 
( ) 

1742-30 1742-120 
7- 1 ( ) ( ) 

(8) 5 Y S T E f..i MAG NET I C 

-----~----- -- .. --------~---
STA~DA.RO SYSTEM UNITS 

INPUT OUTPUT 
8- 1 ( ) ( ) 

TAPE 

§ 173?-3 616-72/921q5 0 1 2 
8- 2 7-TRACK ( ) ( ) ( ) 

8- 3 9-TRACK ( ) ( ) ( ) 

A- 4 LOGICAL U~IT c--) (--) (--) 

... 173?-2 615-731q3 0 1 2 
e- 5 7-TRACK ( ) ( ) ( ) 

8- 6 9-TRACK C ) ( ) ( ) 

8- 7 LOGICAL U~lT (--) (--) (--) 

* 1132-1 60R/609 0 1 2 
B- e 7-TRACK ( ) ( ) ( ) 

8- 9 q-TRACK ( ) ( ) ( ) 

~-10 LOt;rCAL UNIT (--) (--) (--) 

1706 NUMRER FOR 1732-1 
8-11 

• 1731 

8-12 

8-11 

o 
'/-4 

601 

LOr,ICAL UNIT 

1706 NU~BEQ F"O~ 

0 1 2 

(--) (--) (--) 

1731 

T A. P E 
-----.. -

UNIT 

3 
( ) 

( ) 

(--) 

3 
( ) 

( ) 

(--) 

3 4 
( ) ( ) 

( ) ( ) 

(--) (--) 

1 2 
( ) ( ) 

3 4 

(--) (--) 

1 2 
( ) ( ) 

o E V I C E 
---~- .. ---- .. -

5 " ( ) ( ) 

( ) ( ) 

(--) (--) 

3 
( ) 

S 6 

(--) (--) 

3 
( ) 

7 
( ) 

( ) 

(--) 

7 

(--) 
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o 

(9) C; y S.T E ~ C A R 0 0 E V I C E 
---~----~-- ------- -... _---------

CARn CONVE~SrON FOR .... AT 

ASClt-63 ASCII-h8 
9- 1 ( ) ( ) 

172q-2 1729-3 112R -430 1726-405 

9- 2 REAOF.R LOGICAL U~IT (--) (--) (--) (--) 

1725-1 172Q-430 
"-

q- 3 PUf\JC .... LOGIC4L UNIT (--) (--) 

1706 NUMBfR FOR 1726-405 1 2 J 
9- 4 ( ) ( .) , ) 

(10) S Y S T E M PAP E R TAP E 0 E V ICE 
----------.. - --------- ----~-- ---~-~-----

1713 1777 1121/24 1720-1 

10- 1 READER LOGICAL U~IT (--) (--) (--) (--) 

10- ? PU~CH LOGICAL UNIT (--) (--) (--) (--) 

o 
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o 

(11) S Y S T E M C 0 ~ M U N I CAT ION S 0 E V ICE S 

----------- ---~-----------------~----- ~-------~----

CO~MUNIC~TIONS UNIT 
.. 364-4 MULTIPLEXfR 0 1 234 5 6 7 

( ) 11- 1 361-1 ADAPTER () () () () () () () 

11- 2 361-4 ADAPTER () () () () () () () ( ) 

11- 3 LOr,ICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

COMMUNICATIONS UNIT 
364-4 MULTIDLEXE~ 8 9 10 11. 12 IJ 14 15 

11- 4 361-1 AOAPTER () () () () () () () () 

11- 5 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

41- 159C; SERIAL I/O 0 1 2 3 4 5 6 7 

11- 6 ~ODULE (-) (-) (-) (-) (-) (- ) (- ) (-) 

11- 7 STATIO~ (--) (--) (--) (--) (--) (--) (--) (--) 

11- A LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

159C; SERIAL I/O . 8 9 10 11 12 11 14 15 

11- 9 MOnULE (-) (-) (-) (- ) (-) (-) (-) (-) 

11-10 ST~TION (--) (--) (--) (..:-) (--) (--) (--) (--) 

11-11 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

o 1741-2 CONTROLLER o 1 2 3 4 5 7 

11-12 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

1741-2 CONTROLLER 8 9 10 11 12 IJ 1'4 15 

11-13 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

o 
7-6 
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o 

(12) S Y S T E MAN A LOG - DIG I TAL o E V ICE 5 
-----~----- -~~-----------~--~---~----- -.---------.. --

LOCAL 1,00 EQUIPMENT ASSIG~MENTS 

REGINNING NUMRE~ OF" LOGICAL 
MOntJLE STATION STATIONS UNIT 

12- 1 REt.10TE 1500 EQUIPMENT (-) (--) (2) 

12- 2 1572-1 SAMPLE TI~ING UNIT (-) (--) ( 1 ) 

12- 3 1536 RELAY A~ALOG MUX (-) (--) ( 1 ) (--) 

12- 4 1525 CONVE~TER FOR 1536 (- ) (--) ( 1 ) 

12- 5 1501 HIGH SPEED A~ALOG MUX (-) (--) (--) 

12- 6 1501 HIGH SPEED ANALOG MUX (- ) (--) (--) 

"- 12- 7 1525 CONVERTER FOR 1501 (-) (--) ( 1 ) 

12- 8 1547 EVENTS COUNTER (-) (--) (--) 

12- 9 1547 EVENTS COUNTER (-) (--) (--) 

12-10 1544 DIGITAL INPUT (- ) (--) (---) 

12-11 1553 DIGITAL OUTPUT (-) (--) (---) 

12-12 ISc;5 LATCHING RELAY OUTPUT (- ) (--) (---) 

12-13 15C;C; MOMENTARY RELAY OuTPUT (- ) (--) (---) 

12-14 1566 ANALOG OUTPUT (-) (--) (---) 

12-15 1576 STALL ALARM (- ) (--) ( 1 ) 

o 
'-.. 7-7 
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o 

(12) 5 Y 5 T E M A·N A LOG - 0 r G I TAL o E V ICE S 
------------ -~--~-~--------------------

REMOTE 1~00 SERJES EQUIPMENT ASSIGNMENT~ 

REGINNING NU~AER O~ LOGICAL 

12-20 

12-21 

12-2? 

12-23 

12-24 

12-25 

12-26 

12-27 

12-28 

12-29 

12-30 

12-31 

12-32 

o 

7-8 

1572-1 SA~PLE TIMING UNIT 

1536 RELAY ANALOG MUX 

15?5 CO~VERTE~ FOR 1536 

1501 HIGH SPEEr) ANALOG ~UX 

1501 HIGH SPEED ANALOG MUX 

1525 CONVERTER FOR 1501 

1547 EVENTS COUNTER 

1547 EVENTS COUNTER 

1544 DIGITAL INPUT 

1553 DIGITAL OUTPUT 

15,5 LATCHING RELAY OUTPUT 

1555 MO~ENTARY RELAY OUTPUT 

1566 ANALOG OUTPUT 

MOOULE STATION STATIO~S UNIT 

(- ) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(-) 

(- ) 

(-) 

(--) 

(--) 

(--) 

(--) 

(--) 

(--) 

(--) 

(--) 

(--) 

(--) 

(--) 

(--) 

( 1 ) 

( 1 ) 

( 1 ) 

(--) 

(--) 

( 1 ) 

(--) 

(--) 

(---) 

(---) 

(---) 

(---) 

(---) 

(--) 
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o 

(13) S Y 5 T E MOl S P LAY 0 E V ICE 
~------~--- ---~--------~ -------- ... --

DISPLAY UNIT 
174C)-211 DISPLAY 0 1 2 3 4 5 

13- 1 LOGICAL UNIT (--) (--) (--) (--) (--) (--) 

OISPLAY UNIT 
174C;-211 DISPLAY 6 7 8 9 10 11 

13- 2 LOGICAL UNIT (--) (--) (--) (--) (--) (--) 

(14) S Y S T E M H I W r LOA TIN GPO I N TUN I T 
---------~- -~-~~ --~~-~--------- ----~~--~ ---~~-~ 

14- 1 1781-1 UNIT ( ) 

o 
7-9 
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o 

(20) M A I H t.1 E M 0 R Y ALL 0 CAT ION 
.. -~---- ~---- ... --.. -.. -------------------

SYSTF.M COMMON 

20- 1 

PARTITIONED ME~ORY 

20- 2 PAqTITION 1 

20- 3 PARTITION 2 

20- 4 PA~TITION 3 

20- S PARTITrON 4 

20- b PARTITION C; 

20- 7 PAQTITIO~ 6 

20- A PARTITION 7 

?o- 9 PARTITION R 

20-10 PAqTITION 9 

20-11 PARTITION 10 

20-12 PARTITION 11 

20-13 PARTITION 12 

20-}4 PARTITION 13 

20-15 PAQTITION 14 

20-16 PARTITION IS 

20-17 PARTITION 16 

o 

7-10 

DECIMAL LENGTH 

(-----) BYTES 

DECIMAL LENGTH 

(-----) BYTES 

(-----) BYTES 

(-----J BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) BYTES 

( ....... --) BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) BYTES 

(-- .... _) BYTES 

(----.. ) BYTES 

(-----) RYTES 
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"-

'-

\.....-. 

o 

(21) M E S ~ AGE B U F FER I N G 
---------~~-- --~-----~------~-

eARn PUNCH DEVICE 

21- 1 

21- 2 

21- 3 

OUTPUT LOGIC~L UNIT 

~ASS ~~MORY L. U~IT 

r-tESSAGE RECORDS 

TELETYPE KEYROARD 

21- 4 

21- 5 

21- 6 

OUTPUT LOGtCAL U~IT 

MASS ~EMORY L. UNIT 

MESSAGE RECORDS 

PAPER T4PE PUNCH DEVICE 

. 21- 7 OUTPUT LOGICAL UNIT 

21- A MASS MEMORY L. UNIT 

21- 9 MESSAGE RECORDS 

(22) C 0 5 y I N T E R F 

17213-430 

(--) 

(--) 

(---) 

-1711-/713 

A 

(--) 

(---) 

1713 

(--) 

(--) 

(---) 

C E ---.. ---.. ~~ ------~---~~-----

C 0 S y UNIT 0 1 

22- 1 LOGICAL UNIT (--) (--) 

o 
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1725-1 

(--) 

(--) 

(---) 

1113 

(--) 

(---) 

1777 

(--) 

(--) 

(---) 

1721/24 

(--) 

(--) 

(---) 

1720-1 

(--) 

(--) 

(---) 
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u 

(23) M 505 F" I L E M A N A G E R 1 
----~-- -.. ~--- .. ---- .. -~------

rILE SPACE UNIT LOGICAL UNIT DECI~AL LENGTH 

23- 1 UNIT 0 ( 8) (-----) SECTORS 

23- 2 UNIT 1 (--) (-----) SECTORS 

23- 3 UNIT 2 (--) (-----) SE:CT()RS 

23- 4 UNIT 3 (--) (-----) SECTORS 

23- 5 UNIT 4 (--) (-----) SECTf)RS 

23- 6 UNIT 5 (--) (-----) SECTORS 

23- 7 UNIT b (--) (-----) SECTO~S 

23- 8 UNIT 7 (--) (-----) SECT0RS 

23- 9 UNIT 8 (--) (-----) SECTORS 

(24) '-1 A G N E T I C T A P E E M U L A T I o N 
----------.. ~--- -~- .. --- -----~-----------

0- PSEuno ~AGNETIC TAPE UNIT 0 1 2 3 4 5 6 7 
24- 1 J08 F'ILE ACCESS ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

24- 2 F'OREGROUND ACCESS ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) . 

24- 3 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

24- 4 NUM8E~ OF JOB FILES (----) 

a. MAt;~JETIC TAPE SIMULATION UNIT 0 1 ? 3 

24- 5 Lor;ICAL UNIT (--) (--) (--) (--) 

24- 6 MASS MEMORY L. UNIT (--) (--) (--) (--) 

24- 7 ~U~RE~ OF' SECTORS (-----) (-----) (-----) (-----) 

MAGN~TIC TAPE St~ULATION UNIT 4 5 6 7 

24- A LOGICAL UNIT (--) (--) (--) (--) 

24- 9 MASS MEt.AORY L. UNIT (--) (--) (--) (--) 

24-10 NUl.18f~ OF' SECTORS (-----) ( .. -~--) ( .. --~-) ( .. ~-.... ) 

0 

7-12 
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'. 

"-.-

o 

(25) P S E' lJ 0 0 DIS K 
.. ------.. -~- -------

PSF.UDO f) 15K -DR I VE UN IT 

25- 1 

25- 2 

(30) 

30- 1 
30- 2 
30- J 

LOGICAL UNIT 

MASS MEMORY L. UNIT 

t.1 S 0 5 FOR T RAN 
------- --------~--- .. 

COM.PILER VARIANT 'A' 
CO~PILF.~ VARIA~T 'B' 
RE-ENTRANT LI8RARY 

0 R I V E C; 

-----------
0 1 

(--) ~- .. ) 

(--) (--) 

3 • 3 _ .. - .. -

( ) 

( ) 

( ) 

30- 4 DOUBLE P~ECISION OPTION ( ) 

o 
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2 3 

(--) (--) 

(--) (--) 
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o 

(33) 0 P T ION A L M S 0 S 

33- 1 

33- 2 

33- 3 

31- 4 

o 
7-14 

-_ .. --_ ... _----_ .. - .. -- .. -.. ~ 

MAGNETIC TAPE UTILITY 2 

MACRO ASSEMBLER 3 

SORT Mr:~GE 1 

RPG II 1 

PRO 0 U C T S 

-- .. ---~--------

( 

) 

) 

96769490 A 



1-1 System Identification 

This is a required entry that consists of one to 28 
alphanumeric characters that uniquely identify the system. 
This information is included as a comment in the system 
installation file, the SYSDAT program, and is output during 
every system autoload. 

1-2 Installation Medium 

One of these items must be selected to establish the medium 
on which all MSOS materials are supplied. All 7-track tapes 
are supplied at 556 bits per inch, and all 9-track tapes are at 
800 bits per inch. Punched cards are supplied in either 
ASCII-63 or ASCII-68 format, depending on the selection 
made for item 9-1. 

1-3 System Line Freguency 

One of these items must be selected. 

2-1 Mainframe Type 

One of these items must be selected. 

2-2 Main Memory Size 

This is a required entry of three decimal digits representing 
the number of 1024 byte memory increments included with 
the mainframe. Any increment between 32 and 130 is 
allowed. 

3-1, 2 System Timing Device 

One of these items must be selected to establish the type of 
system timer. LST refers to a line synchronized timing 
device and SRG refers to a sample rate generator. LST is 
preferable for maintenance of time-of-day information, 
since it is synchronized to the wall clock. The SRG, 364-4 
Communications Multiplexer, and 10336-1 Clock utilize 
internal oscillators that may appear to drift with respect to 
the wall clock. If no timer is chosen, a software pseudo 
timer is provided to allow hardware device timeouts and 
approximate system time delays. If a 1572-1 Sample Timing 
Unit is selected, its module and station assignment must be 
specified by item 12-2. 

4-1 System Comment Device 

One of these items must be selected. The 1711 entry 
specifies models 1711-1 through 1711-5, and the 1713 
specifies models 1713-1 through 1713-5. The 713-10 and 
1811-1 are allowed only on 1784 and CYBER 18-17 
Computer Systems. 
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(5) System Disk Mass Storage Device 

Only one of the types of disk devices indicated by the 
asterisk (*) may be selected. If the system does not contain 
a disk mass storage device, this section may be ignored. 

5-1 Logical Unit 

This entry is required if the system disk controller is a 1739. 
If the disk is the system library unit, the entry must be an 8. 

5-2 
5-3 
5-4 

853 
854 
Logical Unit 

These entries are required if the system disk controller is a 
1738. Every disk unit contained in the system must have an 
entry in either the 853 or the 854 selection, but not both. 
Every disk unit must have a logical unit assignment, as 
specified by the logical unit worksheet. If the disk is the 
system library unit, the unit 0 entry must be an 8. 

5-5 
5-6 
5-7 

856-2/12 
856-4/14 
Logical Unit 

These entries are required if the system disk controller is a 
1733-2. Every disk unit contained in the system must have 
an entry in either the -2/12 or the -4/14 selection, but not 
both. Every disk unit must have a logical unit assignment, 
as specified by the logical unit worksheet. If the disk is the 
system library unit, the unit 0 entry must be an 8. 

5-8 853 
5-9 854 
5-10 Logical Unit 

These entries are required if the system disk controller is a 
1733-2. Every disk unit contained in the system must have 
an entry in either the 853 or the 854 selection, but not both. 
Every disk unit must have a logical unit assignment, as 
specified by the logical unit worksheet. If the disk is the 
system library unit, the unit 0 entry must be an 8. 

(6) System Drum Mass Storage Device 

Only one of the types of drum devices indicated by the 
asterisk (*) may be selected. If the system does not contain 
a drum mass storage device, this section may be ignored. 

6-1 Logical Unit 

This is a required entry and is specified by the logical unit 
worksheet. If the drum is the system library unit, the entry 
must be an 8. 

7-15 



6-2 1752 Drum Size 

One of these entries is required if the system drum is a 
1752. The specified model number indicates the storage 
capacity of the drum. 

6-3 1751 Drum Size 

One of these entries is required if the system drum is a 
1751. The specified model number indicates the storage 
capacity of the drum. 

7-1 System Line Printer 

One of these items must be selected if the system contains a 
line printer. This section may be ignored if a line printer is 
not included. 

(8) System Magnetic Tape Device 

Only one of the types of tape devices indicated by the 
asterisk (*) may be selected. If the system does not contain 
a magnetic tape device, this section may be ignored. 

8-1 Standard System Units 

These are optional entries, as specified by the logical unit 
worksheet. Either or both of these items may be selected to 
specify the tape as logical unit 10 and/or 11 in the ordered 
system. 

8-2 
8-3 
8-4 

Seven-Track 
Nine-Track 
Logical Unit 

These entries are required if the system tape controller is a 
1732-3. Every tape unit contained in the system must have 
an entry in either the seven-track or the nine-track 
selection, but not both. The nine-track selection specifies 
both the 800 and 1600 bits per inch as well as the phase 
encode options. Every tape unit must have a logical unit 
assignment, as specified by the logical unit worksheet. Tape 
unit 0 must always be logical unit 6. 

8-5 
8-6 
8-7 

Seven-Track 
Nine-Track 
Logical Unit 

These entries are required if the system tape controller is a 
1732-2. Every tape unit contained in the system must have 
an entry in either the seven-track or the nine-track 
selection, but not both. The nine-track selection specifies 
both the 800 and 1600 bits per inch options. Every tape unit 
must have a logical unit assignment, as specified by the 
logical unit worksheet. Tape unit 0 must always be logical 
unit 6. 
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8-8 
8-9 
8-10 
8-11 

Seven-Track 
Nine-Track 
Logical Unit 
1706 Number 

These entries are required if the system tape controller is a 
1732-1. Every tape unit contained in the system must have 
an entry in either the seven-track or nine-track selection, 
but not both. Every tape unit must have a logical unit 
assignment, as specified by the logical unit worksheet. Tape 
unit 0 must always be logical unit 6. If the tape controller is 
operated through a 1706 Buffered Data Channel, the 1706 
number must be specified. 

8-12 
8-13 

Logical Unit 
1706 Number 

These entries are required if the system tape controller is a 
1731. Every tape unit must have a logical unit assignment, 
as specified by the logical unit worksheet. Tape unit 0 must 
always be logical unit 6. If the tape controller is operated 
through a 1706 Buffered Data Channel, the 1706 number 
must be specified. 

(9) System Card Device 

If the system does not contain a punched card device, this 
section may be ignored. 

9-1 Card Conversion Format 

This is a required entry that specifies whether the cards are 
read and punched under the ASCII-63 format or the ASCII-68 
(EBCDIC) format. The ASCII-63 format is the s~andard for 
MSOS. 

9-2 Reader Logical Unit 

Only one of these items may be selected, as specified by the 
logical unit worksheet. If the reader is the standard input 
unit, the entry must be 10. 

9-3 Punched Logical Unit 

This item is based on the logical unit worksheet. If the 
punch is the standard output device, this entry must be 11. 

9-4 1706 Number for 1726/405 

This entry is required only if the system card reader is a 
buffered 1726/405. 
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(10) System Paper Tape Device 

If the system does not contain a paper tape device, this 
section may be ignored. The column labeled 1713 specifies 
the 1713-1 through 1713-3 only. The column labeled 1721/24 
specifies the 1721, 1722, 1723, and 1724 Paper Tape Units. 

10-1 Reader Logical Unit 

Only one of these items may be selected, as specified by the 
logical unit worksheet. If the reader is the standard input 
unit, the entry must be 10. 

10-2 Punch Logical Unit 

Only one of these items may be selected, as specified by the 
logical unit worksheet. If the punch is the standard output 
device, this entry must be 11. 

(11) System Communications Device 

Only one of the types of communications devices indicated 
by the asterisk (*) may be selected. If the system does not 
contain a communications device, this section may be 
ignored. 

11-1, 4 
11-2 
11-3, 5 

361-1 Adapter 
361-4 Adapter 
Logical Unit 

These entries are required if the system communications 
adapter is a 364-4. Every communications adapter con­
tained in the system must have an entry in either the 361-1 
or the 361-4 selection, but not both. Since each 361-4 
requires two channels in the multiplexer, these selections 
should be made first. Every adapter must have a logical unit 
assignment, as specified by the logical unit worksheet. 

11-6, 9 
11-7, 10 
11-8, 11 

Module 
Station 
Logical Unit 

These entries are requIred if the system communications 
device is a 1595. Every communications unit in the system 
must have a local 1500 controller module and station 
assignment, as specified by the 1500 Series equipment 
worksheet. St~tion 0 is not allowed for this equipment. 
Every unit must also have a logical unit assignment, as 
specified by the logical unit worksheet. 

11-12, 13 Logical Unit 

These entries are required if the system communications 
device is a 1743-2. Every unit must have a logical unit 
assignment, as specified by the logical unit worksheet. 
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(12) System Analog/Digital Devices 

If the system does not contain any 1500 Series analog or 
digital input/output devices, this section may be ignored. 
Each equipment is specified by its module and station 
number, as determined from the 1500 Series equipment 
worksheet. Modules are entered as decimal values between 
o and 7, and stations are entered as decimal values between 
o and 15. 

12-1 Remote 1500 Equipment 

This entry is required only if the system contains a remote 
1500 Series equipment controller. Two adjacent stations 
must be reserved for this item. 

12-2 1572-1 Sample Timing Unit 

This entry is required only if the system contains a local 
1572-1 Sample Timing Unit. Station 0 may not be used for 
this equipment. If this equipment is to be the system timing 
device, an entry must also be made in section 3 of the order 
form. 

12-3 1536 Relay Analog Mux 

This entry is required only if the system contains a local 
1536-2 Relay Analog Multiplexer. In addition to the module 
and station assignment, this device must be assigned a 
logical unit, as specified by the logical unit worksheet. 
Station 0 may not be used for this equipment. One station 
allows up to 1024 analog inputs. 

12-4 1525 Converter for 1536 

This entry is required if item 12-3 is selected. It specifies 
the assignment of the 1525-3 Analog-to-Digital Converter to 
be used with the 1536. Station 0 may not be used for this 
equipment. 

12-5 
12-6 1501 High-Speed Analog Mux 

This entry is required only if the system contains a local 
1501-10/11 Analog Input Multiplexer. One or two contiguous 
groups of stations may be specified for this equipment, but 
station 0 may not be used. A maximum of 15 stations may 
be assigned to each group. Group 2 may not be selected 
unless group 1 is selected. 

12-7 1525 Converter for 1501 

This entry is required if item 12-5 or 12-6 is selected. It 
specifies the assignment of the 1525-3 Analog-to-Digital 
Converter to be used with the 1501. Station 0 may not be 
used for this equipment. 
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12-8 
12-9 1547 Events Counter 

This entry is required only if the system contains local 1547-
1 or 1547-2 Events Counters. One or two contiguous groups 
of stations may be specified for this equipment, but station 
o may not be used. Each station designates one 16-bit 
counter, and a maximum of 15 stations may be assigned to 
each group. Group 2 may not be selected unless group 1 is 
selected. The 1547 requires the dedicated use of the sample 
rate generator portion of the 1572-1 Sample Timing Unit. 

12-10 1544 Digital Input 

This entry is required if the system contains local 1544-1 
through 1544-4 Digital Input Units. All digital inputs must 
be specified in a single contiguous group of stations, and 
station 0 may be used for this equipment. A maximum of 
128 stations may be assigned to the 1544. 

12-11 1553 Digital Output 

This entry is required if the system contains local 1553-1 
through 1553-6 Digital Output Units. All digital output must 
be specified in a single contiguous group of stations; station 
o may be used for this equipment. A maximum of 128 
stations may be assigned to the 1553. 

12-12 
12-13 

1555 Latching Relay Output 
1555 Momentary Relay Output 

This entry is required if the system contains local 1555-1 
through 1555-3 Relay Output Units. The 1555 is supported 
in either latching or momentary operation under MSOS; each 
type must be specified in a single contiguous group of 
stations. Station 0 may be used for this equipment. A 
maximum of 128 stations may be assigned to the 1555. The 
1555-1 or 1555-2 specifies latching output, and the 1555-3 
specifies momentary. 

12-14 1566 Analog Output 

This entry is required if the system contains local 1566-20 
through 1566-23 Analog Output Units. All analog output 
must be specified in a single contiguous group of stations; 
station 0 may be used for this equipment. A maximum of 
128 stations may be assigned to the 1566. 

12-15 1576 Stall Alarm 

This entry is required only if the system contains a 1576-1 
Stall Alarm. Station 0 may not be used for this equipment. 

12-20 1572-1 Sample Timing Unit 

This entry is required only if the system contains a remote 
1547 Events Counter. Station 0 may not be used for this 
equipment. 

12-21 1536 Relay Analog Mux 

This entry is required only if the system contains a remote 
1536-2 Relay Input Analog Multiplexer. In addition to the 
module and station assignment, this device must be assigned 
a logical unit, as specified by the logical unit worksheet. 
Station 0 may not be used for this equipment. 

12-22 1525 Converter for 1536 

This entry is required if item 12-16 is selected, and specifies 
the assignment of the 1525-3 Analog-to-Digital Converter to 
be used with the 1536. Station 0 may not be used for this 
equipment. 

12-23 
12-24 1501 High-Speed Analog Mux 

This entry is required only if the system contains a remote 
1501-10/11 Analog Input Multiplexer. One or two contiguous 
groups of stations may be specified for this equipment, but 
station 0 may not be used. A maximum of 15 stations may 
be assigned to each group. 

12-25 1525 Converter for 1501 

This entry is required if item 12-18 or 12-19 is selected. It 
specifies the assignment of the 1525-3 Analog-to-Digital 
Converter to be used with the 1501. Station 0 may not be 
used for this equipment. 

12-26 
12-27 1547 Events Counter 

This entry is required only if the system contains remote 
1547-1 or 1547-2 Events Counters. One or two contiguous 
groups of stations may be specified for this equipment, but 
station 0 may not be used. Each station designates one 16-
bit counter, and a maximum of 15 stations may be assigned 
to each group. The 1547 requires the dedicated use of the 
sample rate generator portion of the remote 1572-1 Sample 
Timing Unit. 

12-28 1544 Digital Input 

This entry is required if the system contains remote 1544-1 
through 1544-4 Digital Input Units. All digital inputs must 
be specified in a single contiguous group of stations, and 
station 0 may be used for this equipment. A maximum of 
128 stations may be assigned to the 1544. 

1229 1553 Digital Output 

This entry is required if the system contains remote 1553-1 
through 1553-6 Digital Output Units. All digital outputs 
must be specified in a single contiguous group of stations, 
and station 0 may be used for this equipment. A maximum 
of 128 stations may be assigned to the 1553. 
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12-30 
12-31 

1555 Latching Relay Output 
1555 Momentary Relay Output 

This entry is required if the system contains remote 1555-1 
through 1555-3 Relay Output Units. The 1555 is supported 
in either latching or momentary operation under MSOS, and 
each type must be specified in a single contiguous group of 
stations. Station 0 may be used for this equipment. A 
maximum of 128 stations may be assigned to the 1555. The 
1555-1 or 1555-2 specifies latching output, and the 1555-3 
specifies momentary. 

12-32 1566 Analog Output 

This entry is required if the system contains remote 1566-20 
through 1566-23 Analog Output Units. All analog output 
must be specified in a single contiguous group of stations, 
and station 0 may be used for this equipment. A maximum 
of 128 stations may be assigned to the 1566. 

(13) System Display Device 

If the system does not contain the 1745-211 Display 
Controller, this section may be ignored. 

13-1, 2 Logical Unit 

A logical unit must be defined for each 211 Display Unit in 
the system. These logical units are specified by the logical 
unit worksheet. 

(14) System Hardware Floating Point Unit 

If the system does not contain a 1781-1 Hardware Floating 
Point Unit, this section may be ignored. 

14-1 1781-1 Unit 

Select the floating point unit here. 

20-1 System Common 

This is an optional entry of a decimal value that defines the 
amount of blank (system) common required in the system. 
Any value up to 40,000 bytes may be specified. 

20-2 
through 
20-17 Partitioned Memory 

These are optional entries of decimal values that specify the 
size of each main memory partition. Only as many 
partitions as are required in the system need be specified, 
but they must be contiguously defined from partition 1. 
Programs may reside in several adjacent partitions. 
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(21) Message Buffering 

If the system does not require message buffering, this 
section may be ignored. 

21-1 Output Logical Unit 
21-2 Mass Memory Logical Unit 
21-3 Message Records 

These entries are required if the card punch device is to 
include message buffering. The output logical unit is the 
logical unit used to address the buffered card punch; it is 
specified by the logical unit worksheet. The mass memory 
logical unit is the mass storage device that contains the 
buffered messages. The message records is a decimal value 
that defines the size of the buffer. Up to 335 192-byte 
records may be specified. 

21-4 
21-5 
21-6 

Output Logical Unit 
Mass Memory Logical Unit 
Message Records 

These entries are required if the system comment output 
unit is to include message buffering. The output logical unit 
is the logical unit used to address the buffered comment 
device and is specified by the logical unit worksheet. The 
mass memory logical unit is the mass storage device that 
contains the buffered messages. The message records value 
is a decimal number that defines the size of the buffer. Up 
to 800 80-byte records may be specified. Message buffering 
cannot be used for input devices. 

21-7 
21-8 
21-9 

Output Logical Unit 
Mass Memory Logical Unit 
Message Records 

These entries are required if the paper tape punch device is 
to include message buffering. Only one type of punch device 
may be selected. The column labeled 1713 specifies the 
1713-1 through 1713-3 only. The output logical unit is the 
logical unit used to address the buffered paper tape punch; it 
is specified by the logical worksheet. The mass memory 
logical unit is the mass storage device that contains the 
buffered messages. The message records value is a decimal 
number that specifies the size of the buffer. Up to 335 
192-byte records may be specified. 

(22) COSY Interface 

If the system does not require a COSY interface, this 
section may be ignored. 

22-1 Logical Unit 

Up to two COSY interface logical units may be included in a 
system. The unit 0 entry must always be a 5, and the unit 1 
entry may be any available value, as specified by the logical 
unit worksheet. 
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(23) MSOS File Manager 1 

If the system does not require an MSOS file manager, this 
section may be ignored. 

23-1 
through 
23-9 

Logical Unit 
Decimal Length 

A decimal entry is required for each mass storage device 
that contains file space. An entry for the library unit 
(logical unit 8) is required. The amount of file space is a 
function of the type of files that are specified in the system. 
Large record lengths and indexed files tend to require larger 
amounts of space. The amount of mass storage available on 
any given unit may be estimated from the memory size 
worksheet, but cannot exceed 32,767 sectors. In general, it 
is advisable to retain some unused mass memory for use as 
spare storage until some experience has been gained with 
the system. If the majority of the system file space is 
specified on a device other than the library unit, a minimum 
amount must be reserved on the library unit for file 
information blocks. This amount may be as small as 1000 
sectors. The logical unit entries are obtained from the 
logical unit worksheet. 

(24) Magnetic Tape Emulation 

Only one of the types of emulated magnetic tape indicated 
by the asterisk (*) may be selected. If the system does not 
contain magnetic tape emulation, this section may be 
ignored. 

24-1 
24-2 
24-3 

Job File Access 
Foreground Access 
Logical Unit 

Every pseudo tape unit in the system must have an entry in 
either the job file or foreground access selection, but not 
both. Every pseudo tape must have a logical unit assign­
ment, as specified by the logical unit worksheet. All file 
space required for pseudo tapes must be contained on the 
system library unit, so that space must be allocated 
accordingly. The unit 0 logical unit entry must always be a 
7, as specified by the logical unit worksheet. 

24-4 Number of Job Files 

A decimal entry is required if any of the pseudo tapes in the 
system have job file access. It specifies the total number of 
independent files that may be referenced by the pseudo 
tapes. 

24-5, 8 
24-6, 9 
24-7, 10 

Logical Unit 
Mass Memory Logical Unit 
Number of Sectors 

Every magnetic tape simulation unit in the system must 
have a logical unit assignment, as specified by the logical 
unit worksheet. The unit 0 logical unit entry must always be 
7, as specified by the logical unit worksheet. The mass 
memory logical unit specifies the mass storage device that 
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contains the simulated magnetic tape records. The number 
of sectors is a decimal value that defines the amount of 
simulated magnetic tape available to the unit. 

(25) Pseudo Disk Dri ves 

If the system does not contain a 1733-2/856-4 Cartridge 
Disk Unit, this section should be ignored. If this unit is 
present, this section becomes optional. 

25-1 Logical Unit 
25-2 Mass Memory Logical Unit 

Every pseudo disk unit in the system must have a logical unit 
assignment, as specified by the logical unit worksheet. The 
mass memory logical unit specifies the 1733-2/856-4 Car­
tridge Disk Unit that contains the space allocated to the 
pseudo disk drive. Note that only four pseudo disk units may 
be ordered for the 1733-2/856-4 mass storage devices. The 
first sector of the first pseudo disk unit on each 856-4 
Cartridge Disk Unit is biased to physical sector 800016• 
Each pseudo disk unit addresses 14,325 sectors. 

(30) MSOS FORTRAN 3.3 

If the system does not require the MSOS FORTRAN product, 
this section may be ignored. 

30-1 Compiler Variant A 

This entry should be selected if the A-variant of the 
FORTRAN compiler is desired. The A-variant requires the 
minimum amount of memory for execution. 

30-2 Compiler Variant B 

This entry should be selected if the B-variant of the 
FORTRAN compiler is desired. The B-variant requires a 
larger amount of memory for execution. 

30-3 Re-entrant Library 

This item should be selected if the system requires 
FORTRAN programs to be executed in the protected 
foreground. If this item is selected, system priority levels 4, 
5, and 6 are specified for FORTRAN execution. 

30-4 Double Precision Option 

This item should be selected if the system requires extended 
precision for real-type FORTRAN variables. This option is 
included in both the foreground and background libraries if it 
is selected. 

(33) Optional MSOS Products 

If the system does not require the optional MSOS products 
listed under this heading, the section may be ignored. A 
separate software license is required for each of these 
optional products. 
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33-1 Magnetic Tape Utility 2 

This entry should be selected if the magnetic tape utility 
package is desired. 

33-2 Macro Assembler 3 

This entry should be selected if the macro assembler is 
desired. 
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33-3 Sort Merge 1 

This entry should be selected if the sort/merge package is 
desired. 

33-4 RPG II 1 

This entry snould be selected if RPG II 1 is desired. Two 
hundred RPG file numbers are always reserved from the 
highest available numeric block of file numbers in the 
system. 
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'---

MSOS CYBER 18 SERIES ORDER FORM 8 

"i" , ;,;. &-'14.11 . 

The following information should be noted when 
completing the order form: 

• The MSOS CYBER 18 Series order form should be 
completed only if the system mainframe is a 
CYBER 18-lOM or 18-20. The MSOS 1700 Series order 
form in section 7 should be completed when the system 
mainframe is a 1704, 1714, 1774, 1784, or CYBER 
18-17 • 

• The order form must be filled out completely and 
accurately. Failure to do so results in delays in 
processing and shipping the system. 

• This manual should be carefully reviewed before using 
the order form; the attached worksheets should be 
employed as an aid in the specification of the system. 

.. Every order item has a number in the left-hand column 
that references an explanation immediately following 
the form itself. 

• Entry of an alphanumeric or numeric item is specified 
by dashes enclosed in parentheses: (--). The number of 

96769490 B 

enclosed dashes indicates the maximum number of 
characters or digits allowed. 

• Selection of a multiple-choice item is specified by a 
set of parentheses: ( ). This entry may be an X, a 
check mark, or any similar identifier. 

• To aid the processing of this form, it is suggested that 
a circle be placed around each order reference item 
selected. 

• The entries in sections 1, 2, 4, 5, and 8 are required; 
all remaining items are optional. 

• When the form is complete, it should be removed from 
this document and mailed together with a data form or 
CRAF to: 

G. J. Ferber - ARH230 
Control Data Corporation 
4201 Lexington Avenue North 
Arden Hills, Minnesota 55112 
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• 8-2 

o 

C Y B E R S E R I E S ----- ------

(1) G ENE R A L S Y S T E MIN FOR MAT ION ------- ------ -----------

SYSTEM IDENTIFICATION FORM REVISION 

1- 1 (----------------------------) CYBER SERIES MSOS (2) 

1-

(2) 

2-

2-

(4) 

INSTALLATION MEDIUM 

MAGNETIC TAPE 

9-TRACK 

2 ( ) 

f.Q~f.QIlE. M A I N F RAM E ---------
MAINFRAME TYPE 

18-20 IS-10M 

1 ( ) ( ) 

MAIN MEMORY SIZE 

2 (---) K BYTES 

~r~II~ f.Q~~I~ILf.~~Ih 

1811-1/2 

CRT 

4- 1 ( ) 

o 

o E V ICE ------
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0 

(5 ) S Y S T E M DIS K MAS S S TOR AGE D E V ICE 
------ - - -- - - -- ------- ------

DISK UNIT 

* STORAGE MODULES 0 2 3 4 5 6 7 

5- 1867-10 (25MB) ( ) ( ( ) ( ) ( ) ( ) ( ) ( ) 

.. 5- 2 1867-20 (50MB) ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

5- 3 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

1833-5 1865-1/2 0 1 

5- 4 LOGICAL UNIT (--) (--) 

DISK UNIT 
',--

* CARTRIDGE DISKS 0 1. 2 3 

5- 5 1866-12 ( ) ( ) ( ) ( ) 

5- 6 1866-14 ( ) ( ) ( ) ( ) 

5- 7 LOGICAL UNIT (--) ( --) (--) (--) 

(7) SYSTEM LIN E P R I N T E R ------ -- -- -------

1827-30/31/32/60/90 

7- 1 ( ) 

o 
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0 

(8) S Y S T E M MAG NET I C TAP E D E V ICE ------ -------- ---- ------..,. 
STANDARD SYSTEM UNITS 

INPUT OUTPUT 

'8- 1 ( ) ( ) 

jl 

TAPE UNIT 

1860-1/2/3/4 0 1 2 3 .. 
8- 2 7-TRACK NRZI ( ) ( ) ( ) ( ) 

8- 3 9-TRACK NRZl ( ) ( ) ( ) ( ) 

8- 4 LOGICAL UNIT (--) (-- ) (--) (-- ) 

TAPE UNIT 

1860-516 0 1 2 3 

8- S 9-TK DUAL MODE ( ) ( ) ( ) ( ) 

8- S. lOGICAL UNIT (--) (--) (--) (-- ) 

(9) ~riII!1 .£ ~.!! Q DEVICE ------

1829-30/6Q 

9- 2 READER LOGICAL UNIT (--) 

o 

• 8-4 96769490 B 



.. 

'-

'- -

"-

I 

"--- 96769490 B 

0 

(10) 

10- 1 

10- 2 

10- 3 

o 

S Y S T E M COM M U N I CAT ION S o E V ICE S ------ -------------- -------

1843-2 

LOGICAL UNIT (--) 

COMMUNICATIONS CHANNEL 

752 CRT 1 2 3 4 5 6 7 8 

PORT L. U. (--) (--) (--) (--) (--) (--) (--) (--) 

COMMUNICATIONS CHANNEL 

752 CRT 9 10 11 12 13 14 15 16 

PORT L. U. (--) (--) (--) (--) (--) (--) (--) (--) 
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0 

(20) M A I N M E M 0 R Y ALL 0 CAT ION ---- ------ ----------

SYSTEM COMMON 

DECIMAL LENGTH 

20- 1 (-----) BYTES 

PARTITIONED MEMORY .. 

DECIMAL LENGTH 

20- 2 PARTITION 1 (-----} BYTES 

20- 3 PARTITION 2 (-----) BYTES 

20- 4 PARTITION 3 (-----) BYTES 

20- 5 PARTITION 4 (-----) BYTES 

20- 6 PARTITION 5 (-----) BYTES 

20- 7 PARTITION 6 (-----) BYTES 

20- 8 PARTITION 7 (-----) BYTES 

20- 9 PARTITION 8 (-----) BYTES 

20- 10 PARTITION 9 (-----) BYTES 

20- 11 PARTITION 10 (-----) BYTES 

20- 12 PARTITION 11 (-----) BYTES 

20- 11 PARTITION 12 (-----) BYTES 

20- 14 PARTITION 13 (-----} BYTES 

20- 15 PARTITION 14 (-----) BYTES 

20- 16 PARTITION 15 (----c;) BYTES 

20- 17 PARTITION 16 (-----) BYTES 

o 
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0 

(22) COS Y I N T E R F ACE ---- ---------
COS Y U NIT 0 1 

22- 1 LOG I CAL UN IT (--) (--) 

'" 
(23) M S 0 S F I L E MAN AGE R 1 -- -- ---- -------

~ 
FILE SPACE UNIT LOGICAL UNIT DECIMAL LENGTH 

23- 1 UNIT 0 ( 8) (-----) SECTORS 

23- 2 UNIT 1 (--) (-----) SECTORS 

23- 3 UNIT 2 (--) (-----) SECTORS 
'-- 23- 4 UNIT 3 (--) (-----) SECTORS 

23- 5 UNIT 4 (--) (-----) SECTORS 
'-- 23- 6 UNIT 5 (--) (-----) SECTORS 

23- 7 UNIT 6 (--) (-----) SECTORS 
'-- ' 23- 8 UNIT 7 (--) (-----) SECTORS 

23- 9 UNIT 8 (--) (-----) SECTORS 

o 
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0 

(24) MAG NET I C TAP E EMU L A T ION -------- ---- ---------

PSEUDO,MAGNETIC TAPE UNIT 0 1 2 3 4 5 6 7 

24- 1 JOB FILE ACCESS ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

24- 2 FOREGROUND ACCESS ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

24- 3 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

24- 4 NUMBER OF JOB FILES (----) 

MAGNETIC TAPE SIMULATION 
UNIT 0 1 2 3 

24- 5 LOGICAL UNIT (--) (--) (--) (--) 

24- 6 MASS MEMORY L. UNIT (--) (--) (--) (--) 

24- 7 NUMBER OF SECTORS (-----) (-----) (-----) (-----) 

MAGNETIC TAPE SIMULATION 
UNIT 4 5 6 7 

24- 8 LOGICAL UNIT (--) (--) (--) (--) 

24- 9 MASS MEMORY L. UNIT (--) (--) (--) (--) 

24-10 NUMBER OF SECTORS (-----) (-----) (-----) (-----)~ 

MAGNETIC TAPE SIMULATION 
UNIT 8 9 10 11 

24-11 LOGICAL UNIT (--) (--) (--) (--) 

24-12 MASS MEMORY L. UNIT (--) (--) (--) (--) 

24-13 NUMBER OF SECTORS (-----) (-----) (-----) (-----) 

o 
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0 

(25) P S E U D 0 DIS K D R I V E S ------ - - -- ------

PSEUDO DISK DRIVE UNIT 0 1 2 3 4 5 6 7 

25- 1 LOG I CAL UN IT (--) (--) (--) (--) (--) (--) (--) (--) 

25- 2 MASS MEMORY L. UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

PSEUDO DISK DRIVE UNIT 8 9 10 11 12 13 
b 

25- 3 LOGICAL UNIT (--) (--) (--) (--) (--) (--) 

25- 4 MASS MEMORY L. UNIT (--) (--) (--) (--) (--) (--) 

o 
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o 

(26) o R I V E R ------

26- 1 LOGICAL UNIT (--) 

r 
(30) M S 0 S FORTRAN 3 . 3 - - -- -------

30- 1 COMPILER VARIANT 'A' ( ) (l 

30- 2 COMPILER VARIANT 'B' ( ) 

* SOFTWARE FLOATING POINT 

30- 3 SOFTWARE OPTION ( ) 

* FIRMWARE FLOATING POINT 

30- 4 FIRMWARE OPTION ( ) 

FORTRAN RUNTIME LIBRARIES 

30- 5 RE-ENTRANT - SINGLE PREC. ( ) 

30- 6 RE-ENTRANT - DOUBLE PREC. ( ) 

30- 7 NON-RE-ENTRANT - SINGLE PREC. ( ) 

30- 8 NON-RE-ENTRANT - DOUBLE PREC. ( ) 

(33) OPT ION A L M S 0 S PRO D U C T S -------- ---- --------

33- 1 MAGNETIC TAPE UTILITY 2 ( ) 

33- 2 MACRO ASSEMBLER 3 ( ) 

33- 3 SORT MERGE 1 ( ) 

33- 4 RPG II 1 ( ) 

o ( 
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1-1 System Identification 

This is a required entry that consists of 1 to 28 
alphnnumeric characters that uniquely identify the 
system. This information is included as a comment in the 
system installation file, the SYSDAT program, and is 
output during every system autoload. 

1-2 Installation Medium 

This item must be selected to establish the medium on 
which all MSOS materials are supplied. All 9-track tapes 
are supplied at 800 bits per inch. Tapes having a density 
of 1600 bits per inch will not be provided as part of the 
standard installation materials. The standard installation 
medium is de fined as 9-track tape. If the system contains 
only 7 -track tape, it may be selected as the installation 
medium by hand entry of this designation. As with 
9-track tape, all 7-track tapes will be supplied at 800 bits 
per inch. 

2-1 Mainframe Type 

One of these items must be selected. 

2-2 Main Memory Size 

This is a required entry of three decimal digits 
representing the number of 1024-byte memory increments 
included with the mainframe. Any increment between 32 
and 256 is allowed. 

4-1 System Comment/Panel Device 

This item must be selected. A standard CYBER series 
configuration requires that at least one 1811-1 or 1811-2 
unit be selected to serve as the system comment and 
maintenance device. 

(5) System Disk Mass Storage Device 

Only one of the types of disk devices indicated by the 
asterisk is required. If the 1833-3 or 1867-10/20 is 
selected, each of the following entries is required. 

5-1 
5-2 
5-3 

1867-10 
1867-20 
Logical Unit 

Every disk unit contained in this section must have an 
entry in either the .:.10 or the -20 selection, but not both. 
Every disk unit must have a logical unit assignment, as 
specified by the logical unit worksheet. If the disk is the 
system library unit, the unit 0 entry must be an 8. 

5-4 Logical Unit 

This entry may be selected if the 1833-5 Flexible Disk 
Controller is present in the system. Every 1865-1/2 
Flexible Disk Unit must have a logical unit assignment as 
specified by the logical unit worksheet. The 1865-1/2 disk 
is not allowed to be the system library unit; therefore, the 
logical unit entry must never be 8. 
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5-5 
5-6 
5-7 

1866-12 
1866-14 
Logical Unit 

These entries are required if the system disk controller is 
an 1833-4. Every disk unit contained in the system must 
have an entry in either the -12 or the -14 selection, but 
not both. Every disk unit must have a logical unit 
assignment, as specified by the logical unit worksheet. If 
the disk is the system library unit, the unit 0 entry must 
be an 8. 

7-1 System Line Printer 

This item must be selected if the system contains a line 
printer. This section may be ignored if a line printer is 
not included. 

(8) System Magnetic Tape Device 

This section must be selected to establish the system 
installation medium. 

8-1 Standard System Units 

These are optional entries, as specified by the logical unit 
worksheet. Either or both of these items may be selected 
to specify that the tape is logical unit 10 and/or 11 in the 
ordered system. These entries apply only to the 
1860-1/2/3/4 NRZI or 1860-5/6 Dual Mode Magnetic Tape 
Units. 

8-2 
8-3 
8-4 

Seven-track 
Nine-track 
Logical Unit 

These entries are required if the system magnetic tape is 
an 1860-1, -2, -3, or -4. Every tape unit contained in the 
system must have an entry in either the 7 -track or the 
9-track selection, but not both. The 7 -track selection 
specifies 800 bits per inch. The 9-track selection 
specifies 800 bits per inch. Every tape unit must have a 
logical unit assignment, as specified by the logical unit 
worksheet. Tape unit 0 must always be logical unit 6. 

8-5 
8-6 

Nine-track 
Logical Unit 

These entries are required if the system magnetic tape is 
an 1860-5 or 1860-6. Every tape unit contained in the 
system must have an entry in the 9-track selection. The 
9-track selection specifies 800 bits per inch. Every tape 
unit must have a logical unit assignment, as specified by 
the logical unit worksheet. Tape unit 0 must always be 
logical unit 6. 

(9) System Card Device 

If the system does not contain a punched card device, this 
section may be ignored. 

9-2 Reader Logical Unit 

This item may be selected, as specified by the logical unit 
worksheet. If the reader is the standard input unit, the 
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entry must be 10. A system selectable option is the 
format under which cards will be read. The ASCII-63 
format is the standard for MSOS while the ASCII-68 
format is EBCDIC. 

(0) System Communications Devices 

If the system does not contain an 1843-2 Communications 
Line Adapter, this section must be ignored. If the 1843-2 
CLA is present, this section becomes optional. 

10-1 Logical Unit 

The 1843-2 CLA must have a logical unit assignment, as 
specified by the logical unit worksheet. 

10-2 
10-3 

Port Logical Unit 
Port Logical Unit 

Every communications device associated with the 1843-2 
CLA must have a logical unit assignment specification. 
Refer to the logical unit worksheet for number 
assignments. 

20-1 System Common 

This is an optional entry of a decimal value that defines 
the amount of blank (system) common required in the 
system. Any value up to 40,000 bytes may be specified. 

20-2 
through 
20-17 Partitioned Memory 

These are optional entries of decimal values that specify 
the size of each main memory partition. Only as many 
partitions as are required in the system need be specified, 
but they must be contiguously defined from partition l. 
Programs may reside in several adjacent partitions. 

(22) COSY Interface 

If the system does not require a COSY interface, this 
section may be ignored. 

22-1 Logical Unit 

Up to two COSY interface logical units may be included in 
a system. The unit 0 entry must always be a 5, and the 
unit 1 entry may be any available value, as specified by 
the logical unit worksheet. 

(23) MSOS File Manager 1 

If the system does not require an MSOS file manager, this 
section may be ignored. 

23-1 
through 
23-9 

Logical Unit 
Decimal Length 

A decimal entry is required for each mass storage device 
that contains file space. An entry for the library unit 

• 8-12 

(logical unit 8) is required. The amount of file space is a 
function of the type of files that are specified in the 
system. Large record lengths and indexed files tend to 
require larger amounts of space. The amount of mass 
storage available on any given unit may be estimated from 
the mass memory sector restrictions table and cannot 
exceed 32,767 sectors. In general it is advisable to retain 
some unused mass memory for use as spare storage until 
some experience has been gained with the system. If the 
majority of the system file space is specified on a device 
other than the library unit, a minimum amount must be 
reserved on the library unit for file information blocks. 
This amount may be as small as 1000 sectors. The logical 
unit entries are obt8ined from the logical unit worksheet. 
Note that file space is not allowed on the 1833-5 Flexible 
Disk Drive Controller or the 1865-1/2 Flexible Disk Drive. 

(24) Magnetic Tape Emulation 

If the system does not contain magnetic tape emulation, 
this section may be ignored. 

24-1 
24-2 
24-3 

Job File Access 
Foreground Access 
Logical Unit 

File manager 1 must be present in the system if pseudo 
tape is selected. Every pseudo tape unit in the system 
must have an entry in either the job file or foreground 
access selection, but not both. Every pseudo tape must 
have a logical unit assignment, as specified by the logical 
unit worksheet. All file space required for pseudo tapes 
must be contained on the system library unit, so that 
space must be allocated accordingly. The unit 0 logical 
unit entry must always be a 7, as specified by the logical 
unit worksheet. 

24-4 Number of Job Files 

A decimal entry is required if any of the pseudo tapes in 
the system have job file access. It specifies the total 
number of independent files that may be referenced by 
the pseudo tapes. 

24-5, 8, 11 
24-6, 9, 12 
24-7, 10, 13 

Logical Unit 
Mass Memory Logical Unit 
Number of Sectors 

Every magnetic tape simulation unit in the system must 
have a logical unit assignment, as specified by the logical 
unit worksheet. The unit 0 logical unit entry must always 
be 7, as specified by the logical unit worksheet. However, 
if both pseudo tape and magnetic tape simulation are 
selected in the same system configuration, the unit 0 
logical unit entry for only one of the two emulators must 
be 7. The other unit 0 logical unit assignment is 
selectable, as specified by the logical unit worksheet. It 
should be noted that magnetic tape simulation may be 
defined on pseudo disk drives. In this case, the tape 
simulator mass memory logical unit would be the logical 
unit of the pseudo disk to which it has been assigned. 

(25) Pseudo Disk Drives 

If the system does not contain the 1833-3 and 1867-10/20 
Storage Module units, this section must be ignored. If this 
unit is present, this section becomes optional • 
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25-1, "3 
25-2, 4 

Logical Unit 
Mass Memory Logical Unit 

Every pseudo disk unit in the system must have a logical 
unit assignment, as specified by the logical unit 
worksheet. The mass memory logical unit specifies the 
1833-3 and 1867-10/20 that contain the space allocated to 
the pseudo disk drive. It should be noted that only one 
non-pseudo and three pseudo disk units may be ordered for 
each 1833-3 and 1867-10 Storage Module Drive units. 
Only one non-pseudo and seven pseudo disk units may be 
ordered for each 1833-3 and 1867-20 Storage Module 
Drive unit. The first sector of the first pseudo disk unit 
on each storage module drive is biased to physical sector 
800016. Each pseudo disk unit addresses 32,767 (7FFF16) 
sectors. 

(26) Extended Memory Driver 

If the system contains more than 128K bytes of memory, 
this section may be selected. 

26-1 Logical Unit 

A logical unit must be defined for the extended memory 
driver, as specified by the logical unit worksheet. 

(30) MSOS FORTRAN 3.3 

If the system does not require the MSOS FORTRAN 
product, this section may be ignor8d. 

30-1 Compiler Variant A 

This entry should be selected if the A-variant of the 
FORTRAN compiler is desired. The A-variant requires 
the minimum amount of memory for execution, but runs 
substantially slower than the B-variant. 

30-2 Compiler Variant B 

This entry should be selected if the B-variant of the 
FORTRAN compiler is desired. The B-variant requires a 
larger amount of memory for execution, but runs 
substantially faster than the A-variant. 

30-3 Software Floating Point 

Only one. of the floating-point packages, indicated by the 
asterisk, may be selected. If the software floating-point 
option is desired, this item should be selected. 

30-4 Firmware Floating Point 

If the firmware floating-point option is desired, this item 
should be selected. 

30-5 
FORTRAN Runtime Libraries 
Re-entrant - Single Precision 

This item should be selected if the system requires 
FORTRAN programs to be executed in the protected 

96769490 B 

foreground in single-precision mode. If this item is 
selected, system priority levels 4, 5, and 6 are specified 
for FORTRAN execution. 

30-6 Re-entrant - Double Precision 

This item should be selected if the system requires 
FORTRAN programs to be executed in the protected 
foreground and if the system requires extended precision 
for real-type FORTRAN variables. If this item is 
selected, system priority levels 4, 5, and 6 are specified 
for FORTRAN execution. 

30-7 Non Re-entrant - Single Precision 

This item should be selected if the system allows 
FOR TRAN programs to be run in the unprotected 
background in single-precision mode. 

30-8 Non Re-entrant - Double Precision 

This item should be selected if the system allows 
FORTRAN programs, to be run in the unprotected 
background, but also requires extended precision for 
real-type FORTRAN variables. 

(33) Optional MSOS Products 

If the system does not require the optional MSOS products 
listed under this heading, this section may be ignored. A 
separate software license is required for each of these 
optional products. 

33-1 Magnetic Tape Utility 2 

This entry should be selected if the magnetic tape utility 
package is desired. 

33-2 Macro Assembler 3 

This entry should be selected if the macro assembler is 
desired. 

33-3 Sort Merge 1 

This entry should be selected if the sort/merge package is 
desired. 

33-4 RPG II 1 

This entry should be selected if RPG II 1 is desired. There 
are 200 RPG file numbers reserved from the highest 
available numeric block of file numbers in the system. 

Special Notes: 

In addition to the software items and products listed in 
the MSOS 5 CYBER software ordering bulletin, the 
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following is available on a QSS basis: 

o 1861-1 Cassette Tape: 

This entry may be selected if the 1832-5 Magnetic 
Tape Controller is present in the system. Every 
cassette tape unit must have a logical unit 
assignment, as specified by the logic unit 
worksheet. The 1861-1 Cassette Tape is not 
allowed to be the system install device. 

() 1862-1 Paper Tape Reader and Punch: 

• 8-14 

If there is no card reader in the system and this 
selection is made, it is possible to assign the 
1862-1 reader as the standard input device. It is 
also possible to assign the 1862-1 punch as the 
standard output device. To order this item, make 
a notation on the MSOS 5 CYBER software 
ordering bulletin, listing both reader and punch 

logical units and follow the QSS ordering 
procedures listed below. 

• COMM-18 under MSOS 5: 

COMM-18 is a communications package that 
supports a combination of two workstations (up to 
two UT200 workstations, two HASP workstations, 
or one UT200 and one HASP workstation). To 
order this item, make a notation on the MSOS 5 
CYBER software ordering bulletin, listing UT200, 
HASP or both and follow the QSS order ing 
procedures listed below. 

System configurations requtrlng optional products such as 
the 1861-1, 1862-1, or COMM-18 package require QSS 
customization and must have the QSS work defined and 
quoted in advance. Contact your local Control Data 
representative for information regarding QSS procedures . 
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ORDER FORM EXAMPLES 9 

f§@li· 

This section contains sample order forms for the 
CYBER 18-17/CYBER 18-20/1700 Mass Storage Operating 
System. 

EXAMPLE 1 

This system contains the following equipment: 

• 1704 Mainframe with 64 K bytes of memory 

• 1713 Teletypewriter 

• 1738 Disk Drive Controller 

• One 853 Cartridge Disk Drive 

• 1742-1 Line Printer 

• 1732-1 Magnetic Tape Controller. buffered through a 
1706 Buffered Data Channel 

• One 608 Magnetic Tape Transport 

• One 609 Magnetic Tape Transport 

The line frequency at the computer installation is 60 Hertz. 
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In addition to the standard MSOS software, the application 
requires the magnetic tape utility, the macro assembler, a 
FORTRAN compiler and the re-entrant run-time library. 
The double-precision option is not desired. 

Reference to the attached memory size worksheet shows 
that the system software requires approximately 57,200 
bytes of storage if the A-variant compiler is selected. Note 
that the B-variant selection should require 70,500 bytes in 
this application. SInce the system contains 64K of memory 
approximately 8,300 bytes are available for applications use 
and. are automatically included with the unprotected core in 
the system. The operating system requires approximately 
1,470K bytes of mass storage, and since the 853 disk 
contains about 3,000K bytes, approximately 1,530 bytes are 
available as additional scratch storage or other uses. 

The attached logical unit worksheet shows the arrangement 
of logical units in the system. Note that the magnetic tapes 
appear twice in the list, since they are specified as the 
standard input and standard output units, in addition to their 
selected assignments. 

Only the pertinent pages of the 1700 Series order form are 
included in this example. Note that a selection is made for 
every item in groups 1 through 4, and that 1706 number 1 is 
selected in item 8-8. 
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MEMORY SIZE WORKSHEET 

System Element 

Required MSOS 

MSOS File Manager 

Partitioned memory 

Total partitioned memory size 

Total system common size 

Message buffering 

FORTRAN A-variant 

FORTRAN B-variant 

Re-entrant FORTRAN library 

Re-entrant FORTRAN library 

Double-precision option 

Double-precision option 

Extended memory driver 

RPG II 

System Element 

Required MSOS 

Message buffering 

FORTRAN compiler/library 

File space 

Magnetic tape simulator 

RPG II 

Sort/Merge 

Main :v1emory 
Requirement 

in Bytes 

~ 
6,600 

1,200 

800 

~ 
19,900 

9,000 

@,60i) 

3,500 

5,800 

4,426 

6,200 

Mass Memory 
Bytes 

@52'10 
64K 

c§K] 

412K 

16K 

Note: Two bytes are equivalent to one 16-bit word. 

9-2 

Note 1 

Remarks 

I.ItJ, 000 

61," 00 

la, ,o0 
57, ~OO 

(, Iff{ =- "5', ~-3' 
- 5 7, ~()O 

9 33' , 

With the 1781-1 Hardware Floating 
Point Unit 

With software floating point 

With the 1781-1 Hardware Floating 
Point Unit. See note 2. 

With software floating point. 
See note 2. 

Note 3 

Requirement 
Sectors 

6000 

350 

1650 

2150 

100 

Remarks 

Note 4 

Note 5 

Note 6 

Note 7 
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NOTES: 

1. The requirement for a system with a typical 
amount of peripheral devices. This value can 
range from 38,000 to 42,000 bytes. A minimal 
MSOS 5 system with limited peripherals and 
capabilities may be configured in 32,000 bytes. 
The hardware configuration for a 32K byte 
minimum system is restricted to include only 
one console device (teletypewriter, conversa­
tional display terminal), one input device 
(paper tape, cards, magnetic tape), one output 
device (paper tape, cards, magnetic tape), and 
one mass storage drive. 

2. The foreground library requirement. The 
background library can exceed 20,000 bytes 
when the double-precision option is included, 
which reduces the amount of memory available 
to the FORTRAN program. The actual size of 
the background library depends on the 
functions required for execution. 

3. Use this minImum RPG II compiler 
requirement for unprotected memory only if 
no FORTRAN compiler variant has been 
selected. Additional unprotected memory is 
necessary to execute a typical RPG II object 
program and exceeds this minimum require­
ment by approximately 18K bytes when no 
FORTRAN compiler has been selected. If a 
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FORTRAN compiler variant has been ordered, 
the additional memory required to execute a 
typical RPG II object program is 17.6K bytes 
and 4.3K bytes for the A- and B-variants, 
respecti vely. 

4. This is the requirement of a typical system and 
includes a reasonable amount of scratch 
storage: 960K bytes for minimum systems. 
The amount of available scratch is reduced as 
the system is used and new programs are 
loaded into the system and program libraries. 

5. The maximum requirement for each buffered 
logical unit. See also the mass memory sector 
restrictions table in this section. 

6. Refer to the File Manager Reference Manual 
for the methods that may be used to determine 
this value. See also the mass memory sector 
restrictions table in this section. 

7. As an aid in estimation, a 2400-foot, seven­
track magnetic tape written at 800 bits per 
inch may be simulated by use of approximately 
17,000 sectors. See also the mass memory 
sector restrictions table in this section. 

8. A standard system does not support file space 
or software buffering on the 1833-5/1865-1/2 
Flexible Disk Drive subsystem. 
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9-4 

Logical Unit 

04 

05 

06 

07 

08 

09 

10 

11 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

LOGICAL UNIT WORKSHEET 

Device or Function 

1713 I<E16 ()~A~ 

.108/. 53 

11&11'" 

"31-.1&08 

173) .. //"0' 

1'1/3 RElIlJ£R. 

1'7/3 PUA/c.II 

173,-1/1,tJ" 

Unit Number 

o 

o 

o 

o 

o 
I 
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o 
170 0 S E P I I=" S 

G ENE R A L S Y S T E ,.. I N FOR MAT ION 
--------------

SYSTEM IDENTIFICATION 

INSTALL~TION MEOIU~ 

MAGNETIC T.\PE 
7-T~ACK 9-TRACK 

')(' ( ) 

SYSTE~ LINE FREQU~NCY 

50 H~RTZ 60 HE~TZ 
( ) (~ 

PUNCHED 
CARDS 

( ) 

(2) c 0 ~ PUT E Q ~ A I N F P. A ~ E 

<:ED 1704 1114 1774 1784/18-17 
()C) ( ) ( ) ( ) 

MAt~ ~EMORY SIZE 

0 '" (---) K BYTES 

( 3) S Y S T E ... T I ,.. I N G o E V I C F.: 

-------~--- -.. ---------- -------_ ... _-
TYPF 1572-1 1'572-1 1573 

LST SRG LST 
3- 1 ( , ( ) ( 1 

TYp~ 157? 3"4-4 10J3~-1 f\jONE 

8 
SRG ~tJX CLOCK 
( ) ( ) ( ) ( )l) 

s V S T E'" COM... E N T o E V ICE 

T'rPF. 

o 
o 

1711 
TTV 
( , 

1713 
TTY 
(~) 

713-10 
CRT 
( ) 

1811-1 
CRr 
( ) 

FORM REVISIO"J 

MSOS (I) 
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0 

(5) S y S T E ~ D I S K M A S S S TOR AGE D E V I C E 
- ... --------- ------- ------- ------------- -----------

DISK UNIT 
• 171C)-1 0 

5- LOGICAL UNIT (--) 

• 173Q 853/854 0 1 
C£]) ~53 (lO ( ) 

5- 3 854 ( , ( , 
8 LOGICAL U~IT 8 (--) (--, 

• 17-3~-2 A56 0 1 2 3 
5- 5 856-2/12 ( ) ( ) ( ) ( , 
5- 6 85"-4/14 ( , ( , ( ) ( ) 

5- 7 LOGICAL UNIT (--) (--) (--) (--) 

• 1731-1 A53/854 0 1 2 3 4 5 ~ 7 
S- A 853 ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

5- 9 854 ( ) ( ) ( ) ( ) ( ) ( ) ( ) , ( , 
5-10 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

(6) S V S T E M 0 R U M M A S S S T o R A G E D E V I C E 
----------- ------- ------- ------------- -----------

6- LOr,ICAL UNIT (--) 

• 175? DRUM SIZE 1 2 3 4 
~- 2 ( ) ( ) ( ) ( ) 

• 1751 QRUM SIZE A C D E F G H J 
~- 3 ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

o 
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',--

'----
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o 

(1) S Y S T E M LIN E P R I N T F. R 

1140-501 
( ) 

1742-1 
(X) 

1742-30 1742-120 
( ) ( ) 

(8) S Y S T E ~ MAG NET I C TAP E o E V I C E 
.... -------.... -.. ------- .. ---_ .. ------- -------.. ---

STA"JOARO SYSTEM UNITS 

8 
INPUT OUTPUT 

(J{) OC) 

TAPE UfIIIT 

• 173?-3 616-72/92/95 0 1 2 3 
8- 2 1-TRACI< ( ) ( ) ( ) ( ) 

8- 3 9-TRACK ( ) ( ) ( ) ( ) 

A- 4 LOGICAL U"JIT (--) (--) (--) (--) 

o 113?-2 615-13/93 0 1 2 3 
a- 5 1-TRACI< ( ) ( ) ( ) ( ) 

a- 6 9-TRACK ( ) ( ) ( ) ( ) 

8- 1 LOGICAL U"JIT (--) (--) (--) (--) 

* 1132-1 60A/609 0 1 2 3 4 5 A 

~ 1-TRACK (,() ( ) ( ) ( ) ( ) ( ) ( ) 

8- q q-TRACI( ( ) (~ ( ) ( ) ( ) ( ) ( ) 

9 LOt;ICAL UNIT (~-) (1~ (--) (--) (--) (--) (--) 

8 
1706 NUMRER FOR 1732-1 1 2 3 

(~) ( ) ( ) 

.. 1731 601 0 1 2 3 4 5 6 

8-12 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) 

1106 NU~BER F'O~ 1731 1 2 3 
8-11 ( ) ( ) ( ) 

0 

7 
( ) 

( ) 

(--) 

7 

(--) 
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o 

(9) S Y S T E ~ CAR DOE V ICE 

CARn CONVEHSION rOR~AT 

ASCII-63 ASCII-he 
9- 1 ( ) ( ) 

172q-2 1729-3 17?'R-430 1726-405 

9- 2 KEAO~R LOGICAL U~IT c--) (--) (--) (--) 

1725-1 172Q-430 

9- 3 PU~CPi LOGIC4L UNIT (--) (--) 

1706 NUt.lSfR FOR 1726-4015 1 2 3 
9- 4 ( ) C ) ( ) 

(10) S y S T E M PAP E R TAP E o E V I C E -...... -...... - .... -.... ~ ..... --- ----.... _- ....... --.. _----
1713 1777 1721/24 1720-1 

~ 
RE40ER LOGICAL U~IT (!~) (--) (--) (--) 

10- ? PU'JCH LOGICAL UNIT C!!) C--J (--) (--) 

o 
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o 

(25) P S E' U 0 0 o 15K o R I V E C; 

25-

PSfUDO OISK DRIVE UNIT 

LOGICAL UNIT 

25- 2 ~ASS MEMORY L. UNIT 

(30) M S 0 S F' 0 R T RAN 

GO?U 
30- 2 
a£j) 
-30- 4. 

o 

CO~PILER VARIANT 'A' 
CO~PILF.Q VARIANT '8' 
RE-ENTRANT LIBRARY 
DOUBLE PRECISION OPTION 

o 2 3 

(--) (--) (--) (--) 

(--) (--) (--) (--) 

3 • 3 

()q 
( ) 

()C ) 

( ) 
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o 

(33) OPT f 0 N A L M S 0 S PRO 0 U C T S -_ .. -- .... ------_ .. -------

€D MAGNETIC TAPE UTILITY 2 

QE]) MACRO ASSEMBLER 3 

33- 3 SORT MF.:~GE 

3'3- 4 RPr, II 1 

o 
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EXAMPLE 2 

This system contains the following equipment: 

o 1784 Mainframe with 128 bytes of memory 

o 713 CRT 

o 1733-2 Cartridge Disk Controller 

o One 856-2 Cartridge Disk Drive 

o One 856-4 Cartridge Disk Drive 

• 1742-120 Line Printer 

o 1728-430 Card Reader/Punch 

• 364-4 Communications Multiplexer 

• Three 361-4 Communications Adapters 

• One 361-1 Communications Adapter 

The line frequency at the computer installation is 60 Hertz. 

This application requires partitioned memory and 2,000 
bytes of system common. In addition, FORTRAN and the 
MSOS file manager are desired. The system also contains 
two pseudo magnetic tape units, one COSY interface unit, 

96769490 A 

message buffering on the card punch, the magnetic tape 
utility, and the macro assembler. 

The memory size worksheet shows that if the B-variant 
compiler is chosen, 40,000 bytes of partitioned memory may 
be specified, and approximately 9972 bytes remain for 
applications use. The mass storage requirement of this 
system is approximately 1534 bytes on the library unit. If 
the 856-2 Cartridge Disk Drive is used, about 14,927 sectors 
are available for other uses. Although the 856-4 Cartridge 
Disk Drive is specified as the primary data storage device in 
this system, some file space must be reserved on the library 
unit for file tables and the pseudo tapes. The maximum 
allowable file space and message buffering (9221 sectors) is 
specified on the 856-4 Cartridge Disk Drive. 

The logical unit worksheet shows the arrangement of the 
system logical units. Note that pseudo tape unit 0 is 
specified for job file access, while unit 1 will be used by the 
foreground. The 1728-430 Card Reader/Punch appears as 
logic units 10 and 11, since this device performs the function 
of both the standard input and standard output devices. 
Note that the dual-channel 361-4 Communications Adapters 
are assigned as the first communications units, and the 
361-1 as the last. Also note the assignment of the message 
buffered logical unit for the 1728-430 Card Reader/Punch. 

Only the pertinent pages of the order form are included in 
this example. Note that the 364-4 Communications Multi­
plexer is selected as the system timing device. 
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MEMORY SIZE WORKSHEET 

System Element 

Required MSOS 

MSOS File Manager 

Partitioned memory 

Total partitioned memory size 

Total system common size 

Message buffering 

FORTRAN A-variant 

FORTRAN B-variant 

Re-entrant FORTRAN library 

Re-entrant FORTRAN library 

Double-precision option 

Double-precision option 

Extended memory driver 

RPG II 

System Element 

Required MSOS 

Message buffering 

FORTRAN compiler/library 

File space 

Magnetic tape simulator 

RPG II 

Sort/Merge 

Main Memory 
Requirement 

in Bytes 

§) 
6,600 

@-:sDV 
9,000 

~ 
3,500 

5,800 

4,426 

6,200 

Mass Memory 
Bytes 

412K 

16K 

Note: Two bytes are equivalent to one 16-bit word. 

9-12 

//52 
&,11 

3/K 

/5'3&//( 

L/1.I00 K 
/S3'1 K 

~~" I< - J~ 9'?' 7 SI?c.roAS 
~, CCd 

10., , 1- 7 (SCP,ATCIl) 

Note 1 

tf(}J 000 
&', (goO 
II ~()O 

l/O,OOO 
~, ()OO 

'jtDO 
,q'lDO 
It), &>00 

I "",100 

Remarks 

1:1.31<= 13 ~ d 7;1-
_/~/-,I"O 

- qo" ,,7;t. 

With the 1781-1 Hardware Floating 
Point Unit 

With software floating point 

With the 1781-1 Hardware Floating 
Point Unit. See note 2. 

With software floating point. 
See note 2. 

Note 3 

Requirement 
Sectors Remarks 

6000 Note 4 

350 Note 5 

1650 

If.~p Note 6 

Note 7 

2150 

100 
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Mass Memory Sector Restrictions 

To allow for standard system configurability, the following limitations have been placed on the total file space, 
software buffering, and magnetic tape simulation for each logical mass memory device. 

Mass Memory Device 

1739-1 

1738/1733-1/853 

854 

1733-2/856-2 

856-4t 

1751-A 

-c 

Total Number of Sectors Available 
for Each Unit 

Library Unit (LU8) 

11775 

8000 

16000 

11775 

9221 

Nonlibrary Unit 

11775 

15999 

32479 

11775 

@ 
683 

1365 

Remarks 

See footnote 

7~-:-!j .. ~ ~ E:.J: Tj.~·:;'-:: 

-D 
", ). ~ , 

2048 _ 300 I'i-:;;::' ft'.T£ [Ju.:"-.:;;'··!·'·~ ( .. 

-E 
-F 
-G 

-H 
-J 

1752-1 

-2 

-3 

-4 

1833-3/1867-10 t 

1867-20 t 

1833-5/1865-1/2 

approximately 6000 

approximately 10000 

16000 

16000 

2731 

3413 

4096 

4779 

5461 

2048 

6144 

12288 

16384 

32767 

32767 

1399 

~, ~;ll 

See footnote 

See footnote 

Note 8 

t Additional sectors may be allocated for file manager space, software buffering, and magnetic tape simUlation on 
this mass storage device by assigning one pseudo disk drive for each additional block of up to 32,767 sectors on the 
physical unit. Sector 1 of the first pseudo disk unit on each mass memory unit is biased to begin at physical sector 
32,768. (192 bytes are equivalent to one sector.) Appropriate space may then be allocated on the assigned pseudo 
disk units. See example 3 in section 9 for further clarification of this procedure. 

Mass Memory Device 

96769490 A 

1733-2/856-4 

1833-3/1867-10 

1867-20 

Additional Number of Sectors Available 
Per Unit Using Pseudo Disk Drives 

1 x 14325 

3 x 32767 

7 x 32767 
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NOTES: 

1. The requirement for a system with a typical 
amount of peripheral devices. This value can 
range from 38,000 to 42,000 bytes. A minimal 
MSOS 5 system with limited peripherals and 
capabilities may be configured in 32,000 bytes. 
The hardware configuration for a 32K byte 
minimum system is restricted to include only 
one console device (teletypewriter, conversa­
tional display terminal), one input device 
(paper tape, cards, magnetic tape), one output 
device (paper tape, cards, magnetic tape), and 
one mass storage drive. 

2. The foreground library requirement. The 
background library can exceed 20,000 bytes 
when the double-precision option is included, 
which reduces the amount of memory available 
to the FORTRAN program. The actual size of 
the background library depends on the 
functions required for execution. 

3. Use this minImum RPG II compiler 

9-14 

requirement for unprotected memory only if 
no FORTRAN compiler variant has been 
selected. Additional unprotected memory is 
necessary to execute a typical RPG II object 
program and exceeds this minimum require­
ment by approximately 18K bytes when no 
FORTRAN compiler has been selected. If a 

FORTRAN compiler variant has been ordered, 
the additional memory required to execute a 
typical RPG II object program is 17.6K bytes 
and 4.3K bytes for the A- and B-variants, 
respecti vely. 

4. This is the requirement of a typical system and 
includes a reasonable amount of scratch 
storage: 960K bytes for minimum systems. 
The amount of available scratch is reduced as 
the system is used and new programs are 
loaded into the system and program libraries. 

5. The maximum requirement for each buffered 
logical unit. See also the mass memory sector 
restrictions table in this section. 

6. Refer to the File Manager Reference Manual 
for the methods that may be used to determine 
this value. See also the mass memory sector 
restrictions table in this section. 

7. As an aid in estimation, a 2400-foot, seven­
track magnetic tape written at 800 bits per 
inch may be simulated by use of approximately 
17,000 sectors. See also the mass memory 
sector restrictions table in this section. 

8. A standard system does not support file space 
or software buffering on the 1833-5/1865-1/2 
Flexible Disk Drive subsystem. 
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Logical Unit 

04 

05 

06 

07 

08 

09 

10 

11 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 
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LOGICAL UNIT WORKSHEET 

Device or Function 

-~~~-~-
_S:.O s '( _____ _ 

"PSEuOo TAPt: (JOe c::'ILE') ----------
. 11'3 3 -=~/g ~~=-~ 

17 &./ 2_:11-0 __ _ 

171.f- 'f30 

172Z"- "30 --------

1133·-1.1 B5"''''1 -----------
3" L/ (~~.:.~ 
__ ~, '.::!J __ 

3"''1 ---
3"-'1 

-PS;~~~ 7~~~ <Fo~E C:;~OUAJl» 
112..9/430 ---------
----------
-------------

----------

Unit Number 

___ 0 __ _ 

_____ l!..-__ 

o ----------
___ 0 __ 

I 

o 
I -------
1 

3 

I 
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9-16 

o 
1 700 S E P I ~ S 

(}) GF:N·ERAL S Y S T E M I N ~ 0 Q MAT ION 
----~------ ---------------------

SYST~~ IDENTIFICATION 

INSTALL~TION MEOIU~ 

MAGNETIC TAPE 
7-TRACK 9-TQACK 

( ) ( ) 

SYSTF~ LINE FREQUENCY 

50 HF:RTZ 60 HERTZ 
( ) ( )Q 

PUNCHED 
CARDS 

(X) 

(2) COM PUT E R M A I N F RAM E 

8 
1704 1714 1774 1784/18-17 

( ) ( ) ( ) ()U 

MAIN ~E/040RY SIZE 

<ED (!~~) K BYTES 

(3) S Y S T E t.4 T I ~ I N G o E V I C E --------.. -_ ... ----------- ---_ .. _-----
TYPF 1572-1 1572-1 1573 

LST SRG LST 
'3- ( ) ( ) ( ) 

TYp~ 157:? 31)4-4 10336-1 NONE 

8 
SRG ~IJX CLOCK 
( ) ()O ( ) ( ) 

(4) S Y S T E M COM ~ E N TOE V ICE 

TYPF. 

8 
o 

1711 
TTY 
( ) 

1713 
TTY 
( ) 

713-10 
CRT 
C')l) 

1811-1 
CRT 
( ) 

FORM REVISIO'-J 

MSOS (I) 
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0 

(5) 5 Y S T E M D I S K M A 5 S S TOR AGE D E v I C E 
----------- ------- ------- ------------- -----------

DISK UNIT 
0 173q-l 0 

5- LOGICAL UNIT (--) 

* 173A 853/854 0 1 
5- 2 ~S3 ( ) ( ) 

5- 3 854 ( ) ( ) 

5- 4 LOGICAL UNIT (--) (--) 

~31-2 BS6 0 1 2 3 
5- 5 856-2/12 ()<) ( ) ( ) ( ) 

5- 6 85A-4/14 ( ) ()() ( ) ( ) 

8 LOGICAL UNIT (.Y..) 
13 

(--) (--) (--) 

* 1731-1 853/854 0 1 2 :3 4 5 I. 7 
5- 8 853 ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

5- 9 854 ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

5-10 LOGICAL UNIT (--) (--) (--; (--) (--) (--) (--) (--) 

(6) S y S T E M D R U M M A S S S T o R A G E D E V I C E 

----------- ------- ------- ------------- -----------
6- 1 LOr,ICAL UNIT (--) 

0 1752 ORUM SIZE 1 2 3 4 
6- 2 ( ) ( ) ( ) ( ) 

0·1751 DRUM SIZE A C D E F' G H J 
6- 3 ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

o 
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9-18 

o 

(7) 5 Y S T E M LIN E P R I N T F. R 

---~------- ------- ----~-~------
i740-S01 

( ) 
1742-1 

( ) 
1742-30 1742-120 

( ) ()U 

(8) S Y S T E M MAG NET I C TAP E o E V ICE -----.. - .. --- ------- .. -.. ----- - .. ----- ---.. --- .. - .. -
STA"JOARQ SYSTEM UNITS 

INPUT OUTPUT 
8- 1 ( ) ( ) 

TAPE U"IIT 

• 173?-3 616-72/92/95 0 1 2 3 
8- 2 7-TRACK ( ) ( , ( , ( , 
8- 3 9-TRACK ( ) ( ) ( ) ( , 
A- 4 LOGICAL U"'rT (--) (--) (--) (--) 

• 173?-2 615-73/93 0 1 2 3 
8- 5 7-TRACK ( , ( ) ( ) ( , 
8- 6 9-TRACK r ) ( ) ( ) ( ) 

8- 7 LOGICAL Ut\lIT (--) (--) (--) (--) 

• l73~-1 60A/609 0 1 2 3 4 5 F, 

8- ~ 7-TRACK ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

8- 9 q-TRACK ( , ( , ( ) ( ) ( ) ( ) ( ) 

~-10 LOfjICAL UNIT (--) (--) (--) (--) (--) (--) (--) 

1706 NUMAER fOR 1732-1 1 2 3 
8-11 ( ) ( ) ( , 

• 1731 601 0 1 2 3 4 5 " 
8-12 LO(;tCAL UNIT (--) (--) (--) (--, (--) (--J (--) 

17~6 NU~BEQ ~OR 1731 1 2 3 
8-11 ( ) ( ) ( ) 

o 

7 
( ) 

( ) 

(--) 

7 

(--) 
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o 

(9) 5 Y S,T E ~ CAR DOE V ICE 

CARn CONVERSION rOR~AT 

<ED 
ASCII-63 ASCII-li8 

()£) ( ) 

172q-2 1729-3 172~-430 1726-405 

9 REAO~R LOGtCAL U~IT (--) (--) (!~) (--) 

1725-1 172,\-430 

8 PUNCI-f LOGICAL UNIT (--) (ll) 

1705 NUMBfR FOP. 1726-405 1 2 3 
q- 4 ( ) ( ) ( ) 

(10) 5 Y 5 T E M PAP E R TAP E D E V ICE 
-----~----- ---~----- ------- -----------

1713 1711 1121/24 1120-1 

10- READER LOGICAL U~IT (--) (--) (--) (--) 

10- ? PU~CH LOGICAL UNIT (--) (--) (--) (--) 

o 
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o 

(11) 5 Y 5 T E M C 0 ~ M U N I CAT ION 5 D E V ICE 5 
-~--------- --------------------------- -.---.-.-----

CO~MUNICdTIONS UNIT 
* 364-4 MULTIPLEXfk 0 1 2 3 4 5 fl 7 
~ 361-1 ADAPTER ( ) ( ) ( ) ()O ( ) ( ) ( ) ( ) 

11- 2 361-4 ADAPTER ()() ()<) ()Q ( ) ( ) ( ) ( ) ( ) 

Q!:J) LO(;JCAL UNIT (t'!.) (Lf) (1~) (Ll; (--) (--) (--) (--) 

COMMUNICATIONS UNIT 
364-4 MULTlcLEXE~ A 9 10 11 12 l~ 14 15 

11- 4 361-1 AOAPTER ( ) ( ) ( ) ( ) ( ) . ( ) ( ) ( ) 

11- 5 LOGICAL UNIT (--) (--) (--) (--) (--), (--) (--) (--) 

* 159t; SERIAL I/O 0 2 3 4 5 6 7 

11- 6 ~ODULE (-) (-) (-) (-) (-) (-) (-) (-) 

11- 7 STATIO", (--) (--) (--) (--) (--) (--) (--) (--) 

11- A LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

159t; SERIAL I/O 8 9 10 11 12 11 14 15 

11- 9 MOOULE (-) (-) e-) (-) (~) (-) (-) (-) 

11-10 ST~TION (--) (--) (--) (--) (--) (--) (--) (--) 

11-11 LOGICAL U~IT (--) (--) (--) (--) (--) (--) (--) (--) 

• 1741-2 CONTROLLER o 1 3 4 5 7 

11-12 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

1741-2 CONTROLLE~ 8 9 10 11 12 1:\ 14 IS 

11-13 LOGICAL UNIT (--) (--) (--) (--) (--) (--) (--) (--) 

o 
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" 

',--

"-- -

o 

(20) ~ A I N M E M 0 R Y ALL 0 CAT ION 
------- ----------~ -------------------

SYSTF.M COMMON 

PARTITIONED ME~ORY 

<8 PA~TITION 

~ PARTITION 2 

(20- 9 PArlTITION 3 

6) P~RTITION 4 

(20- ~ PARTITION c:; 

C€:J) PA~TITIO~ 6 

20- 8 PARTITION 1 

20- 9 P~RTITION R 

20-10 PAfHITION 9 

20-11 PMHITION 10 

20-12 PARTITION 11 

20-13 PARTITION 12 

20-14 PARTITION 13 

20-1S PAQTITION 14 

20-16 PARTITION IS 

20-17 PARTITION 16 

o 

96769490 A 

OECIMAL LENGTH 
'2()OO (-----) BYTES 

DECIMAL LENGTH 

(_~9j)~ BYTES 

(-~ggg) BYTES 

(_':19M) BYTES 
'1000 

(-----) BYTES 

(L~QQQ) BYTES 

(!~Qgg) BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) RYTES 

(-----) BYTES 

(-----) BYTES 

(-----) BYTES 

(-----) AYTES 
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9-22 

o 

(21) M E S SAG E B U F FER I N G 

-~----------~ --~--------------

CARn PUNCH DEVICE 

~ OUTPUT LOGIC~L U~IT 

@:]> "'1~SS "'1F.:MORY L. Ut-.JIT 

EV MESSAGE REcuRDS 

TELETYPE KEYBOARD 

21- 4 

21- 5 

21- 6 

OUTPUT LOGICAL U~IT 

MASS MEMORY L. UNIT 

MESSAGE RECORDS 

PAPER TAPE PUNCH DEVICE 

21- 1 

21- f\ 

21- 9 

OUTPUT LOGICAL UNIT 

MASS MEMORY L. UNIT 

MESSAGE RECOQDS· 

1728-430 

(l~) 

(!.~) 

cl~) 

1711/713 

(--) 

(. -) 

(---) 

1713 

C--) 

(--) 

(---) 

(22) COS y 1 N T E R F ACE ---_ .... _--.. 
COS Y UNIT 

~ Lor,rCAl u~rT 

o 

o 1 

5 (--) (--l 

1725-1 

C--) 

(--) 

(---) 

1713 

(--) 

(--) 

C---) 

1777 

(--) 

C--) 

C---) 

172:1/24 

(--) 

C--) 

C---) 

1720-1 

(--) 

c--) 
(---) 
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0 

(23) M S 0 S F" I L E M A N A G E R 
------- ------- -------------

fILE SPACE UNIT LOGICAL UNIT DECI"1AL LENGTH 

~ UNIT 0 ( 8) 
L/()OO 

(-----) SECTOR<; 

~ UNIT (1~) 8'21 (-----1 SECTORS 

23- 3 UNIT 2 (--) (-----) SECTf)RS 

23- 4 UNIT 3 (--) (-----) SECTORS 

23- 5 UNIT 4 (--) (-----) SECTf)RS 

23- 6 UNIT 5 (--) (-----) SECTORS 

23- 1 UNIT b (--) (-----) SECTORS 

23- 8 UNIT 7 (--) (-----) SECTf)RS 

23- <) UNIT 8 (--) (-----) SECTORS 

(24) ~ A G NET I C TAP E EMU L A T ION 

o PSEUOO ~AGNETIC TAPE UNIT 
~ JOR FILE ACCf:SS 

o 1 234 5 6 1 

~ FOREGROUND ACCESS 

Gt4-=j) LOGICAL UNIT 

~ Nur·H~E~ OF JOB FILES 

()() () () () () () () () 

() (X) () () () () () () 

(_1) (1~) ( __ ) ( __ ) ( __ ) ( __ ) ( __ ) ( __ ) 

(_lQ2) 

.. MI\G"JETIC TAPE SIMULATION UNIT 0 3 

24- 5 

24- 6 

24- 1 

LOGICAL UNIT 

MASS MEMORY L. UNIT 

~U~RE~ OF SECTORS 

(--) 

(--) 

(-----) 

MAG~~TIC TAPE SI~ULI\TION UNIT 4 

24- A LOGICAL UNIT 

24- <) MASS ME~ORY L. UNIT (--) 

24-10 NU~8f~ OF SECTOPS (-----) 

o 

(--) 

(--) 

(-----) 

5 

(--) 

(--) 

(-----) 

(--) 

(--) 

(-----) 

(--) 

(--) 

(-----) 

(--) 

(--) 

(-----) 

1 

(--) 

(--) 

(-----) 
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9-24 

o 

(25) P 5 E.U 0 0 0 15K D R I V E C; 

PSFUDO OISK DRIVE UNIT 

25-

25- 2 

LOGICAL UNIT 

~ASS MEMOqy L. UNIT 

(30) Po4 S 0 S F' 0 R T RAN 

30- 1 
crE]) 
QE]) 
30- 4 

o 

CO~PILER VARIANT 'A' 
CO~PILF.Q VARIA~T '8' 
RE-ENTRANT LI8RARY 
DOUBLE PRECISION OPTION 

o 2 3 

(--) (--) (--) (--) 

(--) (--) (--) (--) 

3 • 3 

( ) 
(,q 
()(.) 
( ) 
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a 

(33) 0 P T ION A L M S a S PRO 0 U C T S 

8 MAGNETIC TAPE UTILITY 2 (~l 

~ MACRO ASSEMBLER 3 (x) 

33- 3 SORT Mr::~GE (. ) 

31- 4 RPG II 1 ( ) 

a 
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EXAMPLE 3 

This system contains the following equipment: 

• CYBER 18-20 Mainframe with 256K bytes of memory 

• 1811-1 CRT 

• 1833-3 Storage Module Drive Controller 

• One 1867-20 Storage Module Drive 

• 1833-5 Flexible Disk Controller 

• One 1865-1 Flexible Disk Drive 

• 1827-32/60 Line Printer 

• 1860-4 Magnetic Tape Subsystem 

• 1860-72 Magnetic Tape Subsystem 

• 1829-30/60 Card Reader 

In addition to the standard MSOS software, the application 
requires the MSOS file Manager, two magnetic tape 
simulator units, the magnetic tape utility, the macro 
assembler, and the extended memory driver. The 
application also requires that seven pseudo disk drives be 
specified on the 1833-3/1867-20 so that the entire disk 
unit may be addressed by MSOS. The system also contains 
one COSY interface unit, the FORTRAN compiler, and 
the re-entrant run-time library. The double-precision 
option is not desired. 

Reference to the attached memory size worksheet shows 
that the system software requires approximately 81,526 
bytes of storage if the B-variant compiler is selected. 
Note that the A-variant selection should require 68,226 
bytes in this application. Since the system contains 256K 
of memory, approximately 180,618 bytes are available for 

• 9-26 

applications use. Note that the main memory requirement 
must be satisfied from a maximum of 128K (131,072) 
bytes. Additional MOS memory that increases the CPU 
capacity above this limit is not available to satisfy these 
MSOS requirements. Extra main memory up to the 128K 
limit is automatically included with the unprotected 
memory in the system. This particular application has an 
additional 49,546 bytes of unprotected memory. Extra 
main memory above the 128K limit is automatically 
reserved as an applications scratch area. In this 
application, a full 131,072 bytes of main memory are 
available for this use. 

The mass storage requirement of this system is 
approximately 23,650 sectors, which includes file space 
and magnetic tape simulator space of 16,000 sectors. The 
attached mass memory sector restrictions table prevents 
the file space and magnetic tape simulator space total 
from exceeding this limit on the 1833/1867-20 library 
unit. Since MSOS can address 32,767 sectors on the 
1867-20 Storage Module Drive, approximately 9,117 
sectors are available as additional scratch storage or 
other uses. Additional sectors on the 1867-20 are utilized 
for file space and pseudo disk drives by assigning the 
maximum of seven pseudo disk drives to the 1867-20 
library unit. Each pseudo disk drive unit addresses a 
nonoverlapping range of 32,767 sectors on the physical 
unit, which is then specified as the mass memory unit for 
the remaining file space and pseudo disk drive 
requirements. 

The logical unit worksheet shows the arrangement of the 
system logical units. The 1860-1 Magnetic Tape Unit 
appears as logical units 11 and 16 since the device 
performs the additional function of the standard output 
device. Note the assignment of the logical units for the 
pseudo disk units. 

All pages of the order form are included in this example. 
An entry is made for each selection in items 1, 2, 4, 5, and 
8. Note the assignments of the pseudo disk drives to the 
1833-3/1867-20 Storage Module Drive. 
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System Element 

Required MSOS 

MSOS File Manager 

Partitioned memory 

Total partitioned memory size 

Total system common size 

Message buffering 

FORTRAN A-variant 

FORTRAN B-variant 

Re-entrant FORTRAN library 

Re-entrant FORTRAN library 

Double-precision option 

Double-precision option 

Extended memory driver 

RPG II 

System Element 

Required MSOS 

Message buffering 

FORTRAN compiler/library 

Fil e space 

Magnetic tape simulator 

RPG II 

Sort/Merge 

MEMORY SIZE WORKSHEET 

Mass Memory 
Bytes 

1152K 

64K 

318K 

Main Memory 
Requi rement 
in Bytes 

~ 
Ch§) 

1,200 

800 

6,600 

~ 
9,000 

~ 
3,500 

5,800 

@> 
6,200 

SEE" MAS5 
I1€MOFl.Y S&CT6R 

R6S~R leT ItJt.j S 

412K 

16K 

Note: Two bytes are equivalent to one 16-bit word. 
6,000 3", 7~7 :5ECTtJRS 
I {g 50 - 1."3, fJ1S 0 

8'd 00 q /1 7 (5C.~A TcH) 
~oO l) ; 

~ 3.6S"D S /;cTaRS 

96769490 B 

Note 1 
'Io,aoa 

, .. ",00 
1 9", 9tJCJ 

It> .. (POt) 

~42'" 

'd I, 51..{, 

Remarks 

.;1.5,K:: :l'~.1 ''1''/ 
- ~I, 52' 

/8D, ,,9 
I l,SlK::' I 3// 0'" 2 

- ~J ... 5).G. 

-4t9, 5'1' 
(UN tJMJT/i..cTe D) 

With the 1781-1 Hardware 
Floating Point Unit 

With software floating point 

With the 1781-1 Hardware 
Floating Point Unit. See 
note 2. 

With software floating 
point. See note 2. 

Note 3 

Requi rement 
Sectors Remarks 

~ 
350 

C§:) 
f 1pP_o 

l ~PPJJ 
2150 

100 

Note 4 

Note 5 

Note 6 

Note 7 
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Mass Memory Sector Restrictions 

To allow for standard system configurability, the following limitations have been placed on the total 
file space, software buffering, and magnetic tape simulation for each logical mass memory device. 

Total Number of Sectors Available 
Mass Memor~ Device for Each Unit Remarks 

L ibrar~ Unit {LU8} Nonl ibrar~ Unit 

1739-1 11775 11775 

1738/1733-1/853 8000 15999 

854 16000 32479 

1733-2/856-2 11775 11775 

856-4 9221 9221 See footnotet 

1751-A 683 
",ooa 

SPIlC.~) -c 1365 - ~ "00 (FILE 

-D 2048 8, ()OO 

-E 2731 - ~, 000 (/ti'IA6-NEnc. TAPE 

~ 
:s J MULA-TIDAl) 

-F 3413 

-G 4096 

-H 4779 

-J 546I 

1752-1 2048 

-2 6144 

-3 approximately 6000 12288 

-4 approximately 10000 16384 

1833-311867-10 16000 32767 See footnote t 
1867-20 ~ 32767 See footnote t 

1833-5/1865-1/2 1399 Note 8 

tAdditional sectors may be allocated for file manager space, software buffering, and magnetic tape 
simulation on this mass storage device by assigning one pseudo disk drive for each additional block 
of up to 32,767 sectors on the physical unit. Sector 1 of the first pseudo disk unit on each mass 
memory unit is biased to begin at physical sector 32,768. (One sector is the equivalent of 192 
bytes.) Appropriate space may then be allocated on the assigned pseudo disk units. See example 3 
in section 9 for further clarification of this procedure. 

Mass Memory Device 

1733-2/856-4 

1833-3/1867-10 

1867-20 

Additional Number of Sectors Available 
Per Unit Using Pseudo Disk Drives 

1 x 14325 

3 x 32767 

(ix 327V 

96769-490 B 
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NOTES: 

1. The requirement for a system with a typical amount 
of peripheral devices. This value can range from 
38,000 to 42,000 bytes. A minimal MSOS 5 system 
with limited peripherals and capabilities may be 
configured in 32,000 bytes. The hardware 
configuration for a 32K byte minimum system is 
restricted to include only one console device 
(teletypewriter, conversational display terminal), 
one input device (paper tape, cards, magnetic tape), 
one output device (paper tape, cards, magnetic 
tape), and one mass storage drive. 

2. The foreground library requirement. The 
background library can exceed 20,000 bytes when 
the double-precision option is included, which 
reduces the amount of memory available to the 
FORTRAN program. The actual size of the 
background library depends on the functions required 
for execution. 

3. Use this minimum RPG II compiler requirement for 
unprotected memory only if no FORTRAN compiler 
variant has been selected. Additional unprotected 
memory is necessary to execute a typical RPG II 
object program and exceeds this minimum 
requirement by approximately 18K bytes when no 
FORTRAN compiler has been selected.' If 

96769490 B 

4. 

5. 

6. 

7. 

8. 

a FORTRAN compiler variant has been ordered the 
additional memory required to execute a typical 
RPG II object program is 17.6K bytes and 4.3K bytes 
for the A- and B-variants, respectively. 

This is the requirement of a typical system and 
includes a reasonable amount of scratch storage: 
960K bytes for minimum systems. The amount of 
available scratch is reduced as the system is used 
and new programs are loaded into the system and 
program libraries. 

The maximum requirement for each buffered logical 
unit. See also the mass memory sector restrictions 
table in this section. 

Refer to the File Manager Reference Manual for the 
methods that may be used to determine this value. 
See also the mass memory sector restrictions table 
in this section. 

As an aid in estimation, a 2400-foot, seven-track 
magnetic tape written at 800 bits per inch may be 
simulated by use of approximately 17,000 sectors. 
See also the mass memory sector restrictions table 
in this section. 

A standard system does not support file space or 
software buffering on the 1833-5/1865-1/2 Flexible 
Disk Drive subsystem. 
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LOGICAL UNIT WORKSHEET 

Logical Unit Device or Function Unit Number 
~~ 

04 IglI-/ 0 

05 cosY 0 

06 ,S(gO-LJ 0 

07 m66- -rAPE .sttnU LA70 /( 0 

08 li33- :1 1~r.7"2D 

09 "J.7-3~ j(pO , 
10 Ie", cr- aO/flJo , 
11 IBr-O-/ 

13 1'3a-S '8'1.5-1 a 

14 EXTENf>Eb mE.~olt'f DAn/Eft 

15 ",~6- 77tP£ SimuLATDA 

16 IIf,O -7t I 

17 ,'(,o"~ :z. 

18 

19 JrS.EI./OD DIS" IJ 

20 PS5YDfJ DISk' I 

21 P~UlJo DISk 2-

22 P.s~IJOD DISk 3 

23 AUI.IDC DISk If 

24 NEI.Il)O OISk S" 

25 p.seC/PD /jlsk (p 

26 

27 

28 

29 

30 

• 9-30 
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(1) §'I!!IR~!:. ~r~II!i 1!!f.QR!i~I'!'Q!! 

SYSTEM IDENTIFICATION FORM REVISION 

(&'~4MPLE. ~ysrEm NO· .3 ) CYBER SERIES MSOS (2) 

INSTALLATION MEDIUM 

MAGNETIC TAPE 

9-TRACK 

(x) 

(2) fQ!:!f.!!IIB. !:!~I!if.R~!:!I 

MAINFRAME TYPE 

18-20 IS-10M 

(X) ( ) 

MAIN MEMORY SIZE 

.CEJ) (~§"~) K BYTES 

(4) ~r~II!i fQ!:!!:!I!!Ilf~!ilh 

1811-1/2 

CRT 

ct=J) (X) 

o 

D E V ICE 
------
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a 

(5 ) ~ r ~ I I !i Q 1. ~ ~ !i ~ ~~ ~ I Q ~ ~ §. I Q I .'{ 1. f I 
DISK UNIT 

* STORAGE MODULES o 234 567 

5- '1 1867-1 (25MB) () () () () () () () () 

~ 1867-2 (50MB) (>() () () () () () () () 

~ LOGICAL UNIT (-¥) (--) (--) (--) (--) (--) (--) (--) 

1833-5 1865-1/2 

~ LOGICAL UNIT 

* CARTRIDGE DISKS 

5- 5 1866-12 

5- 6 1866-14 

0 1 

(L~) ( __ ) 

DISK 

0 1 

( ) ( ) 

( ) ( ) 

UNIT 

2 3 

( ) ( ) 

( ) ( ) 

5- 7 LOGICAL UNIT (--) (--) (--) (--) 

(7) s Y S T E M LIN E P R I N T E R ------ ---- -------

1827-30/31/32/60/90 

(X) 

o 

q 
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0 

(8) S Y S T E M MAG NET I C TAP E o E V ICE 
------ -------- - - -- ------

STANDARD SYSTEM UNITS 

INPUT OUTPUT 

8 ( ) ("JJ 

TAPE UNIT 

D 1860-1/2/3/4 0 1 2 3 

g 7-TRACK NRZI ( ) rfJ ( ) ( ) 

8- 3 9-TRACK NRZI (X) ( ) {)O ( ) 

~ LOGICAL UNIT ( _6) (lit,) ( l'l) (--) 

TAPE UNIT 

1860-5/6 0 2 3 

8- 5 9-TK DUAL MODE ( ) ( ) ( ) ( ) 

8- 6 LOG I CAL UN IT (--) (--) (--) (--) 

1829-30/60 8 READER LOGICAL UNIT (lq) 

o 

) 
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o 

(22) COS YIN T E R F ACE 
---- ---------

COS Y U NIT 

~ LOGICAL UNIT 

(23) M S 0 S F I L E ---- ----
FILE SPACE UNIT 

~ UNIT 0 

~ UNIT 1 

<!!:=v UNIT 2 

U3- :4) UNIT 3 

<13- 5) UNIT 4 
(23- D UNIT 5 
<1EJ) UNIT 6 

23- 8 UNIT 7 

23- 9 UNIT 8 

o 1 

(-~ (--) 

MAN AGE R -------
LOGICAL UNIT 

( 8) 

( L') 

(~g) 

(~l ) 

(~~) 

(~1) 

(~~) 

(--) 

(--) 

1 

DECIMAL LENGTH 

( 'ODO) ----- SECTORS 
32'1.n (-----) SECTORS 

(:J;j!1) SECTORS 

(~;J~1) SECTORS 

(~~.7!-2) SECTORS 

(:}~1¥1) SECTORS 

(~;1~1) SECTORS 

(-----) SECTORS 

(-----) SECTORS 
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0 
0 

(24) MAGNETIC TAP E EMU L A T ION 
-------- - - -- ---------

PSEUDO MAGNETIC TAPE UNIT 0 2 3 4 5 6 7 

24- 1 JOB FILE ACCESS ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

~ 24- 2 FOREGROUND ACCESS ( ) ( ) ( ) ( ) ( ) ( ) ( ) ( ) 

24- 3 LOG I CAL UN IT (--) (--) (--) (--) (--) (--) (--) (--) 

\) 24- 4 NUMBER OF JOB FILES (----) 

MAGNETIC TAPE SIMULATION 
UNIT 0 1 2 3 

~ 
LOGICAL UNIT ( _1) (1~) (--) (--) 

24- 6 MASS MEMORY L. UNIT (_<6 ) (~) (--) (--) 

~ NUMBER OF SECTORS (-~~) (23Jjl) (-----) (-----) 

MAGNETIC TAPE SIMULATION 
UNIT 4 5 6 7 

24- 8 LOGICAL UNIT (--) (--) (--) (--) 

24- 9 MASS MEMORY L. UNIT (--) (--) (--) (--) 

24-10 NUMBER OF SECTORS (-----) (-----) (-----) (-----) 

MAGNETIC TAPE SIMULATION 
UNIT 8 9 10 11 

24-11 LOG ICAL UNIT (--) (--) (--) (--) 

24-12 MASS MEMORY L. UNIT (--) (--) (--) (--) 

24-13 NUMBER OF SECTORS (-----) (-----) (-----) (-----) 
',--

) 
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0 
0 

(25) P S E U D 0 DIS K D R I V E S ------ ---- ------

PSEUDO DISK DRIVE UNIT 0 1 2 3 4 5 6 7 

€J). LOGICAL UNIT (11 ) (~!) (~) (~) (;1) ( ;!I) (~) (--) 

<1EJ) MASS MEMORY L. UNIT (_8) (_i) (_I) ( _f) (_i) (-~ ) (_f) ( __ ) 
r; 

PSEUDO DISK DRIVE UNIT 8 9 10 11 12 13 

25- 3 LOGICAL UNIT (--) (--) (-- ) (--) (--) (--) 

25- 4 MASS MEMORY L. UNIT (--) {--} (--) (--) (--) (--) 
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"-

'-. 

"-
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o 
o 

(26) I ~ I I !i Q I Q M E M 0 R Y 

~ LOGICAL UNIT 

(30) M S 0 S FOR T RAN 3 . 3 - --- -------

30- COMPILER VARIANT IAI 

EY COMPILER VARIANT I B I 

* SOFTWARE FLOATING POINT 

~ SOFT\~ARE OPTION 

* FIRMWARE FLOATING POINT 

30- 4 FIRMWARE OPTION 

FORTRAN RUNTIME LIBRARIES 

B RE-ENTRANT - SINGLE PREC. 

30- 6 RE-ENTRANT - DOUBLE PREC. 

D R I V E R ------

( ) 

9<) 

O() 

( ) 

~) 

( ) 

30- 7 NON-RE-ENTRANT - SINGLE PREC. ( ) 

30- B Non-RE-ENTRANT - DOUBLE PREC. ( ) 

g MAGNETIC TAPE UTILITY 2 ()<) 

~ MACRO ASSEMBLER 3 ()() 

33- 3 SORT MERGE 1 ( ) 

33- 4 RPG II 1 ( ) 
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COMMENT SHEET 

MANUAL TITLE __ C.;;;..D~C_®.-..,;;.;M~S;;..:O;;..:S;;..-:;,V..:..e.:....:rs...:..;io:..:.n.:....5::.....;;;O;.;;.r~de.:....:r...:..;in.;;.::g~B~u.:....:I...:..;le;.;.;n;..;;;ti...:..;n ____________________ _ 

PUBLICATION NO. __ 9_6_7_69_4_9_0 __________ REVISION __ B _____________ _ 

FROM 
NAME: ______________________________________________________________________ _ 

BUSINESS 
ADDRESS: ____________________________________________________________________ _ 

COMMENTS: This form is not intended to be used as an order blank. Your evaluation of this manual will be welcomed 
by Control Data Corporation. Any errors, suggested additions or deletions, or general comments may 
be made below. Please include page number. 
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