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If the tape movt!s into the end zone whi Ie data transmission is occurring, the Ul TAP'EEND 

FLAG (1 ) level, appl ied to the capac itor-diode gate at the lower right of drawing RWBC; set. 

up the RW NULL state, thus stopping data transmission. 

Write Block Mark Operation 

Block Mark Timing Register Operation 

The block mark timing register (TBM) is a 4-bit shift register appearing in drawing �T�~�T� . .tA..J v 

. /'" 

"-f', 

,TP2 time, this register is shifted one place if either block mark sync (MK 8M SYNC) or block 

mark space (MK 8M SPACE) appears in the mark track window. A 1, shifted into TBMO when 

block mark sync is �r�e�a�d�~� is shifted three timesJJwhile block mark space is read .. The figure be'low, 

showing the binary representation of the mark track codes involved, illustrates how block mark 

space appears in the mark track window every two bit times. 

Block mark space continues to appear in the mark track window every two bit times for a total 

of eight appearances, thus shifting the 1 completely out of the block mark timing register. 

Most of the important functions occur when the 1 shifts into T8M3 signifying that the block 

mark is about to come under the read-write heads.-

Data Transmission Control 

The data transmission control circuits are shown in drawing RWBC. The circuit shown at the 

lower right of drawing RWBC is of greatest importance. The three �p�o�s�i�t�i�v�~� N OR gates at 185 
, \. -

form a tristable circuit similar in many ways to an ordinary bistable flip-flop. The one NOR 

gate whose output is ground enabl es the other two gates so that their outputs are - 3 volts. 

The three outputs are three very important logic levels, RW NULL, RW RQ, and R'vV ACTIVE. 

The UT CONO CLEAR pulse, applied to a capacitor diode gate at I D2 places the circuit in 

the RW NULL state upon receiving each new command. In this state, all data transmission is 

inhibited. 
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The next circuit action depends on whether an initial time delay is selected. If no delay is 

selected, the UT CONO SET LONG pulse, applied to a capacitor-diode gate enabled by 

NOT UT TIME, sets up the RW RQ state. Otherwise, the transition of UT 5T ART going to 0 

at the end of the delay period sets up the RW RQ state. In the RW RQ state, the DECtape con- , 

trol waits for the proper marks to be read from the mark track before transmitting data. In the 

case of write block marks, the control waits for a 1 to shift into TBM3. 

At TP2 time just before the first bits of the block mark must be written out, a 1 shifts into 

TMB3. The resulting transition, applied to a capacitor-diode gate at 1 B7 sets up the RW 

ACTIVE state. 

Once in the active state, a host of actions is enabled. The first action occurs in drawing TMT. 

The TCT fl ip-flop controls the separation of each 6-bit character from the data control into two 

3-bit bytes. The capacitor-diode gate AND circuits at the complement input to this flip-flop 

ensure that it returns to the 0 state when data transmission is not active. The RW ACTIVE level 

begins too late to complement TCT on the sam@hat shifted the 1 into TBM3 because of the 

delay of the capacitor-diode gates. 

A NAND gate in the lower left of drawing RWBC produces the RW ODD signal when RW ACTIVE 

and TCT(O) are both present. RW ODD enables a capacitor-diode gate which triggers the RW 

CLEAR pulse a(!fj/in preparation for accepting the block mark data. 

RW. ODD also enables the logic at the upper right of drawing RWBC to produce a RWB ( ) 

DC pulse on the next~ The TDATA register is cleared (see Data Write Operations) and the 

command is not UT WRTMi therefore, a pulse is produced each TP4. At this point in the logic, 

the direction of tape motion makes a difference. If the direction is reverse, the ~~!!lplement _ ... " ... ""',.,. ........... 

obverse of the gata must be formed so that reading back in the forward direction requires no 

data manipulation. The op.x.erse is fO,rmed by commanding the data control to sh!ft rigbt instead 

of left and by accepting bytes from the right end of the data accumulator instead of the left 

end. The complement is formed in the write buffer logic as explained below. Therefore, the 

RWB ~~ DC pulse triggers either (LT) RWB +-(-..,.) DC(l) FWD or (RT) RWB ~(-~) DC(l) 

REV depending on whether the tape motion is forward or reverse respectively. 
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The read write buffer (RWB) appears in drawing RWB. One of two sets of capacitor-diode gates 

reads the 6-bit byte from the appropriate end of the data accumulator into RWB. Simultaneously, 

the data control starts to shift the next 6-bit byte into position. Information from the left end 
6 

of the data accumulator enters via a plug at 1 D25; the right end enters via 1 D24. 

The sequence of clearing RWB on TP3 and refill ing it on TP4 whenever TCT contains 0 continues 

unti I the 36-bit block mark is written. Since TCT complements on every TP2, a new 6-bit byte 

is requested every two bit times. 

Data Write Control 

At the next TPO, the data must enter the write amplifiers and writing must commence. If tape 

motion is in reverse, the complement of RWB must be written (the obverse is formed previously). 

Whenever the DEC tape control is writing, the circuit in the upper left corner of drawing RWBC 

generates a RWB(J) ) we pulse every TPO. This pulse, in turn, triggers either the 

WB .( RWB(J)FWD or WB ( RWB(J)REV pulse depending on the direction of tape 

motion. 

The write buffer (WB) appears in drawing RWB at the upper right. Which of the two 3-bit bytes 

is currently to be written is determined by the state of TCT. Six NAN D gates at 1 A 18 select 

the proper byte and present the resulting data to the write inputs of the Type 4523 Manchester 

Reader and Writer modules. The gates on these modules/jam the 3-bit byte or its complement 

into the write buffer fl ip-flops as determined by the WB ( RWB(J)FWD or WB < RWB 

(J) REV pulses. 

One other signal required before write current is applied to the read-write heads; that signal is 

UT WREN DATA. This level which is asserted so long as data continues to be written, is inter­

locked with the WRITE LOCK switch on the selected transport. UT WREN DATA is developed 

on drawing UTC2. The UT WREN flip-flop at the top center of the drawing synchronizes UT 

WREN DATA with the necessary time pulses. This flip-flop is sei- t..J 1 on the first TPO after 

the DECtape control becomes active and is not set back to 0 unti I TP4 after data transm ission 

ceases. The WRITE LOCK switch of the selected transport is connected across pins Band J of 

plug 1 B22. If the switch is open, writing is prevented and the UT WRITE PREVENT level is 
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generated. The 3-input NAN D gate at the lower center of the drawing produces UT WREN 

DATA when UT WRITE, NOT UT WRITE PREVENT, and UT WREN(l) are all present. A copy 

of UT WREN DATA, UT WREN DATA (B), provides the additional power required to inhibit Or 

enable all three write amplifiers. 

At TP1, i'he write buffer flip-flops are complemented to record pulses of the desired polarity 

on the tape. 

End of Data Transmission Operations 

The above cycle of requesting a 6-bit byte, splitting the byte into two 3-bit bytes, and writing 

on the tape continues unti I the block mark end mark is read from the mark track. On TP1, the 

last bit comprising block-mark end shifts into the mark-track window. A NAND gate in the 

center of drawing RWBC develops the RW BM DONE level if the transmission of block-mark 

data is in progress when block-mark end is read. On the following TP2, a capac itor-diode 

gate in the upper right corner of drawing UTC2, enabled by RW BM DONE, sets the UT JB 

DONE FLAG to 1. On drawing RWBC, a capacitor-diode gate triggered by the transition of 

UT JB DONE FLAG places the triple-state flop into the null state to stop data transmission. 

Write current is not turned off until TP4 when the UT WREN fl ip-flop is reset to 0, ensuring 

that the last 3-bit byte has time to be written. 

Write Data Operations 

The write data operation is similar to the write block-mark operation; the same data flow path 

and most of the same control logic are used. Therefore, reference is made to the preceding 

paragtaphs for a description of much of the data write logic. 

Data Timing Register Operation 

The datcftiming register (TDATA) is an a-bit shift register appearing in drawing TMT. At TP2 

time, this register is shifted one place if forward data end, reverse data end, or data sync 

appears in the mark-track window. A 1, shifted into TDAT AO when data sync is read, is shifted 

four times at the beginning and four times at the end of a data block. A brief study of the 

mark-track format shows that this 1 shifts into TDATAl just before the reverse checksum slot, 
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is read, and shifts into TDATA6 just before the forward checksum slot. Thus, the more signifi­

cant functions of the TDATA register occur when the 1 shifts into TDATAl or TDATA6. Indeed, 

a NOR gate at, the lower left of drawing RWBC develops the TDATA 1 or 6 level. 

Data Transmission Control 

Data transmission control for writing data blocks is nearly the same as that for writing block 

marks. The tristable flop on drawing RWBC is placed in the RW RQ state in exactly the same 

way as for writing block marks. To enter the active state, the transition of TDATA1 (1) triggers 

a capacitor-diode gate enabled by the AND of RW RQ and UT DATA (the read or write data 

command I eve I) . 

Zero is written in the reverse checksum slot. During this slot, all data transmission operations 

occur as previously described except that production of the RWB ( ) DC pulse (in the upper 

right of drawing RWBC) is inhibited by NOT TDATA1 or 6. Therefore, no data is requested 

from the data control and the read-write buffer remains cleared during the entire checksum slot. 

At the end of the checksum slot, the mark-track window decoder detects another reverse data­

end mark, thereby shifting the lout of TDATA1 and into TDATA2. From the time until the 

forward checksum slot, data is requested from the data control and written on tape in exactly 

the same manner as for writing block-mark data. 

Checksum Operations 

One notable difference between writing block marks and writing data is the computation of the 

checksum in the longitudinal buffer (LB) . The checksum is initialized to 0 by the LB CLEAR 

pulse, generated by a pulse ampl ifier at the top center of drawing RWBC on the transition of 

TDATA 1 (1) going to 1. 

The timing for computing the checksum is not straightforward. On TP4 when TCT contains 0, 

the DECtape control requests and receives a new 6-bit byte from I ~je data control., The following 

TP2, TCT complements from 0 (odd) to 1. The LB (V RWB pulse generated by a pulse am­

plifier at the top center of drawing RWBC is not produced on this TP2 because the capocitor­

diode gate which triggers the pulse amplifier is not enabled for a sufficient length of time. 

Therefore, on the next TP2, the LB (V RWB pulse is produced, and, as shown on drawing 
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RWB, causes the exclusive OR of the LB and the RWB to replace the contents of the LB. One 

time pulse later, on TP3, the RWB contents are cleared in preparation for the next 6-bit byte. 

When the checksum is about to be written at the end of the current data block, the 1 which is 

shifting through the TDATA register shifts into TDATA6. Once again the NOT TDATA 1 or 6 

level inhibits the request for another 6-bit byte from the data control. On the TP4 that would 

have requested a 6-byte, the RWB ~(-- LB(l) pulse is generated by the logic at coordinates 

A3 of drawing RWBC. Thus the first 6-bit byte to be written out in the checksum slot is the 

contents of the LB. As with any other 6-bit byte, the contents of the RWB ,gre then exc lusive " 
-., ":I:~, t.lJ:'") 0 ":''''''-;: .') "0 t-J!. S 
r~,"·Ii,.,~ ""'" '," 

ORed with the contents of the LB. Because any number exclusive bRed with itself yields......" 

the LB becomes cleared. Therefore, the DECtape control fills out the checksum slot with ......, 

although the contents of the LB are transferred twice more to the RWB. 
ON:£,C;; 

Skipping Over the Interblock Zone 

If more than one data block is to be written at one time, the DECtape control must skip over 

the interblock zones so as not to disturb the reverse and forward block marks written there. If 

more data is ready in the data control, the NAND gate in drawing RWBC near coordinates B4 

receives the following signals: DC SELECT 1 signifying that device 1 (the DECtape control) is 

slected by the data control; NOT DC DA RQ signifying that a 36-bit word is waiting in the 

data accumulator for transmission to the DECtape control; UT DATA signifying f'hat the DECtape 

command is to write data blocks; and RW ACTIVE signifying that data transmission is in progress. 

The AND of these four signals is RW DATA CaNT. In order to suspend data transmission for 

the duration of the interblock zone, the tristable flop is set to the RW RQ state by the output 

of a capacitor-diode gate enabled by RW DATA WR CaNT and pulsed by the transition of 

TDAT A6(O) going to 0 at the end of the checksum slot: Data transm ission resumes in exactly 

the same way that transmission was begun initially; a data-sync mark-track code is read in the 

next dat'a block, thus supplying another 1 to shift through the TDATA register. 

End of Data Transmission Operations 

Once the DECtape control begins to write a data block, it must write the entire block in order 

to have a val id checksum at both ends of the block. Writing ceases when the data control 'is 

no longer supplying data to the DECtape control. This condition is detected as shown on 
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drawing UTE by a NOR gate which generates the UTE DC DISCONNECT level whenever the 

data control does not select the DECtape control or when data i~ not ready for transmission to 

the DECtape control. The UTE DC DISCONNECT level, ANDed with RW ACTIVE and UT 

DATA on drawing RWBC becomes the RW DATA WR STOP level. 

At the end of the next forward checksum slot, on the transition of TDATA6(0) going to 0, the 

output of a capacitor-diode gate in drawing UTC2 (upper right corner) sets the UT JB DONE 

FLAG flip-flop to 1 if RW DATA WR STOP is present. The UT JB DONE FLAG stops data 

transmission as described under the write block operation. 

Write All Operation 

The write all operation is identical to the write data operation except in the following two 

respects: 

Reading the block-mark-sync mark-track code causes the DECtape control to enter the active 

state (see drawing RWBC). The RW RQ state is entered as described previously. Block-mark 

sync causes a 1 to shift into TBMO, also described previously. The transition of TBMO(l) going 

to 1 triggers a capacitor-diode gate to set the tristable flop to the RW ACTIVE state. 

The DECtape control does not enter the RW RQ state during the interblock zones, but continues 

to write data. The checksum mechanisms function during the write all operation so that correct 

checksums are 'written automatically. Note that RW DATA WR CONT is the enabling level 
\ 

that allows the transition of TDATA6(0) going to ° to place the tristable flop into the RW RQ 

state. This level~.annot be present during read or write all operations because UT DATA (the 
.. 

read or write data command level) is one of the requirements for the generation of RW DATA 

WR CONT. 

Read Operations 

The differences between the read operations and the write operations are few. The prine ipal 

difference is the reversal of the flow of data between the DECtape control and the data control. 

The logic that interprets the mark-track information is the same for both reading and writing. 

Only the differences are explained below. 
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Data Flow 

Read ampl ifier strobe pulses are developed by the circuit in drawing RWBC at coordinates B2. 

At TP1 time, when in the active state and in the read mode, either the RWB "' RAMP(l) 

CT(O) pulse or the RWB < RAMP(1) CT(l) pulse is generated depending on whether the 

first or the second three bits of each 6-bit byte are being read. 

When reading in reverse, the complement obverse of the data is actually read from tape. The 

OECtape control recovers the true data by first taking the complement, then swapping bits to 

form the obverse. The direct data or the complement data is selected by NAN 0 gates near 

the bottom of drawing RWB. The data is distributed through capac itor-diode gates to the inputs 

of the RWB by means of the RWB ( RAMP(l) CT(O) and RWB ( RAMP(l) CT(l) pulses. 

These gates only select the direct or the complement data; they do not swap bits to form the 

obverse. 

When a 6-bit byte is assembled in the RWB, the data control is given one of the pulses, (L T)"~ 

RWB < OC(l )FWO or (RT)RWB ( OC(l )REV dependi:ng on the direction of. tape motion. 

These pulses are triggered via the capacitor-diode gate input to the pulse amplifier in drawing 

RWBC at coordinates A7. It is instructive to review the timing sequence for the data flow dur-

i ng read operat ions. On a TP2 the DEC tape contro I eventua lIy becomes act ive with the count 

odd. C)rl TP3, an RWB CLEAR pulse occurs, and on TP1 a read strobe pulse occurs. On the 

next TP2 the count becomes even and the capac itor-diode gate input to the pu Ise ampl ifier at 

1 B15 K and L (drawing RWBC, coordinates A7) becomes enabled (unless a checksum slot is 

being read). Since the trigger pulse (TP2) and the enabling level appear simultaneously, the 

gate does not produce an output pulse. 

On the next TP1, the second three bits of data are strobed into the RWB. On TP2 the count 

goes from even to odd, but the capacitor-diode gate remains enabled long enough "to trigger a 

RWB ~ DC pulse. The data control accepts the 6-bit byte and the cycle repeats. 

The obverse of data read in reverse is formed at the data control. The 3-bit halves of each 6-bit 

byte are swapped at the input to the right end of the data accumulator, and the information is 

shiftec;J to the right. 
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(Shecksum Operation~ 

The formation of the checksum is controlled by exactly the same logic in reading and writing. 

A NAND gate in the lower right of drawing RWB detects when the LB containsl:. At the end 

of the checksum slot, when the 1 shifting through the TDATA register shifts into TDATA7, the 

LB contains the exclusive OR of all 6-bit bytes including both the reverse and forward check­

sums recorded on the tape. If the resu I t is not zero, the UT I NFO ERROR fl ip-flop in the upper 

right of drawing UTC2 is set to 1 to indicate an error. 

Write Timing And Mark Track Operation 

The write timing and mark track operation is the last discussion because this operation is so dif­

ferent from the others. During th is operation, the tim ing and mark tracks written on the tape 

{if any} are ignored. Time pulses are provided by a clock shown in the lower right corner of 

drawing TMT. The UT WRTM level enables the clock to produce output pulses. The TCK reg­

ister is a 2-bit counter which passes through the following states in the order specified: 

Step TCK1 -- TCK2 

1 0 0 
2 0 1 
3 1 1 
4 1 0 
1 0 0 {etc} 

The TC K counter continua Ily cyc les through the above four states thereby divid ing the clock 

rate by four. The transitions of the TCK1 fl ip-flop trigger the tim ing chain at the top of draw­

ing TMT. These substitute time pulses are botb~Ttten on the tape to generate the tim ing track 

and are used within the DECtape control to control the writing of the mark track. 

Both the tim ing trac~ and mark track write ~mpl ~!i:rsare connec ted to t~«3 ~ead-wri!:.~.~_eads 

throug~_~~}' __ C?~!:l_!~~,~s_ .. Thus, when the relay is not energized, it is impossible to erase the 

previous mark and timing track accidently. The relay is the UT BTM RELAY shown in the lower 
__ .. _... __ · __ 'T~ ~ __ " ._ ••. __ 

right corner of drawing UTC2. This relay, the UT BTM LIGHT, and the red !'amps on each of 

the DECtape transports are controlled by the UT BTM WRITE SWITCH at 1 A131. This switch 

also controls the UT BTM SW OFF level used in the error checking circuits to determine when 

an attempt is made to write the timing and mark tracks and the UT BTM WRITE SWITCH is off. 
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When the write timing and mark track operation is selected by a CON a command the following 

sequence of events takes place. The 551 enters the null state as described previously. A non­

zero delay must be specified to enter the active state. Notice, in the lower right of drawing 

RWBC, that the capacitor-diode gate that normally sets up the RW RQ state is inhibited during 

the WRTM mode. Instead, the capac itor-diode gate at 1 B7 pins Hand J sets up the active state. 

The normal shifting of the mark track window is inhibited by the capacitor-diode gate at the far 

left of drawing TMT. Thus, !.b~_~~~pl.!?_I,~_~~_f~~r"rI~t_control c ircu it~_ .. ~E~~Jnoper~!~y~. The tim ing 

pulses read from the timing track are inhibited from driving the time-pulse chain by the NAND 

gate at the top center of drawing TMT. 

The DECtape control requests 6-bit bytes from the data control, in the sa_~.!:_",~~.~~,~_~ .. _~~ __ during 

ordinary writing except that the TDATA register cannot inhibit th~ .. ~~9,.':l_~.~!J,~~~~ta (see the 

uppe.r right comer of drawin~ ~~.~C)_. The data thus received is written on the tape in the same 

manner as in ordinary write operations. In addition, the data for channel 0 is applied to a NAND 

gate at the bottom left of drawing TMT, which passes the data on to the mark track write ampl i­

fier during WRTM operations. Thu~, ~he mark track is a. copy of the data written,).~_~b~nn~!.",_Q~ 

_9..!'~ __ ~~~itional signal is present to enable the mark and timi"g track wri,te amplIfiers to write on 

the tape. Th ~~~igna I is the UT WRE N BTM "Ieve I derived at the bottom center of draw ing UTC2 

by the AND of UT WREN DATA (which prevents writing if WRITE LOCK is on), NOT UT BTM 

SW OFF (which is a double check to prevent writing if the UT BTM RELAY fails), and UT WRTM 

(the write tim ing and mark track command level). 

Automatic Error Checking 

Most error checking circuits appear on drawing UTE, although all error conditions result in set­

ting flip-flops on drawing UTC2. 

Mark Track Error Check 

The mark track codes are checked as they appear in the mark track window to ensure that a valid 

code occurs exactly every six bit positions. The UTE K register is a 6-bit ring counter which con­

tains a single 1 that cycles around. This register is shifted each TP2 unless the block mark space 

code appears. 
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When the initial command to the DECtap~ control is given with a nonzero delay, the TCLEAR 

pulse sets the U~TE~K flip-flop to o. The output of this flip-flop, applied to the circuit in the 

lower left corner of drawing UTE/ inhibits the UTE ERROR signal so that error detection does 

not begin immediately. The next important circuit action occurs when a 1 shifts into TBM3 at 

the start of a forward block mark. The 1 remains in TBM3 for two bit times. On the first bit 

time, the block mark space code is in the mark track window. Therefore, on TP3 the UTE PRE­

SET 100000 pulse is generated to initialize the operation of the UTEK register. On the next 

TP3, the 1 is still in TBM~_911t the block mark space code is shifted out of the mark track win­

dow. Therefore, on TP3, the UTEC K fl ip-flop is setto--1 ,thereby--enablin9 mark track error 

c~cking_ ----
The UTE K register is shifted right one place by the UTE SH RT pulse on every TP2 except when 

the block mark space code appears in the mark track window. Since the block mark space 

code appears five times after the 1 shifts into TBM3, the shift right pulse is inhibited five times. 

Therefore, between the time that UTE K is preset to 100000 and the time the next-to-Iast bit 

of the block mark end code shifts into the mark track window, 11 bit times go by but only six 

shift pulses are generated. These six shifts cycle the 1 in the UTEK register back to UTEK1. 

The following TP1, the block mark end code appears in the mark track window. A NOR gate 

near the center of drawing UTE supplies the UTE MK level whenever any legitimate mark ap­

pears in the mark track window. Since the 1 in the UTE K register is in UTE K1 when the block 

mark end code appears, the UTE ERROR level is not asserted. If a mark track error had occurred, 

no legitimate mark would be present; therefore, the UTE ERROR level would be asserted since 

the 1 in UTEK1 signifies that a legitimate mark is expected. On TP2, a capacitor-diode gate 

enabled by UTE ERROR sets the UT I NFO ERROR fl ip-flop (see drawing UTC2) if an error oc­

curred. 

After the initial steps described above, the UTEK register cycles around every six bit times. If 

a legitimate code occurs when not expected (UTE K1 containing 0) or no code occurs when ex­

pected (UTEK1 containing 1), the UTE ERROR level is asserted. 

In order to avoid flagging an error when the reverse block mark code (45) or block mark space 

code appear, the UTE K fl ip-flop is reset to 0 on TP3 after block mark sync appears in the mark 

track window. The entire cycle described above repeats when a 1 again shifts into TBM3. 

3-15 



Active Error Check 

If the DECtape control is active when the tape enters the interblock zone, an error has occurred. 

For example, if the DECtape control is writing data blocks, the active mode is in effect while 

writing is in progress. After writing the checksum, the DECtape control must enter the request 

state to avoid writing over the block marks written in the interblock zone. Similarly, if the 

DEC tape control is active when the tape leaves the interblock ~one and enters the data zone, 

an error has occurred. Both errors are detected by the circuit near the center of drawing UTE. 

Except in the read or write all modesi'n which it is desired to read or write through the inter­

block zone, the UTE ACTIVE ERROR level is asserted if the error condition arises. The pres:nce 

of this level has two effects. First, on TP2 the UT INFO ERROR fl ip-flop on drawing UTC2 is 

set to 1 to indicate an error condition to the arithmetic processor. Second, the tristable flop 

on drawing RWBC is set to the RW NULL s~ate, also on TP2, to terminate data transmission and 

prevent the pO'ssible loss of data. 

Illega I Operation Error Check 

The illegal operation error occurs when the DECtape control receives some command that can­

not be accompl ished due to the settings of the operator's control switches. For example, if a 

write operation is selected and the transport is in the WRITE LOCK mode, the UT WRITE PRE­

VENT level is present. When the RWB (J)~ WB pulse occurs, indicating that a write oper­

ation is being attempted, the UT ILLEGAL OP flip-flop is set. As previously described, writing 

is inhibited by the UT WREN DATA level. 

Two other error stiuations exist: two or more units (or zero units) are dialed to ~he selected 

transport number, or the UT BTM SWITCH position does not agree with the DECtapecommand. 

The analog circuit that detects when the wrong number of units are dialed to the selected unit 

number is described under Tape Unit Selection. Two NAND gates at the bottom of drawing 

UTE detect when the position of the UT BTM SWITCH disagrees with the DECt~pe command. 

The two error conditions are ORed to form the UTE SW ERROR level. This level is tested at the 

completion of the initial delay and sets the UT ILLEGAL OP flip-flop (see drawing UTC2) if an 

error is present. 
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lncom,... •. Block Detection 

Although not necessari Iy an error, the reading or writing of an incomplete block sometimes 

indicates the loss of data and therefore is described in the same section as the other automatic 

error check circuits. The DECtape contro,1 leaves the active mode and sets the JOB DONE 

flag only at the end of a block of data or the end of a block mark word, depending on the com­

mand. If the data control disconnects at the end of a block of data, the DECtape control im­

mediately enters the null state and requests no further data from the data control. If the data 

control disconne,cts at any other time, the DECtape c~ntrol continues to request data until the 

end of the block. Thus, the RWB~ DC pulse occuring while the data control is disconnected 

indicates an incomplete block and sets the UT INCOMP BLOC K fl ip-flop as shown in drawing 

UTC2. 

Status Checking Operations 

The arithmetic processor may read back the contents of either the command register or the status 

register. The desired register is selected by sending the appropriate device number on the I/O 

bus as described under initial ization operations. The lOB STATUS level is sent simultaneously 

to indicate that the DECtape control must place its status information on the bus. The UT STATUS 

and UTA STATUS levels, developed in the lower left of drawing UTC2, enable the necessary I/O 

bus drivers to place status information on the I/O bus. 

Program Interrupt Operations 

I 

Any of five conditions in the DECtape control can be programmed to cause a program interrupt. 

Three of these conditions require that an enabling bit be set in the control register in order to 

affect the program interrupt. The circuit in the center of drawing UTC2 detects when any of the 

interrupt conditions is present. The two error flags, WT I LLEGA~._,9Pjand~ UT'INFO" ERRq~, can 

cause an interrupt at any time. Three other flags;jUT TIMEF'LAG~ (QT'JBDO:'NE'FLAGl, "and 

(ui' T ~~~_.~ .. ~ D F ~,g} can cause an interrupt only ~fth~ corresp~'nd in~' e~able fl ip~f~I~~-·~onta ins 

1. The OR of the five inte'rrupt conditions is the UT INTERRUPT FLAGS level. 

Three fl ip-flops in the control register; UT PIA33, UT PIA34, and UT PIA35 (see drawing UTC1); 

store the program interrupt channel number. The outputs of these fl ip-flops are appl ied to a 
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Binary-ta-Octal Decoder Type 4151. Of the eight octal outputs, seven are applied to the 

seven interrupt lines of the I/O bus. The zero output is unused. The UT INTERRUP,. FLAGS 

level is the enable input to the decoder. If the UT INTERRUPT FLAGS level is asserted, the 

interrupt line corresponding to the stored channel number is grounded thereby requesting an in­

terrupt. Otherwise, all decoder outputs are inactive. 

The arithmetic processor must remove the interrupt condition by sending the necessary CONO' 

commands to the DECtape control. 

CIRCUIT DISCUSSION 

Three modules in the 551 deserve special attention either because of unusual complexity or 

because of unusual function. The three are the Manchester Reader and Writer Type 4523, the 

Mark Track D~coder Type 4260, and the Level Standardizer Type 1501. For an explanation 

of other module circuits, refer either to the System Modules Catalog C-1 00 or 'to Programmed 

Data Processor-6 Circuit Manual F-67 (166 Cir.). 

Manchester Reader and Writer Type 4523 

The Manchester Reader and Writer Type 4523 consists of separate ampl ifiers used to read and 

write one channel of a standard DECtape. 

Read Ampl ifier 

The read portion is a high gaIn differential amplifier and produces a usable - 3 volt output signal 

with less than 1 millivolt of input signal from a grounded center-tap head. In use, the read 

ampl ifier input is connected to the tape recording head in parallel with the ~rite ampl ifier 

output and full write voltage is del ivered to the read ampl ifier 'input. Overload protection 

in the read ampl ifier permits reading of low -fevel signals wit,hin 50 microseconds after writing. 

Operati ng frequency range is 16 to 35 kc. 

Write Ampl ifi er 

The write ampl ifi er consists of a write fl ip-flop, two high current drivers, and input logic 

circuitry. The high current drivers are connected to the ends of a grounded center-tap head. 
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The drivers are returned to -14 volts. Two watt resistors mounted on lugs on the module are 

used to I imit the head current and may be changed in order to change this current. Head cur­

rents up to 150 mill iamperes are perm iss ib Ie. 

Inputs and Outputs 

Complement Input - Standard DEC positive pulses appl ied to pin H at any rate up to 35 kc 

cause the write fl ip-flop to compl ement and the current through the head to reverse with each 

pulse • 

.!!!J. - A ground level applied to pin K causes the flip-flop to assume a state that permits write 

current to flow into pin N when a strobe pulse is applied to pin J. A -3 volt level causes the 

write current to flow into pin M . 

.!!:!2. - A ground level applied to pin E causes the flip-flop to assume a state that permits write 

current to flow into pin M when a strobe pulse is appl ied to pin F. A - 3 volt level causes the 

write current to flow into pin N. 

Enable - A ground level on pin L disables both current drivers so that no write current flows. 

In order to begin writing on tape, pin L must be at - 3 volts. 

Strobe 1 - A standard positive pulse applied to pin J reads the data on pin K into the write 

fl ip-flop. 

Strobe 2 - A standard positive pulse applied to pin F reads the data on pin E into the write 

fl ip-flop. 

Writer Out - A maximum of 150 mi" iamperes and 14 volts are suppl ied from either pin M or N 

depending on the state of the write flip-flop and the enable input. 

Reader In - Pins Sand T are the inputs to the read ampl ifier. These pins are usually connected 

to pins M and N respectively and to the opposite ends of a center-tapped read-write head. 
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Reader Out - The reader outputs at pins Y and Z are standard DEC levels. The output at pin Y 

is the complement of the output at pin Z. 

Adjustments 

Two adjustments are provided on the read ampl ifier, one to set the operation point and the 

other to set ampl ifier balance. These adjustments are factory preset and should not be altered 

, unless absolutely necessary. 

Mark Track Decoder Type 4260 

The mark track decoder is described here because of its unusual size and complexity. The 4260 

contains a 9-fl ip-flop shift register, diode decoders, and nine output inverters. The decoders 

determine the presence of nine fixed marks as they pass through the shift register. Bit 9 is set 

but never cleared by a shift. Two pulse inverters are included, one for shifting, and one for 

clearing. This module is double length because of the large number of components it contains. 

Inputs - The information input is at pin M. Ground at this input shifts a 1 into the register. 

The clear (pin H) and shift (pin J) pulse inputs accept standard negative 0.4 microsecond pulses. 

Outputs - The outputs of both sides of fl ip-flops 8 and 9 appear on the module connector. For 

all four outputs, - 3 volts represents assertion. These outputs are: flip-flop 8, 0 side, pin Ei 

1 side, pin Pi flip-flop 9, 0 side, pin Ki 1 side, pin L. 

The nine decoder outputs are specified in the table below. The output at pin T is not used in 

the 551. For all outputs below, ground represents assertion. 

Pin Decoded Value Mark Name 

R X25 block mark space 
S 232 data sync 
T 145 reverse block mark 
U 222 forward end mark 
V 351 block mark sync 
Z 126 block mark end 
Y 070 data 
X 0100r210 reverse data end 
W 373 or 073 forward data end 

3-20 



The output of flip-flop 9 is included as part of all nine decoded values but is not explicitl}" 

included in the values given in the table. 

Level Standardizer Type 1501 

A description of the Level Standardizer Type 1501 appears in System Modules Catalog C-1 00 

but is mentioned here because of the unusual application. This module consists of three differ­

ential amplifiers of which two are used in the 551. If pin J is more negative than pin H (or if 

pin M is more negative than pin N) the corresponding output inverter conducts. A 2-ohm re­

sistor in series with the ground input to module 1 C6 (the unit selection decoder) is effectively 

in series with the selection relays of any DECtape transport that is dialed to the selected unit 

number. The voltage developed across this resistor, the UT UNIT CHECK signal, is proportional 

to the number of units selected. If only one unit (the desired number) is selected, this voltage 

is in the range of .1 to .2 volts. Two potentiometers mounted behind connector 1 B8 are adjusted 

to provide - 0.1 and - 0.2 volt references. The two differential amplifiers in the level standard­

izer detect that UT UNIT CHECK is within the desired range. 
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CHAPTER 4 

INTERFACE 

Logic interface signals sent and received by the DECtape control are standard DEC levels or 

pulses which are described in Appendix 1 of this manual. Tables 4-1 through 4-6 I ist the 

standard interface signals of the DECtape control and also list nonstandard interface signals 

such as the lOB POWER ON level (-15 volts). These tables, however, do not list the signals 

associated with interface connectors 1 D13 through 1 D16. Terminals on connectors 1 D13, 

1014, 1015, and 1016 are parallel-connected to terminals identified by the same letter on 

interface connectors 1 D12, 1011, 1 D1 0, and 1 D9, respectively. 

Signal 

lOB 1(1} 

lOB 2(1) 

lOB 3(1) 

lOB 4(1) 

lOB 5(1} 

lOB 6(1} 

lOB 7(1) 

lOB 8(1} 

lOB 9(1) 

lOB 10(1} 

lOB 11 (1 ) 

lOB 12(1} 

lOB 13(1} 

lOB 14(1} 

lOB 15(1} 

TABLE 4-1 INTERFACE SIGNALS FROM I/O BUS 

Symbol 

<> 
<> 

--<> 

Connector/ 
Terminal 

1 D9-C 

109-D 

1 D9-E 

1 D9-F 

109-H 

1 D9-K 

109-L 

1D9-M 

1 D9-N 

1 D9-P 

1 D9-R 

1 D9-T 

1 D9-U 

1 D9-V 

1 D9-W 

4-1 

Destination 

1 D5Z 

1C9L 

1C9R 

lC9V 

1C9Z 

1C3L 

1C3R 

1C3V 

1C3Z 

1C5L 

1C5R 

1C5V 

lC5Z 

lC7L 

lC7R 

BS 
Drawing 

""TCl 

""TCl 

""TCl 

""TC1 

jJTCl 

""TCl 

""TC1 

""TC1 

""TCl 

""TC1 

""TC1 

""TCl 

""TC1 

""TC1 

""TCl 



TABLE 4-1 INTERFACE SIGNALS FROM I/O BUS (continued) 

Signal Symbol 
Connector/ Oest i nat ion 

BS 
Terminal Drawing 

lOB 16(1) 109-X 1C7V fJTC1 

lOB 17(1) 109-Y 1C7Z fJTC1 

lOB CONO CL .... 1012-0 1C12K fJTC2 

lOB CONO SET .... 1012-E 1 C12S fJTC2 

lOB POWER ON 1011-C Power Con- fJTC2 
(-15 v) trol 811 C 

lOB RESET III- 1011-B 1C12E fJTC2 

lOB STATUS • 1012-H 1C15R fJTC2 

lOB STATUS • 1012-H 1C15U fJTC2 

lOS 3(0) --0 1011-F 1017F fJTC2 

105 4(1) <> 1011-L 1017H fJTC2 

105 5(0) 1011-M 1017 J fJTC2 

105 6(0) 1011-P 1017K fJTC2 

105 7(0) --0 1011-T 1017L fJTC2 

105 8(1) 1011-W 1017M fJTC2 

105 9(0) 1011-X 1017Y fJTC2 

lOS 9(1) 1011-Y 1017N fJTC2 

TABLE 4-2 INTERFACE SIGNALS TO I/O BUS 

Signal Symbol 
Connector/ 

Origin 
BS 

Terminal Drawing 

lOB 19(1 ) 1010-C 107Z fJTC1 

lOB 20(1) 1010-0 1 C11 H fJTC1 

IOB21(1) 1010-E 1 C11 E fJTC1 

lOB 22(1) 1010-F 1 Cl1 P fJTC1 

lOB 23(1) 1010-H 1 C11 T fJTC1 

lOB 24(1) 1010-K 1C2H fJTCl 
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• I ,,\TABlr 4-2 INTERFACE SIGNALS TO I/O BUS (continued) 

Signal Symbol Connector/ 
Origin 

BS 
Terminal Drawing 

lOB 25(1) <> 1 D1 O-l 1C2l tJTC1 

lOB 25(1) <> 1 D1 O-l 1 DSH jJTC2 

lOB 26(1) 1 D1 O-M lC2P tJTC1 

lOB 26(1) 1 D1 O-M 1 DSl tJTC2 

lOB 27(1) <> 1 D1 O-N 1C2l jJTC1 

lOB 27(1) , I: ~ <> 1 D1 O-N 1 DSP jJTC2 

lOB 2S(1) <> 1 D1 O-P 1C2W jJTC1 

lOB 2S(1) <> 1 D1 O-P 1 DST jJTC2 

lOB 29(1) --<> 1 D1 O-R 1C2Z jJTC1 

lOB 29(1) --<> 1 D1 O-R 1DSW jJTC2 

lOB 30(1) --<> 1 D1 0-T 1C10H tJTC1 

lOB 30(1) <> 1 D10-T 1DSZ jJTC2 

lOB 31(1) --<> 1 D1 O-U 1C10l jJTC1 

lOB 31 (1 ) --<> 1 D1 O-U 1 D7H jJTC2 

lOB 32(1) --<> 1 D1 O-V 1C10P jJTC1 

lOB 32(1) --<> 1 D1 O-V 1 D7L jJTC2 

lOB 33(1 ) 1 D1 O-W 1C10T jJTC1 

lOB 33(1) --<> 1 D1 O-W 1 D7P jJTC2 

lOB 34(1) 1 D1 O-X 1C10W jJTC1 

lOB 34(1) --<> 1 D1 O-X 1 D7T jJTC2 

lOB 35(1) <> 1 D1 O-Y 1C10Z jJTC1 

lOB 35(1) --<> 1 D1 O-Y 1D7Y jJTC2 

P1 REQ1 <> 1 D12-R lCSS jJTC1 

Pl REQ2 1 D12-T lCST jJTC1 

Pl REQ3 --<> 1 D12-U 1CSU jJTC1 

Pl REQ4 --<> 1 D12-V 1CSV jJTCl 

P1 REQ5 <> 1 D12-W 1CSW jJTC1 

P1 REQ6 --<> 1 D12-X 1CSX jJTC1 

Pl REQ7 <> 1 D12-Y 1CSZ jJTC1 
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TABLE 4-3 INTERFACE SIGNALS 
FROM TYPE 555 TAPE TRANSPORTS 

Si gna I Descript ion Symbol Connector/ Desti- BS' 
Terminal nation Drawing 

~T WRITE PREVENT enable <> 1 B22-J 1 B23K ~TC2 

C h 0 Read Data 1 A22-Y lA50V RWB 

Ch 0 Read Data lA22-Z 1 Z50J RWB 

Ch 1 Read Data 1 A22-U 1A50T RWB 

Ch 1 Read Data lA22-V lA50L RWB 

Ch 2 Read Data lA22-P lA50R RWB 

Ch 2 Read Data 1 A22-R lA50N RWB 

Mark Track Read Data lA22-F lA55T TMT 

Mark Track Read Data lA22H 1A55L TMT 

Timing Track Read Data 1 A22-B 1A55R TMT 

Timing Track Read Data 1 A22-C 1A55N TMT 

TABLE 4-4 INTERFACE SIGNALS 
TO TYPE 555 TAPE TRAN SPORTS 

Signal Description Symbol Connector/ 
Origin BS 

Terminal Drawing 

Select Tape Unit 1 1 B22-X lC6R J.lTC1 

Select Tape Unit 2 1 B22-W 1C6S ~TC1 

Select Tape Unit 3 1 B22-V 1C6T ~TCl 

Select Tape Unit 4 1 B22-U lC6U ~TCl 

Select Tape Unit 5 <> 1 B22-T lC6V ~TCl 

Select Tape Unit 6 0- 1 B22-S lC6W ~TC1 

Select Tape Unit 7 0- 1 B22-R 1C6X ~TCl 

Select Tape Unit 8 <> 1 B22-P lC6P ~TCl 

~T FWD lB22-F lB20L ~TCl 

~T GO <> 1 B22-E 1 B21 N ~TC1 

4-4 



TABLE 4-4 INTERFACE SIGNALS 
TO TYPE 555 TAPE TRANSPORTS (continued) 

Signal Description Symbol Connector/ Origin B5 
Terminal Drawing 

L~"'r :l tJT REVERSE 1B22-H 1 B20N tJTC1 

~T STOP 1 B22-K 1 B21 L tJ TC1 

Ch 0 Write Data 1A22-Y 1A19N RWB 

Ch 0 Write Data 1 A22-Z 1A19M RWB 

Ch 1 Write Data 1 A22-U 1A20N RWB 

Ch 1 Write Data 1 A22-V 1A20M RWB 

Ch 2 Write Data 1 A22-P 1A21 N RWB 

Ch 2 Write Data 1 A22-R 1A21M RWB 

Mark Track Write Data 1A22-F 1A23N TMT 

Mark Track Write Data 1 A22-H lA23P TMT 

Timing Track Write Data 1 A22-B 1A23R TMT 

Timing Track Write Data 1 A22-C 1A23S TMT 

TABLE 4-5 INTERFACE SIGNALS FROM DATA CONTROL 136 

Signal Description Symbol Connector/ Desti- BS 
Terminal nation Drawing 

Set gates (L T)RWB -II DC(l) (LT) • 1 D25-K 1 A12F RWB 
into RWB 0 

Set gates (L T)RWB .. DC(l) (L T) • lD25-L 1 All F RWB 
into RWB 1 

Set gates (LT)RWB1III DC(l) (L T) • 1 D25-M 1 Al OF RWB 
into RWB 2 

Set gates (L T)RWB .... DC(l) (LT) • 1 D25-N lA12T RWB 
into RWB 3 

Set gates (L T)RWB ... DC(l) (LT) • 1 D25-P 1 AllT RWB 
into RWB 4 

Set gates (L T)RWB ... DC(l) (L T) • 1 D25-R lAl0T RWB 
into RWB 5 
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TABLE 4-5 INTERFACE SIGNALS 
FROM DATA CONTROL 136 (continued) 

Signal Description Symbol 
Connector/ Desti- BS 
Terminal nation Drawing 

DC DARQ • 1 D25-W 1C19H fJTE 

DC SEL 1 • 1 D25-X 1 D22E RWBC 

'\,DC DARQ 1 D25-W 1 D23H RWBC 

~DC SEL 1 --<> 1 D25-X lC20K fJTE 

Set gates (RT)RWB~ DC(1) (RT) • 1 D24-N lA12J RWB 
into RWB 0 

Set gates (RT)RWB ~ DC(l) (RT) • 1 D24-P 1 All J RWB 
into RWB 1 

Set gates (RT)RWB ~ DC (1) (RT) • 1 D24-R lAl0J RWB ,-
into RWB 2 

Set gates (RT)RWB~ DC (1) (RT) • 1 D24-K lA12V RWB 
into RWB 3 

Set gates (RT)RWB~ DC (1) (RT) • 1 D24-L lAl1 V RWB 
into RWB 4 

Set gates (RT)RWB~ DC(l) (RT) • 1 D24-M 1Al0V RWB 
into RWB 5 

TABLE 4-6 INTERFACE SIGNALS TO DATA CONTROL 136 

Signal Symbol Connector/ 
Origin 

BS 
Terminal Drawing 

RWB 0(1) • 1 D25-B lA16J RWB 

RWB 1 (1 ) • 1 D25-C 1A16U RWB 

RWB 2(1) • 1 D25-D lA15J RWB 

RWB 3(1) • 1 D25-E 1 A16P RWB 

RWB 4(1) • 1 D25-F lA16Z RWB 

RWB 5(1) • lD~H " 1 A15P RWB 

(RT)RWB ... .. DC{l )REV .. 1 D25-T 1 B15W RWBC 

(LT)RWB~ ... DC(l )FWD .. 1 D25-U 1 B15P RWBC 

4-6 



CHAPTER 5 

PROGRAMMI NG 

To be suppl ied 





CHAPTER 6 

MAl NTENANCE 

Maintenance of the DECtape control consists of procedures repeated periodically as preventive 

maintenance and tasks performed in the event of equipment malfunction as corrective mainten­

ance. The procedures presented here assume that the reader is fem i I iar with the operation of 

the DECtape control. Ma intenance activities require use of the equipment I isted in Table 6-1, 

or equivalent, as well as the use of standard hand tools, cleansers, and test cables and probes. 

TABLE 6-1 MAINTENANCE EQUIPMENT 

Equipment 

Potentiometric dc Voltmeter 

Multimeter 

Osc i Iloscope 

System Module Extender* 

System Module Puller* 

Small thin-bladed screw driver 

Phill ips head screw driver 

Manufacturer 

John Fluke 

Triplett or Simpson 

Tektronix 

DEC 

DEC 

·One suppl ied wi th the DECtape control 

Model 

801 H (0.025%
) 

630-NA or 260 

540 Series 

1954 

1960 

If it is necessary to remove modules during preventive or corrective maintenance, the Type 1960 

System Module Puller should be used. Turn off all power before extracting or inserting modules. 

Carefully hook the small flange of the module puller over the center of the module rim, and 

gently pull the module from the mounting panel. Use a straight even pull to avoid damage to 

plug connections or twisting of the printed-wiring board. Since the puller does not fasten to 

the module, grasp the rim of the module to prevent it from falling. Access to controls on the 

module for use in adjustments or access to points used in signal tracing can be gained by remov­

ing the module, connecting a Type 1954 System Module Extender into the mounting panel, and 

then inserting the module into the extender. 
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PREVENTIVE MAINTENANCE 

Preventive ma intenance consists of procedures performed prior to the initio I operation of the 

DECtape control and periodically during its operating I ife to ensure that it is in satisfactory 

operating condition. Performance of these procedures will forestall possible future failure by 

correcting minor damage and discovering progressive deterioration at an early stage. A log 

book for recording data found during the performance of each preventive maintenance task will 

indicate the rate of circuit operation deterioration and provide information to determine when 

components should be replaced to prevent fai lure of the equipment. These tasks consist of 

mechanical checks which include cleaning and visual inspections; checks of specific circuit 

elements such as the power supply, clock timing, reader-writer adjustment and delay timing; 

and marginal checks, which aggravate borderline conditions or intermittent failures so that they 

can be detected and corrected. All preventive maintenance tasks should be performed every 

six months or 1000 equipment operating hours, whichever occurs first. 

Mechanical Checks 

Assure good mechanical operation of the DECtape control by performing the following steps and 

the indicated corrective action for any substandard conditions found: 

1. Clean the exterior and the interior of the DECtape control using clean cloths 

moistened with nonflammable cleaning solvent or by means of a vacuum cleaner. 

2. Clean the air filter at the bottom of the cabinet. Remove the filter by removing 

the fan and housing which are held in place by two knurled and slotted captive screws. 

Wash the filter in soapy water, dry in an oven or by spraying with compressed gas, 

and spray with Filter Kote {Research Products Corporation, Madison, Wisconsin}. 

3. Lubricate door hinges and casters with a light machine oil. Wipe off excess 

oiL 

4. Visually inspect the DECtape control for completeness and general condition. 

Repaint any scratched or corroded areas. 
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S. Inspe<:t all wiring and cables for cuts, breaks, fraying, deterioration, kinks, 

,train, and mechanical security. Tape, solder, or replace any defective wIring. 

6. Inspect the following for security: switches, controls, knobs, iacks, connectors, 

transformers, fan, capac itors, lamp assembl ies, etc. Tighten or replace as required. 

7. Inspect all racks of logic to assure that each module is securely seated in its 

connector. 

8. Inspect power supply capacitors for leaks, bulges, or discoloration. Replace 

any capacitors exhibiting these signs of malfunction. 

Type 728 Power Supply Check 

Check the output vol tage and ripple content of the 728 Power Supply and assure that it is with in 

tolerance (see test data sheet for the particular supply). Use a multimeter to make the output 

voltage measurements without disconnecting the load. Use the oscilloscope to measure the 

peak-to-peak ripple content on the dc outputs of the supply. This supply is not adjustable, so 

if the output voltage or ripple content is not within the tolerance specified, the supply is con­

sidered defective and troubleshooting procedures shou Id be undertaken. 

Check the + 10-volt output between the black (-) and red (+) terminals to assure that it is between 

9.5 and 11.0 volts with less than 800 millivolts ripple. Check the - 15-volt output to assure 

that it is between 14.5 and 16.0 volts with less than 400 millivolts ripple. 

Type 1501 Level Standardizer Check 

The procedure for checking and adjusting the 50-ohm potentiometers (l B38) associated with the 

Type 1501 Level Standardizer (1 B8) is as follows: 

1. Make certain that all registers in the DECtape control are clear. The registers 

are cleared each time the DECtape control is turned on. 

2. Connect a jumper lead between ground and terminal 1C7H. This selects tape 

transport \ by producing a ground level at lC6R. 
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3. Turn the left transport selection switch located on tape transport 1 to position 1 • 

4. Turn the right transport selection switch to position 2. 

NOTE: If correct indications cannot be obtained in steps 5, 6, or 
7, the adjustment procedure given in step 7 should be performed. 

5. Connect the oscillsocope to terminal lC1V. The correct indication at this point 

is a - 3-vol t level. 

6. Turn the right transport selection switch to position 1. The correct indication on 

the oscilloscope is a ground level. 

7. Turn both transport selection switches to position 2. The correct indication on 

the oscilloscope is a ground level. If the correct indication cannot be obtained, the 

potentiometers {1838} must be adjusted. As an approximate starting point, the upper 

potentiometer should be adjusted for a voltage reading of 0 volts measured from move­

able arm to ground. The lower potentiometer should be adjusted for a voltage reading 

of approx imate Iy 0.27 vol t measured from moveable arm to ground. If any adjust­

ments are made during the performance of this procedure, the entire procedure should 

be repeated. 

8. Remove the jumper lead connected between terminal lC7H and ground. 

Type 4303 Oe lay Check 

The proc:edure for checking and adjusting the Type 4303 Delay (l 018) is as follows: 

1. Connect a jumper lead between ground and terminal 18118. 

2. Connect the oscilloscope to terminal 1018W. The correct indication at this point 

is a square-wave pulse which is at -3 volts for exactly 8 tJsec and at ground for approx­

imately 8 tJsec. If this indication is incorrect, the adjustment screw {accessible 

through the hole in the handle of the Type 4303 module} must be turned. 
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3. Remove the jumper lead connected between terminal 18118 and ground. 

Type 4304 Delay Control Check 

Th. procedure for checking and adjusting the Type 4304 Delay Control (183) is as follows: 

1. Establish the following program to check the 35 msec delay: 7 //1 J /:n J (; ./' :J cJ 
, •• /' l' ~ 

CONSZ UTS, 000020; skip if delay not through '.,,., I 7", .,o.~o 
Start CONO UTC, 001000; set initial time of 35 m!:c' " 72..\ "2.0C"':, :t Ga~ c:,cc> 

JRST, • -2 jump back 2 instructions Ifl/l ~ I~ -- lu-cr 
c .:" \ \)0 \"iV \ l, -:;:, p,c'( , 

2. Connect the oscilloscope to terminal 1 B4W. The correct indication at this point 

is a negative level measuring approximately 3 volts in ampl itude and 35 msec in 

duration. If this indication is not correc t, the adjustment scre~ {accessible through 

tf,e top hole in the handle of the Type 4304 module} must be turned. 

3. Change the CONT UTC 001000 instruction to 010000. This selects an initial 

delay time of 225 msec. 

4. Observe the oscilloscope. The correct indication is a negative level measuri ng 
\ 8,,) -- 1 't q 

approximately 3 volts in amplitude and ~msec in duration. If this indication is 

not correct, the adjustment screw {accessible through the second hole from the top 

of the Type 4304 module} must be turned. 

5. Change the CONO UTcDml(~00f instruction to 011000. This selects an initial 

delay time of 300 msec. 

6. Observe the oscilloscope. The correct indication is a negative level measuring 

approximately 3 volts in amplitude and 300 msec in duration. If this indication is 

not correct, the adjustment screw {accessible through the third hole from the top of 

the Type 4304 module} must be turned. 
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Type 4401 Variable Clock Check 

The procedure for checking and adjusting the Type 4401 Variable Clock (l 818) is as follows: 

1. Connect a jumper lead between ground and terminal 11\18. 

2. Connect the oscilloscope to terminal 1 B18F. The correct indication at this point 

is a positive pulse measuring 2.5 to 2.7 volts in amplitude and 8.33 jJsec in duration. 

If "this indication is incorrect, the adjustment screw (accessible through the hole in 

the handle of the Type 4401 module) must be turned. 

3. Remove the jumper lead connected between terminal 18118 and ground. 

Type 4523 Manchester Reader/Writer Check 

The following procedure for checking and adjusting any of the Type 4523 Manchester Read & 

Writer modules should only be performed by an experienced maintenance technician. 

1. Remove jumpers at 1 A50 and 1 A55 and replace them with Type 1033 Attenuator 

modules. 

2. Establish a test program which will rock the tape for periods of approximately 

4 seconds. 

3. Use location 1 A25 (tim ing track) to check any Type 4523 module. Remove the 

Type 4523 from location 1 A25 (unless this module is being checked) and install the 

Type 4523 to be checked in location 1 A25. 

4. Turn the MODE switch of the oscilloscope to position ADDED ALGEBRAICALLY. 

Turn the POLARITY switch of channel A to position NORMAL (+). Turn the POL­

ARITY switch of channel B to position INVERTED (-). 

5. Connect the channel A input of the oscilloscope to terminal 1 A25Y. Connect 

the channel B input to terminal 1 A25Z. 
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NOTE: It may be necessary to replace one or both of the Type 1033 
Attenuator modules with the jumpers in order to obtain the correct 
ind ication spec ified in step 6. However, vernier adjustments shou Id 
be made with both Type 1033 modules installed. 

6. Observe the oscilloscope. The correct indication is a square wave with an amp­

litude of 6 to 7 volts and a pulse period of approximately 33.3 tJsec. If the correct 

indication is not obtained, turn the sensitivity potentiometer {accessible through 

the lower hole in the handle of the Type 4523 module} in one direction until a step 

appears in the square wave as shown below. Turn the potentiometer in the opposite 

direction until the step disappears and then reappears. Determine the adjustment 

range of the potentiometer by rocking it between the two I im its wh ich produce a step 

in the square wave. Permanently set the potentiometer to the center of this range. 

f 
6-7V 

j 

r-... 1---___ 3,3.3 k SEC ____ --.. 
(A~OX) -I 

1'1 u 'fit 11\ I (, 'I TO 
NOTE: The normal pulse period indicated in step 7 will vary with 
the speed of the tape. Vernier measurements and adjustments 
should be performed with the tape advancing in the forward direc­
tion. 

7. Observe the oscilloscope. The duty cycle of the square wave should be 50%. 

If the correct indication is not obta ined, then the duty cyc Ie potentiometer {ac­

cessible through the top hole in the handle of the Type 4523 module} must be ad­

justed. If an adjustment is made during this step, repeat steps 6 and 7 until the 

correct indication for these steps is observed. 

8. Return any Type 4523 modules, removed during the performance of this test pro­

cedure, to their original locations. 

9. Remove both Type 1033 modu les and replace the jumpers at locations 1 A50 and 1 A55. 
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Read/Write Circuitry Check 

The procedure for checking the various read/write circuits is performed with the use of two 

Type 1033 Attenuator modules as follows: 

1. Remove jumper (l A50) and replace it with a Type 1033 module. 

2. Remove jumper (lA55) and replace itwith a Type 1033 module. 

3. Run a program which utilizes all read/write circuits. If the program is run 

without interruption, the read/write circuits are functioning properly. The at­

tenuated signals produced by the installation of the Type 1033 module will cause 

marginal read/write circuits to fail. The component which has failed can be 

detected by analyzing the point at which the program has stopped. 

4. Remove both Type 1033 modules and replace the jumpers at locations 1 A50 

and 1 A55. 

Marginal Checks 

Marginal checks are performed to aggravate borderline conditions within the logic circuits to 

reveal observable faults. Therefore these conditions can be corrected during scheduled pre­

ventive maintenance to forestall possible future equipment failure. These checks can also be 

used as a troubleshooting aid to locate marginal or intermittent components, such as deteriorating 

transistors. The checks are performed by operating the equipment logic circuits from an external, 

adjustable power source such as the DEC Type 734 Variable Power Supply. The marginal check 

panel of the PDP-6 has facilities for providing this power through a bus to the DECtape control. 

Raising the bias voltage above +10 volts is equivalent to lowering the amount of base drive on 

a particular transistor. This in turn simulates a lower gain driving transistor. Raising the bias 

voltage thus tends to indicate low gain transistors. Lowering the bias voltage below +10 volts 

simu lates a condi tion where the vol tage drop across the previous driving transistor (V ) has in-
ce 

creased, thus tending to indicate high V drop {leakage} transistors or low gain driving transis-
ce 

tors. By raising or lowering the -15-volt supply margins, the delay and pulse amplifier modules 

may be checked. Raising or lowering the -15 volts does not affect the majority of control logic 

because -15 volts is the collector load voltage, which is usually clamped to -3 volts. 
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The +10-volt margin should be approximately ±8 volts and the -15 volt margin should be ap­

proximately ±3 volts. It is important that the -15-volt margin not be increased above -18 volts 

or damage can result within the logic circuits. By recording the level of bias voltage at which 

circuits fail, progressive deterioration can be plotted and expected failure dates predicted. 

Therefore these checks provide a means of planned replacement. 

A color-coded connector at the right side of each rack of modules, as seen from the module 

side, provides connection to the normal and marginal operating voltage. Either the normal or 

marginal voltage supplied to the connector is selected for application to terminals A, B, and C 

of all modules in a rack by a switch at the end of the rack. Normal +10 and -15 volt lines are 

permanently connected to the output of the Type 728 Power Supply. Marginal +10 and -15 volt 

lines are common to all racks and are connected to the output of the Type 734 Variable Power 

Supply in the central processor via the I/O bus. The color coding of these connectors is as 

follows from top to bottom: 

1. Green, +10 vdc internal marginal-check supply 

2. Red, +10 vdc normal internal supply 

3. Black, ground 

4. Blue, -15 vdc normal internal supply 

5. Yellow, -15 vdc external marginal-check supply 

Three, single-pole, double-throw switches at the end of each rack of logic allow selection of 

either the normal or the marginal-check power supply {for distribution to the logic}. The top 

switch connects the +10-volt supply to terminal A of all modules in that rack. In the down 

position, the fixed internal +10-volt supply {connected to the red terminal of the Type 728} is 

supplied to the modules; and in the up position, the marginal-check voltage {supplied to the 

green terminal from the power bus} is applied to terminal A of the modules. The center switch 

performs the same selection as the top switch for application of a nominal +10-volt level to 

terminal B of all modules. The bottom switch selects the -15-volt supply to be routed to ter­

minal C of all modules. In the down position, the fixed -15-volt output of the 728 Power 

6-9 



Supply (blue terminal) is supplied to the modules; in the up position, the externally supplied 

marginal-check voltage (yellow terminal) is applied to terminal C of the delay and pulse amp­

I ifier modules only. 

CAUTION 

Make certain that all marginal check on/off switches on each rack 
of logic.are off before performing the following procedure. Other­
wise, damage to individual logic modules may result. 

To perform the checks: 

1. Energize the marginal check supply and adjust the outputs to supply the nominal 

+10 and -15 volt outputs. 

2. Start equipment operation in a repetitive program or in a routine which fully 

utilizes the circuits in the rack to be tested. 

3. Set the top switch on the rack to be checked to the up position. 

4. Lower the +lO-volt marginal-check power supply until normal system operation 

is interrupted. Record the marginal-check voltage. At this point marginal transis­

tors can be located and replaced, if desired. 

5. Start equipment operation. Then increase the +10-volt marginal-check supply 

until normal operation is interrupted, at which point record the marginal-check 

voltage. Transistors can again be located and replaced. 

6. Reset the top switch to the down position. 

7. Repeat steps 2-6 using the center switch on the logic rack be ing checked. 

8. Repeat steps 2-6 using the bottom switch on the logic rack being checked while 

adjusting the -15-vdc marginal-check supply. 

9. Reset the marginal-check power supply switch to the OFF position. 
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Tim ing Checks 

Periodic checks of timing pulses should be made in accordance with the block schematics and 

tim ing charts for the DEC tape control. 

CORRECTIVE MAINTENANCE 

The DECtape control is constructed of highly reliable transistorized modules. Use of these cir­

cuits and faithful performance of the preventive maintenance tasks ensure relatively I ittle equip­

ment downtime due to failure. Should a malfunction occur, the condition should be analyzed 

and corrected as indicated in the following procedures. No special tools nor test equipment is 

requ ired for correc tive ma intenance other than a broad bandwidth osc i lIoscope and a standard 

multimeter. The best corrective maintenance tool is a thorough understanding of the physical 

and electrical characteristics of the equipment. Persons responsible for maintenance should 

become thoroughly familiar with the system concept, the operation of specific circuits, program 

techniques, the engineering drawings, and the location of mechanical and electrical compon­

ents as described in this manual. 

Diagnosis and remedial action for a fault condition are performed in the following phases: 

1. Preliminary investigation to gather all information and to determine the physical 

and electrical security of the system. 

2. System troubleshooting to locate the fault to within a module through the use of 

control panel troubleshooting, signa I trac ing, or aggravation techniques. 

3. Circuit troubleshooting to locate defective components within a module. 

4. Repairs or replacement to correct the cause of the malfunction. 

5. Va I idation tests to assure that the ma Ifunction has been corrected. 

6. Log entry to record pertinent data. 
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Preliminary Investigation 

It is virtually impossible to outline any specific procedures for locating faults within digital 

systems such as the DEC tape control. Before commenc ing troubleshooting procedures, explore 

every possible source of information. Ascertain all possible information concerning any unusua I 

function of the equipment prior to the fault and all possible program information such as routine 

in progress, condition of maintenance indicators, etc. Search the maintenance log to determine 

if this type of fault has occurred before or if there is any cyclic history of this kind of fault, and 

determine how this condition was previously corrected. When the entire machine fails, perform 

a visual inspection to determine the physical and electrical security of all power sources, cables, 

connectors, etc. Assure that the power supplies are functioning properly and that there are no 

power short circuits by performing the power supply checks as described under Preventive Main-

tenance. 

System Troubleshooting 

Do not attempt to troubleshoot the DECtape control without first gathering all information pos­

sible concerning the fault, as outlined in the Preliminary Investigation. 

Commence troubleshooting by performing that operation in which the malfunction was initially 

observed, using the same program. Thoroughly check the program for proper control settings. 

Careful checks should be made to assure that the DECtape control is actually at fault before 

continuing with corrective maintenance procedures. Faults in equipment transmitting or re­

ceiving information or improper connections within the system frequently produce indications 

very similar to those caused by a DECtape malfunction. From that portion of the program being 

performed and the general condition of the maintenance indicators, the logical section of the 

machine at fault can. usually be determined. 

DECtape Control Troubleshooting 

If the fault has been traced to the DECtape control but cannot be localized to a specific logic 

function, perform the Microtog 6 diagnostic program procedure. When the location of a fault 

has been narrowed to a logic element, continue troubleshooting to locate the defective module 

or component by means of signal tracing. Use the oscilloscope to trace signal flow through 
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the suspect logic element. Oscilloscope sweep may be synchronized by control signals or clock 

pulses available at individual module terminals. Trace the signal from the output back to its 

origin. The signal tracing method determines with absolute certainty the quality of pulse amp­

litude, duration, rise time, and the correct timing sequence In the event thatan intermittent 

malfunction exists, signal tracing must be combined with an appropriate form of aggravation 

test. 

Aggravation Test 

Intermittent faults should be traced through aggravation techniques. Intermittent failures caused 

by poor wiring connections can often be detected by vibrating the modules while the DECtape 

control is in operation. Often, wiping the handle of a screw driver across the back of a suspect 

row of modules is a useful technique. By repeatedly starting the DECtape control and vibrating 

fewer and fewer modules, the malfunction can be localized to within one or two modules. 

After isolating the malfunction in this manner, check the module connection pins for signs of 

wear or misalignment, and check the module wiring for cold solder joints or wiring kinks. 

Spare Parts Program 

Any corrective maintenance program establ ished for the DECtape control can be further imple­

mented by an effective spare parts program. The program outl ined in the following paragraphs 

lists recommended spare parts (modules, semiconductors, pulse transformers, and other miscel­

laneous components) to be stocked at the installation site of the DECtape control. The exact 

quantity of each spare part to be maintained can be varied to conform with the operating sched­

ule and requirements of each individual user. 

Modu Ie Spares 

The following is a I ist of modu les produced by DEC wh ich are recommended as spares. One 

modu Ie of each type I isted should be kept in stock. 

4111 
4112 
4113 
4114 
4115 
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4221 
4260 
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Semiconductor Spares 

6113 
6118 
6119 
4657 
4102 
6102 
6105 
6106 
4202 
4215 
4216 

4303 
4304 
4127 
4129 
4604 
4606 
4681 
4410 
4401 
1501 
4523 
1802 

A list of recommended semiconductor spares is presented in Table 6-2. 

TABLE 6-2 SEMICONDUCTOR SPARES 

Type Vendor 
Recommended 

Quantity 

1N270 Transistron 1 
1N276 Transistron 40 
1 N645 Transistron 25 
1N994 Transistron 4 
1 N1217 GE 2 
1 N1220 GE 1 
1 N429 (Zener) Motorola 1 
1 N3316 (Zener) Motorola 1 
GRS20SP4B4 GE 1 
2N456A RCA 2 
2N485 Sprague 2 
2N489 Sprague 5 
2N599 GE 10 
2N711 A GE 5 
2N1184 RCA 5 
2Nl184B RCA 2 
2N1204 Motorola 4 
2N1304 GE 2 
2N1305 GE 10 
2N527 GE 5 
2N2451 Sprague 15 

*2N1754 Gen. Inst. 5 
2N1754 Gen. Inst. 10 
2N393 Gen. Inst. 2 

*BVCES 40V at 1 00 ~a 
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Pu Ise Transformer Spares 

A I ist of recommended DEC pu Ise transformer spares is presented in Table 6-3. 

Miscellaneous Spares 

TABLE 6-3 PULSE TRANSFORMER SPARES 

Type 

T2003 
T2006 
T2010 
T2012 
T2017 
T2018 
T2019 
T2020 
T2021 
T2023 
T2024 
T2029 
T2033 

Recommended 
Quantity 

3 
1 
2 
1 
1 
2 
1 
1 
1 
1 
2 
2 
1 

A list of recommended miscellaneous component spares is presented in Table 6-4. 

Component 

Indicator Light 
Toggle Switch 
Rotron Fan 
Rotron F i Iter 
Muffin Fan 
Muffin Filter 

TABLE 6-4 MISCELLANEOUS SPARES 

Vendor 

Transistor E lec tric 
Micro Switch 
Micro Switch 
Micro Switch 
DEC 
DEC 
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MCHS-639B 
6AT4 (DPDT) 
53E168, Type CFG 
130-34'-X1431 

Quantity 

6 
1 
1 
4 
1 
1 



Circuit Troubleshooting 

Troubleshooting procedures for defective circuits within the DECtape control can be performed 

as on-line dynamic tests or can be performed at a bench as either static or dynamic tests. Cir­

cuit schematics of each module are supplied in Appendix 1 of this manual and should be referred 

to for deta iled c ircu it information. 

On-Line Dynamic Tests 

Where downtime is not critical, the spare parts list can be reduced and signal tracing techniques 

can be utilized for troubleshooting modules within the DECtape control. This practice involves 

module removal using a Type 1906 System Module Puller, insertion of a Type 1954 System Mod­

ule Extender into the module mounting panel, and insertion of the suspect module in the module 

extender. Oscilloscope signal tracing of the module, with the equipment operating in a pro­

gram which exercises the module, may now be performed. 

Static Bench Tests 

Visually inspect the module on both the component side and the printed-wiring side to check 

for short circuits in the etched wiring and for damaged components. If this inspection fails to 

reveal the cause of trouble or confirm a fault condition observed, use the multimeter to meas­

ure resistances. 

CAUTION 

Do not use the lowest or highest resistance ranges of the mu I timeter • 
When checking semiconductor devices, the X10 range is suggested. 
Failure to heed this warning may result in damage to components. 

Measure the forward and reverse resistance of diodes. Diodes should measure approximately 

20 ohms forward and more than 1000 ohms reverse. If readings in each direction are the same 

and no parallel paths exist, replace the diodes. 

Measure the emitter-collector and emitter-base resistances of transistors. Most catastrophic 

failures are caused by short circuits between the collector and the emitter or are caused by an 
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open circuit in the base-emitter path. A good transistor indicates an open circuit in both di­

rections between collector and emitter. Normally 50 to 100 ohms exists between the emitter 

and base or between the collector and the base in the forward direction, and open-circuit con­

ditions exist in the reverse direction. To determine forward and reverse directions, a transistor 

can be considered as two diodes connected back-to-back. In this analogy, PNP transistors are 

considered to have both cathodes connected together to form the base, and both the emitter and 

collector assume the function of an anode. In NPN transistors, the base is assumed to be a 

common-anode connection, and both the emitter and collector assume the function of a cathode. 

Multimeter polarity must be checked before measuring resistances since many meters (including 

the Triplett 630) apply a positive voltage to the common lead in the resistance mode. Note 

that although incorrect resistance readings are a sure indication that a transistor is defective, 

correct readings provide no guarantee that the transistor is functioning properly. A more rei iable 

indication of diode or transistor malfunction is obtained by using one of the many inexpensive 

in-circuit testers commercially available. 

Damaged or cold-solder connections can also be located using the multimeter. Set the multi­

meter to the lowest resistance range, and connect it across the suspected connection. Probe 

the wires or components around the connection, or rap the module lightly on a wooden surface, 

and observe the multimeter for open-circuit indications. 

Often the response time of the multimeter is too slow to detect the rapid transients produced by 

intermittent connections. Current interruptions of very short durations, caused by an intermittent 

connection, can be detected by connecting a 1.5-volt flashlight battery in series with a 1500-

ohm resistor across the suspected connection. Observe the voltage across the 1500-ohm resistor 

with an oscilloscope while probing the connection. 

Dynam ic Bench Tests 

Dynamic bench testing of modules can be performed through the use of special equipment. A 

Type 922 Test Power Cable and either a Type 722 or Type 765 Power Supply can be used to 

energize a system module. These supplies provide both the +10-vdc and -15-vdc operating 

le~els for the module in addition to ground and - 3-volt levels which may be used to simulate 

signal inputs. The signal input potentials can be connected to any terminal normally wired to 
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receive logic level signals by eyelets provided on the power cable. Type 911 Patch Cords are 

used to make these connections between eyelets on the plug. In this manner, logic operations 

and voltage measurements can be made throughout the circuit. When using the Type 765 Bench 

Power Supply, marginal checks of an individual module can also be performed. 

Repair 

In all soldering and unsoldering operations performed in the repair or replacement of components, 

avoid placement of excessive solder or flux on adjacent components or service lines. When -' 

solder ing semiconductor devices (transistors, crysta I diodes, and meta II ic rectifiers) wh ich may 

be damaged by heat, the following special precautions should be taken: 

1. Use a heat sink, such as a pair of needle-nose pi iers, to grip the lead between the 

devic:e and the connection be ing soldered. 

2. Use a 6-volt soldering iron with an isolation transformer. Use the smallest solder­

ing iron adequate for the work. 

3. Perform the soldering operation in the shortest possible time to prevent damage to 

the component and delamination of the module etched wiring. 

When any component of the equ ipment is removed for repa ir or replacement, make certa in that 

all leads or wires which are unsoldered or otherwise disconnected are legibly tagged or marked 

for identification with their respective terminals. Replace defective components with those of 

equal or greater quality and equal or narrower tolerance. 

Validation Test 

Following the replacement of any electrical component of the DECtape control, a test should 

be performed to assure the correction of the fault condition and to make any readjustments of 

timing or signal levels affected by the replacement. This test should be taken from the preven­

tive maintenance procedure most applicable to the portion of the system in which the error was 

found. For example, if a filter capacitor was replaced in one of the power supplies, the rip­

ple check for that power supply should be repeated as specified under Power Supply Checks. 

Or, if the Type 4401 Variable Clock is replaced, the associated test procedure for this module 
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shou Id be performed. If repa ir or replacement is performed in any area which is not checked 

during preventive maintenance, an appropria.te operational test should be devised. For example, 

if a fl ip-flop is replaced, the control function performed by the fl ip-flop should be completely 

checked by manua I setting and clearing or by programmed exerc ise of the function. 

Log Entry 

Corrective maintenance activities are not completed until they are recorded in the maintenance 

log. Record all data indicating the symptoms given by the fault, the method of fault detection, 

the component at fault, and any comments which would be helpful in future maintenance. 
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APPENDIX1 

ENGINEERING DRAWINGS 

This appendix contains reduced copies of the block schematics, circuit schematics, and other 

engineering drawings necessary for understanding and maintaining this equipment. Only those 

drawi ngs wh ic hare essentia I and are not ava i lable in the referenced perti nent documents are 

included. Refer to the table of contents for a list of these drawings. 

A complete set of engineering drawings is supplied with the equipment. Should any discrepancy 

exist between the drawings in this appendix and those supplied, assume that the latter drawings 

are correct~ 

DRAWING NUMBERS 

Engineering drawing numbers contain five items of information, separated by hyphens. This 

information consists of a 2-letter code spec Hying the type of drawing, a l-Ietter code spec ify­

ing the size of the drawing, the type number of the equipment, the manufacturing series of the 

equipment, and a code specifying the drawing within a particular series. The drawing type 

codes are: 

BS, block schematic or logic diagram 

CD, cable diagram 

CS, circuit schematic 

FD, flow diagram 

I D, interconnection drawi ng 

PW, power wiring 

RS, replacement schematic 

SD, system diagram 

TD, tim ing diagram 

TFD, timing and flow diagram 

UML, uti Ii zation modu Ie list 

WD, wiring diagram 
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CIRCUIT SYMBOLS 

The block schematics of Digital equipment are multipurpose drawings that combine signal flow, 

logical function, circuit type and location, wiring, and other pertinent information. Individual 

circuits are shown in block or semiblock form, using special symbols that define the circuit oper­

ation. These symbols are similar to those in the Digital System Modules Catalog but are often 

simpl ified. Figure A 1-1 illustrates some of the symbols used in Digital engineering drawings. 

LOGIC SIGNAL SYMBOLS 

A digital logic signal symbol is shown at the input of almost all circuit symbols to specify the 

assertive conditions required to produce a desired output. 

All logic signals are either standard Digital logic levels or standard Digital pulses. The standard 

Digital logic level is either at ground (0 to - 0.3 v) or at - 3 v (- 2.5 to - 3.5 v). Logic signals 

are genera lIy given mnemonic names wh ich indicate the condition represented by assertion of 

the signal. An open diamond (--<.» indicates that the signal is a level and that ground rep-

resents assertion; a solid diamond ( .) indicates that the signal is a level and that- 3 v 

represents assertion. All logic levels applied to the conditioning-level inputs of capacitor­

diode gates must be present for either 1 or 3 fJsec (depending on the module used) before an input 

triggering pulse is applied to the gate. 

The standard Digital negative pulse is indicated by a solid triangle (--...... ) and goes from ground 

to - 3 v (- 2.5 to - 3.5-v tolerances). The standard Digital positive pulse, indicated 

by an open triangle (---[:», goes either from -3 v to ground or from ground to +2.5 v (+2.3 

to +3.0 v). The width of the standard pulses used in this equipment is either 1 .0, 0.4, or 

0.07 fJsec, depending on the module and appl ication. 

Occasionally, the transition of a level is used at an input where a standard pulse is otherwise 

expected and a composite symbol (--.0» is drawn to indicate this fact. The triangle is drawn 

open or sol id depending respectively on whether the positive (- 3 v to ground) or the negative 

(ground to - 3 v) transition triggers circuit action. The shading of the diamond either is the 

same as that of the triangle to indicate triggering on the leading edge of a level, or is opposite 

that of the triangle to indicate triggering on the trailing edge. Nonstandard signals are indi-

cated by an arrowhead ( .) pointing in the direction of signal flow. 
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Figure A 1-1 Circuit Symbols 

A 1-3 

NON- STANDARD SIGNAL 

POSITIVE PULSE 

NEGATIVE PULSE 

POSITIVE LEVEL 

NEGATIVE LEVEL 

LEVEL TRANSITION USED AS A PULSE 

TRIGGERING ON THE TRAILING EDGE 
OF A PULSE 

CLAMPED LOAD 

PNP TRANSISTOR INVERTER 
1. BASE 
2. COLLECTOR 
3. EMITTER 

POSITIVE NAND, NEGATIVE NOR DIODE GATE 

POSITIVE NOR, NEGATIVE NAND DIODE GATE 



3 

'-i 2 

'4 PA h:: 

o 

2 

+3 
DE 

-4 

CAPACITOR -DIODE GATE, POSITIVE OR NEGATIVE 
INDICATED BY POLARITY OF THE INPUTS. 

t. PULSE INPUT 
2. CONDITIONING LEVEL INPUT 
3. PULSE OUTPUT 

PULSE INVERTER 

PULSE AMPLIFIER 
t. PULSE INPUT, POLARITY INDICATED 

BY INPUT SIGNAL 
2,3. TRANSFORMER - COUPLED PULSE 

OUTPUT 

FLIP-FLOP (MOST FLIP-FLOPS HAVE ONLY SOME 
OF THE FOLLOWING): 

I. DIRECT-CLEAR INPUT 
2. GATED~LEAR INPUT 
3. DIRECT-SET INPUT 
4. GATED-SET INPUT 
~. COMPLEMENT INPUT 
6. OUTPUT LEVEL,-3V IFO,OV IF t 
7. OUTPUT LEVEL, 0 V IF 0, -3 V IF t 
8. CARRY PULSE OUTPUT 

DELAY (ONE -SHOT MULTIVIBRATOR) 
I. INPUT PULSE 

2. OUTPUT LEVEL,-3V DURING DELAY 
3,4. TRANSFORMER-COUPLED PULSE 

OUTPUT 

Figure A 1-1 Circuit Symbols {continued} 
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COORDINATE SYSTEM 

Each engineering logic drawing is divided into 32 zones (4 horizontal, and 8 vertical) by mar­

ginal map coordinates. Figure references in the text are usually·followed by a letter and a digit 

specifying the zone in which the referenced circuit is located. Physical reference to a drawing 

area such as "lower left" or "upper center" may also be used. 

MODULE IDENTIFICATION 

Modules comprising the DECtape control are mounted on four mounting panels. The panels 

are identified by the letters A, B, C, and D, with A at the top. As viewed from the wiring 

side of the mounting panels, module locations (including blank locations) are numbered 1 

through 25 from left to right. Individual terminals on each module conn~ctor are designated 

from top to bottom by the letters A through Z. The letters G, I, 0, and Q are omitted from 

the lettering sequence. 

Two designations appear in or near each circuit symbol or inside the dotted I ine surrounding 

multiple circuit symbols shown on engineering drawings. The upper designation is usually a 

4-digit number specifying the module type. Standard modules are identified by this number 

in the Digital System Modules Catalog. Modules not described in the catalog are described 

in this manual or in the referenced pertinent documents. 

The lower designation is the module location code. The leftmost character of this designation 

is a number indicating the cabinet or rgck in which the module is located. Since all modules 

comprising the DECtape control are located in one rack, this number will always be a 1. The 

next character is a letter indicating the mounting panel in which the module is located. The 

last character consists of one or two numbers specifying the module location within the mount­

ing panel. As an example, the designation 1A22 indicates that this module is mounted in 

location 22 of mounting panel A in rack 1. Terminal C of this module is designated as 1A22C. 

Module connector terminals are identified by letters next to the circuit symbol. To identify 

a particular terminal, the terminal letter is added to the module location as a suffix. See 

Figure A 1-2 for examples. 
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EXAMPLE 

Figure Al-2 illustrates Digital symbols and nomenclature. The circuit shown is a Type 4303 

Integrating Single Shot used to control the enabling time of several gates. The module is located 

in the twelfth position from the left (when viewed from the front or wiring side) of mounting 

panel B (the second from the top) in cabinet 1. The symbol marked DELAY is a monostable 

multivibrator with two complementary outputs, terminals U and W. In the 0 state, these terminals 

are at - 3 v and ground as shown by the diamonds inside the symbol on the left. The ~ 3 v from 

terminal U is the assertive level for a gate in 2018 and is applied to terminal F as the SAFE sig­

nal. When the multivibrator is triggered, it momentarily goes to the 1 state and terminals U and 

W reverse their voltage levels, as shown by the diamonds representing the 1 state conditions. 

Term i na I U now prov i des a ground assert ive I eve I to term i na I M of a gate in 1 B 15, and term ina I 

W provides a - 3 v pssertive level to terminal F of a gate in 1002. The time the multivibrator 

remains in the 1 state is a function of the capacitor selected by jumpering terminal 0 to terminal 

E and the setting of the external potentiometer between terminals X and Z. 

The multivibrator is triggered to the 1 state when anyone of three signals occurs. One of these 

is a positive pulse designated GO from a pulse amplifier in 1C12. Another is a negative pulse 

designated SAMPLE from a NOR gate in 1 C21, which is appl ied to the base of an inverter. 

The third is the positive transition at the trailing edge of the START signal, a negative level 

from a delay in 1B11. This will only trigger the capacitor-diode gate when a ground signal 

designated OPEN from a fl ip-flop in 1 B13 has been present for at least 1 tJsec. 

SAFE TO 1B15M 

TO 2D18F TO 1 D02F 

: 4303-
- - - ---- -- - I u w u W 

1B12 DELAY 

I GO 

I 
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Figure A 1-2 Typical Digital Logic Block Diagram 
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