INSTALLATION INSTRUCTIONS
INK RIBBON CARTRIDGE RE-INKER
FOR TermiNet 340 LINE PRINTER FAMILY

UNSCREW CAP AND RETAIN FOR FUTURE USE. FOR STUB-BORN CARDS, USE SOCKET IN BOTTOM OF RIBBON CARTRIDGE.

LOWER RE-INKER INTO POSITION ON LEFT END OF INK RIBBON CARTRIDGE BY TILTING BOTTOM OF RE-INKER INWARD

KEEP FRONT TAB ABOVE FRONT CARTRIDGE HOLES WHILE INSERTING WICK

PLH-7001
PLH-7002
PLH-7003

CAUTION

ALWAYS REMOVE RE-INKER BEFORE REMOVING INK RIBBON CARTRIDGE OR SHIPPING PRINTER. REPLACE CAP TIGHTLY OVER WICK BEFORE SHIPPING OR STORING RE-INKER.

*Trademark, General Electric Company, USA
© Copyright General Electric Company, USA 1976

The information contained herein does not purport to cover all details or variations in equipment nor to provide for every possible contingency to be met in connection with installation, operation, or maintenance. Should further information be desired or should particular problems arise which are not covered sufficiently for the purchaser’s purposes, the matter should be referred to General Electric Company, USA.