
















































Exits 27-46 are available when a multiphase 
merge is used in phase 2. 

Insert the patch card(s) and assembled user rou­
tine(s), for exits 27-34, between card 1436 and card 
1437. 

27. Label - WTEX, location - 895, sequence num­
ber - 5843 .. 

This exit is available before an output block is 
written. Core storage positions 953-955 contain the 
starting address of the output area. 

2S. Label- RD1EX, location -1091, sequence num­
ber-5877. 

This exit is available after the first input area has 
been filled. All error-checking has been done at this 
time. Core-storage positions 1055-1057 contain the 
starting address of the first input area. 

29. Label- RD2EX, location -1224, sequence num­
ber·-5899. 

This exit is available after the second input area 
has been filled. All error-.checking has been done at 
this time. Core storage positions 11SS-1190 contain 
the starting address of the second input area. 

30. Label- RD3EX, location -1357, sequence num­
ber·-5921. 

This exit is available after the third input area 
has been filled. All error-.checking has been done at 
this time. Core storage positions 1321-1323 contain 
the starting address of the third input area. 

31. Label-MULEX1, location-2826, sequence num­
ber--6110. 

This exit :is available after the SO-character 
header label on a work tape has been read. The 
label can be checked at this time. The header label 
has been read into positions 101-1S0. 

32. Label-MULEX2, location-2912, sequence num­
ber--6123. 

This exit :is available after the SO-character 
output header label on a work tape has been read 
and before it is written. The label can be modified 
at this time. The header label will be written from 
position 101-1S0. 

33. Label - CPEX, location - 4841, sequence num­
ber--7442. 

This exit is available before the checkpoint rec­
ord for the next pass is written. Any special routines 

that have been added to the program can be up­
dated at this time. The updated routines will be 
executed during the next merge pass. 

34. Label - LPEX, location - 4925, sequence num­
ber-7457. 

This exit is available before the last merge pass. 
Any desired modification for the final pass can be 
made at this time. 

Insert the patch card(s) and the assembled rou­
tine(s) for exits 35 and 36 between card 1225 and 
card 1226. 

35. Label-MULAX1, location-2827, sequence num­
ber-6581. 

This exit is available after the 120-character 
heaqer label on a work tape has been read. The 
label can be checked at this time. The header label 
has been read into positions 201-320. 

36. Label-MULAX2, location-2913, sequence num­
ber-6594. 

This exit is available after the 120-character 
output header label on a work tape has been read 
and before it is written. The label can be modified 
at this time. The header label will be written from 
positions 201-320. 

Use exits 37-41 for processing standard SO-char­
acter labels or nonstandard labels with SO charac­
ters or less. Insert the patch card(s) and the assem­
bled user routine( s) between card 1557 and card 
155S. 

37. Label-FPHDX1, location-2490, sequence num­
ber-8325. 

This exit is available during the last merge pass 
after the header label on the output tape has been 
read but before any label-checking has been done. 
The header label has been read into positions 100-
179. Error-checking has been performed. 

3S. Label-FPHDX2, location-2568, sequence num­
ber-8340. 

This exit is available during the last merge pass 
before the output header label is written. Modifica­
tions to the output header label can be made at this 
time. The header label will be written from posi­
tions 100-179. The contents of RTCYCL + 1 have 
been moved into the header-label area (100-139). 

39. Label-FPIIDX3, location-2585, sequence num­
ber-8343. 
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This exit is available during the last merge pass 
after the header label has been written. The tape 
mark has not been written on the tape. 

40. Label-FTREX1, location-2994, sequence num­
ber--8434. 

This exit is available during the last merge pass 
before the output trailer label is written. Modifica­
cations to the trailer label can be made at this time. 
The trailer label will be written from positions 100-
179. The block count has been moved to position 
109. The record count is stored in ACTNR. The 
record count is kept in the last fourteen positions 
in core storage. 

41. Label-FTREX2, location-3025, sequence num­
ber--8439. 

This exit is available during the last merge pass 
after the output trailer label has been written. Ad­
ditional trailer labels can be written at this time. 
After this exit, positions 100-180 are cleared. The 
block count is returned to zero. A tape mark is writ­
ten and the tape is unloaded. 

Use exits 41-46 for processing standard 120-char­
acter labels or nonstandard labels with 120 charac­
ters or less. Insert the patch card(s) and the assem­
bled user routine(s) between card 1587 and card 
1588. 

42. Label-FPHEX1, location-2484, sequence num­
ber--8519. 

This exit is available during the last merge pass 
after the header label on the output tape has been 
read but before any label-checking has been done. 
The header label has been read into positions 2()()-
319. Error-checking has been performed. 

43. Label-FPHEX2, location-2542, sequence num­
ber-8530. 

This exit is available during the last merge pass 
before the output header label is written. Modifica­
tions to the output header label can be made at this 
time. The header label will be written from posi­
tions 100-179. The contents of RTCYCL + 1 have 
been moved into the header-label area (200-239). 

44. Label-FPHEX3, location-2559, sequence num­
ber-8533. 

This exit is available during the last merge pass 
after the header label has been written. The tape 
mark has not been written on the tape. 
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45. Label-FTRAX.l, location-2967, sequence num­
ber-8621. 

This exit is available during the last merge pass 
before the output trailer label is written. Modifica­
tions to the trailer label can be made at this time. 
The trailer label will be written from positions 200-
319. The block count has been moved to position 
109. 

46. Label-FTRAX.2, location-2998, sequence num­
ber--8626. 

This exit is available during the last merge pass 
after the output trailer label has been written. Ad­
ditional trailer labels can be written at this time. 
After this exit, positions 200-320 are cleared. The 
block count is returned to zero. A tape mark is 
written and the tape is unloaded. 

Control Cards 
This section describes the five object-time control cards 
that supply the Sort 7 program with the parameters of 
the file to be sorted and the three control cards that are 
associated with the tape loadable Sort 7 program. 

Obiect Time Control Cards 

Control card 1 must always be used. 
Control card 2 is required only if more than one con­

trol-data field is used in the sort. 
Control card 3 is used to specify that special options 

are desired. If these options are not desired in the pro­
gram, the card need not be present. 

Control cards 4 and 5 are used if certain input and 
output header label options are specified. Control card 
4 is used if the input tape files have standard header 
labels that are to be checked. If this option is desired, 
a column 21 of control card 1 must contain a 2 (80-
character labels) or a 4 (120-character labels). 

Control card 5 is used if a new standard output 
header label is to be generated on the output tapes. If 
this option is desired, column 22 of control card 1 must 
contain a 2 (80-character labels) or a 4 (120-character 
labels). 

For the user's convenience, a Sort 7 control card cod­
ing sheet is available (Form X24-3245). This coding 
sheet also provides for documenting each sort applica­
tion. See Appendix: Figure 22. 

Control Card I 

This card must always be used. Columns 3 and 6 must 
be blank if Sort 7 is on tape. 



Columns 21-25 contain label specifications. Tempo­
rary header labels will be written on the work tapes if 
columns 21-25 are not blank. 

If the user has 80-character input labels and desires 
120-character output labels or vice versa, he should 
specify that the input labels are the same length as the 
output labels and that the input labels are to be printed 
but not checked. Sort 7 can use only one kind of label 
routine (80-character or 120-character) per program 
run. Therefore, input label checking could not be per­
formed correctly since Sort 7 would use the label rou­
tine associated with the output label to check the input 
label. Also, do not specify that the control portion 
(positions 1-40) of the input header label is to be used 
as the control portion of the output label because the 
formats of the 80-character and 120-character labels 
are not the same. 

If a mixture of labels is specified, halt 1226 will occur 
and INVALID LABEL SPECIFICATION will be 
printed. The user must indicate, at that time, which 
kind of labels is to be processed. He should select the 
kind (80··character or 120-character) that is to be used 
for the output label. To avoid the halt, prepare the con­
trol card as described. 

Column(s) 

1 

2 

3 

4 

5 

6 

7-8 

Indicate 

First sort-input tape-unit number. This column 
must be punched. 

Second sort-input tape-unit number. This column 
must be punched. 

Note: Tape unit 1 may not be used as an input­
tape-unit: if Sort 7 is on tape. 

Third sort-input tape-unit number. This column 
must be punched if a three-way merge is desired. 
Do not punch for a two-way merge. 

First SOlt work tape-unit number. This column 
must be punched. 

Second sort work tape-unit number. This column 
must be punched. 

Note: Tape unit 1 may not be used as a work-tape 
unit if Sort 7 is on tape. 

Third sort work tape-unit number. This column 
must be punched if a three-way merge is desired. 
Do not punch for a two-way merge. 

Note: Card columns 1, 2, 4, and 5 are used to 
specify the tapc-unit numbers for the multiphase 
option in phase 2. 

Total number of input reels (01-99) in the input 
file. Punch the total number of reels in the file to 
to sorted. This value takes precedence over the con­
tents of a trailer label when the program is deter­
mining if the last reel of a file has been processed. 

Column(s) Indicate 

9-12 Input record length. 

a. For fixed-length input records, punch the num­
ber of characters in the record. 

b. For variable-length input records, punch the 
number of characters in the longest record. 

13-15 Input blocking factor. 

a. Leave blank for variable-length blocked input 
records. 

b. Punch 001 for fixed- or variable-length un­
blocked input records. 

c. Punch the number of records per block for fixed­
length blocked input records. 

16-18 Output blocking factor. 

a. Leave blank for variable-length blocked output 
records. 

b. Punch 001 for fixed- or variable-length un­
blocked output records. 

c. Punch the number of records per block for fixed­
length blocked output records. 

19 Unreadable Block Option. 

20 

21 

a. Punch the tape-unit number if tape-dump option 
is desired. (This option cannot be used if a three­
way merge has been specified.) Also, do not specify 
any of the tape-unit numbers that have been in­
dicated in columns 1, 2, 4, and 5. If Sort 7 is on 
tape, do not specify 1 as the number of the dump­
tape unit. 

b. Punch a P if unreadable blocks are to be 
punched into cards. 

c. Punch a C if the oorrect or print-scan option is 
desired. 

The density of the tapes used during phase 2. 

a. Punch a 0 if the intended density is 200 char­
acters per inch. 

b. Punch a 1 if the intended density is 556 char­
acters per inch. 

c. Punch a 2 if the intended density is 800 char­
acters per inch. 

Note: The maximum file size is computed on the 
basis of the density specified in this column. 

Input-tape header-label indicator. 

a. Leave blank if the input tapes do not have 
header labels. 

b. Punch a 1 if the input tapes contain standard 
80-character header labels that are to be printed 
but not checked. 

c. Punch a 2 if the input tapes contain standard 
80-character header labels that are to be checked. 
Control card 4 is required in this case. 
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Column(s) 

22 

23 

24 

Indicate 

d. Punch a 3 if the input tapes contain standard 
120-character labels that are to be printed but not 
checked. • 

e. Punch a 4 if the input tapes contain standard 
120-character header labels that are to be checked. 
Control card 4 is required in this case.. 

f. If nonstandard header labels are to be processed 
by a user routine and printed, by Sort 7, punch a 
1 (80 characters or less) or a 3 (120-characters or 
less). 

Output-tape header-label indicator. 

a. Leave blank if the output tapes are not to have 
header labels. 

b. Punch a 1 if the control portion of the standard 
80-character input header label (positions 1-40) is 
to be used as the control portion of the output 
header label. If this is desired, the date should be 
punched in control card 3. 

c. Punch a 2 if a new standard 80-character header 
label is to be generated by the program. Control 
card 5 is required in this case. 

d. Punch a 3 if the control portion of the standard 
120-character header label (positions 1-40) is to be 
used as the control portion of the output header 
label. If this is desired, the date should be punched 
in control card 3. 

e. Punch a 4 if a new standard 120-character 
header label is to be generated by the program. 
Control card 5 is required in this case. 

f. If a new nonstandard header label is to be gen­
erated by a user routine, punch a 1 (80-characters 
or less) or a 3 (120-characters or less). 

Output tape-mark option. 

a. Leave blank if a tape mark is not desired after 
the output header label. 

b. Punch a 1 if a tape mark is desired after the 
output header label. 

Input-tape trailer-label indicator. 

a. Leave blank if the input tapes do not have 
trailer labels or if trailer labels on the input tapes 
are not to be processed. 

b. Punch a 1 if standard 80-character trailer labels 
on the input tapes are to be printed but not 
checked. 

c. Punch a 2 if the input tapes contain standard 
80-character trailer labels on which block-count 
and record count checking is desired. 

d. Punch a 3 if standard 120-character trailer 
labels on the input tapes are to be printed but not 
checked. 

e. Punch a 4 if the input tapes contain standard 
120-character trailer labels on which block count 
checking is desired. 
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Column(s) 

25 

26 

27 

28-29 

30-32 

33-36 

37-39 

40-46 

47-51 

Indicate 

f. If nonstandard labels on the input tapes are to 
be processed by user routines and printed by Sort 
7, punch a 1 (80-characters or less) or a 3 (120-
characters or less). 

Output-tape trailer-label indicator. 

a. Leave blank if the output tapes are not to have 
trailer labels. 

b. Punch a 1 or a 2 if a standard output trailer 
label is to be generated by the program or a non­
standard trailer label is to be generated by a user 
routine. 

Note: The length of the trailer label depends on the 
specifications in columns 21, 22, and 24. 

Padding indicator for fixed-length records only. 

a. Leave blank for low-order padding. The padding 
records will consist of blanks. 

b. Punch a 9 for high-order padding. The padding 
records will consist of nines. 

Note: Reverse the blank and 9 if records are proc­
essed in descending sequence. 

System core-storage capacity. 

a. Punch a 4 for 8,000 positions of core storage. 

b. Punch a 5 for 12,000 positions of core storage. 

c. Punch a 6 for 16,000 positions of core storage. 

Note: If Sort 7 is on tape, the specifications in this 
column must correspond to the core size for which 
the Sort 7 tape has been built. 

Total number of control-data fields. Punch the 
number of control-data fields to be sorted (01-10). 

Total number of characters of control data. Punch 
the number of characters in all control-data fields 
(001-999). 

Control-data field-1 location. Punch the high-order 
position of control-data field 1. 

Control-data field-1 length. Punch the total num­
ber of characters contained in control-data field 1. 

Expected file size. If the file size is known or can 
be approximated, punch the number of records in 
the input file. This number is used for checking the 
maximum possible file size. If this number exceeds 
the maximum possible file size for the sort, a halt 
with an indicative message will occur. 

Note: The specification of this number is optional. 

Starting address of the phase-1 user area. User­
written routines that are to be executed during 
phase 1 must be loaded into upper core storage. The 
address specified in these columns is the lowest 
core-storage address of the user programming area. 
Core-storage positions below this address are utilized 



Column(s) Indicate 

by the Sort-7 program. The last two positions of 
core storage, for example, positions 7998 and 7999 
in an 8,000-position 1401 or 1460, are also used by 
the Sort-7 program and are not available for user­
written routines. 

If Sort 7 on tape is used, a dummy user area is 
established in both phase 1 and phase 2. This area, 
reserved for Sort 7 routines, extends from 7880 to 
the end of core in the case of an 8K system. It is 
adjusted in the case of 12K and 16K so that it 
occupies the last 120 position of core storage. 
Therefore, these positions are not available for user 
programming. 

52-56 Starting address of the phase-2 user area. User­
written routines that are to be executed during phase 
2, must be loaded into upper core storage. The 
address specified in these columns is the lowest core­
storage address of the user programming area. Core­
storage positions below this address are utilized by 
the Sort-7 program. For a balanced merge, the last 
twenty-two positions of core storage for example, 
positions 7978-7999 in an 8,000 position 1401 or 
1460, are also used by the Sort-7 program and are 

57 

not available for user-written routines. For a multi­
phase merge, the last sixteen positions of core storage 
are not available for user-written routines. 

necord-format indicator. 

a. Leave blank for fixed-length records. 

b. Punch a 1 for variable-length records. 

58-61 Low-order (units) pOSition of the record character 
count field. This field must be specified if variable­
length blocked records are being processed. If vari­
able-length records are being processed in load mode 
and a word mark occurs in the high-order position 
of the record character count field, these columns 
must be specified. If this field is not specified for 
variable-length unblocked records, the sort program 
generates a record character count for each record. 

Note: Columns 58-73 are not punched if the input 
consists of fixed-length records. 

62-65 The length in characters of the smallest variable­
length record. 

66-69 The length in characters of the largest input block 
of variable··length records. (See the note in columns 
70-73.) 

70-73 The length in character of the longest output block 
of variable-length records. The specification of this 
field is optional. If the field is not specified and 
blocked variable-length records are being processed, 
the length of the largest output block will equal the 
maximum sort-block length. 

Note: If the input and/or output consists of un­
blocked records, columns 66-73 can be left blank. 
In this case, the program uses the value specified in 
columns 9··12 of control card 1 as the maximum in­
put and/or output block length. 

'Column(s) 

74 

75 

Indicate 

Record-mark padding indicator for fixed-length rec­
ords only. 

a. Leave blank if a record mark is not desired in 
padding records. 

b. Punch a 1 if a record mark is desired as the last 
character of each padding record. 

File order. 

a. Leave blank is the input file is to be sorted into 
ascending sequence. 

b. Punch a 1 if the input file is to be sorted into 
descending sequence. 

76-RO These columns are not used by Sort 7. 

Control Card 2 

This card is used to specify that the input records con­
tain more than one control-data field. 

Column(s) 

1-4 

5-7 

8-11 

12-14 

15-18 

19-21 

22-25 

26-28 

29-32 

33-35 

36-39 

40-42 

4.3-46 

47-49 

50-53 

54-56 

Indicate 

Control-data field 2 location. Punch the high-order 
position of the control-data field. 

Control-data field 2 length. Punch the total number 
of characters in the control-data field. 

Control-data field 3 location. Punch the high-order 
position of the control··data field. 

Control-data field 3 length. Punch the total number 
of characters in the control-data field. 

Control-data field 4 location. Punch the high-order 
position of the control-data field. 

Control-data field 4 length. Punch the total number 
of characters in the control-data field. 

Control-data field 5 location. Punch the high-order 
position of the control··data field. 

Control-data field 5 length. Punch the total number 
of characters in the control-data field. 

Control-data field 6 location. Punch the high-order 
position of the control··data field. 

Control-data field 6 length. Punch the total number 
of characters in the control-data field. 

Control-data field 7 location. Punch the high-order 
position of the control-data field. 

Control-data field 7 length. Punch the total number 
of characters in the control-data field. 

Control-data field 8 location. Punch the high-order 
position of the control-data field. 

Control-data field 8 length. Punch the total number 
of characters in the control-data field. 

Control-data field 9 location. Punch the high-order 
position of the control-data field. 

Control-data field 9 length. Punch the total number 
of characters in the control-data field. 
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Column(s) 

57-60 

61-63 

64-80 

Indicate 

Control-data field 10 location. Punch the high-order 
position of the control-data field. 

Control-data field 10 length. Punch the total number 
of characters in the control-data field. 

These columns are not used by Sort 7. 

Control Card 3 

This card is used to specify to the program that various 
options are desired during the running of the Sort-7 
program. Control card 3, if blank, may be omitted. 

Column(s) Indicate 

1 The number of characters (3 or 4) in the record 
character count field. This field must be specified if 
variable-length records are to be read in the load 
mode. A word mark can occur only in the high­
order position of a record character count field. 

2 I nput-mode indicator. 

3 

4 

5 

6-10 

a. Leave blank if records are to be read in move 
mode. 

b. Punch a 0 if records are to be read in load mode. 

Output-mode indicator. 

a. Leave blank if the output records are to be 
written in move mode. 

b. Punch a 0 if the output records are to be 
written in load mode. 

Work-tape header-label indicator. 

a. Leave blank if work tapes do not have header 
labels. 

b. Punch a 0 if work tapes have nonstandard head­
er labels, or standard header labels and retention­
cycle checking is not desired. 

c. Punch a 1 if work tapes have standard 80-char­
acter header labels and retention-cycle checking is 
desired. (Specify date in column 6-10.) 

d. Punch a 2 if work tapes have standard 120-
character header labels and retention cycle check­
ing is desired. (Specify date in columns 6-10.) 

Note: If a 1 or a 2 is punched in this column or if 
columns 21-25 of control card 1 are not left blank, 
a work-tape header label will be written on all sort 
work tapes. 

Work-tape header-label tape-mark option. 

a. Leave blank if a tape mark does not follow each 
work-tape header label. 

b. Punch a 1 if a tape mark follows each work-tape 
header label. 

Run date. The current date (year and day within 
the year YYXXX) can be specified if retention-cycle 
checking is desired on work tapes or output tapes. 
If the run date is punched, it takes precedence over 
the date specified in control card 5. 
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Column(s) 

11 

12 

13 

14 

15 

16 

17 

18 

Indicate 

Rewind/unload option when IBM 7330 Tape Units 
are being used. This option allows the user to 
specify that all IBM 7330 tape units being used are 
to rewind and unload (high-speed rewind) at the 
end of each pass. This option may be used for large 
files where the rewind time on IBM 7330 Magnetic 
Tape Units can be appreciably higher than the 
time required for the rewind/unload and the man­
ual reloading operation. 
a. Leave blank for rewind. 
b. Punch a 1 for rewind/unload. 

Retain record character count option. This option 
may be used if the input records are unblocked 
variable-length records without a record character 
count field and unblocked output is specified. 

a. Leave blank if record character count is not de­
sired in the final output. 

b. Punch a 1 if the record character count added 
by the program is desired in the output. 

Input-header check-all option. 

a. Leave blank if file name only is to be checked. 

b. Punch a 1 if file serial number, reel-sequence 
number, file name, and creation date are to be 
checked. 

Input-header reel-sequence increment option. 

a. Leave blank if reel-sequence number is not to be 
increased. 

b. Punch a 1 if reel-sequence number is to be in­
creased by 1 for each successive reel. 

Note: Column 21 of control card 1 must contain a 
2 or a 4 if column 13 or 14 is punched. 

Output header-label checking option. 

a. Leave blank if retention-cycle checking is not 
desired. 

b. Punch a 1 if retention-cycle checking is desired 
(date must be specified in control card 3 or in col­
umns 41-45 of control card 5). 

Output header-label file serial option. 

a. Leave blank if file serial number is to be as 
specified in columns 21-25 in control card 5. 

b. Punch a 1 if the tape ,serial number is to replace 
the file serial number. 0-

Output header-label reel-sequence increment option. 

a. Leave blank if the output reel-sequence number 
is not to be increased. 

b. Punch a 1 if each successive output reel-sequence 
number is to be increased by 1. . 

Output header-label tape serial-assignment option. 
For standard 80-character labels: 

a. Leave blank if the tape serial number on the 
current output tape is to be retained. This number 



Column(s) Indicate 

19-23 

19-22 

24-50 

51-80 

will be the tape-unit number if the label is one that 
was generated by the program. 

b. Punch a 1 if the tape serial number punched in 
columns 19-23 of control card 3 is to be substituted 
for the tape serial number on tape. For standard 
120-character labels: This column must be left 
blank. 

Note: Column 22 of control card 1 must contain a 
2 or a 4 if column 15, 16, 17, or 18 is punched. 

New tape serial number (optional) for standard 80-
character output header label. 

Creating system (optional) for standard 120-char­
acter output header label. Punch 1401 or 1460. 

These columns must be blank. 

These columns are not used by Sort 7. 

Control Cerrd 4 

This card is required if header labels are to be checked 
on the input tape(s). If this card is used, column 21 of 
control card 1 must contain either a 2 (standard 80-
character labels) or a 4 (standard 120-character labels). 

Column(s) Indicate 

1-20 These columns are not used by Sort 7. 

21-25 

26 

27-29 

30 

31-40 

41-45 

46 

47-49 

50 

51-80 

Five-character file serial number (if it is to be 
checked). 

Punch a minus sign if the input reel-sequence num­
ber is specified. 

Three-character reel-sequence number (if it is to 
be checked)~ 

Leave bUmk. 

Ten-character file-identification name. 

Five-character creation date (if it is to be checked). 

Punch a minus sign if the input retention cycle is 
specified on a standard 80-character label. 

Retention cycle. This entry is not checked by the 
program. 

Leave blank. 

These columns are not used by Sort 7. 

Control Card 5 

This card is required if a new header label is to be 
written on the output tape(s). If this card is used, col-

umn 22 of control card 1 must contain either a 2 (stand­
ard 80-character labels) or a 4 (standard 120-character 
labels). 

Column(s) 

1-20 

21-25 

26 

27-29 

30 

31-40 

41-45 

46 

47-49 

Indicate 

These columns are not used by Sort 7. 

The file serial number that will be used in the out­
put header label(s). 

Punch a minus sign if the output reel-sequence 
number is specified. 

Output header reel-sequence number. 

Leave blank. 

Ten-character output file-identification name. A sig­
nificant character should be present in the first and 
last position of this field. There should not be more 
than one blank position between any two char­
acters. 

Five-character date. A date specified in columns 
6-10 of control card .3 takes precedence over the 
date specified in these columns. 

Punch a minus sign if the output retention cycle is 
specified. 

Retention cycle of the output file. 

50 Leave blank. 

51-80 These columns are not used by Sort 7. 

Control Cards for Sort 7 on Tape 

If Sort 7 is to be loaded from tape, a LAST card must 
follow t~e object-time control cards. The format is: 

Columns Contain 

1-4 LAST 

Th.e user can copy the Sort 7 tape from tape unit 1 to 
tape unit 3 by using a COPYI card for a tape-update job. 

TheJormat.is: 

Columns Contain 

16-20 COPY1 

The user can delete statements from the Sort 7 tape 
by using DELET cards for a tape-update job. 

The format is: 

Columns 

16-20 

21-24 

Contain 

DELET 

Sequence number of the statement. This must be 
four digit's. 

One DELET card is required for each statement to be 
deleted. 
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Operating Procedures 

This section describes the procedures to be used for 
transferring the Sort 7 program to tape and for the 
actual running of the Sort 7 program. It includes: a 
description of the Sort 7 program deck; system prepa­
ration; checkpoint, interrupt, and restart procedures; 
halts and/or messages; and options available to the 
user during program operation. 

Description of the Program Deck 
The Sort-7 program deck consists of about 1605 cards 
punched in the Autocoder condensed load format. The 
format of the cards is as follows: 

Columns Contain 

1-71 Sort 7 program instructions and the necessary load­
ing instructions. 

72-75 Sequential number of the card within the program 
deck. The cards are numbered from 001 to 1605. 

76, 77 60. This is the Sort 7 program number. 

78 

79 

Blank. 

Column 79 is used for internal processing by Sort 7. 

80 The version number of Sort 7. 

The Sort 7 tape-build program deck, which precedes 
the Sort 7 deck, consists of about 210 cards. This deck 
contains Sort 7 modification cards that are punched in 
the Autocoder condensed loader format and ALTER 
cards. 

Sort 7 Tape Build 
To transfer Sort 7 from cards to tape: 
1. Mount tapes on tape units 1, 2, and 3. Set all the 

density switches to the same density. 

2. Sense switches: 
Turn sense switch A on. 

Turn sense switchE on to build a Sort 7 tape that 
is to be used on a 12K system. This tape can be built 
on a 12K or 16K system. 

Turn sense switch F on to build a Sort 7 tape that 
is to be used on a 16K system. This tape can be built 
on a 16K system. 

Note: An 8K Sort 7 tape can be built on an 8K, 12K or 
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16K system. ·Only sense switch A should be on when an 8K 
tape is being built. 

3. Place the tape-build deck ahead of the Sort 7 deck 
in the read hopper of the 1402. User routines may 
be inserted in the Sort 7 deck and transferred to the 
Sort 7 tape during the tape-build job. 

4. Press CHECK RESET, START RESET, and LOAD. 

The unmodified Sort 7 program is written on tape 
unit 1 and the ALTER and modification statements 
are written on tape unit 2. The tape-build program 
then reads alternately from units 1 and 2 to modify 
the Sort 7 program. The tape loadable Sort 7 is 
written on tape unit 3. 
Figure 13 shows the halts that can occur during the 

tape-build job. 

Sort 7 Tape Update 
Perform a tape-update job to transfer user :routines to 
the Sort 7 tape, to delete statements from the Sort 7, 
to copy the Sort 7 tape, and to update the tape to the 
newest modification level of Sort 7. 

To update the tape to the newest modification level, 
the user is required to punch an ALTER (columns 
16-~O) card for each EXECUTE card involved. The EXE­

CUTE card numbers for each modification level change 
card are punched in columns 35-38 of the change card. 
.Punch this number in columns 21-24 of the ALTER card. 
Place each ALTER card in front of its associated modifi­
cation level change card. 

To update or copy the Sort 7 tape: 
1. Mount the Sort 7 tape on tape unit 1. Mount tape 

on tape unit 3. The setting of the density switches 
must be the same as for the tape-build job. 

2. Tum sense switches A and C on. When copying a 
12K tape, turn A, C, and E on. When copying a 
16K tape, tum A, C, and F on. 

3. Place the appropriate cards in the read hopper of 
the 1402: 

To incorporate user routines. ALTER and assem-
bled-routine cards. See User Programming. 

To delete statements: DELET cards. 
To copy the Sort 7 tape: COPYI card. 
To update the Sort 7 tape to a new modification 

level: IBM-supplied change deck with the appropri­
ate ALTER cards as described above. 



I-Address Sequence 
Number RElgister Number Message and/or Reason Procedure 

-
1. 0005 0522 A message is not associated with this halt. Either press the start key to 

perform a sort job, or press the 
Reason: The Sort 7 tape has been read. restart and start keys to perform ---

a tape-update job. 

2. 0337 0119 A message is not associated with this halt. Remove the invalid card and 
restart. 

Reason: An invalid card has been detected. 

3. 0344 0123 A message is not associated with this halt. Mount a new ree I and restart. 

Reaso~ An end-of-fj Ie has been detected during the tape-build job. 

4. 0348 0125 A message is not associated with this halt. Either press the start key to retry 
30 more times in the same area, 

Reason: A write-redundancy indication remains after 30 attempts to write tape. or press the 'start reset and start 
keys to sk ip forward and retry. 

5. 0368 0130 A message is not associated with this halt. Check the ALTER cards and 
restart. 

Reaso~ An ALTER card should be present and has not been detected. 

6. 0372 0132 A message is not associated with this halt. Check the ALTER cards for proper 
sequence numbers and arrangement. 

Reason: An end-of-file on the old Sort 7 tape has been detected before all Restart . (The cards must be in 
the cards in the read hopper. have been processed. asce nd i ng sequence.) 

7. 0376 0137 A message is not associated with this ha!t. Press the start key to retry 99 
more times. 

Reason: A read-redundancy indication remains after 99 attempts to read tape. 

8. 0380 0139 A message is not associated with this halt. Check the card and restart. 

Reason: The last card in the Sort 7 program deck is invalid. 

9. 0384 0140 A message is not associated with this halt. Either press the start key to bypass 
the record I or press the start 

Reason: A record on the alter tape (tape unit 2) is neither an ALTER card reset and start keys to reread the 
nor a Toad card. record. 

10. 0551 0176 ERROR Consult the Operating Procedures 
and restart the job. 

11. 1253 0317 END OF UPDATE RUN MODIFIED OR COPIED TAPE ON UNIT 3 

12. 2290 0507 END OF SYSTEMS CONSTRUCTION. SYSTEMS TAPE ON TAPE UNIT 3 ~ can be 8, 12, or 16. 
THIS TAPE IS BUILT FOR A XK SYSTEM -

13. 7890{8K) 0547 A message is not associated with this halt. Press the start reset and start 
11890{12K) keys to retry 90 more times. 
15890(16K) Reason: A read-redundancy indication remains after 90 attempts to read the 

Sort 7 tape during a sort job. 

Figure 13. Sort 7 (on Tape) Halts and Messages 
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Turn sense switch E on if the Sort 7 tape was 
built for a 12K system. Turn sense switch F on if the 
Sort 7 tape was built for a 16K system. 

4. Press START RESET, CHECK RESET, and TAPE LOAD. 

When halt 1 occurs, press START RESET and START. 

Figure 13 shows the halts that can occur during the 
tape-update job. 

System Preparation 
Paper or forms should be placed on the printer and an 
appropriately punched carriage tape should be in­
stalled. 

Place blank cards in the punch feed of the card 
read-punch and turn the punch ON, if the punch option 
is specified. 

Set the tape-select switch to the N position. 

The input tapes and work tapes must be properly 
mounted on the tape units as specified in control card 1. 
Set the tape-density switch on the tape units to the cor­
rect density. 

Inserting Control Cards and 

Loading the Program 
During the assignment phase, certain control card er­
rors will cause a halt and an associated message will 
print. However, some errors, such as overlapping con­
trol fields, will not be detected. Because the program 
will accept these errors, the user must make certain 
that all control cards are properly specified and cor­
rectly punched. 

Control card 1 must always be used. Control cards 
2, 3, 4, and 5 are used only if thc various options and 
functions they control are desired by the user. These 
control cards must be in ascending sequence. 

F or Sort 7 on cards: 

1. Insert the control cards into the assignment phase 
portion of the program deck between card number 
244 and card number 245 (columns 72-75). 

2. Place the program deck, including the control cards, 
in the read hopper of the 1402. 

3. Press CHECK RESET, START RESET, and LOAD. 

4. When the system attempts to read the last card, 
press START. 

For Sort 7 on tape: 

1. If the tape-Ioadable option is to be used, make cer­
tain the Sort 7 tape is mounted on tape unit 1 and 
the density setting is the same as that for the tape­
build job. 
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2. Place the control card(s), followed by the LAST card, 
in the read hopper of the 1402. 

3. Press CHECK RESET, START RESET, and TAPE LOAD. 

When halt 1 (Figure 13) occurs, press STAHT. 

4. When the system attempts to read the LAST card, a 
reader stop will halt the program. Press START to 
continue. 

Note: The core storage capacity indicated in column 27 
of control card 1 must correspond to the core storage capacity 
for which the Sort 7 tape was built. 

The program, whether loaded from cards or tape, 
will run without interruption to the end of the job, un­
less an error occurs or a halt has been planned by the 
user. 

Checkpoint, Interrupt, and Restart 

CheckpOint records containing the contents of core 
storage are written before each pass of phase 2. Thus, 
if processing is stopped during phase 2, only the merge 
pass that is interrupted need bc lost. This feature al­
lows the user to stop processing (if necessary) and later 
continue his program from the beginning of the pass 
where the internlpt occurred. 

Checkpoint records are written on the first -specified 
output tape unit. (A checkpoint record is not written 
before the final pass of a multiphase merge.) Output 
will be written, in rotation, on one or two specified tape 
units, depending upon whether a two- or three-way 
merge is being performed. 

Interrupt 

If the user desires to interrupt the program during 
phase 2, sense switch E must be ON. With this switch 
ON, an indicative message is printed and the program 
halts. This message includes: the phase 2 pass number, 
the tape-unit number that contains the checkpoint rec­
ord, the input and output tape-unit numbers, the word 
interrupt, and the tape density as specified in control 
card 1. If the user does not desire to stop processing, he 
can press the start key to continue. 

If sense switch E is OFF, the same message, with the 
exception of the words interrupt and denSity prints at 
the completion of each merge pass. 

Restart 

If a sense-switch-E interrupt or other planned and un­
planned interrupts occur and the user desires to restart, 
the following procedure should be used. 



Restart Pr4~cedure 

1. Check the message, if one is printed, to determine 
which tape units contains the last checkpoint record 
written. Rewind all tape units before restarting. 

2. Set the tape-unit number on the tape unit containing 
the checkpoint record to 1. If any other tape unit on 
the system is set to 1, press the reset key on that tape 
unit. The tape unit that is changed must be set back 
to the original number later in the procedure, and 
the tape unit that was originally 1 must be readied. 
It is important that all tapes that were removed be 
remounted on tape units set to their original setting. 

3. Set the tape-select switch to N. Press the check-reset 
key and then the start-reset key. 

4. Before the checkpoint record can be read into stor­
age, the tape must be positioned past any header 
labels and any tape marks following labels that ap­
pear on the tape. (The output header label will be 
checked when restarting the last merge pass of phase 
2 if retention-cycle checkill1g is specified. The pass 
information is available from the printed message.) 

To read past the label and the tape mark (if one 
or both exist), press the tape-load key. The tape is 
read past the label. The system stops with the proc­
ess light and the check-reset light tmned ON. Press 
the check-reset key and the start-reset key. 

If another read is required to read past the tape 
mark, perform the same operation. 

5. After the tape has been properly positioned, press 
the tape-load key. The checkpoint record is read, a 
message is printed, and a halt occurs. When the halt 
occurs, set the tape-unit numbers to their original 
setting and make the work-tape units ready. 

6. a. When the program is restarted using the tape 
loadable system, press the start key to continue 
processing. 

b. When the program is restarted using the program 
deck; the last portion of the program deck, begin­
ning with the card listed in the message on the 
printer, must be in the card-read hopper. If the 
restart is made during any but the last pass, this 
portion of the deck was in the reader at the time the 
interruption occurred. If the restart is made during 
the last pass, or if the cards had been removed from 
the reader, these cards must be placed in the reader 
before performing the restart. 

7. To restart during the last pass of a multiphase 
merge, sense switch F must be ON. The restart point 
will be at the next to the last pass. 

Sense-Switch Options 
This section describes the options that are available to 
the user through the use of sense switches during the 
running of the Sort 7 program. The sense switches 
utilized are B, C, D, E, F, and G. 

Sense Switches Used 
Sense switch B: when ON during phase 1 with multi­

reel input specified, is used to cause a halt after each 
input tape has been processed. Sense switch B also is 
used to interrupt the last merge pass of phase 2. The 
switch performs this function for both the balanced 
merge and the multiphase merge. 

The user can determine the number of the output 
tape unit for a balanced merge by considering the 
number of passes required. If an odd number of passes 
is required, the output will be on the tape unit specified 
in column 2 of control card 1. If an even number of 
passes is required, the output will be on the tape unit 
specified in column 5 of control card 1. 

The phase-2 message, EST PH 2 PASSES XX, gives 
the estimated number of passes based on program 
calculations. 

A message giving the number of the output tape unit 
for a multiphase merge is printed. 

Sense switch C is used to specify the multiphase­
merge option. 

Sense switch D is used to rewind and unload the 
phase-1 input tape(s). 

If sense switch D is ON during phase 2 (balanced 
merge or multiphase merge), a halt with an indicative 
message occurs before the checkpoint record is written 
on the first output tape. To continue the sort, press the 
start key. The sense-switch-D option is inoperable dur­
ing phase 2 if labels are present. 

Sense switch E is used to cause a halt at the erJ.d of a 
phase-2 merge pass after the checkpoint record for the 
next pass has been written. To continue the sort run, 
press the start key. 

The user can interrupt the sort at this time. If an in­
terrupt occurs, all sort-tapes must be retained. The 
program can be restarted later by using the restart pro­
cedures described under Restart. 

Sense switch F is used to restart the program when 
an interrupt has occurred during the last pass of the 
multiphase merge. If the switch is ON, the program as­
sumes that the last pass is the one to be restarted. 
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Sense switch G is used in the print-scan or correct 
option. See Error Routines for information on the use 
of this switch. 

Error Routines 
This section describes the options that are available to 
the user for handling input/output errors. 

Input Error Routines 

The Sort 7 program provides three options for tape­
read redundancies. 

The first is a tape-dump option. When this option is 
specified, the block containing the redundant charac­
ter(s) will be written on the specified dump tape if the 
block has remained redundant after 100 read attempts. 

The second is a punch option. The function of this 
routine is the same as the tape-dump option, except 
that the redundant block is punched in cards. 

The third is a correct or print-scan option. This op­
tion permits the user to accept or correct the redundant 
block after it has been printed. 

The correct or print-scan option is also used for 
wrong-length fixed-length records in phase 1. 

Records that are deleted when any of these options 
are selected are not included in the totals printed at 
the end of the sort. 

Print-Scan or Correct Option 

The redundancy indicator in the 1401 or 1460 is turned 
on when a character is read from tape with an incorrect 
parity (bit count). The parity of this character is auto­
matically corrected by the 1401 or 1460. However, the 
character in core storage that results from the parity 
adjustment may not be the same character that was 
read from tape. 

If the tape-select switch on the 1401 console or the 
diagnostic switch on the 1460 console is set to the D­
position, characters are read into core storage as they 
appear on tape. The print-scan option makes use of this 
feature of the 1401 or 1460. 

Unreadable Tape Blocks 

When the print-scan option is specified, unreadable 
tape blocks will be printed and the program will halt. 
In phase 1, to accept the unreadable block, press START 

RESET and START. In phase 2, to accept the unreadable 
block, press START. The sort will continue and the un­
readable block or wrong-length record will be proc­
essed. 

If an attempt to correct the record is to be made: 

1. Tum the auxiliary-console check-stop switch off. 
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2. Turn sense switch G on. 

3. Turn the tape-select switch to the D-position. 

4. In phase 1: Press START RESET and START. 

In phase 2: Press START. 

The tape block will be read into core storage exactly 
as it appears on the tape. If the block contains no re­
dundant characters during this read operation, the pro­
gram will continue processing. In this case, the user 
must: 

1. Press STOP to stop processing. 

2. Turn the auxiliary-console switch on. 

3. Turn sense switch Goff. 

4. Set the tape-select switch to the N -position. 

5. Press START to continue processing. 

If the block still contains a redundant character(s) 
during the read operation, the block is printed and a 
programmed halt occurs with the error lights ON. The 
invalid characters in core storage now must be cor­
rected manually from the console. 

The correction procedure is as follows: 

1. Press CHECK-RESET to reset the error indicators. 

2. Turn the mode switch to the storage-scan position 
and then press START. 

The 1401 or 1460 sequentially scans the character in 
each core-storage position. An error halt occurs when 
an invalid character is sensed. The storage position in 
error is shown in the storage-address display unit. The 
B-register displays the contents of the storage position 
in which the error was detected. A valid character can 
be entered manually into this position by setting the 
manual address switches to the address shown in the 
storage-address display unit and using the enter key 
on the auxiliary console with the mode switch still set 
to STORAGE SCAN. Repeat this process until all invalid 
characters are corrected. 

After all invalid characters have been corrected: 

1. Tum the tape-select switch to the N-position. 

2. Turn sense switch Goff. 

3. Tum the auxiliary-console check-stop switch on. 

4. Turn the mode switch to RUN. 

5. Press START. 

A knowledge of the record format and control-data 
field locations is necessary before making an attempt to 
correct a record containing a redundant character. 



Wrong-Length Records 

When the print-scan option is specified, wrong-length 
fixed-length records detected in phase 1 are printed 
and the program halts. The wrong-length record must 
be deleted. It cannot be accepted or corrected. 

Press START to delete the record. 

Header-lLabel Read Redundancy 

If a read redundancy occurs while a header label is 
being read, the program makes 100 attempts to read 
the label correctly. Then, if the label has not been read 
correctly, a halt occurs. If the start key is pressed, the 
program accepts the label as read. If this label is to 
be used later in the sort, the fact that the label has been 
altered during the read operation must be considered 
before accepting it as read. If the start-reset key and 
the start key are pressed, the program makes 100 addi­
tional re:ad attempts and then halts. If this is an output 
header label, a new tape can be mounted at this time. 

Input Arlea Location 

The user should know the record format and control­
data field positions before attempting to correct a re­
dundant block. 

The beginning of the input area (after the redundant 
block has been read into core storage) can be found, 
during phase 1, in the contents of index-register 3 (core­
'storage locations 097-099). During phase 2 (balanced 
merge), the address of the high-order position of the 
input area can be found in one of the three index regis­
ters as determined by the contents of location 2709. If 
this location contains: 

1. An A-zone bit, then index-register 1 (core-storage 
locations 087-089) contains the address of the input 
area. 

2. A B-zone bit, then index-register 2 (core-storage lo­
cations 092-094:) contains the address of the input 
area. 

3. AB-zone bits, then index-register 3 (core-storage lo­
cations 097-099) contains the address of the input 
area. 

The same method may be used to find the address of 
the input areas when multiphase merging is used dur­
ing phase 2. In this case the contents of location 729 
determine which index register contains the address of 
the input area. 

Write Redundancy 

If a write redundancy occurs, the tape is backspaced 
and the write tried again. If the error still exists, the 
backspace and the write are again tried. If there still 

is an error, the tape is backspaced and then the error 
record is erased before the write operation is retried. 
If a successful write operation cannot be performed, 
this routine is repeated ten times. After twenty retries, 
the program halts. At this time, the user has the option 
of pressing the start key and trying to write another 
twenty times, or he can mount a new tape. If a new 
tape is mounted during phase 1, the program deck must 
be reloaded. If a new tape is mounted during phase 2) 
the particular pass where the error occurred must be 
restarted. 

Dump-Tape Handling 

If the tape-dump option is specified, special considera­
tions must be made in the case of label-handling or 
restart. 

The Sort 7 program does not process labels on the 
dump tape. If label processing is desired, it must be 
accomplished by user-inserted routines. The assignment 
phase rewinds the specified dump tape and all specified 
work tapes. An exit (EXIT AP) is available in the assign­
ment phase after the tapes are rewound. If a header 
label is desired on the dump tape, this exit may be used 
for this purpose. The tape is not rewound during either 
phase 1 or phase 2. The program writes a tape mark on 
the dump tape at the end of phase 1. At the completion 
of the sort operation, the dump tape is tape-marked, 
rewound, and unloaded. 

Note: If a rerun of the sort is made because of an interruption 
at a halt other than the sense-switch-E halt, any block redun­
dant in the first nm of the pass will probably remain redun­
dant in the renm and will then appear on the dump tape twice. 

Halts and/or Messages 

Messages Not Accompanied by a Halt 

The following messages are printed during a sort run 
primarily to inform the machine operator of the current 
status of the program. 

Assignment-Phase Messages 

1. The information punched in each control card that 
is inserted in the program deck is printed exactly as 
it is punched in the card. 

2. LXXX B XXX BI XXX BO XXX BL XXXX 
MFS XXXXXXX 

This message prints when fixed-length records are 
being processed. L is the input-record length, B is 
the sort-blocking factor, BI is the input-blocking fac­
tor, BO is the output-blocking factor, BL is the com­
puted sort-block length, and MFS is the maximum 
file size. 
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3. L MAX XXXX BL MAX XXXX MFS XXXXXXX 

This message prints when variable-length records 
are being processed. L MAX is the maximum input­
record length, BL MAX is the maximum sort-block 
length, and MFS is the maximum file size. 

4. END OF ASSIGNMENT PHASE. 

Phase- J Messages 

1. PHASE 1 INTERNAL SORT 

2. CHECKPOINT ON TAPE UNIT #X 

3. G XXX 

This message prints if fixed-length records are being 
processed. XXX is the number of records that are 
sorted internally at one time. 

4. END OF INTERNAL SORT. 

Phase-2 Messages (Balanced Merge) 

1. MAX PH 2 PASSES XX 

XX is the maximum number of phase-2 passes. 

2. EST PH 2 PASSES XX 

XX is the estimated number of phase-2 passes based 
on program calculations. 

3. XXXXXXX-RECORDS READ-PASS 00 
XXXXXXX-PAD REC ADDED-PASS 00 
XXXXXXX-REC PROCESSED-PASS 00 

This message gives the record counts that describe 
the results of the phase-l internal sort. 

4. XXXXXX-REC PROCESSED-PASS XX 
PASS XX-CKPT X-INP X, X, X 

This message is printed after each phase-2 merge 
pass. The number of the pass just completed and the 
numbers of the input and checkpoint tapes are 
given. 

5. OUTP X-END OF SORT 

This message prints when the sort has been com­
pleted. The program halts after this message prints. 
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Phase-2 Messages (Multiphase Merge) 

1. NUM OF MUL TIPHASE PASSES XX 

This message shows the number of passes that are 
required to merge the file. 

2. XXXXXX-RECORDS READ-PASS 00 
XXX-PAD REC ADDED-PASS 00 
XXXXXX-REC PROCESSED-PASS 00 

This message gives the record counts- that describe 
the results of the phase-l internal sort. 

3. END OF MULTIPHASE ADJUSTMENT 

This message is printed when the adjustment phase 
has been completed. 

4. PASS XX-CKPT X-INP X, X, X OUT-X 

This message is printed after each phase-2 merge 
pass. The number of the pass just completed and the 
numbers of the checkpoint, input, and output tapes 
are given. 

5. XXXXXX TOTAL RECORDS PROCESSED 
XXXXXX PADDED RECORDS REIvl0VED 
XXXXXX RECORDS FINAL OUTPUT 
OUTP X-END OF SORT 

This message prints when the sort has been com­
pleted. 

The program halts after this message prints. 

Halts and Associated Messages 

Figures 14, 15, 16, 17, and 18 are a listing, by phase, of 
the halts and associated messages that can occur during 
the running of the Sort 7 program. The information 
given for each halt consists of the: 

1. I-address that is displayed on the 1401 or 1447 con­
sole when the halt occurs. This is the core",storage 
address of the next sequential instruction after the 
halt instruction; 

2. Sort-7 program-listing sequence-number of the halt 
instruction; 

3. Message associated with the halt and/or the reason 
for the halt; and 

4. Procedure to be followed to continue processing. 



I-Address Sequence 
Number Register Number 

1. 1034 1371 

2. 1226 1402 

3. 2542 591 

4. 3636 771 

5. 4210 835 

6. 4229 841 

7. 4248 847 

8. 4412 876 

9. 4431 882 

10. 5111 992 

11. 5173 1005 

Message and/or Reason 

RECORD LENGTH ERROR - MAXIMUM LESS THAN MINIMUM - RESTART 

Reason: The specified maximum record length is less than the specified mini­
rnumr:ecord length. 

INVALID LABEL SPECIFICATION 

Reas.2.!:!: The user has specified a combination of 80-character and 120-character 
labels in columns 21-25 of control card I. 

CF LNGH ERROR - FOR COMPUTED TLCF, PRESS START 

Reason: The total control-data field length specified in columns 30-32 of 
controT card I is not equal to the sum of the lengths of the individual control­
datCi fie Ids. 

MACHINE SIZE ERROR - FOR 8K, PRESS START 

Reason: The system core-storage capacity specified in column 27 of control 
card 1 is incorrect. 

OVERSIZE INPUT BLOCKING 

Reason: The input block length for variable length specified in columns 13-15 
of cOritrol card 1 is greater than the maximum allowable block length. 

OVERSIZE RECORD LENGTH -RESTART 

Reason: The record length specified in columns 9-12 of control card 1 is 
greater than the maximum a lIowable record length. 

RECORD SIZE TOO SMALL - RESTART 

Reason: The input record length specified in columns 9-12 of control card 1 
is less than the minimum allowable length (ten characters if blocked, thirteen 
characters if unblocked). 

OVERSIZE INPUT BLOCKING, GREATEST POSSIBLE B XXX - RESTART 

Reason: The input blocking factor specified in columns 13-15 of control 
cardTis greater than the maximum possible sort blocking factor. 

BOL TOO LARGE - RESTART 

Reason: The specified output block length specified in columns 70-73 of 
control card 1 is greater than the sort block length. 

BO NOT SUBMULTIPLE OF B, TO SET BO EQUAL TO XXx. PRESS START 

Reason: The output blocking factor specified in columns 16-18 of control 
cardTis not a submultiple of the program-calculated sort blocking factor. 
The program provides the user with the option .to continue processing with 
the ()utput blocking factor equal to the sort blocking factor. 

BO NOT SUBMULTIPLE OF B, TO SET BO EQUAL TO XXX PRESS START. TO 
MAKE B A MULTIPLE OF BO, PRESS START/RESET AND START 

Reason: The output blocking factor is not a submultiple of the sort blocking 
factor. The program, if the user so desires, will recalculate the sort blocking 
fact()r on the basis of the output blocking factor instead of on the basis of the 
input blocking factor. 

BO GREATER THAN B, BO MAY EQUAL XXX OR ANY SUBMULTIPLE OF IT. 
PRESS START FOR BO EQUAL B 

Reason: The output blocking factor specified in columns 16-18 of control 
CCrdTis greater than the program-calculated sort blocking factor. The 
program provides the user with the option of continuing with the output 
blocking factor equal to the sort blocking factor. 

Figure 14. Assignment Phase Halts and Messages (Part 1 of 2) 

Procedure 

Correct the control card and re­
start the sort. 

Either press the start key for 
80-character labels, or press the 
start reset and start keys for 
120-character labels. 

Either press the start key to accept 
the total control-data field length 
computed by the program or 
correct the control card and re­
start the sort. 

Either press the start key if the 
system capacity is 8,000 positions 
of core storage, or correct the 
control card and restart the sort. 

Correct the control card and/or 
condition and restart the sort. 

Correct the control card and/or 
condition and restart the sort. 

Correct the control card and/or 
condition and restart the sort. 

Correct the control card and/or 
condition and restart the sort. 

Correct the control card and 
restart the sort. 

Press the start key to continue 
processing with the output block­
ing factor equal to the sort block­
ing factor. Otherwise correct 
the control card and restart the 
sort. 

Press the start-reset key and then 
the start key if the program is to 
recalculate the sort blocking 
factor. Otherwise, press the 
start key to continue processing. 

Press the start key to resume pro­
cessing with the <lutput blocking 
factor equal to the sort blocking 
factor. Otherwise correct the 
control card and restart the sort. 
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I-Address Sequence 
Number Register Number 

12. 5884 1122 

13. 5980 1131 

14. 6591 1200 

15. 6652 1206 

16. 6814 1236 

17. 6862 1247 

18. 6884 1253 

19. 6953 1262 

20. 7009 1274 

Message and/or Reason 

EFFECT IVE FILE SIZE GREATER THA N MAXIMUM FILE SIZE. PRESS START 
TO CONTINUE. 

Reason: The specified file size is greater than the program-calculated maxi­
mum allowable fi Ie size. 

TLCF GREATER THAN L 

Reason: The total control-data field length specified in columns 30-32 of 
control card 1 is greater than the specified input record length. 

One of the following five messages will be associated with this halt. 

(1) AN INVALID CONTROL CARD IS PRESENT OR OUT OF SEQUENCE. 
CHECK COLUMN XX-XX. . 

(2) TAPE UNIT IS INVALIDLY SPECIFIED. 
(3) RCC IS NOT SPECIFIED FOR VARIABLE 
(4) NO. OF CONTROL FIELDS IS INVALIDLY SPECIFIED 
(5) NO. OF INPUT REELS IS INVALIDLY SPECIFIED 

Reason: The program has determined that incorrect data has been punched in 
the control card. The incorrect fie Id is shown in each message. Message (3) 
is printed when columns 58-61 in control card 1 are blank and variable-length 
blocked records are specified. 

USER AREA SPECIFIED ABOVE CORE SIZE RESTART 

Reason: The starting address of the Phose -2 user area specified in columns 
52-56 of control card 1 is greater than the specified core-storage capacity. 

URPI IS INVALIDLY SPECIFIED, PRESS START FOR PUNCH OPTION 

Reason: The unreadable-record procedure is invalidly specified in column 19 
of control card 1. 

AN INVALID CONTROL CARD IS PRESENT 

Reason: The message explains the reason for this halt. 

CONTROL CARD #4 AND/OR #5 ARE MISSING 

Reason: The user has selected options that require control card 4 and/or 
control card 5, and the card(s} are not present. 

TAPE UNIT NOT AVAILABLE - PRESS START FOR PUNCH OPTION 

Reason: The user has specified that any unreadable tape blocks are to be 
written on tape and Phose 2 is to be a three-way merge. 

THE LENGTH OF RCC IS NOT SPECIFIED FOR VARIABLE 

Reason: The user has specified that variable-length records are to be read 
in the load mode and that each record has a record-character-count field. 
However, column 1 of control card 3 does not contain a 3 or 4. 

Figure 14. Assignment Phase Halts and Messages (Part 2 of 2) 

40 Sort 7 Specs. and Op. Proc: 1401 and 1460 

Procedure 

Either press the start kE!y to con­
tinue processing using ,the pro­
gram-calculated file size, or 
correct the control card and con­
dition and restart the s.:>rt. 

Correct the control card and re­
start the sort. 

Correct the control card(s) and 
restart the sort. 

Correct the control card and re­
start the sort. 

Press the start key to se lect the 
punch opt i on. Otherw i se, correct 
the control card and restart the 
sort. 

Check the control cards, insert 
the proper control cards in the 
proper sequence, and restart the 
sort. 

Check the control cards, insert 
the proper cards in the proper se­
quence, and restart the sort. 

Either press the start key if un­
readable tape blocks are to be 
punched into cards or correct the 
control card and restart the sort. 

Correct the control card and re­
start the sort. 



, I-Address Sequence 
Number Register Numbert Message and/or Reason 

1. 782 3257 A message is not associated with this halt. 

Rea~ A redundant input block or a wrong-length fixed-length record has been 
read and printed when the print-scan or correct option is specified. 

2. 803 3294 A message is not associated with this halt. 

Reason: End-of-reel has been reached on the tape on which any unreadable in-
put tape blocks are being written. 

3. 1796 1654 A message is not associated with this halt. 

Reason: A write redundancy indication remains after twenty attempts to write a 
specific block on the output tape. The tape-select light of the unit on which the 
wril'e redundancy occurred is ON. 

4. 1807 1656 A message is not associated with this halt. 

Reason: The number of records in the input fi Ie is greater than the maximum 
allowable number. 

5. 1848 3408 EOR ON 2 OUTPUT TAPES 

Reason: The input file cannot be written on the two output tape reels. This con-
dition can result if the tapes are not full length. 

6. 1933 1689 A message is not associated with this halt. 

Reason: Fixed-length records are being processed and the program has read a 
wrong-length record. 

7. 2235 1752 A message is not associated with this halt. 

Reason: End-of-fi Ie has been reached on an input tape and sense switch B is ON. 

8. 2565 (B) 1816 (B) ERROR - SHOULD BE (80 character label) 
2566 (A) 2288 (A) 

Reason: An error was detected in checking the input header label. The input 
header label is printed before this message prints. The label printed in this 
message contains the correct input header lobe I information. 

9. 2735 (B) 1848 (8) ERROR - SHOULD BE (input block count kept by the Sort-7 Program) 
2713 (A) 2317 (A) 

Reason: The input block count in the input trailer label being processed does 
not equal the block count kept by the program. The trailer label is printed be-
fore this message. 

10. 2739 (B) 1849 (B) A message is not associated with this halt. 

2717 (A) 2318 (A) 
Reason: A read-redundancy indication remains after one hundred attempts to 
read an input trailer label. The input error options are not available when the 
program encounters an unreadable trai ler label. 

11. 4564 (B) 2121 (B) RETAIN TAPE X FOR XXX DAYS 

4562 (A) 2375 (A) 
Reason: The retention cycle of the tape on tape unit X indicates that this tape 
should be retained for XXX days. 

t (A) indicates that 120-character labels (Type A) are being processed. 
(B) indicates that 80-character labels (Type B) are being processed. 

Figure 15. Phase 1 Halts and Messages (Part 1 of 2) 

Procedure 

For redundant input blocks, follow 
the procedure described under 
Print-Scan or Correct O~tion. 

For wrong-length records, press 
the start key to delete the record. 

Rewind and unload the tape. 
Mount a new tape and press the 
start key. 

Either press the start key to have 
the program try to write the block 
twenty more times or mount a new 
tape. (Refer to Write Redundanc~) 

Either press the start key if it is 
known that the output tape can 
contain the input fi Ie, or correct 
the condition and restart the sort. 

Either decrease the file size or 
mount two fu II ree Is of tape and 
restart the sort. 

Press the start key to handle 
through the redundancy routine. 
The record wi II be written on 
tape, punched, or printed 
depending on the specification 
in column 19 of control card 1. 
If the record is printed, halt 
number 1 occurs. 

Load the next input tape if another 
tape is to be processed. Press the 
start key to continue processing. 

Press the start key if the lobe I is 
acceptable as read. To recheck 
the label or, if a new tape has 
been mounted, press the start-re-
set key and then the start key'to 
continue processing. 

Either press the start key to con-
tinue processing if the block count 
kept by the program is correct, or 
correct the error condition and 
restart the sort. 

Press the start key to have the 
program ignore the label and con-
tinue processing. 

Press the start key to continue pro-
cessing if the tape can be used 
for output by Sort 7. If a new 
tape with a header label is mount-
ed, press the start-reset key and 
then the start key to continue pro-
cessing. 
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I-Address Sequence 
Number Register Number Message and/or Reason Procedure 

12. 4600(8 ) 2129 (8) A message is not associated with this halt. Press the start key to accE'pt tape 
4598 (A) 2383 (A) and continue process ing. Press 

~ Retention-cycle checking routine has exceeded a 30-year period. the start-reset key and stclrt key 
to retry retention test. 

13. 4869 (8) 2192 (8) A message is not associated with this halt. Either press the start-reset key and 
4854 (A) 2443 (A) then the start key to havE! the pro-

Reason: A read-redundancy indication remains after one hundred attempts gram attempt to read the labe lone 
to read a header labe I on a work tape. hundred more times, or press the 

start key to accept the labe I as 
read, or mount a new tape with a 
header labe I and press the start-
reset key and then the start key to 
continue processing. 

14. . 4987 (8) 2214 (8) A message is not associated with this halt. Either press the start key to have 
4972 (A) 2465 (A) the program attempt to write the 

Reason: A write-redundancy indication remains after twenty attempts to write label twenty more times, or mount 
a header labe I on a work tape. a new tape and restart the sort. 

15. .5153 3181 A message is not associated with this halt. Either press'the start key to have 
the program attempt to write the 

Reason: A write-redundancy indication remains after twenty attempts to write record twenty more times, or mount 
a checkpoint record. a new tape and restart the sort. 

16. 5157 3182 A message is not associated with this halt. Press the start key to continue pro-
cessing. The program attempts to 

Reason: End-of-reel has been reached while the program was attempting to write the checkpoint record on the 
write a checkpoint record. tape. 

17. 5264 3204 'PHASE 1 INP X X X OUT X X X Press the start key to resume pro-
cessing after the tapes have been 

Reason: A "Phase- 1 restart has been performed. The input tapes and the output properly mounted and assigned and 
tapes must be mounted on the specified tape units. the program deck starting with card 

598 has been placed in the card 
reader. 

18. 5275 2654 PATCH PROGRAM TOO LARGE PRESS START - IGNORE PATCH Either press the start key to continue 
processing without the user routine, 

Reason: The area of core storage that is reserved for a user-written routine is or correct the condition cmd re-
too large and the Phase-l internal processing cannot be performed. The user start the sort. 
is given the option of restarting or of continuing the program with the user 
routine being deleted. 

19. 5688 2734 OVERSIZE INPUT BLOCKING - RESTART Correct the control card (Jnd/or 
condition and restart the sort. 

Reason: The specified input block length is greater than the maximum allow-
CibIeTe" ngth • 

Figure 15. Phase 1 Halts and Messages (Part 2 of 2) 
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I-Address Sequence 
Number Re~lister Number Message and/or Reason Procedure 

I. 611 3519 (B) A messclge is not associated with this halt. Press the start key to accept the 
3732 (A) label as read and to bypass the re-

Reason: A read-redundancy indication remclins after one hundred attempts tention cycle check, or press the 
to read a header labe I on a Phase?, pass 1, output tape. start-reset key and then the start 

key to have the program attempt to 
rereald the label 100 more times. 

2. 619 3530 (B) A messclge is not associated with this halt. Press the start key to have the pro-
3742 (A) gram use th i s tape as a work tape, 

Reason: A write-redundancy indication remains after twenty attempts to write a or mount a new tape and press the 
header labe I on a Phase 2, pass I, output tape. start-reset key and then the start 

key. Exercising the first option 
may cause a halt during the next 
Phase-2 pass. 

3. 634 3540 (B) RETAIN TAPE X FOR XX DAYS Press the start key to have the pro-
3750 (A) gram write a header label on this 

Reason: The retention cycle in a header label written on a Phase 2, pass 1, tape and continue processing. If 
output I'ape indicates that the tape should be saved. a new tape is mounted, press the 

start-reset key and then the start 
key to conti nue processi ng. 

4. 642 3549 (B) A message is not associated with this halt. Insure that either the control cards 
3758 (A) are correct or that all header labels 

Reason: A tape mark is not written after a header label when it is specified have lape marks following them, 
that a tape mark follows each header label. and then restart the sort. 

5. 646 3553 (B) A messOlge is not associated with this halt. Either press the start key to bypass 
3762 (A) the labe I, or press the start-reset 

Reason: A Phase 2, pass 1, input tape contains an unreadable header label. key and then the start key to have 
the program attempt to read the 
label 100 more times. 

6. 86:3 (B) 3574 (B) INPUT TAPES MAY BE SAVED Mount the required work tapes and 
884 (A) 3783 (A) press I'he start key to continue pro-

Reason: A sense-switch-D interrupt has occurred. The user can unload the cessing. 
phase- finput tapes and mount work tapes on the input tape units. 

7. 1267 (B) 3651 (B) Amessage is not associated with this halt. Press the start key to accept tape 

1279 (A) 3857 (A) and continue processing. Press 
Reason: Retention-cycle checking routine has exceeded a 30-year period. the start-reset key and the start 

key to retry retention test. 

Figure 16. Prephase Label Handling Routine Halts and Messages 
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I-Address Sequence 
Number Register Numbert 

1. 710 

2. 2549 

3. 2622 

4. 3031 

5. 3038 

6. 3091 

7. 3091 

8. 3096 

9. 3099 

10. 3111 

3970 

4307 

4325 

4895 

4856 

4401 (B) 
4716 (A) 

7898 (B) 
8110 (A) 

4407 (B) 
4721 (A) 

7905 (B) 
8115 (A) 

4411 (B) 
4724 (A) 

t Same as Figure 15, Part 1. 

Message and/or Reason 

A message is not assoc iated with th is halt. 

Reason: A read-redundancy occurred during the reading of a checkpoint 
at the end of a phase 2 merge pass. 

A message is not associated with this halt. 

Reason: End-of-fi Ie has been reached during the reading of the first input 
tape of the current merge pass. 

A message is not associated with this halt. 

Reason: A write-redundancy has occurred on an output tape during the current 
merge pass. Twenty attempts to write the output b lock have been made. The 
tape-select light of the unit on which the write redundancy occurred is ON. 

A message is not associated with this halt. 

Reason: A redundant tape block has been read and printed when the print-scan 
;;;:c;;n:ect option is specified. 

A message is not associated with this halt. 

Reason: End-of-reel has been reached on the tape upon which unreadable tape 
bTOCl<"Sare being written. 

A message is not associated with this halt. 

Reason: A read-redundancy indication remains after one hundred attempts to 
read a header labe I • 

A message is not associated with this halt. 

Reason: A read-redundancy indication remains after one hundred attempts to 
read the header labe I on the fi no I output tape. 

A message is not associated with this halt. 

Reason: A write redundancy has occurred during the writing of a header label. 
Twenty attempts to write the record have been made. 

A message is not associated with this halt. 

Reason: A write-redundancy indication remains after twenty attempts have 
been made to write the header label on the final output tape. 

A message is not associated with this halt. 

Reason: A read-redundancy indication remains after one hundred attempts to 
read a header lobe I. 

Figure 17. Phase 2 (Balanced Merge) Halts and Messages (Part 1 of 3) 
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Procedure 

Press the start key to continue pro­
cessing using the checkp<oint rec­
ord as read. Press the st'ort-reset 
key to have the program retry to 
read the checkpoint record. 

Replace the tape on which the 
end-of-fi Ie indicator was detected 
and then restart the sort. 

Press the start key to attElmpt to 
write the block twenty more times. 

Follow the procedure described in 
Print-Scan or Correct Option. 

Rewind and unload the dump tape, 
mount a new tape, and press the 
start key. 

Press the start key to accept the 
labe I as read. Press the start-re­
set key and then the start key to 
have the program try to read the 
label 100 more times. 

Press the start key to accept the 
label as read. The retention cycle 
wi II not be checked. Press the 
start-reset key and then the start 
key to have the program attempt 
to read the labe lone hundred 
more times. The option of mount­
ing a new tape is also provided. 
In this case, mount the tape, press 
the start-reset key and then the 
start key to continue pro<cessing. 

Press the start key to halfe the pro­
gram attempt to write th<e header 
label twenty more times .. 

Press the start-reset key and then 
the start key to attempt to write 
the record twenty additiona I times. 
The option of mounting a new tape 
is also provided. In thi!; case, 
mount the tape and then press the 
start key to continue processing. 

Press the start key to accept the 
lobe I as read. Press the start-re­
set key and then the start key to 
have the program try to read the 
label 100 more times. 



I-Address Sequence 
Number Re'gister Number t 

11. ;3114 

12. :3122 

13. :3126 

14. :3128 

15. :3132 

7909 (B) 
8118 (A) 

791:3 (B) 
8121 (A) 

4416 (B) 
4727 (A) 

5610 

5611 

Message and/or Reason 

RETAIN TAPE X FOR XXX DAYS 

Reason: The retention cycle of the tape on tape unit X indicates that the tape 
shou Id be retained. 

A message is not associated with this halt. 

Reason: A write-redundancy indication remains after twenty attempts have 
been made to write the trailer label on the final output tape. 

A message is not associated with this halt. 

Reason: A tape mark is not written after a header label when it is specified 
that a tape mark follows each header labe I • 

A message is not associated with this halt. 

Reason: A three-way merge is being performed, tape labels are not'being 
processed, two output tapes have become full during the final merge pass 
and additional output records remain to be written. 

A message is not associated with this halt. 

Reason: A two-way merge is being performed, tape labels are not being 
processed, the output tape has become full during the final merge pass, and 
additional output records remain to be writl'en. The tape has been tape 
marked, rewound, and un loaded. 

Procedure 

Press the start key if the tape is to 
be lIsed. If a new tape is mounted, 
press the start-reset key and then 
the start key to conti nue processi ng. 

Press the start key to accept the 
label as written. Press the start­
reset key and then the start key to 
attempt to write the label twenty 
additional times. 

Insure that either the control cards 
are correct or that a II header labe Is 
have tape marks following them, 
and then restart the sort. 

Mount new tapes on the last two 
output tape units and press the start 
key. 

Mount a new tape on the tape 
unit on which the tape-select light 
is ON. Press the start key to con­
tinue processing. 

~----~----~-------+------------------------------.---------------------------;----.---------------------1 
16. :3137 7918 (B) 

8124 (A) 
(B) CHG TP X 
(A) CHANGE REEL ON UNIT X 
Reason: End-of-reel has been reached on the final output tape that is mounted 
on unit X. 

Mount a new tape ree I and press 
the start key to continue processing. 

~--~~-----~-------+------------------------------.--------------------------~-------------------------; 
17. 4477 4954 A message is not associated with this halt. 

Reason: There is an error in the program calculation of the number of merge 
passes ~equired in Phase 2. 

Decrease the si ze of the input fi Ie 
and restart the sort. 

~---+------~--.---4-------------~--------------------------------------~r_--------------------~ 
18. 4801 5265 

19. 4934 5291 

XXXXXX REC PROCESSED - PASS XX ERROR 

Reason: The record count kept by the program during the previous merge pass 
does not equal the record count kept by the program during the current merge 
pass. 

LAST MERGE PASS INTERRUPT 

Reason: All 'Phase-2 merge passes except the final pass have been completed. 
'iii'iS1iC~t occurs before the initialization of the final pass. 

Press the start key to continue pro­
cessing, or restart the pass as 
described in Checkpoint, Interrupt, 
and Restart. 

Press the start key to continue pro­
cessing. 

~----+-------~------~-----.--------------------------------------------------------t----.----------------------~ 
20. 5674 5405 

21. 5936 5456 

22. 6040 5477 

t Same as Figure 15, Part 1. 

DENSITY MAY BE CHANGED 

Reason: Sense switch D is ON. The halt occurs before the checkpoint record 
is written on the first output tape. 

PASS XX - CKPT X - INP X, X, X, INTERRUPT (HIGH) (LOW) DENSITY 

Reason: Sense switch E is ON. This halt occurs after the checkpoint record 
for the 'next merge pass has been written. The message shows the number of 
the merge pass just completed, the tape on which the checkpoint record is 
written, and the tapes that contain the input for the next merge pass. 

A message is not associated with this halt. 

~ A Phase-2 restart has been performed using the systems tape. The 
program is ready to position the systems tape. 

Figure 17. Phase 2 (Balanced Merge) Halts and Messages (Part 2 of 3) 

Press the start key to continue pro­
cessing. 

Press the start key to continue pro­
cessing, or interrupt the program 
and restart processing at a later 
time. In the latter case, save the 
input tapes and the tape containing 
the checkpoint record. 

Insure that a II tapes are correctl y 
mounted and addressed. Press the 
start key to continue processing. 
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I-Address Sequence 
Number Register Number Message and/or Reason Procedure 

23. _6102 5488 PLACE CARDS FROM 1468 IN READER PASS XX INP X, X, X, OUT X, X, X, Refer to Restart for the procedure 
(HIGH) (LOW) DENSITY, to be folTo;;d. 

Reason: A Phase-2 restart has been performed after a sense-switch-E interrupt. 
'I'11e'"ifiessagE! shows how many merge passes have been completed, the numbers of 
the input and output tape units, and the density that was specified in control 
cardL 

24. 6274 5515 A message is not associated with this halt. Press the start key to accept the 
record as read and continue pro-

Reason: End-of-file occurred while bypassing the old checkpoint record cessing. 
on restart. 

25. 6299 5520 A message is not associated with this halt. Press start to retry the read 
operation. If the read error 

Reason: 99 attempts to read a checkpoint failed. persists, restart the entire 
program. 

26. 6319 5524 A message is not associated with this halt. Press the start key to continue 
processing. Press the start-reset 

Reason: End-of-file occurred while attempting to read the checkpoint record. key and then the start key to 
backspace the tape and reread 
the checkpoint record. 

27. 6327 5526 OUTP X - END OF SORT 

Reason: The sort run is completed and the final output tape on unit X is rewound 
and unloaded. 

28. 6579 5567 A message is not associated with this halt. Press the start key to have the 
program attempt to write the 

Reason: A write-redundancy has occurred while writing the checkpoint record. record twenty more times. 
Twenty attempts to write the record have been made. 

29. 6583 5568 A message is not associated with this halt. Press th'l start key to accept the 
checkpoint record as written. 

Reoson: End-of-reel has occurred while the program wasottempting to write 
iiCFieCkpoint record. 

Otherwise, restart the sort run. 

Figure 17. Phase 2 (Balanced Merge) Halts and Messages (Part 3 of 3) 
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I-Address Sequence 
Number RElgister Numbert Message and/or Reason 

1. 11730 6002 A mes:;age is not associated with this ha It. 

Reason: A write redundancy has occurred on the output tape. Twenty attempts 
to write the b lock have been made. 

2a. :2053 6061 OUT PUT EXCEEDS REEL LE NGTH 

Reason: End-of-reel has been reached on the output tape in a merge pass 
other !lian the final pass. 

2b. 2053 6061 CHANGE REEL ON UNIT X 

3. 2206 

4. 2223 

5. 2306 

6. 2327 

7. 2335 

8. 2350 

9, :2358 

10. 2366 

6865 

68:37 

7323 

828:3 (B) 
848'1 (AI 

8287 (B) 

8484 (A) 

8291 (B) 
8487 (A) 

8296 (B) 
8491 (A) 

8301 (B) 

8494 (A) 

t Same as Figure 15, Part 1. 

Reason: End-of-reel has been reached on the final output tape (with labels) 
that is mounted on tape unit X. 

A mes'SOge is not associated with this halt. 

Reason: End-of-ree I has been reached on the dump tape. 

A mes:;age is not associated with this halt. 

Reason: A redundant tape block has been read and printed when the print-scan 
or-corr:ect option is specified. 

A mes'SOge is not associated with this ha It. 

Reason: A read redundancy has occurred while reading a checkpoint record. 

A mes:;age is not associated with this ha It. 

Reason: A read-redundancy indication remains after one hundred attempts 
to readthe header label on the final output tape. 

A message is not associated with this ha It. 

Reason: A write-redundancy indication remains after twenty attempts have 
been made to write the header label on the final output tape. 

RETAIN TAPE X FOR XXX DAYS 

Reason: The retention cyc Ie of the tape on tape unit X indicates that the tape 
shouldbe retained. 

A message is not associC!lted with this ha It. 

Reason: A write-redundancy indication remains after twenty attempts have 
been made to write the trai ler label on the final output tape. 

CHANGE REEL ON UNIT X 

Reason: End-of-reel has been reached on the final output tape (with labels) 
that is-mounted on tape unitX that is mounted on tape unit X. 

Figure 18. Phase 2 (Multiphase Merge) Halts and Messages (Part 1 of 3) 

Procedure 

Press the start key to have the pro­
gram attempt to write the record 
twenty more times. 

Correct the condition causing the 
halt- and then restart the sort. 
Conditions causing the halt could 
be one of the following: (1) use 
of short tape ree Is; (2) use of low 
density; or (3) exceeding the 
maximum file size. 

Mount a new tape reel and press 
the start key to continue processing. 

Rewind and unload the dump tape, 
mount a new tape, and then press 
the start key to continue processing. 

Follow the procedure described in 
Print-Scan or Correct Option. 

Press the start key to accept the 
checkpoint record as read. Press 
the start-reset key and then the 
start key to attempt to reread the 
checkpoint record. 

Press the start key to accept the 
labe I as read. In this case the 
retention cycle is not checked. 
Press the start-reset key and then 
the start key to have the program 
attempt to read the label one hun­
dred more times. The option of 
mounting a new tape is also pro­
vided. In this case, mount the 
tape, press the start-reset key and 
then the start key to continue pro­
cessing. 

Press the start-reset key and then 
the start key to have the program 
attempt to write the labe I twenty 
more times. The option of mount­
ing CI new tape is also provided. 
In this case, mount the tape and 
then press the start key to continue 
processing. 

Press the start key if the tape is to 
be used. If a new tape is mounted, 
press the start-reset key and then 
the start key to continue processing 

Press the start key to accept the 
labe I as written. Press the start­
reset key and then the start key to 
have the program attempt to write 
the label twenty additional times. 

Mount a new tape reel and press 
the start key to continue processing 
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I-Address Sequence 
Number Register Number+ Message and/or Reason 

11. 2703 

12. 2708 

13. 2723 

14. 2731 

15. 3393 

16. 3598 

6077 (B) A message is not associated with this halt. 
6552 (A) 

Reason: A read-redundancy indication remains after the program has attempted 
to read an output work tape header label one hundred times. 

6083 (B) A message is not associated with this halt. 
6557 (A) 

Reason: A write redundancy occurred when the program attempted to write a 
header labe I on a work tape. Twenty attempts to write the labe I have been made. 

6087 (B) A message is not associated with this halt. 
6560 (A) 

Reason: A read-redundancy indication remains after one hundred attempts have 
been made to read the header label on an input work tape. 

6092 (B) A message is not associated with this halt. 
6563 (A) 

8675 

7198 

Reason: A tape mark is not written after a header label when it is specified 
that a tape mark follows each header label. 

OUTPUT X - END OF son 

Reason: The sort is complete. The final output is on tape unit X. 

A message is not associated with this halt. 

~ A Phase-2 restart has been performed using the systems tape. The pro­
gram is ready to position the systems tape. 

Procedure 

Press the start key to accept the 
label as read. In this case thEI 
redundant record is written as the 
header labe I on the tape. Press 
the start-reset key and then the 
start key to have the program Ilt­
tempt to read the label 100 more 
times. 

Press the start key to have the 
program try to write the label up 
to twenty more times. 

Press the start key to accept the 
lobe I as read. Press the start­
reset key and then the start key 
to have the program attempt te) 
read the label up to 100 more 
times. 

Insure that either the control 
cards are correct or that all 
header labe Is have tape marks 
following them, and then restclrt 
the sort. 

Insure that a" tapes are correctly 
mounted and addressed. Press the 
start key to continue processing. 

17. 3701 7220 PASS XX - CKPT X-INP X, X, X OUT - X RESTART (HIGH) (LOW) DENSITY. Refer to Restart for the procedlJre 
to be followed. 

18. 4068 7287 

19. 4207 7329 

20. 5603 7570 

21. 5637 7581 

+ Same as Figure 15, Part 1. 

Reason: A restart has been performed after a sense-switch-E interrupt. The 
message shows the number of merge passes completed. the tape on which the 
checkpoint record is written, the input and output tape-unit numbers, and 
the density of the input tapes. 

PLACE CARDS FROM 1532 IN READER 

Reason: A restart has been performed after a sense-switch-E interrupt and sense 
S'W'I'tcli'F is ON, indicating that the last merge- pass is the one to be restarted. 
The message that shows the number of merge passes completed, the tape on which 
the checkpoint record is written, the input and output tape-unit numbers, and 
the density of the input tapes does not print until the header labels on the input 
tapes, if any labe Is are present, have peen processed. 

A message is not associated with this ha It. 

Reason: An end-of-file indication occurred while the program was attempting 
to read the checkpoi nt record. 

DENSITY MAY BE CHANGED 

Reason: Sense switch D has been turned ON. The halt occurs prior to the 
writing of the checkpoint record on the output tape. 

LAST MERGE PASS OUT -X INTERRUPT 

Reason: Sense switch B is ON. The halt occurs after all merge passes except 
the last have been completed and before the initialization of the last pass. X 
is the number of the tape unit that will contain the final output. 

Figure 18. Phase 2 (Multiphase Merge) Halts and Messages (Part 2 of 3) 
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Mount the tapes as specified in 
the previ ous message, if lobe III 
are present. Set the density 
switches, and then press the start 
key. 

Press the start key to continue 
processing, if the checkpoint 
record was read correct Iy • Pro~ss 
the start-reset key and then the 
start key to have the program 
backspace the tape and retry to 
read the checkpoint record. 

Press the start key to continue 
processing. 

Press the ~tart key to continue 
processing. 



I-,Address Sequence 
Number Register Number Message and/or Reason Procedure 

22. 5779 7611 PASS XX - CKPT X-INP X, X, X OUT-X INTERRUPT Press the start key to continue pro 
cessing. 

Reason: Sense switch E is ON. The ha 11' occurs after the checkpoint record 
for the next merge pass has been written and prior to any processing in the 
current pass. 

23. 5838 7622 A message is not associated with this ha It. Press the start key to have the 
program attempt to write the rec-

Reason: A write redundancy has occurred whi Ie writing the checkpoint record. ord twenty more times. 
Twenty attempts to write the record have been made. 

24. 5842 7623 A message is not associated with this halt. Press the start key to accept the 
checkpoint as written. Otherwise 

Reason: 
record. 

End-of-reel has been reached while attempting to write a checkpoint restart the sort. 

Figure 18. Phase 2 (Multiphase Merge) Halts and Messages (Part 3 of 3) 
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Appendix 

Standard Tape Labels 
Figure 19 shows schematics of Type A (120-character) 
and Type B (80-character) header and trailer labels. 

Arrangement of Input Tapes 
The maximum number of merge passes (see Phase-2 
Messages) is exceeded if the first input tape is full or 
nearly full, and contains a presequenced file. Mount 
the presequenced file on input tape unit 3 for a 3-way 
merge, on input tape unit 2 for a 2-way merge, and on 
input tape unit 2 for a multiphase merge to avoid addi­
tional merge passes. 

Compare Figures 20 and 21 to see why additional 
merge passes are required when the presequenced file 
is the first input tape. 
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Figure 20 shows the results of the internal sort and 
two phase-2 merge passes when the presequenced file 
is on the first input tape in a 3-way merge. During the 
remaining merge passes, sequences from the third 
input unit (unit 3 or unit 6) are merged with the se­
quence from the first two input units (units 1 and 2 or 
units 5 and 6). Merge passes are performed until one 
sequential file is developed. 

Figure 21 shows the results when the presequenced 
file is the third input tape in a 3-way merge. The merg­
ing process, described in Figure 21, is repeated until 
one sequential file is developed. 

Coding Sheet 
Figure 22 shows the coding sheet that can be used for 
preparing the Sort 7 object-time control cards. 



Type A (l20-c;haracter) Labels 

HEADER LABEL 

}Jj) ]] 
--r-

( 0 0 0 0 CD 0 CD @ @ @ 
.2 11 ] 1: 

~ 
]] J! ~~ 

0 c c Label Retention Croatlon File Fil. Reel Reel -0] 8 ..: ~£ Creating ~ Record Blocking '8. (Reserved 1 Identifier Period Oat. Identification Serial Serial Sequence 1 !~ System Length fador/Sin is Fields) 
Number Number Number 

~ 
..5 E 

JJ6 jj ] .5 
~ 'f] ... ~ 8. ~ I \ I I I ~ Q. 

~! 11 H D Rib Yr. I Day au iO~ 

-I JJ I., "I I I~ :::1 I I I~ :!!I I I I I I I I I~ CIlI I I I:;: "I I JJ~ ::;1 I Iii ~I I~ ~~ .... '" .... ~~ ;;;111;;1; :a;gllll!i: ~I I I I~ :8!(;11 II 

Data TRAILER LABEL 
I 

CD 

T labl,1 
M Identifier 

(Reserved Fields) 

1111111111111111 [IllJ IIIIIIJ 

Type B (80-ch,aracter) Labels 

Lead-In 
Portion 

HEADER LABEL 

Q) 

Label 
Identifier 

® 
Tape File Reel 
Serial Serial Sequence 

Number Number Number 

File 
Identification 

Creation 
Date 

Retention 
Cycle 

I , 
Blank or" 
User's ' 

Informatio~ 
I I I I Year I Day I I " 

I'H D Rib x x x x x x x x x x -Ix x x:b x x x x x x x x x x :-( XiX X X -Ix x x:b , 

II 1 1 15 611 1 po "I I I 115161 I I 120211 I I I I I I 11303 '1 J 1135361 I I 140411 I]] 

TRAILER LABEL 

EH
--';':;Q)~-~~@---"-@=3 ----,-;::0:::::-------.-------,,) 

Label Block Blank or 
T C t R d C t H h Tot I User's, 

""." M ,,,,,".i/,,, """ 00" 0"" ". " '"f"~""") 

Figure 19. Schematics of Type A and Type B Labels 
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Oat~ 

( 

I) Blonk or \) 
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Informatio 

j 
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T Tope 
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Phase 1 
Intemal Sort 

91 Sequences 

Phase 2 
1st Merge Pass 

81 Sequences 

Phase 2 
2nd Merge Pass 

76 Sequences 

1. Passes presequenced data from unit 1 to unit 4. 

2. Sorts random data and writes sequences alternately 
on units 5 and 6. 

1. Merges ten sequences from units 5 and 6 withihe 
sequence on un it 4 and wri tes the resul ting 
sequence on units 1 and 2. 

2. Writes remaining sequences on unit 3. 

1. Merges five sequences from unit 3 with the 
sequence on units 1 and 2 and writes the resulting 
sequence on units 4 and 5. 

2. Writes remaining sequences on unit 6. 

Figure 20. Three-Way Merge with a Presequenced File on Input Tape Unit 1 
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Phase 1 
Internal Sort 

92 Sequences 

Phase 2 
1st Merge Pass 

52 Sequences 

Phase 2 
2nd Merge Pass 

33 Sequences 

'1. Sorts random data on unit 1 and writes the first 
sequence on unit 4, the second on unit 5, the 
third on unit 6, and repeats the process until all 
the sequences have been written. 

2. Sorts random data on unit 2 and writes the' first 
sequence on unit 4, the second on unit 5, the 
third on unit 6, and repeats the. process until all 
the sequences have been written. 

3. Passes part of the presequenced data to unit 4 and 
part to unit 5. 

1. Merges sequences from units 4, 5, and 6 and 
writes the resulting sequence on unit 1. 

2. Merges sequences from units 4, 5, and 6 and 
writes the resulting sequence on unit 2. 

3. Merges' sequences from units 4, 5, and 6 and 
writes the resulting sequence on unit 3. 

4. Repeats steps 1, 2, and 3 until all the sequences 
on units 4, 5, and 6 have been merged and 
wri tten on un its 1, 2, and 3. 

1. Merges sequences from units 1, 2, and 3 and 
writes the resulting sequence on unit 4. 

2. Merges sequences from units 1, 2, and 3 and 
writes the resulting sequence on unit 5. 

3. Merges se'quences from un its 1, 2, and 3 and 
writes the resulting sequence on unit6. 

4. Repeats steps 1, 2, and 3 until all the sequences 
on units 1, 2, and 3 have been written on units 
4, 5, and 6. 

Figure 21. Three-Way Merge with a Presequenced File on Input Tape Unit 3 
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Punch 

I---

I---

f---
f---

,-
I--

I---
I---

I---

I--
-

-
-
-
-
-

-
-
-
-
-
-
I---
I---
I---

f--

I---
I---
I---
I---

I---

f---
f---

f---
I--
f---

I---
f---
I----

I----
I----
I----

I---
I---
I---
I---

INTERNATIONAL BUSINESS MACHINES CORPORATION 

Control Card Formats for Sort 2, Merge 2, Sort 4, Sort 7, and Merge 7 

IBM 1401·1460 

Printed in U. S. A. 
Form X24·324S 

Program _____ _ 

Date _____ _ 

CONTROL CARD 1 CONTROL CARD 2 CO NTROL CARD 3 N CONTROL CARD 4 H CONTROL CARD 5 H 

Col. 

1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
2T 
22 
23 

24 
25 
26 
27 
28 
29 

30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
49 
50 
51 
52" 
53 
54 
55 
56 
57 
58 
59 
60 
61 
62 
63 
64 
65 
60 
67 
68 
69 
70 
71 
72 
73 
74 
75 
76 
77 
78 
79 
80 

Indicates 

Input/output tape 
unit numbers 

No. of input reels 

I nput record length 

Input blocking 
factor 

Output block ing 
factor 

Unreadable block option 
Phose 2 tope density v 
In-tope header~rabels 
Out-tope header-labels 
Output tope-mark option 
In-tape troi er- abe s 
Out-taoe trailer-labels 
Padding indicator 
Core-storage size 
Total number of 
control-data fields 

Total number at 
characters of 
control-dota 

Control-data 
field-l location 

Control-data 
lield-l length 

Expected file size 
Not checked by 
Merge 2 or Merge 7 

~tarting address 
of the Phase-l 
user area 

Not checked by 
Merge 2 or Merge 7 

Starting address 
of the Phase-2 
user area 

Not checked by 
Merge 2 or Merge 7 

Record-format 
Low-order position 
of the record 
character count 
field 

Number of characters 
in the smallest 
var ioble -length 
record 

Number of characters 
in largest input 
block of voriable-
length records 

Number of characters 
in largest output 
block of varioble-
length records 

Record mark with podding~ 
File order 
Input tope_unit usage 
for Merge 2, Merge 7 

Blank or comments 
for Sort 2, Sort 4. 
and Sort 7 

N Control cords 3, 4, and 5 
are not used by Sort 2 
or Merge 2. 

Punch 

f--
f--
I---

I---

f---
f---

f---
f---

t--
-

-
-

-
-

f---
f---

f---
~ 

~ 

I---

t--

f---

I---

f---
f---

-
-

f---

I--

f---
I---
I---

I---
I---
I---

I---
I---

f---
f--

* Sequence check for Merge 7. 

Col. Indicates Punch 

1 Control-data 
2 field-2 
3 location 
4 
5 Conlrol-dala 
6 field-2 
7 length t--

-8 Control-data t--9 field-3 
t--10 location 

11 
12 Control-data 
13 field-3 

-T4 length 
15 Control-data 
16 field-4 
17 location 
18 
19 Control-data 
20 field-4 I---

21 length t--

22 Control-data 
I---23 field-5 

24 location 
f---25 

26 Control-data 
t--27 fleld-5 
~ 28 length 

29 Control-data 
f---30 field-6 
t--31 location -32 

33 Control-data -34 field-6 -35 length 
36 Control-data -37 field-7 -38 location -39 
40 Control-data 

t--41 field-7 
t--42 length 

43 Control-data 
t--44 field-8 
I---45 location 
I---46 

47 Control-data 
t--48 field-8 
t--49 length 

50 Control-data 
51 field-9 

f---52 location 
I---53 

54 Control-data 
I---55 field-9 
I---56 length 

57 Control-data 
58 field-l0 f---

59 location f---

60 -
61 Control-data -62 field-l0 
63 length -
64 Blank or 

f---65 comments 
I---66 
I---67 
~ 

68 
~ 69 

70 I---
>---

71 
t----

72 
t----73 
f--74 

75 t--
76 t--

t----77 
t----78 
t--79 

80 t--

Col. Indicates Punch 

1 No. of characters in RCC * t 
2 Input-mode indicator 
3 I Output-mode Indicator 
4 I Work-tape header - abe 5 v 
5 Work-tape header-label tape mark .... 
6 Run date 
7 t--

t--8 
t--9 
t--10 

11 Rew ind/un load (7330) .... 
12 Retain RCC option * ... 
13 In-header check option 
4 In ree -sequence increment option 

15 Out-header check option 
16 Out-header file serial option 
17 Out reel-sequence increment option 
18 Out-tape serial numb~~~_ .. _ 

t--19 New tape seriol 
20 number for output 
21 header-label 
22 
23 
l4 Must be blank for 
25 Sort 7 
26 Blank or comments 
27 for Sort 4 and 
28 Merge 7 
29 
30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
49 
50 
51 Blank or 
52 comments 
53 
54 
55 
56 
57 
58 
59 
60 
61 
62 
63 
64 
65 
66 
67 
68 
69 
70 
71 
72 
73 
74 
75 
76 
77 
78 
79 
80 

• RCC--Record character 
count field. 

t Unreadable record 
option for Sort 4 . 

.... Not checked by Merge 2 
or Merge 7. 

t--

r--
I---

r--

r--
t--

r--
'---

-
-
-
-
-
-
-

-
-
-
-

-
-

-
-
-
-
t--
t--
f---
t--
f---
r--
t--
f---
r--
f---
t--
t--
r--
r--
t--
r--
r--
r--
t--
t--
t--
r--
~ 

I---
t--

Col. Indicates Punch Col. 

1 Blank or 
f--

1 
2 comments 

f-- 2 
3 3 f--4 

f-- 4 
5 f-- 5 
6 

f--- 6 
7 7 f---8 I---- 8 
9 I---- 9 

10 I---- 10 
11 I--- 11 
12 

f--- 12 
13 13 
14 I----

14 I---
15 f--- 15 
16 f--- 16 
17 17 
18 f---

18 
19 

I---
19 

20 
I---

20 
21 Five-character 21 I---
22 file serial I--- 22 
23 number (if 

f-- 23 
24 checking) I--- 24 
25 25 
26 Minus**' 26 
27 Ree I-sequence I--- 27 
28 number I---- 28 
29 (if checking) 29 
30 Blank 30 
31 Ten-character 31 -
32 input file- - 32 
33 identification 33 -34 nome 34 -
35 35 -
36 36 -
37 - 37 
38 I--- 38 
39 39 
40 

f---
40 

41 Five-character I-- 41 
42 creation 42 
43 date (if 

I--
43 I---

44 checking) I--- 44 
45 45 
46 Minus** 46 
47 Retention f--- 47 
48 period of f--- 48 
49 inDut file 49 
50 Blank 50 
51 Blank or 51 f--
52 comments f--- 52 
53 f--- 53 
54 f--- 54 
55 f--- 55 
56 56 
57 

I--
57 

58 
I--

58 
59 

f---
59 

60 
~ 

60 
61 

~ 
61 f---

62 I-- 62 
63 63 
64 

I---
64 f--

65 I-- 65 
66 f--- 66 
67 I--- 67 
68 I--- 68 
69 69 
70 

f---
70 I---

71 I--- 71 
72 f--- 72 
73 I---- 73 
74 74 
75 

f---
75 

76 
I----

76 I---
77 I--- 77 
78 f--- 78 
79 79 
80 

I----
80 

"Leave blank for Sort 4. 
Required for Sort 7 and Merge 7 
if the next three columns ore 
to be punchea. 

Indicates 

Blank or 
comments 

File serial 
number for 

output header 
labels 

Minus ** 
Output heoder 
reel-sequence 
number 

Blank 
Ten-character 
output-fiLe 

identification 
nome 

Five-character 
dote 

Minus** 
Retention period 
of output file 

Blank 
Blank or 
comments 

Figure 22. Control Card Coding Sheet 
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Description of Program Deck .. 
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37 
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File Requirements . . . . . . . . . . . . . . . . . . . ....... . 
Formulas 
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11 
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Phase 1 Messages. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 38 
Phase 2 Messages. . . . . . . . . . . . . . . . . . . . . . . . . . . .. 38 

Header-Label Reader Redundancy. . . . . . . . . . . . . . . . . . . .. 37 

Input Error Routines. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 36 
Input Header Labels. . . . . . . . . . . . . . . . . . . . . . . . .. 14 
Input/Output Mode. . . . . . . . . . . . . . . . . . . . . . .. 13 
Input Trailer Labels. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 14 
Inserting Control Cards and Loading the Program. . . . . . .. 34 
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