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Figure 3. Disk storage allocation 
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for all terminals begins at a specified sector address (see "Patching 
System Parameters") and gradually grows downward. Each time a new 
date is entered on the console (see "Normal Operations"), it starts 
a9ain at the specified address. The Working Storage of one terminal 
is kept separate from the Working Storage of other terminals through 
a chaining technique, which is also kn'own as dynamic storage allocation. 
Every Working Storage sector contains the disk address of the Working 
Storage sector which follows in sequence. Consider a document (shown 
in Figure 4) that contains enough text to fill three Working Storage 
sectors. The beginning of the document would be in the sector on the 
left, while the end of the document would be in the sector on the 
ri9ht. 

Sector Address; 59999 59998 59997 

Text Text Text 

I 59998 59999 I 59997 59998 I 59997 

LSBA NXBA LSBA NXBA LSBA NXBA 

Figure 4. Working storage with two -way chaining 

No·te that the last five characters of each Working Storage sector 
contain the address of the next sector that follows in the document 
sequence. This is called the forward chaining address. The last 
sector of the chain "points" to itself, which means the chaining 
address of the last sector is the same as its address. Since one 
sector always points to the next link of the chain, the Working Storage 
fo:r the terminals does not need to be sequentially assigned. 

In addition to forward chaining addresses, Working Storage sectors 
also contain the addresses of preceding links or sectors. The forward 
chaining address is called the NXBA (Next Block Address), the backward 
chaining address is called the LSBA (Last Block Address). 

Permanent Storage Index 

Following the first ten cylinders of program and data is the Permanent 
Storage Index. If five-digit document numbers are allowed, it occupies 
25 cylinders; if four-digit document numbers are used, it occupies 2 
1/2 cylinders. The Permanent Storage Index consists of four-character 
entries -- one for every possible document number. If the entry is 
blank, the document number is available. The four-character entry 
represents the disk address of the first half-track of that particular 
document. 
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Permanent Storage Operation 

Documents stored for later reference are located in permanent storage. 
The Permanent Storage area circulates between a specified upper and 
lower bound on disk (see "Patching System Parameters"). This area 
is mapped in the Permanent Storage Bit Map and its contents are 
referenced in the Permanent Storage Index. When a document is deleted, 
its four-position index entry is cleared and its half-tracks are made 
available in the bit map for future storage. 

A chaining technique is also used with Permanent Storage. Instead 
of chaining single sectors, Permanent Storage chains half-tracks (ten 
sectors). The address of a half-track is always a multiple of ten. 
Since the low-order digit is always zero, the addresses of half-tracks 
are stored as four digits with a low-order and a high-order zero 
understood. For example, address 3255 is understood to mean 032550. 
A disk control field to read or write that half-track would appear 
as follows: 

*035550010 

An example is shown in Figure 5. 

. Sector 
Address 

02001 

35550 

35590 

Figure 5. 

Document 
Number:-. 

37 

INDEX ENTRY 
0 
0 

I 

HALF-TRACKS 

Example of permanent storage 

--
Index 
Address 
Conversion 

Text ~ ~ Text 

Text ~ ~ Text 

Disk 
Address 

I------il~ 0200 1 78 

7 8 
8 1 . 

I 3555 I 

0200178 

0200178 

8 
9 

I 

3559 
NXHT 

NXHT 

Permanent Storage half-tracks are chained in the forward direction 
only. The last four characters of the half-track contain the address 
of the next half-track in the document. This field is called the 
Next Half-Track (NXHT). The seven-character field preceding NXHT 
contains the sector address, and character address within the sector, 
of the index entry corresponding to that document. Since this reference 
is to a specific index sector, on drive 0, the high-order zero of the 

16 



sector is understood, leaving five digits for the sector address. 
Specific characters within sectors are numbered from 00 to 89. The 
character address designates the high-order (the leftmost) character 
in the index entry. 

The first sector of the first half-track of every document contains 
status information which appears as follows: 

Character 
~ress 

0-49 
50-53 

54 

55-59 

60-61 
62-63 
64-69 
70-71 
72-73 

74 
75 

76-79 
80-84 
85-89 

Mnemonic 

DCID 

DCRL 

DCNM 

DCOT 

DCDC 
DCQH 

DCMO 

DCUN 
DCLW 

Contents 

Document identification 
Blank 
Reel character, if it is 
on a Permanent Storage Tape 
Reel number, if it is on 
a Permanent Storage Tape 
Number of storing terminal 
Blank 
Date document was stored 
Number of half-tracks used 
Blank 
Mode of last unit in document 
Blank 
Number of units in document 
Lock word 
Blank 

The end of a Permanent Storage chain is indicated when the chaining 
address (NXHT) is blank. 

Permanent Storage Index Address Conversion 

A document is assigned a number at the time it is stored. For example, 
the action: 

ATTN s37 CR 

stores a document in what can be considered as location 37. Clearly, 
th,e number 37 does not mean that particular disk sector (sector 37 
is the FBK for terminal 37). The ATS program converts the number 37 
to a specific disk sector address and character address within that 
sector of the Permanent Storage Index. For document 37, shown in 
Fiqure 5, it is sector 02001, character 78. This location is the 
address of the high-order character of the index entry corresponding 
to the document. That four-character entry contains the address of 
the first half-track of the document. 

The address of the index entry for a document (called INBA-Index Block 
Address) can be found by dividing the document number by 20. This 
qUlotient,plus 02000 is the sector of the appropriate index entry. 
D~~ide the remainder by 10. The character address within the index 
sector is 50 times this new quotient, plus 4 times this new remainder. 
Schematically this computation is as follows (where D is the document 
number): 
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0/20 = Q and R 
R/IO = q and r 

sector address = Q + 02000 
character address = 50*q + 4*r 

The conversion for document 37 is, for example: 

37/20 = 1 and 17 
17/10 = 1 and 7 

sector address = 1 + 02000 = 02001 
character address = 50*1 + 4*7 = 78 

To convert an index block address (INBA) to the document number it 
represents, a reverse procedure is used. If the character address 
is 50 or more, reduce it by 10. Divide this number by 4 and add it 
to 20 times the difference between the sector address and 02000. 
Schematically, this computation is as follows (where s means sector 
address and c means character address): 

20(s 
20(s 

02000) + (c /4) = 0 [if 
02000) + «c -10)/4) = D [if 

c is 
c is 

00-36 ] 
50-86] 

The conversion from 0200178 is, for example: 

20(02001 - 02000) + «78-10)/4) = D 
20(1) + (68/4) = 20 + 17 = 37 

This method of computation does not assign index entries to character 
positions 40 through 49. In the first 100 sectors of the index, 
character position 40 is used as a pointer for waiting messages. If 
the character address of the INBA is 40, the terminal that will receive 
the message is indicated by the two low-order digits of the sector 
address. For example, INBA = 0200040 is the index entry for waiting 
messages for terminal 0, and INBA = 0209940 is the entry for terminal 
99. 

Terminals 0 through 39 are normal ATS terminals. Terminals 40 through 
99 are special output devices as follows: 

Terminal Number 

40-95 
99 
98 
97 
96 

Output Device 

Unassigned 
Card punch (1402 or 1442) 
Printer (1403 or 1443) or output tape 
Output tape 
Upper- and lowercase chain printer 
or output tape 

In all cases, a blank index entry indicates no document or message 
waiting. 
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~C ATS OPERATIONS 

THE FIRST DAY--PREPARING TO RUN ATS 

The ATS program is very easy to activate. Only the disk packs require 
preparation before loading the program decks. The operator then 
describes his particular system configuration to the program, which 
automatically adjusts itself accordingly. 

Preparing the Disk Packs 

It is a good operating practice to label the disk packs. The label 
should go directly on the pack, not on the cover. The pack must first 
be mlounted on the drive, and the protective cover removed. Pencils 
shou,ld not be used for labeling because of the temptation to erase. 
The rubber from an erasure may ruin a disk pack. The best labels are 
adhesive bac::ked. Each pack should be labeled with its appropriate 
drive number. A sample label might be: 

ATS -- Drive 0 

After the packs have been mounted and labeled, the appropriate addresses 
must be written. All the packs are addressed in the Load Mode in 
true address format. The ATS program itself may be used to write the 
addr'esses. 

Normally a program has no access to the addresses written on the disk. 
To allow this access, the write Address key must be pressed and the 
Compare Disable key lock switch turned ON. They are both located on 
driv'e O. 

Writing Addresses on the Drive Zero Pack 

The first step in loading the ATS program is to write addresses on 
the drive 0 disk pack. There are two possible procedures - one using 
ATS and the other an IBM Clear Disk Utility Program (140l-UT-053 for 
1460 systems or 1440-UT-041 for 1440 systems). 

To u,se ATS to write addresses on drive 0, the Disk Load (DSKLD) and 
Scheduler (SCHED) programs should be separated from the ATS object 
program deck. These programs should then be placed in the card reader, 
DSKLD firsto The console should be readied and the Load key pressed. 
The card reader will p~use on the last card. At this point, the 
console should again be readied, Sense Switch B set ON (up) and a 
manual branch to core location 5900 executed. The program will type: 

WHAT'S NEW? 
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on the 1447 Console Input/Output Printer. The system is told to write 
addresses on the drive 0 pack by typing: 

WRITE 0 RELEASE 

where RELEASE means press the Release key. The program will type: 

'WRITE-ADDRESS' ON--INHIBIT ADDR COMPARE CHECKING 

and halt. The Write Address key on drive 0 should be pressed on 
(lighted) and the Compare Disable Switch turned ON. When the Start 
key i& pressed, the program will write addresses on the drive 0 pack. 
After this is accomplished, the program will type: 

RESTORE 1311 STATUS 

and halt. The Write-Address key should be pressed off (unlighted) 
and the Compare Disable Switch turned OFF. The pack is now ready for 
loading ATS program. 

If an IBM Clear Disk Utility Program is to be used to write addresses 
on drive 0, a control card should be punched in the following format: 

~ Columns 

1 
2- 7 
8-13 

14-15 

Contents 

L 
000000 
019999 
00 

DATE and RDLIN cards are not required for this operation. Before 
running the program, the write Address key should be pressed, the 
Compare Disable switch should be turned ON, and the drive started. 
When the drive is ready, the green light containing the drive number 
will light up. The printer and console should be readied and the 
program placed into the card reader with the control card at the end 
of the deck. When the Load key is pressed, the program will be loaded 
and the card reader will pause on the last card. The Start key must 
be pressed to read it. The program will log the information on the 
control card on the printer and halt. When the Start key is pressed, 
addresses will be written on drive O. Detailed operating instructions 
may be found in the publications Disk Utility Programs Specifications, 
IBM 1401,1440, 1460 (with IBM 13or-ind 131fT (C24-1484>, and Disk 
utrl'Iti-pr09rams""O'Ee"ratIilci ProcedUreS';-Imri'40l and 1460 (with-rni'l 
and 1311) (C24-3l05) or D1Sk Ut111ty ProgramiiOperatrng-proceaure8; 
IBM ~-13ll, IBM l440-I!Or (C24-3121>. --- --- ---------
Writing Addresses on Additional Packs and Modules 

Mount a new pack on drive 1, 2, 3, or 4. Turn sense switch B ON and 
cycle ATS. After the message: 

WHAT'S NEW? 

appears, type: 

WRITE i RELEASE 

where I is the disk drive number on which the new pack is mounted. 
The remaining procedure is identical to writing addresses on drive 
O. Writing addresses on disk packs may also be done with the IBM 
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Cleaz' Disk utility Programs mentioned above. Writing addresses on 
1301 Disk Stc)rage modules must be done with the IBM Clear Disk Utility 
Progz'ams. 

~ing System Parameters 

ATS is initially set for a minimum configuration, namely, a one-line, 
one-drive 1440 system. By changing certain parameters, it is possible 
(1) t~o vary the upper and lower bounds of Permanent Storage, the upper 
and l.ower bounds of Working Storage, the number of attached terminal 
line", the number of core blocks to be used, and the Permanent Storage 
Tape "write" drive, (2) to indicate the presence of a 1460 system, a 
1- tC) S-module 1301, the Translate feature, a printer, a printer with 
uppel~- and lowercase chain, a punch, or (3) to allow five-digit 
document numbers to be used. Each change is done by adding a patch 
card of a specified format immediately in front of the last card in 
the COMPOOL object deck. The COMPOOL deck consists initially of eight 
cards having the ID of 11111 (zero-l punches) in columns 76 through 
80. 

HighE~st Permanent Storage Address (HPSA) 

HPSA is a five-digit field (low-order zero understood) indicating the 
upper bound of permanent storag·e. It comes assembled as 01500 
(undE~rlined digits are wordmarked), which is interpreted as sector 
015000 on the 1311. For 1311 systems it should equal the same logical 
ad.drE~ss as the Lowest Working Storage Address (LWSA). The omission 
of low-order and high-order zeros will make the value in the patch 
card for HPSA ten times that in the patch card for LWSA. For 1301 
systE~ms it should be set to 20000 times the number of modules. (Use 
~9999 for a five-module system.) The patch card format is: 

Card Columns Contents 

1-2 61 
3 1 (11-0) 
4-5 05 
6 Word separator (0-5-8) 
7-11 New value of HPSA 

12-71 Comment: HIGH PERM STORE ADDR 
72-80 040011111 

Lowest Permanent Storage Address (LPSA) 

LPSA is a five-digit field (low-order zero understood) indicating the 
lower bound of permanent storage. It comes assembled as 00250, which 
is interpreted as sector 002500 on the 1311. For 1311 systems allowing 
five,-digit document numbers, it should be set to 00700. For 1301 
systems it should be set to ~OOOO. The patch card format is: 
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Card Columns 

1-2 
3 
4-5 
6 
7-11 

12 
13-17 
18-71 
72-80 

Contents 

60 
! (11-0 punch) 
10 
Word separator (0-5-8 punch) 
New value of LPSA 
Word separator (0-5-8 punch) 
New value of LPSA 
Comment: LOW PERM STORE ADDR 
0400///// 

Highest Working Storage Address (HWSA) 

HWSA is a five-digit field (high-order zero understood) indicating 
the upper bound of working storage. It comes assembled as 20000, 
which is interpreted as sector 020000 on the 1311. It shouTd be set 
to 20000 times the number of l3Tl drives. (Use 99999 for a five­
drive 1311 system.) The patch card format is: -

Card Columns 

1-5 
6 
7-11 

12-71 
72-80 

Contents 

62N05 
Word separator (0-5-8 punch) 
New value of HWSA 
Comment: HIGH WORKING STORE ADDR 
0400///// 

Lowest Working Storage Address (LWSA) 

LWSA is a five-digit field (high-order zero understood) indicating 
the lower bound of working storage. It comes assembled as 15000, 
which is interpreted as 015000 on the 1311. For 1311 systems it 
should be set to 20000 times the number of drives minus a constant. 
This constant is the total number of sectors allowed for working 
storage. 5000 sectors is generally sufficient for working storage. 
(For example, LWSA equals 35000 for a two-drive system.) For 1301 
systems it should be set to Q7000. The patch card format is: 

Card Columns 

OUtput Devices 

1-5 
6 
7-11 

12-71 
72-80 

contents 

61N05 
Word separator (0-5-8 punch) 
New value of LWSA 
Comment: LOW WORKING STORE ADDR 
0400///// 

The assembled system assumes no output devices. A patch card is 
required for each output device attached. These devices are given 
special terroinar-numbers. For a 1403 Printer with an uppercase and 
lowercase chain (terminal 96) the patch card format is: 
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Card Columns 

1-2 
3 
4-5 
6 
7 
8-71 

72-80 

contents 

63 
o (11-6 punch) 
01 
Word separator (0-5-8 punch) 
Delta (11-7-8 punch) 
An appropriate identifying comment 
0400///// 

For card-image magnetic tape (terminal 97) use the above card format, 
but use P in column 3. For 48-character printout with line numbers 
(terminal 98) use the above card format, but use Q in column 3. For 
a ca:rd punch (terminal 99) use the above card format, but use R in 
column 3. 

IBM .1301 Disk Storage and Five-Digit Numbers Allowed 

A single indicator is used for these two functions. ATS is assembled 
and distributed for a 1311 system with 9999 as the maximum document 
number. If a 1301 is used for permanent storage with 9999 as the 
maximum document number, punch the following patch card: 

Card Columns 

1-2 
3 
4-5 
6 
7 
8-71 

72-80 

Contents 

64 
1 (11-0 punch) 
01 
Number of 1301 modules 
Blank 
An appropriate identifying comment 
0400///// 

If a 1301 is present and five-digit document numbers are to be allowed 
use t.he above format, but change: 

Card Columns 

6 
7 

Contents 

Word separator (0-5-8 punch) 
Number of 1301 modules 

If a 1311 system is to allow fi.ve-digit document numbers, change: 

Card Columns 

6 
7 

Contents 

Word separator (0-5-8 punch) 
Blank 

Permanent Storage Tape Drive Number 

Permanent Storage Tapes may be read from any tape drive, but must be 
writ,ten on a particular drive. The "write" drive is assembled as 
unit 1. If another unit number is desired, punch the following patch 
card: 
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Card Columns 

1-5 
6 
7-71 

72-80 

Contents 

64JOI 
unit number (1 through 6) 
Comment: TAPE WRITE UNIT 
0400///// 

Computer Type and Translate Feature 

A single indicator is used for these two functions. ATS is assembled 
and distributed for a 1440 system with no Translate feature. If a 
1440 system has the Translate feature, punch the following patch card: 

Card Columns 

1-5 
6 
7 
8-71 

72-80 

Contents 

64KOI 
Word separator (0-5-8 punch) 
4 
An appropriate identifying comment 
0400///// 

If a 1460 system is used without the Translate feature, use the above 
format, but change: 

Card Columns 

6 
7 

6 
Blank 

contents 

If a 1460 system is used with the Translate feature, change: 

Card Columns 

6 
7 

Number of Attached Lines 

Contents 

Word separator (0-5-8 punch) 
6 

ATLI is a two-position field indicatinq the number of lines that the 
1448 Transmission Control unit has been modified to handle. If this 
number is not known, ask the Customer Engineer. It comes assembled 
as 01, for one line. The maximum number of lines that may be attached 
is 40. The patch card format is: 

Card Columns 

1-5 
6 
7-8 
9-71 

72-80 

Contents 

64L02 
Word separator (0-5-8 punch) 
New value of ATLI 
An appropriate identifying comment 
0400///// 
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Number of Core Blocks 

NAVB is a two-position field indicating the number of core blocks 
available for text in core. It comes assembled for ten core blocks. 
The value of NAVB should be approximately one and one-half times the 
value of ATLI. The permissible range of NAVB is 10 to 59. If NAVB 
is set to a value greater than 41, the core blocks will overlap the 
peripheral program area defined in ATS as assembled and distributed. 
This overlap will prevent proper execution of peripheral programs 
(see ,~ 1440/1460 Administrative Terminal System, Programmer's Manual 
(H20-0228), for further information on this point). The patch card 
format for this parameter is: 

Card Columns 

1-5 
6 
7-8 
9-71 

72-80 

Output Terminal Tape Drive 

Contents 

64N02 
Word separator (0-5-8 punch) 
New value of NAVB 
Comment: NUMBER OF CORE BLOCKS 
0400///// 

Messages for terminal 97, terminal 96 with sense switch B on, and 
terminal 98 with sense switch B on, are written on tape drive number 
2. 

On a 1460 system the tape drive number may be set at the tape drive. 
On a 1440 system with a 7335 Magnetic Tape unit, Modell, this number 
may be set by a switch on the console. If another tape drive number 
is desired in the program, a reassembly of the SECRD and SPRNT programs 
is necessary. 

Storage Report Tape 

A request fox:' a storage report on tape will be honored only if terminal 
97 has been specified as being attached, as described above. 

When a storage report is written on tape, it is written on tape drive 
numbe,r 2. If another tape drive number is desired in the program, a 
reassembly of the RPORT program is required. The drive number cannot 
be pa'tched in the COMPOOL. 

Loading the System 

After addresses have been written on drive 0 and the configuration 
parameter patches prepared, the system may be loaded. For this 
opera'tion, drive 0 should be in normal status and ready. The console 
should be readied, and the progx:'ams, one on top of the other, should 
be placed in the card reader, DSKLD first. When the Load key is 
pressed, the programs will be written on the disk. As each program 
is written, the name of the program and its location will be logged 
on the console typewriter unless Sense Switch B is set ON (up). The 
card reader will pause on the last card, and the Start key must be 
press1ed to read it. When the last program has been written out, the 
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program will halt with an I-address of 15957. The system is now ready 
for a normal start, as described in "Normal Operations" below. 

NORMAL OPERATIONS 

The normal duties of an ATS operator include cycling the system in 
the morning, requesting output during the day, and shutting down the 
system in the evening. The system will service the terminals without 
operator assistance. 

If an ATS configuration does not have an IBM 1402 Card Read Punch or 
a 1442 Card Read Punch, it is necessary that the installation have 
access to an IBM 1401, or 1460 Data Processing System with a card 
reader and an IBM 1311 Disk Storage Drive to periodically update the 
program pack. 

Cycling the System Using the Card Reader 

ATS must be called from the disk whenever it is to be used. This is 
accomplished by readying the console and the disk drives, placing the 
CALLM program in the card reader, and pressing the Load key. CALLM 
calls the disk monitor (DSKMN) and gives it control. SDKMN turns on 
the Type light and the operator must type: 

ATS RELEASE 

where RELEASE means press the Release key. Dskmn will read ATS from 
the dis' and give it control. The ATS program will type: 

DATE PLEASE 

The date typed at this point will be used to date storage reports and 
documents entered into Permanent Storage. The program will not 
continue beyond this point until an acceptable date has been entered. 
An acceptable date consists of a month (01-12), a day (01-31), and 
two digits of a year (65-69). June 1, 1965, for example, would be 
entered: 

060165 RELEASE 

If the date is not valid or if the Cancel key is pressed, the program 
will again type: 

DATE PLEASE 

and the date must be reentered. After an acceptable data has been 
entered, the system will cycle and be ready to accept requests from 
the terminals. 
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Cycling the System Using the Console 

The procedure for cycling the system from the console is essentially 
the same as with a card reader, except that the CALLM program must 
be keyed into core storage beginning at location 15902. The program 
is: 

.LI9HOOlLH9I!!IlB~IOIOOll!.:!(FOI8CW!:I9HU60!!I9Bl09!:.(FllOOR§.I4G\ 

~I2EY~001U60lU60LllOI8B~0016850l5£bbbb* 

where the wordmarked characters are indicated by an underscore. 

After the CALLM program has been typed, the operator should manually 
branch to position 15902 and press ehe Start key. If the program was 
cor:rectly entered, the Type light will be turned on. The procedure 
is -then the same as if the CALLM Program was loaded from the card 
reader. 

~tting Down the System 

The signal that shuts down the system is given from terminal O. To 
perform this operation, the operator must first go online by taking 
the action: 

ATTN U CR 

followed by: 

ATTN! s CR 

The letter s stands for shutdown. The system will not shut down until 
every waiting program has finished its work. If shutdown is successful, 
control is given to the DSKMN program and the Type light will be 
turned on, and the operator can call the next program by typing its 
name. Often this will be the ATS Document Diagnostic program (ATSDD), 
described below. On a busy system the Is action may result in the 
message: 

ILLEGAL ACTION 

The operator should repeat the action: 

ATTNls CR 
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ATS UTILITY PROGRAMS 

Permanent Storage Maintenance -- ATSDD 

In order to assure the correctness of permanent storage on disk, the 
ATS Document Diagnostic program (ATSDD) may be run to check all 
documents in permanent storage. If any errors are detected, they are 
noted on the console typewriter. To use this program, ready the 
console and disk drives. Set all sense switches off (down), and load 
the CALLM program. (If ATS were cycling, ATTN Is CR would bring in 
DSKMN instead of CALLM.) When the Type light is turned on, type: 

ATSDD RELEASE 

The ATSDD program is called and immediately types: 

X SECTORS USED FOR WORKING STORAGE ON Y 

where X is the sector total and Y is the date. This message is omitted 
if ATS is not used between ATSDD runs. 

The permanent storage diagnostic phase comes next. If a document is 
in error and cannot be repaired, ATSDD will delete the document and 
type: 

DOCUMENT X **DELETED** 

where X is the document number. This document must later be retrieved 
from the backup tape or disk (see below for backup procedures). 

If part of a document falls below the lowest permanent storage address 
(LPSA) or above the highest permanent storage address (HPSA), the 
message: 

DOCUMENT X OUT OF BOUNDS (Y) 

is typed where X is the document number and Y is the half-track out 
of bounds. The document is not deleted. This situation may be 
remedied by updating the document (Get, Delete, and Store) when ATS 
is cycling. 

If ATSDD is run before ATS deleting has been completed, ATSDD completes 
the deleting process and types: 

DELETE CHAIN CLEARED 

Since there must be a one-to-one correspondence between bits on in 
the Permanent Storage Bit Map and half-tracks used for documents, and 
a one-to-one correspondence between bits off in-tne bit map and half­
tracks available for permanent storage, it is likely that correspondence 
will not ex~st 1f any of the diagnostic messages have appeared. ATSDD 
always forces a correct bit map, updates it on disk, and if it differed 
from the original bit map, types the message: 

X HALF-TRACKS MADE AVAILABLE 

where X is a number, if bits were turned 2!! on the original bit map. 
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The messagell 

Y HALF-TRACKS PREVENTED FROM USE 

where Y is a number, is typed if bits were turned on in the original 
bit map. The larger the two numbers become, the more serious the 
problem in permanent storage. The last phase of ATSDD types: 

X HALF-TRACKS AVAILABLE FOR PERMANENT STORAGE 

wheJ::'e X is the total number, and returns control to the DSKMN program. 
Anot,her program may then be called by typing its name on the console 
typewriter when the Type light is turned on. 

~lanent Storage Backup 

Since it is possible for both the ATSDD program and terminal operators 
to delete documents that may still be needed, a backup of permanent 
storage is recommended. In addition to diagnosing permanent storage 
with the ATSDD program, i·t will write a backup tape of documents on 
disk. To use this option, ready the console and disk drives, and 
plac:e a scratch tape on the drive used for writing archive documents. 
This tape drive is initially set for unit 1, but may have been altered. 
(See the section "Patching' System Parameters".) Load the CALLM program 
and set Sense Switch B ON (up) for a backup of all documents stored 
that particular day, or Sense Switch C ON (up) for a backup of all 
documents that currentry exist in ATS. When the Type light is turned 
on, type: 

ATSDD RELEASE 

After the working storage sector total has been typed, the message: 

TODAY'S PERMANENT STORAGE ON TAPE 

will be typed if sense switch B is on, or 

ALL PERMANENT STORAGE ON TAPE 

will be typed if sense switch C is on. In addition to writing the 
backup tape, all of the Permanent Storage diagnostics will still be 
performed. The backup tape will be in archive tape format and will 
have reel character Z. Each tape document number will be identical 
to the disk document number. :For example, if document 99 were stored 
that: day on disk, it would appear on tape with document number Z99. 
If the end of the tape reel occurs before all disk storage is 
transferred, the message: 

MOUNT ANOTHER REEL 

will be typed and the filled reel will be rewound. The operator may 
then place another reel on the same drive, ready it, and ATSDD will 
cont;inue. The program ends by typing the half-track total, rewinding 
the tape reel, and returning control to the DSKMN program. 

If an ATS configuration does not include any tape units, backup is 
accc)mplished by copying the ATS disk pack and 1301 modules to another 
set of disk packs. The IBM Disk Utility Program, Copy Disk (1401-
UT-053 or l440-UT-04l), should be used for this purpose. 
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Retrieval from Backup Tapes -- ATSTR 

If the ATSDD program found it necessary to delete some documents in 
permanent storage, it will be necessary to retrieve them from backup 
tapa. If only a few documents were deleted by ATSDD, they could be 
retrieved as archive documents while ATS cycled. Take the ATTN 1 RZn 
CR (n = tape drive number) and transfer them to disk in the usual 
fashion (see "Storage and Retrieval from Tape" in IBM 1440/1460 
Administrative Terminal System, Terminal Operator'iiManual (H20-0l8S). 

If many documents were deleted, the regular tape retrieval program 
ATSTR, should be used. To use this program, ready the console, disk 
drives, and archive tape unit, set all sense switches off (down), 
load CALLM, and type: 

ATSTR RELEASE 

The message: 

RESTORE THE TAPE DOCUMENTS THAT ARE NOT PRESENTLY ON DISK 

will appear and the program will do just that. For example, suppose 
that thre are only two documents, 97 and 99, on disk and there are 
three documents on tape, Z96, Z97, and ZlOl. By running the tape 
under ATSTR control, Z96 will be transferred to 96, Z97 will be 
bypassed, and ZlOl will be transferred to 101. At the end of each 
reel, the message: 

COMPLETED 

i& typed and control is returned to the disk monitor (DSKMN). If 
ATSTR attempts to transfer a valid document from tape to disk, but 
permanent storage is completely filled in disk, the message: 

END OF STORAGE 

will appear and the program halts. Pressing Start calls in the DSKMN 
program. ATS may be cycled and unwanted documents deleted to allow 
more storage space or perhaps the upper and lower bounds of permanent 
storage could be expanded (see "Patching System Parameters"). 

If it is desired to completely clear all permanent storage on disk 
before restoring documents, ready the console, disk drives, and archive 
tape unit and load CALLM. Set Sense Switch B ON (up), and type: 

ATSTR RELEASE 

The message: 

PUSH • START' TO CLEAR ALL ATS STORAGE 

will appear. After the Start key is pressed, the message: 

RESTORE THE TAPE DOCUMENTS THAT ARE NOT PRESENTLY ON DISK 

will appear and the program continues as above. If clearance of ATS 
storage is not wanted, press the Start Reset key and load CALLM. 

One may question the desirability of clearing all ATS storage. There 
are at least two reasons for doing this. It may be necessary to 
decrease the permanent storage area on disk to allow additional room 
for user-written programs. By taking the complete backup (ATSDD with 
sense switch C on), adjusting LPSA and HPSA (see "Patching System 
Parameters"), and then clearing before retrieving (ATSTR with sense 
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swit~ch Bon), all permanent storage will be within the newly specified 
bounds. Another reason is that by taking the complete backup and 
cleclring before retrieving, permanent storage wi 1.1 be packed in the 
smallest possible area seCjuentialla. Response. ~.me for ATS Get and 
Store actions will be ml.nl.ml.zed an operating 'l .me for ATSDD will be 
considerably reduced. If it is necessary to restore the ATS system 
from a series of tapes (whether they be daily backups or complete 
backup), it is important that the most recent Rape be used first, 
then the next most recent, etc. In-tnis way t e syStem-w!ll be left 
with the most up-to-date copy of each -document in Permanent Storage. 

Single Sector Disk Dump -- SSD~ 

The SSDD program will read and alter any disk sector selected by the 
operator. To operate SSDD, load the CALLM program and type: 

SSDD RELEASE 

When the SSDD program is loaded, it will cause the Type light to be 
turned on. The operator may then type a sector address. The program 
assumes the disks are written in the Load Mode since this is the mode 
used with all ATS packs. To read a disk sector in the Load Mode, 
type: 

* RELEASE 

whe:r::e # is the sector address (a one- to six-digit number) • 

For packs written in the Move Mode, the operator should type: 

M SPACE # RELEASE 

where SPACE means press the Space bar. All subsequent operations 
will be-rn-the Move Mode and M SPACE need not be typed.' To return 
to the Load. Mode, the operator should type: 

L SPACE # RELEASE 

Sec·tors are displayed when the operator types the address of the 
sec'tor and then presses the Release key. Leading zeros may be entered, 
but are not required. For example, to read sector 000027, the operator 
should type: 

27 RELEASE 

Sec·tor 000027 would then be read from the disk and typed on the 
console. After this operation, the program will wait for the next 
ins'truction. 

To alter all or part of a sector, it must first be read from the disk. 
The following request should t,hen be typed: 

A SPACE # RELEASE 

where # is the character address within the sector where the alteration 
is to begin. It may range from 0-89 in the Load Mode and 0-99 in the 
Move Mode. For example: 

A SPACE 24 RELEASE 

allows the alteration of characters beginninq at character 24 (the 
twenty-fifth character in the sector). The program will type all 
characters that precede the designated character, ending with a Carrier 
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Return. All characters subsequently typed by the operator will replace 
the corresponding characters in the sector when the Release key is 
pressed. Characters preceding the addressed character and any following 
the last character position entered at the console typewriter are 
preserved. Assume the operator wants to alter character 7 of sector 
000575. After typing: 

575 RELEASE 

sector 000575 would be displayed on the console. The following action 
is then taken: 

A SPACE 7 RELEASE 

Characters 0 to 6 would be typed, followed by a Carrier Return. If 
a visual inspection shows that the wrong character will be altered, 
the Release key should be pressed. Otherwise the new character(s) 
should be typed and the Release key pressed. When the Release key 
is pressed, the altered sector is written on the disk. Additional 
alter requests to the same sector can be taken by typing: 

A SPACE # RELEASE 

where # is the new character address. 

The program assumes it is modifying the sector last read from the 
disk. 

SSDDwill always type an error message if a disk error occurs. If 
the drive is not ready, the program will type: 

THE ABOVE SECTOR IS INOPERABLE 

If an improperly addressed pack is on the drive, the program will 
type: 

ADDRESS COMPARE CHECK WHEN READING 

The program initially assumes sequential addressing through all five 
drives. If a pack is addressed for a drive other than the one on 
which it is mounted, that particular drive may be selected and all 
subsequent requests will be directed to that drive. To do this, type: 

D SPACE # RELEASE 

where # is the drive selected. To return to the normal addressing 
format, type: 

D SPACE * RELEASE 

In addition to selecting 1311 disk drives, it is possible to select 
1301 Disk Storage. This action is: 

D SPACE ) RELEASE 

where the right parenthesis may print as a lozenge, depending on the 
print element on the console. To return to 1311 status with normal 
addressing, the action: 

D SPACE * RELEASE 

should be taken. 

32 



If a read operation is attempted in the wrong mode (Load Mode sectors 
read in Move Mode, or vice versa), the parity indicator is set and 
the program will type: 

PARITY ERROR WHEN READING 

After certain machine errors, the Wrong Length Record Indicator will 
be set and the program will type: 

WRONG LENGTH RECORD CHECK WHEN READING 

After any message, the Type light will come on, indicating that another 
request can be entered. 

Con'trol can be returned to the disk monitor program (DSKMN) by typing: 

C RELEASE 
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ATS Core Dump -- CORED 

If ATS should ever stop, a core dump should be taken to determine the 
cause of failure. Standard core dumps are not adequate since they 
do not print the special characters that are of interest to the A~S 
programmer. Groupmarks, tabs (left bracket), upshifts (greater than), 
downshifts (less than), and carrier returns (right bracket) do not 
print on the IBM 1403 Printer. 

ATS Core Dump Output 

The ATS core dump prints all unprintable characters by using a double­
character representation. All 64 possible characters will be printed 
by the ATS core dump. The special double-character representations 
are: 

Two-character Sequence 
(BCD Code) 

• • 
GR 
TM 
/B 
ws 
*/ 
SM 
MZ 
*R · , 
*0 
PZ 
*L 
LS 
GM 

Two-character Sequence 
(Terminal Code) 

SP 
UP 
DM 
AT 
EX 
CR 
BK · , 
TB 
DW 

Meaning 
Coron 
Greater than 
Tapemark 
Alternate blank 
Word separator 
Backward slash 
Segment mark 
Minus zero 
Right bracket 
Semicolon 
Delta character 
Plus zero 
Left bracket 
Less than 
Groupmark 

Meaning 
Space 
Upshift 
Dummy character 
Attention character 
Exclamation mark 
Carrier return 
Backspace 
Semicolon 
Tab character 
Downshift 

Data fields are represented by two or three lines of print, for 
example: 

800 • • • • • • • • • • ..... - .. -. 
GYOSU XPSX UYUV*L 2G= 
R RS R 

820 ..... -.... • ••••••••• 
JRA9 GROAS PY $ZUS NU 

R 

The first line contains the high-order address of the field followed 
by periods and dashes. A period indicates that the position is not 
wordmarked, a dash indicates that it is wordmarked. The second line 
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contains the data that occupied the core position or the first of a 
two··character sequence for a special character. The third line 
cont;ains the second character of a two-character sequence. 

CORE:D has the ability to distinguish instructions from data with 
adequate accuracy. Instructions are printed with SPS mnemonics and 
addresses converted to five digits with indexing, for example: 

1383 
1391 
1399 
1407 
1415 
1422 

BCE 
BCE 
BWZ 
BBE 
MZ 
SBR 

l678,15999+X2,*R 
l608,15999+X2,WS 
l525,9206+Xl,2 
2260,9207+Xl,-
5778,9207+Xl 
94,3 

It is not necessary to convey any parameters to the program. The 
1440 is distinguished from the 1401 or 1460 by the bootstrap cards. 
The program consists of three overlays and a card bootstrap. The 
three overlays are disk resident. 

ATS Core Dump Operation 

To operate the ATS core dump, ready the console, place the CORED card 
bootstrap in the reader, and press the Load key. The message: 

GROUPMARK/WORDMARKS 

will type on the console printer followed by the addresses of any 
groupmark/wordmarks discovered in positions 81 to 999. This area is 
then written to the disk and CORED is read from the disk. The RAMAC 
light on the console will be on during this phase of the dump. CORED 
scans positions 1000 to 7200 for groupmark/wordmarks, prints their 
addresses on the console printer, saves the area on the disk, and 
calls the first overlay, CORE1~ COREl prints a heading, and calls 
the second overlay, CORE2. CORE2 scans and interprets core beginning 
with the core saved by the bootstrap. 
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OPERATION OF ADDITIONAL ATS FEATURES 

PERMANENT STORAGE TAPE 

In many installations, it is desirable to transfer seldom referenced 
documents to tape in order to free disk storage. A single alphabetic 
character label must first be written on a Permanent Storage (Archive) 
Tape before it can be used. Permanent Storage Tape reels are usually 
named A, B, C, etc. Note that the letter Z is used by the ATSDD 
program when writing Permanent Storage backup tapes in archive tape 
form. Users may not want to use this character for other archive 
tapes, 

To write the initial header label, the operator should mount a tape 
on the archive tape drive and take the action: 

ATTN ! rX TAB new CR 

where X is the alphabetic reel name. At that time, the tape will be 
initialized to receive documents. To initialize reel A, for example, 
the action would be: 

ATTN Ira TAB new CR 

To ready an archive tape that has previously been initialized, the 
tape should be mounted on a drive of the operator's choice, and the 
following action taken: 

ATTN lrXi CR 

where X is the alphabetic reel name, and i is the number of the drive 
on which it is mounted. An archive tape document may be read from 
any drive. Writing an archive tape, however, will occur only on one 
particular drive. This drive is established by a patch in the COMPOOL 
(see npatching System Parameters n). If the operator attempts to ready 
a tape that has not been initialized, the system will type: 

ILLEGAL ACTION 

and ignore the request. 

~ archive tape should never ~ ~ manually unready. When a tape 
~s to be demounted, the foilow~ng action should be taken: 

ATTN !rX CR 

where X is the reel name. The system will then rewind the tape, 
permitting the drive to be used for other purposes. 

since it is not possible for the program to test the ready status of 
a drive, the operator must exercise care in taking these actions. 

Only the number of tape drives limits the number of tapes that may 
be mounted and made ready. 
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STORAGE REPORT ON PRINTER OR TAPE 

A request for a storage report to be output on a high-speed printer 
or magnetic tape may be made only from terminal zero. The output 
device requested must be readied before the request is made. The 
system must also ze-patched to indicate that the desired device-­
high-speed printer (terminal 98), or magnetic tape (terminal 97)--is 
attached (see "Patching System Parameters"). 

The storage report program (RPORT) has a very low priority. Therefore, 
it is subject to delays when there is high activity in the system. 
During the time that it is operating, both terminal 0 and the output 
device will be unavailable for other uses. If it is desired to 
discontinue preparation of a storage report while it is being output 
on t.he high··speed printer or magnetic tape, the operator may set Sense 
Switch F ON (up). This will terminate preparation of the report. A 
new request for the storage report must be made at a later time. 
This new request may start at 'the hundreds-group of documents following 
the last hundreds group fully processed. 

When the requested report is completed, the message 

END OF JOB 

will. be output on the specified device and terminal 0 will be unlocked. 

In examining the output of this program, it should be noted that the 
lett~er L will appear in the identification of a document instead of 
the numeral one, unless the terminal that entered the identification 
was using a Manifold typehead. 

SYS'l~EM OUTPUT 

ATS permits messages to be sent from one terminal to any other terminal 
on the system (see IBM l440~1460 Administrative Terminal System, 
Terminal Q£erator's:ManuaiH~O-OI85). These messages are not printed 
r:mmea1atery, but wait unt11 retrieved by the operator of the receiving 
terminal. This message facility also includes special output devices. 
These special output device terminals are numbered as follows: 

Terminal 

99 
98 
97 
96 

Device 

Card punch 
Printout with line numbers 
Magnetic tape 
Upper- and lowercase chain printer 

Mesliages for these output devices can be received only by an action 
at terminal 0, since only the console operator knows the ready status 
of these devices. Output messages can be accepted by first readying 
the output device and then taking the action: 

ATTN m9# CR 

from terminal 0 (9# is the terminal number of the device). All of 
the waiting messages for the device are retrieved and processed. 
When all messages have been processed, or if no message is waiting, 
the system will type: 

NONE 
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The operator may then request output for another device. 

Setting Sense Switch 0 ON (up) will terminate message processing at 
the end of the current message and the system will type: 

CLEARED 

Terminal 99 -- Card Punch 

The card punch is the only output device that interferes with terminal 
operation. Consequently, messages for the punch should be retrieved 
only when system activity is at a minimum. Before these messages are 
requested, the card punch should be placed in the ready status. Cards 
within the mechanism should be run out by lifting the cards out of 
the hopper and pressing the Non-Process Runout key. Pressing the 
Start key will start the punch mechanism running and reset the hardware 
interlocks. At this point the action: 

ATTN m99 CR 

should be taken at terminal O. All of the documents for the punch 
will be retrieved and punched into cards. Start and End cards, with 
the number of the terminal that transmitted the card images, precede 
and follow each card deck to make separation possible. These cards 
have the following format: 

START ii START ii START ii START ii 

END ii END ii END ii END if END ii 

where il is the terminal number from which the card deck was 
transmitted. If the punch should stop because of a feed error, the 
cards in the hopper must be lifted out and the Non-Process Runout key 
pressed. This will run the mispunched cards out of the mechanism. 
When blank cards are replaced in the hopper and the Start key is 
pressed, punching will resume with the card image in error. 

Terminal 98 -- Printout with Line Numbers 

Before printouts with line numbers are requested, the printer must 
be ready. This is accomplished by engaging the chain on the 1403 
Printer and pressing the Start key after the Print Ready light comes 
on. The 1443 Printer is readied by setting the Remove Typebar Switch 
to the ON position and pressing the Start key. When the printer is 
ready, the action: 

ATTN m98 CR 

should be taken at terminal O. At that time, all of the waiting 
documents for terminal 98 will be printed. Documents are separated 
from each other by a page containing a start line at the beginning 
of the document and an end line at the end of the document. As in 
the case of punched card output, these lines contain the number of 
the transmitting terminal so that the listings can be returned to the 
appropriate terminal operators. 
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If p.t'inter 1 is being used for peripheral purposes, the output that 
ordinarily would be printed may be sent to a tape mounted on the 
Output Terminal tape drive (see "Patching System Parameters"). This 
is done by setting Sense Switch B ON (up) before taking the ATTN m98 
CR action. A tapemark will be \~ritten after every document, and two 
tapemarks will be written after the last document. The l33-character 
records may be printed using any standard tape-to-printer program. 

~.nal 97 -- Card Image Magnetic Tape 

output for terminal 97 is written on tape drive 2. When the tape is 
ready, the action: 

ATTN m97 CR 

should be taken at terminal O. At that time, all of the messages for 
the t:ape will be written. The ·tape will contain 80-column unblocked 
card images of the input keyed at the transmitting terminal. Tapemarks 
are not automatically generated. The terminal operator generating 
the document must key a tapemark before transmitting the document if 
one is required by the program ·that is to read the tape. The tapemark 
is a 7-8 punch. To place a tapemark at the end of a document, the 
following characters should be keyed at the left margin on the last 
line of the document: 

7 BKSP 8 CR 

Terminal 96 -- Upper- and Lowercase Chain Printer 

The ()utput for the upper- and lowercase chain is formatted to look 
as if it had been typed at the terminal. To receive the messages for 
terminal 96, the printer should be in the ready status and Sense 
Switch B set OFF (down). When the printer is ready, the action: 

ATTN m96 CR 

should be taken at terminal O. All of the waiting documents will 
then be printed. If the upper- and lowercase chain is not installed 
on the system but is available on another computer, a tape should be 
mounted on the output Terminal Tape (see "Patching System Parameters") 
and readied, and Sense Switch B set ON (up). The print line images 
will then be written on this tape. 

System Output -- Alternate Procedure 

When a document is transmitted to an output device, it occupies a 
temporary location in Permanent Storage. When the console operator 
requests the messages for a device, the first message in the queue 
is loaded into Working Storage for terminal O. From there, it is 
form,atted into print, tape, or card images, and is written to the 
proper device. After the document has been formatted and written, 
Work.ing Storage is cleared, and the next waiting document is obtained. 
An a,l ternate approach permits the console operator to selectively get 
a document into terminal 0 Working Storage using the standard Get 
request. Once the document is in Working Storage, it may be transmitted 
directly to an output device by the action: 
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ATTN 19# CR 

where 9# is the number of the output device. The appropriate terminal 
o actions are listed below: 

Action 

ATTN 199 CR 
ATTN ! 98 CR 
ATTN 197 CR 
ATTN 196 CR 

Device 

Punch 
Printout with line numbers 
Tape 
Upper- and Lowercase Chain Printer 

This method of obtaining system output is much faster than transmitting 
documents from individual terminal stations, since the storage and 
deletion of the usually long "messages" (output documents) is bypassed. 
For this reason, some ATS installations may want their terminal 
operators to send short messages to terminal 0, indicating the location 
of their output documents, the devices to which they are to be sent, 
and where to send the output. When his time and system load permits, 
the console operator can retrieve the documents and t:ransmit them 
directly to the proper output devices. 

CARD AND TAPE INPUT 

It is possible to enter documents into ATS from cards or tape. Either 
of two input modes may be used: Card Image Mode or Document Mode. 
A control card must be used for the Document Mode and is strongly 
recommended for the Card Image Mode as well. These cards will be 
described in the following sections. The action in either case is 
identical: 

ATTN !cd CR 

for card-to-disk, and 

ATTN ltd CR 

for tape-to-disk. The system will load the input into Working Storage 
for terminal 0 and will stop at the first tapemark encountered in 
position one of a record. At that time, the system will print the 
next number to be assigned to input text as an indication of the 
number of lines or units that were entered. For card input, this 
operation appears on the terminal as follows: 

!cd 
NEXT NUMBER -- X 

where X is four more than the number of lines or units entered, 
assuming that a control card was used. 

The first card of an input deck should be a control card. The last 
three cards should be a special End card and two blank cards. The 
End card has a tapemark (7-8 punch) in column 1 (all other columns 
are ignored by the program). The two blank cards tha·t follow the End 
card prevent the card reader from stopping the system when it has 
read the last card. A complete input deck will appea.r as shown in 
Figure 6. 
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Blank Card 

Blank Card 

End Card 

Text of Document 

Control Card 

Figure 6. Card deck for document input 

~or tape input, the program expects the tape to be mounted and ready 
on drive 1. The first record should be a control card image and the 
last record a tapemark. 

Before the operation is started, the input device should be ready. 
In the case of the card reader, the deck should be placed in the 
hopper and the start key pressed. This will reset the hardware 
interlocks and start the motor~ In the case of tape input, the tape 
should be at: load point and ready. The printer is not used in this 
operation. 

Card Image Mode 

The Card Image Mode will load cards or tapes in normal BCD format and 
create an 80-80 duplicate in terminal 0 Horking Storage. This document 
will look as if the operator had keyed the document at the terminal 
in the Keypunch Mode (see "Keypunching" in IBM 1440/1460 Administrative 
Terminal System, Terminal 0aeratorts Manual-rH20-0i85). Ali special 
characters w~ii be converte to ATS mult1punching. The groupmark, 
for example, will be converted to: 

H BKSP 7 
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The character H (12-8 punch), plus the 7 punch, yields a 12-7-8 punch 
or a groupmark. If the created document is not altered by the control 
card, an exact duplicate of the input will be obtained when transmitting 
it back to cards or tape. 

The control card for Card Image Mode is like the control card used 
in the Keypunch Mode when keying at the terminal. It is loaded into 
Working Storage in the Heading Mode and may be used as a control card 
when transmitting back to cards or tape. A control card may appear 
as follows: 

8 
Column: 1 0 

MSSS-T-------T---T-- ----T-----T------DD 

£2S!. 
T The T defines the beginning of a field. If an input 

deck has fields beginning in columns 6, 16, 21, and 40, 
the control card should have a T in those positions. 
The T allows the system to generate a tab character to 
cross spaces between the end of one field and the beginning 
of the next. Since the tab is a single character, less 
space on the disk is taken than if spaces were generated,. 

The dash indicates that valid data will exist in the 
corresponding columns in the input deck. 

o The 0 has the same meaning as the dash on input. When 
transmitting back to cards or tape, however, it has the 
function of the duplicate key on a keypunch. 

M The M character (meaning Margin) suppresses the characte:rs 
in the corresponding columns. If used, these characters 
must b~ continuous, beginning at column 1. Mis punched 
in columns 1 to 5, for example, cause those columns to 
be ignored and loading to begin at column 6. When the 
same control card is used to transmit to cards or tape, 
the characters will again appear in column 6, but columns 
1 through 5 will be blank. 

S The S character, when transmitting to cards or tape, 
causes sequence numbering. On input, the S suppresses 
all data in the corresponding columns. By using SiS in 
the appropriate columns of a control card, incorrect 
sequence numbers can be blanked out when an input deck 
is loaded. When returning to cards or tape, the same 
control card will cause the deck to be properly sequence­
numbered. 

The control card must be continuous from column 1 to the last column 
of valid input. No data will be loaded beyond the end of the control 
card. If, for example, the control card extends from columns 1 through 
40, the data in columns 41 through 80 will not be loaded into the 
system. If the system does not recognize the first card of the input 
deck as a control card, it is loaded as data. Input decks without 
control cards are loaded in an 80-80 format. 
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Document MO~ 

Some installations may have documents generated by other programming 
systems. These documents may be loaded into ATS in normal document 
format including Automatic and Uncontrolled Modes, Heading and Footing 
Modes, and Plus-Lines action. Control characters, such as upshifts, 
downshifts, and tabs, will not be converted to multipunched special 
characters. They will be loaded as part of the document. The control 
card that indicates the Document Mode consists of an X in column 1 
and dashes throughout the rest of the card, as follows: 

~!!!!!:l 
X----------------------

8 
o 

Input in the Document Mode may be either cards or unblocked 80- or 
81-character tape records. The input must resemble a serial text 
stream as might be keyed from a terminal, including functional 
characters in the appropriate places. Carrier Return characters are 
supplied automatically at the end of the last printing character. 
An input line might look like this: 

TAB TAB UPSHIFT T DOWNSHIFT HIS IS A DOCUMENT. 

The following are acceptable functional characters: 

Function Character Card Code ~ -
Upshift Greater than 6-8 842 
Downshift Less than 12-6-8 BA842 
Tab Left bracket 12-5-8 BA841 
Backspace Semicolon 11-6-8 B842 
Space Blank 
Attention Word separator 0-5-8- A841 
Stop coc;1e Record mark 0-2-8 A82 

Special function characters, other than those named above, are invalid 
in the text mode. If they ~re encountered during text mode input, 
they will be ignored. These characters are as follows: 

Functi0.2. Character Card Code BCD 

Carriez' return Right bracket 11-5-8 B841 
None Colon 5-8 841 
None Tapemark 7-8 8421 
None Backward Slash 0-6-8 A842 
None Segment Mark 0-7-8 A842l 
None Delta 11-7-8 B8421 
None Groupmark 12-7-8 BA8421 

It is possible to enter every printing character on the Courier 72 
typehead, except the semicolon and the colon. The card codes for 
entering the 26 lowercase alphabetic characters are the standard 
alphabetic card codes. The same card codes are used for the 26 
uppercase alphabetic characters, except that they must be preceded 
by an upshift character, that is, a 6-8 punch, in some preceding 
column of the same card. The digits 2 through 9 and 0 are entered 
as lowercase with their standard numeric card codes. Other characters 
are entered as shown in the following table. Note the importance of 
entering the special characters with the correct shift code ahead of 
thenh 
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Courier 72 
Character 

[ 
@ 

# 
$ 

% 
¢ 

& 

* 

+ 

o 

" 

. 
/ 

? 

Modes of Stored Text 

Preceding Shift 
Code in CARD 

Downshift 

Upshift 
Upshift 
Upshift 
Upshift 

Upshift 
Upshift 

Upshift 
Upshift 

Upshift 

Upshift 

Downshift 
Upshift 
Downshift 

Upshift 

Downshift 
Upshift 
Downshift 
Upshift 
either 
either 
Downshift 

Upshift 

Card 

~ 

1 

1 
2 
3 
4 

5 
6 

7 
8 

9 

0 

11 
11 

3-8 

3-£ 

11-0 
11-0 

4-8 
4-8 
0-3-8 

12-3-8 
0-1 

0-1 

Remarks 

The numeral one is 
entered as a lowercase 
letter "L". 

May also use Upshift 
11-3-8 punch. 

May also use 
2-8 punch. 

U12shift 

May also use U12shift 
11-4-8 punch. 

May also use U12shift 
0-4-8 punch. 

May also use U12shift 
12-4-8 punch. 

May also use Downshift 
12 punch. 

May also use U12shift 
12 punch. 

May also use Downshift 
12-0 punch. 

May also use U12shift 
12-0 punch. 

The loading of the input text will correspond to the mode of terminal 
O. The sequence: 

u 
UNCONTROLLED MODE 
..Lcd 

will cause the first card to be loaded in the Uncontrolled Mode. To 
begin the input stream in a known mode, the second card, following 
the control card, should be a mode request. Mode requests are entered. 
when an Attention character in column 1 is followed by a mode request. 
An AUTOMATIC Mode request would appear as follows: 

Col. 1 
ATTN 

Col. 2 
A 

All other Attention actions are entered in the same manner, on separate 
cards beginning at column 1. These actions are as follows: 
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Automatic Mode ATTN A 
Uncontrolled Mode ATTN U 
Centering Mode ATTN UC 
Heading Mode ATTN H 
Footing Mode ATTN F 
Plus Lines ATTN + (DIGITS) 
Format Control ATTN A (DIGITS) 
Format Control ATTN U (DIGITS) 

Units in Stored Text 

In the Uncontrolled Mode, each card image is one unit. In the Automatic 
Mode, however, the end of a unit must be indicated by a blank card, 
which is analogous to the double Carrier Return. For example: 

I 
2 
3 
4 

unit --
I 
2 
2 
2 

ATTN A 
UPSHIFT N DOWNSHIFT OW IS THE 
TIME. 
Blank 

The loading of the document will end when a tapemark (7-8 punch) is 
encounterE~d in the first column of a card or when a tapemark is found 
in the first position of a record read from the tape. 

WARNING: If a 7-8 punch is not found in column I of some card in a 
~ck being loaded with the led action, the card reader will stop and 
hang up the entire system when the last card in the deck has been 
read. Reading a card with a 7-8 punch in column I will cause ATS to 
cycle properly again. 
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PERIPHERAL OPERATIONS 

Peripheral programs are not usually related to serv1c1ng the terminals. 
They .perform unrelated background functions such as card-to-tape or 
tape-to-printer operations. A peripheral program must first be brought 
into core storage from the disk before it can be used. This is 
accomplished by taking the following action from terminal 0: 

ATTN Ip TAB xxxxx CR 

where XXXXX is the name of the desired program (up to five letters). 
Three ATS peripheral programs are MDLPP (Model Peripheral Program), 
ARCRT (Archive Tape Report), and DSKDM (Disk Dump). MDLPP is a model 
for those who wish to write their own peripheral programs. It is not 
a supported part of ATS. 

For example, DSKDM may be called in by typing: 

ATTN IP TAB DSKDM CR 

If the action is taken correctly, the print element will "wiggle". 
If the action is not correct, the system will type: 

ILLEGAL ACTION 

and ignore the request. 

The sense switches are usually used to communicate to peripheral 
programs. The sense switch settings for DSKDM are described in the 
next section. 

CAUTION: Peripheral programs cannot be used unless space is reserved 
for them when allocating core blocks (see "Patching System Parameters"). 

Disk Dump -- DSKDM 

The Disk Dump program is an online debugging tool used to log all 
disk reads and writes on an IBM 1403 or 1443 Printer. As distributed, 
DSKDM is assembled so that a maximum of 40 core blocks may be assigned 
if it is to be used. It may be called in by typing: 

ATTN !p. TAB DSKDM CR 

When DSKDM is in core, it will log all disk operations when Sense 
Switch C is ON (up), however Sense Switch C must not be turned ON 
until DSKDM is in core. If Sense Switch B is OFF (down) the logging 
will be on printer number one, if it is set ON (up) the logging will 
be on magnetic tape drive number one. Many of the keystrokes received 
from the terminals correspond to graphics that do not ordinarily print 
on the IBM 1403 or 1443 Printers. These characters are printed in 
the same double-character representation used in the ATS Core Dump. 
The contents of text blocks, their core location, and a read or write 
indicator are printed. If the sector count is a multiple of 10, the 
sector content is omitted on the printing. A sample of DSKDM output 
appears below: 
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58901 R *000200020 
7690 R *000220010 
5890 R *000280020 
5890 R *000510020 
7690 R *000530010 

10100 W -.-....... -... -..... 
*019999001 LW'l'*L$ 2 2 2 * 

SS RS R 

The number on the left is the core address of the disk control field. 
R or W indicates a read or write. The next ten characters are the 
disk control field. The first five lines are programs and program 
overlays. The last three lines represent a text block. A dash over 
a character indicates a wordmark; a period represents a non-wordmarked 
character. The block is divided into ten-character segments. The 
meaning of the double-character representation is the same as in the 
ATS Core Dump program discussed above. 

NOTE: DSKDM degrades system response at the terminals; it should not 
beused dUI;ing normal operations of ATS. However, DSKDM must be 
loaded with the ATS program on disk if any peripheral programs are 
to be used. 

Archive Tape Report - ARCRT 

ARCRT produces a storage report on the high-speed printer of the 
contents of an ATS Permanent Storage Tape. As distributed, the p~ogram 
is assembled so that a maximum of 40 core blocks may be assigned if 
it is to be used. Sense switches C, D, E, and F should all be set 
off (down) before ARCRT is called in. It may be called in by typing: 

ATTN Ip TAB ARCRT CR 

The Permanent Storage Tape reel about which the report is to be made, 
must be mounted on tape drive number 1. The sense switches that 
control program operation must not be set until the tape drive and 
printer have been readied.~e functions of these switches are: 

Sense 
SWl.tch Function ------ ---------
D If sense switch D is on (up), execution of the peripheral 

program will be terminated after a SEQUENCE CHECK or BAD TAPE 
RECORD message is printed. If sense switch D is off (down), 
program execution will continue after these messages are 
printed. 

E Sense switch E controls the execution of the program. In the 
off (down) position, the program will not execute even though 
it is in core storage. This switch should be set on (up) to 
start execution of the program and will normally be left in 
this position until the END OF JOB message is printed. However, 
if it is necessary to interrupt execution of this program to 
allow some other program to use the high-speed printer, this 
swit:ch may be set off (down). Execution of the program will 
resume when the switch is set on (up). 

47 



The following messages may be printed during execution of this program: 

SEQUENCE CHECK -- This means that the identification number of the 
last document read on the Permanent Storage Tape is equal to 
or less than the identification number of the preceding document,. 
This will be followed by an END OF JOB message if sense switch 
D is on. 

BAD TAPE RECORD This means that an uncorrectable error has occurred 
in reading the Permanent Storage Tape. This will be followed 
by an END OF JOB message if sense switch D is on. 

WRONG TAPE MOUNTED -- This means that the first record of the tape 
mounted on tape drive number 1 does not have the expected 
format. The tape is rewound and unloaded and an END OF JOB 
message is printed. 

ERR. IN REC. CT. -- This means that the document size indicated in a 
document header does not agree with the number of tape records 
found on the Permanent Storage Tape. Execution of the program 
will continue. 

END OF JOB -- This means that program execution has terminated. 
Normally this message is printed after a tapemark is read on 
the Permanent Storage Tape. If another report is wanted, the 
program must be called in again from terminal O. 

Model Peripheral Program -- MDLPP 

MDLPP processes tapes for IBM 7070/7074 or IBM 7090/7094 Data Processin9 
Systems. It will print output and prepare input tapes for either 
system. It requires 2000 positions of core storage, hence, a maximum 
of 40 core blocks may be assigned if it is to be used. The functions 
of the four sense switches are described below. They should be set 
before MDLPP is called into core. It may be called in by typing: 

ATTN !p TAB MDLPP CR 

Sense 
Sw~tch Function 

D If sense switch D is on (up), the program will ignore carriage 
control characters when printing output tapes. 

E Sense switch E controls card reading. When MDLPP is in core 
and E is in the on (up) position, the program will expect cards 
in the reader and an output tape mounted and ready on drive 
2. If a 7090 input tape is to be created, the printer must 
be ready, as all cards containing a $ in column 1 will be 
logged. MDLPP will write the tape according to the setting 
of sense switch F. It will write a tapemark when a card 
containing a 7-8 punch in column 1 is encountered. The operation 
ends when two such cards occur consecutively. Thus the end 
of the input deck should be two cards containing 7-8 punches 
in column 1, followed by two blank cards. 

F Sense switch F controls the mode of the operation. The on 
(up) position indicates the 7090 mode, the off (down) position 
indicates the 7070 mode. 
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G Sense switch G controls the printing of output tapes. When G 
is on (up), the program expects an output tape mounted on drive 
1 ana the printer in ready status. The operation will stop 
at the first tapemark encountered if 7070 mode, or the first 
two consecutive tapemarks if 7090 mode. If more than one file 
is on a single print tape, sense switch G should be turned 
off, then back on between jobs to print the entire tape. Sense 
switch F indicates the mode used when the tape was created. 

Cal:ds are written on tape in unblocked records. In the 7090 mode, 
thE~ program accepts intermixed Hollerith and binary cards and writes 
the appropriate lookahead bits. A binary card always has a 7-9 punch 
in column 1. $DATA, $EOF, and $STOP cards will be logged on the 
printer and will cause a tapemark to be written on tape. Hollerith 
records are written in even parity; binary records are written in odd 
parity. In the 7070 mode, the records are in 80-81 format and in 
even parity. 

Print tapes are read from drive 1 in the mode determined by sense 
switch F. The tape may contain as many as five 132-character print 
lines per record. If sense switch D is off (down), MDLPP will interpret 
the first character of every print line as follows: 

f..haracter 

Blank 
o 

+ 
None of the above 

Carriage Control 

None 
Single-space before print 
Double-space before print 
Space suppress after print 
Eject page 

If sense switch D is on (up), the characters in column 1 will not be 
examined, but will be printed~ 
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TROUBLESHOOTING THE SYSTEM 

with any large programming system, undetected program errors are 
always possible. There are also a few common operational problems 
that will occur in most installations. 

TERMINAL PROBLEMS 

The following is a list of terminal difficulties frequently encountered: 

1. Problem: A terminal operator complains that the terminal 
will not respond. 

Solution: Dial the status of the 1448 line for that 
terminal. If the status is Control (CTL), the p~ogram is still 
processing a request for that terminal and will not allow the operator 
to continue until it is finished. If the status is Transmit (TSM), 
the operator should turn the terminal (or 1051 Control unit) off, 
then back on, wait a few seconds, and strike the Carrier Return key. 
If this does not correct the problem, an IBM representative should 
be called. If the status is Receive-Idle (REe-IDL), Receive-Check 
(REC-CHK), or Receive End of Storage (REC-ESA), have the operator 
turn the terminal (or 1051 Control Unit) off, then back on, wait a 
few seconds, and atrike the Carrier Return key. If this does not 
correct the problem, an IBM representative should be called. 

2. Problem: The operator complains that the printout is 
unacceptable. 

Solution: Most output problems are caused by improperly 
set tab stops. The tab stops must be mechanically set on the terminal 
and their positions conveyed to the program by the ATTN 1 action, 
followed by a sequence of t's and dashes. Never assume that the 
operator has set the tabs correctly. If the tabs are properly set 
and the printout is still unacceptable, check that there are not more 
tabs on a line than have been indicated by the ATTN ! action. For 
example, if the program has been told there are five tab stops and 
the operator tabs six times, the computer will never emit a tab after 
the print element passes the fifth tab position. If the tabs are set 
properly and the program is not justifying when the justify request 
is taken, the text has probably been entered in the Uncontrolled Mode, 
and will not be justified. If incorrect characters are being printed 
at the terminal, callout the units in question to correct them. If 
they are still in error, an IBM representative should be called. 

3. Problem: A terminal receives the GO ON-LINE message 
even though it has made a request for the Automatic or Uncontrolled 
Mode in the approved fashion. 

Solution: This problem occurs when too few core blocks 
have been ass1gned. If the terminal attempts to go online when there 
are no available core blocks, the program will type the message GO 
ON-LINE and ignore the request. This message will also be received 
when a terminal is offline and takes any Attention action except ATTN 
A or ATTN U. Before assuming that the program has no core blocks, 
check the request to be certain that the exact sequence: 
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ATTN a CR 
or 

ATTN u CR 

was typed at the left margin. If the request was valid, the number 
of core blocks should be increased at the earliest opportunity. 

4. Problem: An operator has forgotten the lockword of a 
doclument in Permanent Storage. 

Solution: The lockword can be determined by computing 
the index entry for the document number by the method previously 
described. When ATS is not cycling, the index sector should be read 
using the Single Sector Disk Dump. The index entry for the document 
will contain the address of the first half-track of the document (low­
order zero understood). positions 80-84 of the first sector of this 
half-track will contain the lockword. After the lockword is translated 
to terminal code the document may be deleted when the system is cycled 
noxmally. Another approach is to change the lockword to delta 
characters,. It is important that the wordmark in character position 
80 be entered. This procedure avoids the requirement of translating 
the lockword. It does introduce the possibility of destroying a valid 
lockword if a mistake were made in computing the index entry. 

PROGRAM HAIJTS AND CHECK RESETS 

£2,Esole Procedure 

ATS will halt only if it detects an irrecoverable error condition. 
If the system halts or causes a Check Reset, DO NOT PRESS START. 
Record the lights and addresses displayed on tne-COnsoie. When the 
I ADD REG key is pressed, the address of the ~nstruction following 
the stop will be displayed in the Storage Address lights. Next the 
B ADD REG key should be pressed and the Storage Address register 
recorded. The final operation is to dump core using the ATS Core 
Dump program. When the dump is finished, the system should be restarted 
using the ATS bootstrap program. Core locations 5906 and 5907 hold 
the number of the terminal being serviced at the time of the stop. 
This is printed on the core dump. If possible, the output on that 
terminal should be retrieved to help isolate the cause of failure. 

NOTE: Unless the procedure outlined above is followed, and all the 
requested i.nformation is available for submission, do not call on the 
local IBM Systems Engineer for assistance in locating possible program 
difficulties with ATS. 

~ck Reset Conditions 

The Check Reset condition will occur if the processor attempts to 
execute an invalid instruction, wraps core, or generates characters 
in bad parity. This latter error can occur if the program transmits 
a g:roupmark to the 1448. A list of common Check Reset failures is 
given below. In all cases, the processor will stop (no Stop light) 
and the Check Reset light will be on. 
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cause 

Illegal 1448 
Communication 

Parity Error 

Invalid 
Instruction 

Wrap Core 

Program Halts 

Display 

The Operation register (OP) will 
always contain an 0 (B and 6 bits). 

The red label above the A-register, B­
register, Storage Address register, or any 
combination of the above, will be lighted, 
and one or more characters displayed in these 
registers will have an even number of bits. 

The Operation register (OP) will 
contain the invalid instruction. 

The red label above the A-register or B­
register will be lighted, and 15999 or 00000 
will be displayed in the Storage Address 
register. 

Except where noted below, these halts may be caused by disk errors 
that persist after seven attempts. They may also be caused by obscure 
program difficulties that cause illegal disk control fields. 

The application program in the Overlay Area (core positions 5900 to 
7700) at the time of a halt can be determined by examining the contents 
of core positions 5894-5897 in the core dump taken at the time of the 
halt. The operator should not attempt to examine these positions 
from the console. He should immediately note the console lights, 
take a core dump, and restart the system as noted above. 

Program 5894-5897 

SCHED any 

EUNIT any 

HSKPG ? 

FRPRT 0100 

I-Address 

1906 

3238 

3333 

4221 

4443 

4629 

4781 

5695 

8093 

7272 
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Remarks 

Illegal character after 
record mark in text stream 
being output to a terminal. 

Attempting to read an 
application program. 

No list entries available. 

Double purging of Disk Block 
addresses. 

Attempting Working Storage 
input/output~ 

No core blocks available. 

No list entries available. 

This program is only in core 
on system start, before any 
terminal activity is allowed. 



ATTEN 0200 6998 
7524 
7586 

MISAC 0230 7396 
7476 
7779 
8084 

COINS 0320 7377 
7498 

BUKOP 0400 6896 

GETDC 0480 7389 

FILEI' 0500 6522 Illegal program communication 

6917 
7994 

STORE 0560 6153 

SECRD 0800 7279 

SPRN'r 0840 6045 
7416 

REDTP 0870 6522 

WRTTP 0900 6671 

DELET 0940 6580 

RPORT 0960 7323 

KLCUT 1000 7105 

CRDSL 1090 5944 
7660 
8038 

PERPT 1120 7323 
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