



















































































































































































































































































































































































































































































80861

Operator Action: Not applicatle. 81021

UTILITY MODIFIER_CARD

EMULATOR_PACK

Cause: Pack was initjalized for a
System/360 Model 30/40 or
System/370 emulator.

This is probably a user error.

System Action: The job is

cancelled.

Programmer_ Action: The applicable
1400 utility program must be used

8103I

Cause: This is an information
only message.

System_Action: The utility
modifier control card parameters
are listed following this message
and processing continues.

Programmer Action:
applicable.

Not

Operator Action: Not applicable.

INVALID CARD

to copy emulator packs. If a
restore is being done, a pack
initialized for System/360 or
System/370 must be used.

Operator Action: Check that the
correct input and output files are
mounted. If correction is
necessary, rerun the job.

If the problem recurs, have the
job stream, log sheet, and printer
output available to complete your
problem determination action.

Initialize Disk and Data Cell Utility
Messages

The numeric values in the comments of these
messages, represented by small x's, are in

hexadecimal notation.

81011

8104I

Cause: The utility modifier
statement was improperly

identified.
This is prokakly a user error.

System Action:
cancelled.

The job is

Programmer Action: Correct the
utility modifier statement and
resubmit the job.

If the problem recurs, have the
job stream, log sheet, and printer
output available to complete your
problem determination action.

Operator Action: Not applicable.

INVALID FORMAT

SYS000 NOT ASSIGNED TO A 2311 OR

2314

Cause: A 2311, 2314, or 2319 is
not assigned to SYS000. 2314 is
printed for both the 2314 and the
2319.

This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Assign SYS000
to a 2311, 2314, or 2319 and
resubmit the job.

If the probler recurs, have the
job stream, log sheet, and printer
output availakle to complete your

problem determination action. 81051

Cause: A required parameter on
the utility modifier card is
either missing or out of sequence.

This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Correct the
utility modifier statement and
resubmit the job.

If the problem recurs, have the
jcb stream, log sheet, and printer
output available to comgplete your
problem determination action.

Operator Action: Not arplicable.

INVALID PARAMETER

Operator Action: Assign SYS000 tc
a 2311, 2314, or 2319 and rerun
the job.

Appendix F. Operator Communication Messages

Cause: The parameter value in the
utility modifier card is
incorrect.

155



81061

This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Correct the
utility modifier parameter in
error and resubmit the jot.

If the problem recurs, have the
job stream, log sheet, and printer
output availakle to complete your
problem determination action.

Operator Action: Nct aprlicakle.

INVALID USE OF S ENTRY IN INPUT

81071

Cause: The S entry in the input
option parameter (that is, IS)
indicates that surface analysis
and RO generation are to ke
skipped. The error was caused by
either:

1. The Initialize Disk program
cannot find a VOL1l or Format
4 label and assumes that the
pack has not been
initialized, or

2. IS was specified while
initializing an emulator
pack.

This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Change the
input option parameter or suppgly
the correct disk pack and rerun
the job.

If the problem recurs, do the
following to complete ycur prcbler
determination action:

1. Have the job stream, log
sheet, and printer output
available.

2. Execute LISTVTOC for the
subject volure and save the
output.

Operator Action: Insure that the
correct disk pack has been mounted
and that the assignment is
correct. If correction is
necessary, rerun the job.

CYLxx, TRKxx, IS A DEFECTIVE

ALTERNATE TRACK
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81081

Cause: The indicated alternate
track is defective and will not be
assigned.

System Action:
ccentinues.

Processing

Programmer Action: Not
applicakle.

Orperator Action: Not applicable.

CYLxxX, TRKXX, IS DEFECTIVE AND AN

81091

ALTERNATE IS ASSIGNED

Cause: The main area of the
indicated track is defective and
an alternate is assigned.

System Action:
continues.

Processing

Programmer Action: Not
applicable.

Operator Action: Not applicable.

CYLxxX, TRKXX, IS DEFECTIVE AND NO

ALTERNATE IS AVAILABLE

Cause: The indicated track is
defective and no more alternates
are available.

This is possibly a hardware error.

System Action:
cancelled.

The job is

Programmer Action: Not
applicable.

Orerator Action: If the message
8108I has occurred several times
prior to this message, and:

e The indicated track on all
these messages is the same,
the disk drive is probably
defective. Move the disk pack
to another drive and rerun the
program.

e The indicated tracks are
random, the pack is probably
defective.

If the problem persists, do the
fcllowing to complete your problem
determination action:

1. Have the job stream, log
sheet, and printer output
available.

2. Issue the ROD command,
execute EREP, and save the
output.



81101

CYLxx, TRKxx, HA or RECO IS IN

8111A

ERROR

_____ The portion of the track
where HA or Record 0 is written is
defective.

This is possikly a hardware error.

System Action:
cancelled.

The job is

Programmer Action: Not

applicable.

Operator Action: Mount a new disk
pack and rerun the job.

If the problem recurs, do the
following to complete your problem
determination action:

1. Have the job strear, log
sheet, and printer output
available.

2. Issue the ROD cormrand,
execute EREP, and save the

output. 8113A

An EXTENT parameter is invalid or
rissing.

System Action: The system waits
for an operator resgonse.

Programmer Action: Correct the
VTOC control card, or correct or
supply an EXTENT parameter and
resubmit the job.

If the problem.recurs, have the
jcb stream, log sheet, and printer
output available to complete your
proklem determination action.

Operator Action: Correct the
card, place it in the reader, and
ready the reader. Type 2 to
continue processing, or

Type any character other than 2 to
cancel the jok.

Default System Action:
cancelled.

The job is

VIOC_OVERFLOWS CYLINDER

VTOC_CARD MISSING

81124

Cause: VTOC card is missing cr
incorrect.

This is probalkly a user error.

System Action: The system waits
for an operator resronse.

Programmer Action: Insert or
correct the VTOC card and resubmit
the job.

If the problem recurs, have the
job stream, log sheet, and printer
output availakle to complete your
problem determination action.

Orperator Action: Correct the
card, place it in the reader, and
ready the reader. Type 2 to
continuve processing, or

Type any character other than 2 tc
cancel the job.

Default System Action:
cancelled.

The Jjcb is

8114A

Cause: Assigned VTCC area
overflows the cylinder.

This is prokakly a user error.

System Action: The system waits
for an operator response.

Programmer Action: Correct the
jcb stream so that the VTOC area
is one cylinder or less and
resubmit the job.

If the problem recurs, have the
jck stream, log sheet, and printer
cutput availakle to complete your
problem determination action.

Operator Action: Correct the
card, place it in the reader, and
ready the reader. Type 2 to
continue processing, or

Type any character other than 2 to
cancel the job.
Default System Action: The job is
cancelled.

VOL_CARD MISSING

VTOC ADDRESS INVALID

Cause: The VIOC start address is
invalid, orx

Arrendix F. Operator Communication Messages

Cause: VOL1 card is missing,
incorrect, or out of sequence.

This is probably a user error.
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8115A

System Action: The system waits
for an operator resgonse.

Programmer Action: Correct the
placement, omission, or contents
of the VOL1 card and resukmit the
job.

If the problem recurs, have the
job stream, loy sheet, and printer
output available to complete your
problem determination action.

Operator Action: Correct the
card, place it in the card reader,
and ready the reader. Tyge 2 to
continue processing, or

Type any character other than 2 toc
cancel the job.
8117A

Programmer Action: Correct the
VTOC or END card, or insert the
rissing END card. Resukmit the
job.

If the problem recurs, have the
job stream, log sheet, and printer
output availakle to complete your
problem determination actione.

Operator Action: Correct the
card, place it in the card reader,
and ready the reader. Type 2 to
ccntinue processing, or

Type any character other than 2 to
cancel the job.

Default System Action:
cancelled.

The job is

PARAMETER DELIMITER

Default System Action:
cancelled.

The jcb is

VOL1 SERIAL FIELD

81164

Cause: VOL1l card has all blanks
in the volume serial field.

This is probakly a user error.

System Action: The system waits
for an operator response.

Programmer Action: Correct the
VOL1 card by completing cclumns
5-10 and resubmit the job.

If the problem recurs, have the
job stream, log sheet, and printer
output available to corplete your
problem determination action.

Operator Action: Correct the
card, place it in the card reader,
and ready the reader. Type 2 to
continue processing, or

Type any character other than 2 to
cancel the job.
8118D

Cause: A comma is missing after a
parameter.

This is prokakly a user error.

System Action: The system waits
for an operator resgonse.

Programmer Action: Insert the
rissing comma and resubmit the
job.

If the problem recurs, have the
job stream, log sheet, and printer
output availakle to complete your
rroblem determination action.

Operator Action: Correct the
card, place it in the card reader,
and ready the reader. Type 2 to
continue processing, or

Type any character other than 2 to
cancel the jok.

Default System Action:
cancelled.

The job is

UNEXPIRED FILE

Default System Action:
cancelled.

The ijcb is

VTOC OR_END_CARD ERROR

158

Cause: A VTOC or END card is
incorrect or an END card is
missing.

This is probakly a user error.

System Action: The system waits
for an operator resgonse.

DOS and TOS Utility Programs

Cause: An unexpired file was
detected on SYS000.

This is probably a user error.

System Action: The system waits
for an operator resgonse.

Programmer Action: Check that the
information on the unexpired file
is not to be retained or
substitute different extents.
Resubmit the job.




If the problem recurs, do the
following to complete your problem
determination action:

1. Have the job stream, log
sheet, and printer output
available.

2. Execute LISTVTOC for the
subject file and save the
output.

Operator Action: Type 2 to
continue the job and to delete
this or any other unexprired file,
or

Type any character other than 2 to
cancel the job.

Default System Action:
cancelled.

The job is

81201 END OF INIT. [DISK, DATA CELL]
Cause: Normal end of initialize
disk or data cell program.
System_Action: The job is
finished.

Programmer Action: Not
applicable.
Operator Action: Not applicable.

81211 UNRECOVERABLE DISK ERROR

Cause: An unrecoverable disk
error occurred while perfcrming
surface analysis.

This is probably a hardware error.

System Action:
cancelled.

The job is

Programmer Action: Not

applicable.

Operator Action: Mount another
disk pack and rerun the jcb.

If the problemr persists, do the
following to complete your problem
determination action:

1. Have the job stream, log
sheet, and printer output
available.

2. Issue the ROD comrmand,
execute EREP, and save the
output.
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81221

LABEL CONTROL SET

81231

Cause: The label control cards
are printed after this message.

System Action:
continues.

Processing

Programmexr Action:
applicable.

Not

Operator Action: Not arplicable.

EMULATOR PACK, STANDARD VTOC

Cause: A nonstandard VTOC has
keen specified for an emulator
pack, although it requires a
standard VTOC.

System Action: Processing
ccentinues. Standard VTOC is built
for emulator pack.

Programmer Action: Not

applicable.

Operator Action: Not applicable.

Alternate Track Assign Utility Messages

The numeric values in the comments of these
messages, represented by small x's, are in
hexadeciral notation.

82011

SYS000 NOT A VALID DISK DRIVE

82031

Cause: A disk was not assigned to
SYS000.
This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Not

applicable.

Operator Action: Assign SYS000 to
a disk drive and rerun the job.

If the problem recurs, have the
job stream, log sheet, and printer
ocutput availakle to complete your
problem determination action.

INVALID CARD

Cause: The utility modifier
statement is improperly
identified.
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82051

This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Correct the
utility modifier statement and
resubmit the job.

If the problem recurs, have the
job stream, log sheet, and printer
output available to corplete your
problem determination action.

Operator Action: Check the //
EXEC statement against the utility
modifier card for the correct
program. Correct the utility
modifier statement and rerun the
job.

INVALID FORMAT

82061

Cause: A parameter is missing or
out of sequence.

This is probakly a user error.

System Action:
cancelled.

The jok is

Programmer Action: Not
applicable.

Operator Action: Correct the
utility modifier card and rerun
the job.

If the problem recurs, have the
job stream, log sheet, and printer
output available to ccrplete your
problem determination action.

INVALID PARAMETER

Cause: A parameter in the utility
modifier statement was incorrectly
specified.

This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Correct the
parameter value in the utility
modifier statement and resubmit
the job.

If the problem recurs, have the
job stream, log sheet, and printer
output available to comgplete your
problem determinaticn action.
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82101

Orperator Action: Not applicable.

UTILITY MODIFIER CARD

Cause: The control card
parameters are listed following
this message.

System Action:
continues.

Processing

Programmer Action: Not
applicakle.

Operator Action: Not applicable.

FORMAT 4 LABEL MISSING

82111

Cause: The VOL1 lakel contains
the address of the VTOC, but no
Fcrmat 4 lakel can ke found at

that address.
This is possikly a hardware error.

System Action:
cancelled.

The jok is

Programmer Action: Recreate the
file on another disk pack or data
cell, or reinitialize this disk
pack or data cell and recreate the
file.

If the problem recurs, do the
following to complete your problem
determination action:

1. Have the jok stream, log
sheet, and printer output
availakle.

2. Issue the ROD command,
execute EREP, and save the
cutput.

3. Execute LISTVTOC for the
subject volume and save the
output.

Ogerator Action: Check that the
proper disk pack or data cell has
Leen mounted. If not, mount the
proper volume and rerun the job.

VOLUME LABEL MISSING

Cause: The volume lakel is always
record 3 of cylinder 0, track 0
fcr a disk, or record 3 of subcell
0, strip 0, cylinder 0, track 0
for a data cell. The volume label
cannot ke found at this location.



82121

System Action:
cancelled.

The job is

Programmer Action: Reinitialize
the disk pack and recreate the
file.

If the problem recurs, do the
following to complete your problem
determination action:

1. Have the job streanm, log
sheet, and printer output
avilable.

2. Issue the ROD cormmand,
execute EREP, and save the
output.

3. Execute LISTVTCC for the
subject volume and save the
output.

Operator Action: Check that the
prorer disk pack or data cell has
been mounted. If nct, mount the
proper volume and rerun the jcb.

DATA CHECK IN LABEL

8213D

Cause: A data check occurred in
the count field while reading a
label.

This is probakly a hardware error.

System Action: The job is

cancelled.

Programmer Action: If the prcblen
recurs, the file should ke
recreated on another disk pack or
data cell and the subject volume
should be reinitialized.

Operator Action: Rerun the job.

If the probler recurs, dc the
following to complete your problem
determination action:

1. Have the job strear, log
sheet, and printer output
available.

2. Issue the ROD command,

execute EREP, and save the
output.

FORMAT 4 LABEL_ ERROR

Cause: An error occurred while
reading a Format 4 lakel.

This is probakly a hardware error.

8214D

System Action: The system waits
fcr an operator response.

Programmer Action: If the error
recurs, recreate the file on
another disk pack or data cell and
reinitialize the sukject volume.

Operator Action: Type a 2 to
continue processing, or

Type any character other than 2 to
cancel the jok, or

Mcunt the pack on another disk
drive and rerun the job.

If the problem recurs, do the
fcllowing to complete your problem
determination action:

1. Have the job stream, log
sheet, and printer output
available.

2. Execute a stand-alone dump at
the time of the failure and
save the output.

3. Issue the ROD command,
execute EREP, and save the
output.

4, Execute LISTVTCC for the
subject volume and save the
output.

Default System Action:
cancelled.

The job is

VCLUME LABEL_ERROR

Cause: An error occurred while
reading a volume latel.

This is prokakly a hardware error.

System Action: The system waits
fcr an operator resronse.

Programmer Action: If the problem
recurs, recreate the file on
another disk pack or data cell and
reinitialize the sukject volume.

Orerator Action: Type a 2 to
continue processing, or

Type any character other than 2 to
cancel the job, or

Mcunt the pack on another drive
and rerun the jok.

1f the problem recurs, do the
following to complete your problem
determination action:
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82151

1. Have the job streamr, log
sheet, and printer output
available.

2. Execute a stand-alone dump at
the time of the failure and
save the output.

3. 1Issue the ROD command,
execute EREP, and save the
output.

Default System Action:
cancelled.

The job is

ALT CYLS FULL

82161

Cause: No more alternate tracks
are available for assignment.

System Action:
cancelled.

The job is

Programmer Action: The file
should be recreated on ancther
disk pack, or

This pack should ke initialized
and a complete surface analysis
performed before rebuilding the
file.

If the problem recurs, do the
following to complete your prcblem
determination action:

1. Have the job stream, log
sheet, and printer output
available.

2. Issue the ROD command,
execute EREP, and have the
output available.

Operator Action: Not applicakle.

CYLxx, TRKxx RECO IN ERROR

Cause: The portion of the track
on which record 0 is written is

defective.

System Action:
cancelled.

The job is

Programmer Action: The file
should be recreated on ancther
disk, or

The subject pack shculd be
reinitialized and the file should
be rebuilt.

If the problem recurs, do the
following to complete your prcblem
determination action:
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1. Have the jok stream, log
sheet, and printer output
availakle.

2. Issue the ROD command,
execute EREP, and save the
output.

3. Execute the disk to printer
utility for the record in
question.

Operator Action: Not applicable.

8220I cccchhhhrrkkdddd
Cause: If there are no errors,
the eight byte count field is
printed in hexadecimal as each
record is transferred.
c=cylinder
h=head
r=record
k=key
d=data
System_Action: Processing
continues.
Programmer Action: Not
arplicarkle.
Operator Action: Not applicable.
8221I ALT TRK _ASSIGNED NOT ACCESSIBLE

Cause: The HA and RO area
designated is defective. The
alternate track is not accessible
for the valid data.

This is possibly a hardware error.

System Action:
cancelled.

The job is

Programmer Action: The file
should be created on another disk
pack or data cell, or

This disk pack or data cell should
ke initialized and the file
recreated.

If the problem recurs, do the
fcllowing to complete your problem
determination action:

1. Have the jok stream, log
sheet, and printer output
availakle.

2. Issue the ROD command,
execute EREP, and save the
cutput.



82221

Operator Action: Not applicatle.

HA AND RO ARE DEFECTIVE

8223I

Cause: The HA and RO areas are
defective. BAn alternate track was
not previously assigned, and
therefore all the records will be
printed on SYSLST regardless cf
print option.

System Action:
continues.

Processing

Programmer Action: Recreate the
file on another disk pack or data
cell, or initialize this disk pack
or data cell.

If the problem recurs, do the
following to complete your problem
determination action:

1. Have the job stream, log
sheet, and printer cutput
available.

2. Issue the ROD command,
execute EREP, and save the
output.

Operator Action: Not applicakle.

ALT TRK_PREVIQUSLY ASSIGNED

82241

Operator Action:

Cause: The HA and RO areas
designated are not defective. The
alternate track was previously
assigned; therefore, data will be
transferred to a new alternate
track.

System Action:
continues.

Processing

Programmer Action: Not
applicable.

Not acrp licakle.

HA_AND RO OF ALT TRK IS DEFECTIVE

Cause: The HA and RO area of the
previously assigned alternate
track is defective. The data
portion of RO will not ke
transferred, kut other records may
be recovered.

System Action: Processing

continues.

Programmer Action: Recreate the
file on another disk pack or data
cell and recreate the file.

82251

If the problem recurs, do the
following to complete your problem
determination action:

1. Have the job stream, log
sheet, and printer output
availakle.

2. 1Issue the ROD command,
execute EREP, and save the
output.

Orerator Action: Not applicable.

DATA CHECK IN COQUNT FIELD

82261

Cause: A data check has occurred
in the count field. The record is
not transferred to the alternate
track.

System Action:
centinues.

Processing

Programmer Action: If this error
affects the use of this file,
recreate the file on another disk
pack or data cell, or initialize
this disk pack or data cell and
recreate the file.

Operator Action: If the problem
recurs, issue the RCD command,
execute EREP, and have the output
available to complete your problem
determination action.

NO ADDRESS MARKER

82271

Cause: An address marker is
rissing. The record is not
transferred to the alternate
track. The pack was not properly
intialized kefore the file was
built.

System Action:
ccntinues.

Processing

Programmer Action: Recreate the
file on another disk pack or data
cell, or initialize this disk pack
or data cell and recreate the
file.

Orerator Action: If the problem
recurs, issue the ROD command,
execute EREP, and have the output
available to complete your problem
determination action.

KEY AND DATA ERROR_RECOVERED
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82281

Cause: The key and data portion
of this record was recovered, but
is possibly in error. The record

is formatted as read. 82291

Operator Action: Not arplicable.

KEY MAY BE_IN_ERROR

System Action:
continues.

Processing

Programmer Action: Check the key
and data portion of the records
transferred. If the prokblem
recurs, the file should ke
recreated on another disk pack or
data cell, or this disk pack or
data cell should be initialized
and the file recreated.

Note: The value in Register 1,
plus 9 and 10, is the failing
cylinder and head.

Operator Action: Rerun the job.

If the problem recurs, do the
following to complete your problem
determination action:

1. Have the job streanm, log
sheet, and printer output
available.

2. Issue the ROD comrmwand,
execute EREP, and save the
output.

3. Use the address suprlied by
your installation programmer
in the disk or data cell to
printer utility to display
the failing track and have
the output available.

KEY AND DATA ERROR
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82301

Cause: There is a possible error
in the recovered key. The data
field was not recovered. The
record is formatted as read with
the data field filled with EBCDIC
[A] characters.

System Action:
continues.

Processing

Programmer Action: Check the key
fcr validity. Create the file on
another disk pack or data cell, or

Initialize this disk:-pack or data
cell and recreate the file.

If the problem recurs, do the
fcllowing to complete your problem
determination action:

1. Have the log sheet and
printer output available.

2. Execute a stand-alone dump at
the time of the failure and
have the output available.

3. Use the disk or data cell to
printer utility to display
the failing track.

Note: Use the dump to find the
track in error. The value in
register 1, plus 9 and 10, is the
failing cylinder and head.

Operator Action: Not arplicable.

UNRECOVERABLE ERROR

_____ The key and data gortion
of this record cannot be
recovered. The record is
formatted with EBCDIC [A] fill
characters.

System Action:
continues.

Processing

Programmer Action: Create the
file on another disk pack or data
cell, or

Initialize this disk pack or data
cell and recreate the file.

If the problem recurs have the log
sheet and printer output available
to complete your problem
determination action.

DOS and TOS Utility Prograsns

Cause: An unrecoverable error has
occurred, other than missing
address marker, data check, or
record overflow.

This is prokakly a hardware error.

System Action:
cancelled.

The job is

Programmer Action: Not

applicable.

Operator_ Action: Rerun the job
and assign another rack.

If the problem recurs, do the
following to comrplete your problem
determination action:



1. Have the job strear, log
sheet, and printer output
available.

2. Issue the ROD cormrand,
execute EREP, and save the

output.
82311 CYLxx, TRKxx, IS DEFECTIVE, AN
ALTERNATIE IS ASSIGNED
Cause: The track is permanently
defective and an alternate is
assigned.
System Action: Processing
continues.
Programmer Action: Not
applicable.
Operator Action: Nct arplicakle.
82321 CYLxx, TRRKxx, IS NOT DEFECTIVE
Cause: The track is acceptable.
System Action: Processing
continues.
Programmer Action: Not
applicable.
Operator Action: Not aprlicakle.
8233I CYLxx, TRKxx, HA ANC RO ARE

DEFECTIVE, NO ALTERNATE ASSIGNED

Cause: The HA and RO portion of
the track is defective. B2n
alternate track cannot Le

assigned.
This is probably a hardware error.

System Action:
cancelled.

The job is

Programmer Action: If the prcblem
persists, the file should be
recreated on another disk pack or
data cell, or this disk pack cr
data cell should be initialized
and the file recreated.

Operator Action: Rerun the job.

If the problem recurs, do the
following to complete your prcblem
determination action:

1. Have the job stream, log
sheet, and printer ocutput
available.

8234T

2. Issue the ROD command,
execute EREP, and save the
output.

3. Execute a disk or data cell
to printer utility for the
record in gquestion and save
the output.

UNRECOVERABLE DISK ERROR

82351

Cause: An unrecoverable disk
error occurred while performing
surface analysis.

This is probably a hardware error.

System Action:
cancelled.

The jok is

Programmer Action: Recreate the
file on another disk pack or data
cell, or initialize this disk pack
or data cell and recreate the
file.

Operator Action: Rerun the job.

If the problem recurs, do the
fcllowing to complete your problem
determination action:

1. Have the jok stream, log
sheet, and printer output
available.

2. TIssue the ROD command,

execute EREP, and save the
output.

DATA TRANSFERRED TO ORGINAL

82361

DEFECTIVE TRACK

Cause: The track was found
acceptable, and the data was
returned to the original track.

System Action:
continues.

Processing

Programmer Action: Not
applicable.

Operator Action: Not applicable.

DATA TRANSFERRED TO ORIGINAL

ALTERNATE TRACK

Cause: The alternate track is
acceptable, and data was
transferred.

System Action:
ccentinues.

Processing
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Programmer Action: Not
applicable.

Operator Action: Not arplicable.

8240I END OF ALT. TRK. ASSGN
Cause: Normal end-of-job
indication.
System_Action: Normal system
processing continues.
Programmer Action: Not
applicable.
Operator Action: Not applicable.
82501 END OF ALT. TRK. AND UPDATE
Cause: Normal end of Jjob.
System_Action: Normal system
processing continues.
Programmer Action: Not
applicable.
Operator Action: Not applicakle.
82511 TRACK PARAMETER MISSING
Cause: UY was specified cn the
utility modifier card, but TRACK=
was not in the first six columns
of the track statement.
This is probably a user error.
System Action: The job is
cancelled.
Programmer Action: Insert the
TRACK statement or specify UN.
Resubmit the job.
If the problem recurs, have the
job stream, log sheet, and printer
output availakle to complete your
problem determination action.
Operator Action: Not applicakle.
82521 INVALID TRACK STATEMENT

Cause: The characters in the
TRACK statement are not valid
hexadecimal characters, or the
TRACK statement and data are
missing entirely (with UY
specified), or the gquantity of
data surplied is less than the
amount specified cn the TRACK
statement.
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82531

This is prokakly a user error.

System Action:
cancelled.

The job is

Programmer Action: Correct the
invalid TRACK statement and
resubmit the job.

If the problem recurs, have the
job stream, log sheet, and printer
ocutput availakle to complete your
problem determination action.

Operator Action: Not applicable.

UPDATE RECORD CAUSES TRACK

82561

OVERFLOW

Cause: Track capacity was
exceeded when attempting to write
update record. The last record on
the track may now be invalid.

This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Check the
validity of the record that caused
the overflow. If subsequent use
of the file will ke affected, the
invalid record will have to be
removed or the file recreated.

If the problem recurs, do the
following to complete your problem
determination action:

1. Have the jok stream, log
sheet, and printer output
availakle.

2. Execute the file to printer
utility for the record in
question and have the output
availakle.

Orperator Action: Not arplicable.

NOT_ AN _EMULATOR PACK

Cause: An UPSI 00000001 card was
present, and the pack to be
cleared was not initialized for
errulator use.

This is probably a user error.

System Action:
cancelled.

The jok is

Programmer Action: Remove or
ccrrect the UPSI card if the pack
is not to be used for an




83011

emulator,or

Initialize the pack correctly for
emula tor use.

If the problem recurs, have the
job stream, log sheet, and printer
output available to complete your
problem determination action.

Operator Action: Check that the
correct disk pack is mounted. If
correction is necessary, rerun the
job.

SYS000 NOT ASSIGNED TO A 2321

83021

Cause: A data cell was not
assigned to SYS000.

This is probakly a user error.

System Action:
cancelled.

The job is

Programmer Action: Correct the
job stream so that SYS000 is
assigned to a data cell and
resubmit the job.

If the problem recurs, have the
job stream, log sheet, and printer
output available to complete your
proklem determination action.

Operator Action: Assign SYS000 to
a data cell and rerun the job.

UNRECOVERABLE DATA CELL_ ERROR

Cause: An unrecoverable data cell
error occurred while perfcrming a
surface analysis.

This is probably a hardware error.

System Action:
cancelled.

The job is

Programmer Action: Not
applicable.

Operator Action: Mount another
data cell and rerun the job.

If the problem recurs, do the
following to complete your prcblem
determination action:

1. Have the job stream, log
sheet, and printer output
available.

2. 1Issue the ROD conmrand,
execute EREP, and save the
output.

83031

CELLxxX, SUBCELLxXX, STRIPXX, CYLXX,

83041

TRKXX 1S A DEFECTIVE ALTERNATE
TRACK

Cause: The alternate track is
defective and will not ke
assigned.

System Action:
ccntinues.

Processing

Programmer Action: not
applicable.

Operator Action: Not applicable.

CELLxx, SUBCELLxx, STRIPxx, CYLXX,

83051

TRKXX 1S DEFECTIVE AND AN
ALTERNATE IS ASSIGNED

Cause: The main area of the track
is defective and an alternate is

assigned.

System Action:
continues.

Processing

Programmer Action: Not
arplicable.

Operator Action: Not applicable.

CELLxx, SUBCELLxx, STRIPxx, CYLxX,

83061

TRKxx IS DEFECTIVE AND NO
ALTERNATE IS AVAILABLE

Cause: The track is defective and
no more alternate tracks are
available.

This is possibly a hardware error.

System Action: The job is

cancelled.

Programmer Action: Not
applicable.

Operator Action: Mount another
data cell and rerun the job.

If the problem persists, do the
fcllowing to complete your problem
determination action:

1. Have the job stream, log
sheet, and printer output
available.

2. 1Issue the ROD command,

execute EREP, and save the
output.

CELLxx, SUBCELLxx, STRIPxxX, CYLXxX,

TRKxx HA OR RO _IS IN ERROR
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83071

Cause: The HA or RO portion of

the track is defective.

This is possibly a hardware error.

System Action:
cancelled.

The job is

Programmer Action: Not
applicable.

Operator Acticn: Mcunt another
cell and rerun the job.

If the problem persists, do the
following to complete you proklem
determination action:

1. Have the job stream, log
sheet, printer output
available.

2. 1Issue the ROD command,

execute EREP, and save the
output.

END OF INIT DATA CELL

83081

Cause: Normal end of initialize

data cell program.

System Action: Norral system
processing continues.

Programmer Action: Nct
applicakble.

Operator Action: Not applicakle.

SYS000 NOT A VALID DATA CELL

83091

Cause: The device assigned to
SYS000 is not a data cell.

This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Not
applicable.

Operator Action: Execute LISTIO
to get the current assignments,
assign SYS000 to a data cell, and
rerun the job.

If the problem recurs, have the
LISTIO output available tc
complete your proklem
determination action.

CELLxX, SUBCELLxx, STRIPxx, CYLxXX,

Cause: The portion of the track
where record 0 data field is
written is defective.

This is prokakly a hardware error.

System Action:
cancelled.

The job is

Programmer Acticn: If the problem
persists, the file should be
recreated on another disk pack or
data cell, or this disk pack or
data cell should ke initialized
and the file recreated.

Orerator Action: Rerun the djob.

If the problem persists, do the
following to complete ycur problem
determination action:

1. 1Issue the ROD command,
execute EREP, and have the
output available.

2. Have the log sheet and
printer output available.

8310I CELLxX, SUBCELLxx, STRIPxXX, CYLxXX,
TRKxx, IS DEFECTIVE, ALTERNATE IS
ASSIGNED
Cause: The track is permanently
defective and an alternate is
assigned.

System Action: Processing
continues.

Programmer Action: Not
arplicable.

Orerator Action: Not applicable.

83111 CELLxXx, SUBCELLxx, STRIPXX, CYLXX,
TRKxx IS NOT DEFECTIVE
Cause: The track is acceptable.
System Action: Processing
continues,

Programmer Action: Not
applicaktle.
Operator Action: ©Not arplicable.

8312 CELLxxXx, SUBCELLxX, STRIPxXX, CYLXX,

TRKxx_RECO IS IN ERROR
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TRKxx HA AND RO _ARE DEFECTIIVE, NO
ALT. ASSIGNED

Cause: The HA and RO portion of
the track is defective and an

alternate track cannot be



assigned.
This is probably a hardware errcr.

system Action:
cancelled.

The jok is

Programmer Action: If the problem
recurs, the file shculd ke
recreated on another disk pack or
data cell, or this disk pack or
data cell should ke initialized
and the file recreated.

Operator Action: Rerun the job.

If the probler recurs, do the
following to complete your problem
determrination action:

1. Issue the ROD command,
execute EREP, and have the
output available.

2. Have the log sheet and
printer output available.

Initialize Tape Message

8601A

MORE_PASSES NEEDED -- INTTP

Cause: If the CARD and REWIND
parameters are omitted, the
program waits for a reply to

initialize another tare.

System Action: The system waits
for an operator resgonse.

Programmer Action: Not
applicable.

Operator Action: Reply YES if you
want to initialize another tare.
Reply NO or (B) to terminate the
job.

Note: See Appendix D for more
initialize tape messages.

VTOC Display Messages

8VI9lI

NO FORMAT 4 LABEL FCUND. JOB

CANCELLED

Cause: The VOL1l label (cylinder
0, head 0, record 3) contains the
address (cylinder, track, and
record) of the Format 4 label. A
record has been found at this
address, but is not a Format U4
label.

8vo21

This is probably a hardware error.

System Action:
cancelled.

The job is

Programmer Action: Assign another
disk pack or data cell, or
initialize this disk pack or data
cell and resukmit the job.

If the problem recurs, have the
jcb stream, log sheet, and printer
output available to complete your
rroblem determination action.

Orerator Action: Not applicable.

NO VOLUME 1 LABEL FQUND. JOB

8V9o31

CANCELLED

Cause: The VOL1 label is cylinder
0, head 0, record 3, for a disk,
or subcell 0, strip 0, cylinder O,
track 0, record 3 for a data cell,
when the device has been
initialized. A record has been
fcund at this address, kut it is
not the VOL1 lakel.

This is probably a user error.

System Action:
cancelled.

The job is

Programmer Action: Not
applicable.

Operator Action: Check the device
assignment and that the correct
disk pack or data cell has been
rcunted. If correction is
necessary, rerun the job. If the
assignment and device are correct,
initialize the disk pack or data
cell and rerun the job.

If the problem recurs, have the
jcb stream, log sheet, and printer
output available to complete your
problem determination action.

INVALID VTOC ADDR FCUND. JOB

CANCELLED
Cause: The VIOC address in the
VOL1 label is less than cylinderx
0, head 0, record 4, or is equal
to or greater than cylinder 200,
head 0, record 0. This is
rrobakly a user error.

System Action: The jok is
cancelled.

Programmer Action: Not
arplicatble. A
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Operator Action: Assign another
disk pack or initialize this disk
pack and rerun the job.

If the problem recurs, have the
job stream, log sheet, and printer
output availakle to complete your
problem determination action.

N

BONDTD
s S

8v951

Q0 DISK R D
CANCELLED
Cause: A disk pack has been

mounted that was not initialized
or a hardware error has occurred.

Programmexr Action: Not
applicable.

Operator Action: Check that the
pack has been initialized. If
not, initialize it and rerun the
job. If the pack has been

initialized, move it to another

drive and rerun the job. 1If the
job executes normally, the

original drive is malfunctioning.

For a disk drive malfunction or
persistant errors, issue the ROD
command, execute EREP, and have
the output available to complete
your problem determination action.

NOT A VALID LABEL_FORMAT

Cause: A label other than type 1,
2, 3, 5, or X'00' was encountered
after the Format 4 label was
processed.

System Action:
continues.

Processing
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8V96D

Programmer Action: Check byte 45
of all lakels for one of the valid
fcrmat identifiers.

Operator Action: Execute the
LISTVTOC program and give the
ocutput to the programmer.

FORMAT 1 LABEL_OF DATA SECURED

ey

EILE
Cause: A Format 1 label
describing a data secured file has
keen read by the VTOC Display
utility program.

System_Action: The system waits
for an operator response.

Programmer Action: Instruct the
operator what to reply when this
message is issued.

If a failure occurs, do the
fcllowing to complete your problem
determination action:

1. Have the jok strear, log
sheet, and printer output
availakle.

2. Execute a stand-alone dump at
the time of the failure.

Operator Action: Reply YES to
allow the label information of all
data secured files to be listed
along with the rest of the label
information in the VTOC.

Reply NO or to allow only the
label information pertaining to
unsecured files to ke listed.

Any other response results in an
invalid response message,



