









































































































































































































































































































































Table 29. Path and Sequence of Control of
the FEOV Executor and Other Con-

trol Program Routines

Condition Sequence of Control
@ &
1 ) 1,2,3,6,12,13,14
2 1,2,3,6,7,8,9,10,16
3 1,2,3,6,7,8,11,13,15,10,12,13,14
4 1,2,3,4,5,6,12,13,14
5 1,2,3,4,8,9,10,16 )
6 1,2,3,4,5,6,7,8,9,10,16
7 1,2,3,4,8,11,13,15,10,12,13,14
8 1,2,3,4,5,6,7,8,11,13,15,10,12,13,14
Legend:

(a) = Refer to Appendix E for a description of the condifions.
(b) = Refer to Figure 18 for an identification of the routine passing control
and the routine receiving control.

condition 4: An output data set is proc-
essed under CSAM in the locate mode, and
all channel programs execute normally.

The executor operates as follows:
TRUNC

e It issues a and a PUT macro-

instruction to pass control to the PUT
routine. (The PUT routine passes
control to the end-of-block routine,

which causes the channel program for
the present buffer to be scheduled for
execution. The PUT routine then passes
control to the synchronizing routine to
obtain the next buffer. That routine
finds that the ¢hannel program for the
next buffer executed normally, and
returns control to the PUT routine.
The PUT routine returns control to the
FEOV executor.)

¢ It awaits execution of the last channel
program, and finds that the channel
program executed normally.

® It passes control to the EOV routine of
I/0 support. (That routine passes con-
trol to the EOV/new volume executor,
which returns control to the processing
program.)

Condition_ 5: An cutput data set is proc-
essed under QSAM in the 1locate mode, and
the execution of the channel program for
the next buffer in the chain encountered a
permanent error.

The FEOV executor operates as follows:

e It issues a TRUNC and a PUT macro-
instruction to pass control to the PUT
routine. (The PUT routine passes
control +to the end-of-<block routine,
which causes the channel program for
the present buffer to be scheduled for
execution. The PUT routine then passes
control to the synchronizing routine to

Appendix E:

Condition 6:

Condition 7:

obtain the next buffer. The synchron-
izing routine f£finds that the channel
program executed with an error condi-
tion and passes control to the
SYNAD/EOV executor (IGCO005E), by means
of an svc 55 instruction. The
SYNAD/EOV executor finds that the error
condition is a permanent error condi-
tion, and returns control to the syn-
chronizing routine. The synchronizing
routine now returns control to the FEOV
executor.)

s It issues an ABEND macro—instruction.

An output data set is
essed under QSAM in the locate mode, and
the execution of the channel program €for
any buffer other than the buffer specified
in condition 5 encounters a permanent
€rror.

proc-

The executor oOperates as follows:

e It issues a TRUNC and a PUT macro-

instruction to pass control to the PUT
routine. (The PUT routine passes
contrcl to the end-of-block routine,

which causes the channel program for
the present buffer to be scheduled for
execution. The PUT routine then passes
control to the synchronizing routine,
which returns control to the PUT rou-
tine. The PUT routine returns control
to the executor.)

e It awaits execution of the channel
program for the last buffer and finds
that the channel program executed with
an error condition.

e It
rcutine.

passes control to the synchronizing
(The routine finds the same
error condition and passes control to
the SYNAD/EOV executor (IGCOO00O5E), by
means of an SVC 55 macro-instruction.
The SYNAD/EOV executor finds that the
error condition 1is a permanent error
ccndition and returns control to the
synchronizing routine, which returns
control to the FEOV executor.)

e It issues an ABEND macro-instruction.

An output data set is
essed under QSAM in the locate mode, and
the execution of the channel program for
the next kuffer in the chain encountered an
end-=of-vclume condition.

proc-

The executor operates as follows:

e It issues a TRUNC and a PUT macro-
instruction to pass control to the PUT
routirne. (The PUT routine passes
control to the end=of-block routine,
which causes the channel program for
the present buffer to ke scheduled for
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execution. The PUT routine then passes
control to the synchronizing routine to
obtain the next buffer. The synchron-
izing routine finds that the channel
program executed with an error ccndi-
tion, and passes control to the

SYNAD/EOV executor (IGCO0005E), by means

of an svC 55 instruction. The
SYNAD/EOV executor finds that the errxor
condition is an EOV condition, and
passes control to the EOV routine of
I/0 support. That routine passes con-
trol to the EOV/new volume executor,
which passes control to the synchrcniz-
ing routine. The synchronizing routine
returns control +to the PUT routine,
which now returns control to the FEOV
executor.)

e It passes control and the work area to
the EOV routine of I/0 support. (That
routine passes control to the EOV/new
volume executor again, which now
returns control to the processing pro-
gram.)

Condition 8: An output data set is proc-
essed under QSAM in the 1locate mode, and
the channel program for any buffer other
than the one specified in conditicn 7
encounters an end-of-volume condition.

The executor operates as follows:

e It passes control to the PUT routine.
(The PUT routine passes control to the
end-of-block routine, which causes the
channel program for the present buffer
to be scheduled for execution. The PUT
routine then passes control to the
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synchronizing routine which returns
contrcl to the PUT routine. The PUT
routine returns control to the FEOV
executor.)

e It awaits execution of the channel
program for the present buffer, and
then finds that the channel program

executed with an error condition.

e It passes control to the synchronizing
routine. (The routine finds the same
error condition and passes control to
the SYNAD/EOV executor (IGCOOO5E) by
means of an SVC 55 instruction. The
SYNAD/EOV executcr finds that the error
condition is an EOV condition and pass-
es control to the EOV routine of I/0
support. That routine passes control
to the EOV/new volume executor, which
passes control to the synchronizing
routine, which returns control to the
FEOV executor.)

e It passes control, and the work area,

to the EOV routine of 1I/0 support.
(That routine passes control to the
EOV/new volume executor again, which

now returns
program.)

control to the processing

Note: An EOV condition is found during the
implementation of an FEOV macro-instruction
in conditions 3, 7, and 8. The subsequent
processing results in three volumes: Two
volumes containing all the blocks scheduled
for output by the FEOV macro-instruction
and prior PUT macro-instructions, and a
third volume available for writing new
blocks.



ABEND routine receives control
19,45,66,69,79,83,87,88,90,109,110,111
Address conversion routines
full-to-relative address (IECPRLTV)
74,75
relative-to-full address (IECPCNVT)
74,75
Appendages
abnormal end 55
channel end 51-53
end-of-extent 48-50
introduction to 47,48
PCI 53-55
SIO 51
Asynchronous error processing routine,
track overflow
description of 46,47
introduction to 43
IRB constructed U6
IRB scheduled 55

Backspace
BSP routine (IGC0006I - SVC 69) 71
CNTRL routine (IGGO19BE) 68
Basic direct-access method (BDAM)
see: Create-BDAM
Basic partitioned access method routines
see: BPAM routines
Basic sequential access method routines
see: BSAM routines
BLDL routine (IECPBIDL, IGC018 - SVC 18)
BLDLTAB option not used 73,74
BLDLTAB option used 74,75
BLDLTAB option not used 73,74
BLDLTAB option used 74,75
Block fits into the allocated extents
see: Calculating whether a block fits
within the allocated extents
Blocked records
GET routines
exchange buffering 19
simple kuffering 12
Update mode 22
PUT routines
exchange buffering 30
simple buffering 26
Update mode
see: Update mode GET routines
BPAM routines
description of 72-75
effect of BLDLTAB option 73,74
introduction to 72
relation to BSAM routines 7,72
relation to processing program 7,72
residence of 72
BSAM control blocks
. relation of 107
BSAM routines
flow of control 58,59
introduction to 58,59
relation to BPAM routines 7,72

INDEX

relaticn to processing program 7,58
relation to QSAM routines 7-9
shared with QSAM
appendages 47-55
end-of-klock routines 33-42
track overflow asynchronous error
processing routine 43,46,47
Buffer alignment 92
Buffer flushing CLOSE executor 87
see also: Buffer priming OPEN executor
Buffer is empty (GET routines)
exchange buffering 19
simple buffering 12
Update mode 22
Buffer pcol management 92,93
Buffer priming OPEN executor 85
Buffer ready for emptying (PUT routines)
exchange buffering 19
simple buffering 12
Update mode
see: Buffer is empty (GET routines),
Update mode
Buffering techniques
GET routines 12
PUT routines 25
BUILD routine (IECBBFB1) 92

Calculating whether a block fits within the
allocated extents
if track overflow is not specified
35,38,62
if track overflow is specified 42,63
Card reader GET routines 16
Chained channel-program scheduling
appendages
abknormal end, channel end, PCI
53-55
end-of-extent 50
end-of-block routines 36-41
IOB prefix 36
joining
description of end-of-block
routines 38-41
end-of-block routine finds joining
unsuccessful 37,39
introduction to 37
NOTE/POINT routines
parting
channel end appendage finds chaining
terminated 54,55
description of PCI appendage 54,55
introduction to 53
stage 2 OPEN executors 82,8.4
stage 3 OPEN executor 86
Chained scheduling
see: chained channel-program scheduling
Character conversion
see: paper tape character conversion
CHECK routines
description of 6U4-66
introduction to 63
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CLOSE executor
description of 87,88
introduction to 87
CNTRL routines
card reader 56
magnetic tape 68
printer 57
Control blocks, relation of
BSAM 107
QSAM 106
Control character end-of-block routines
chained scheduling 40,41
normal scheduling 35,36
Control routines

BSAM
macro-expansions (shared with QSAM)
57
modules loaded at execution time
70,71
modules loaded at OPEN time
56,57,66«70
QSAM
macro-expansions (shared with BSAM)
57
modules loaded at OPEN time (shared
with BSAM) 56,57

Converting routines
see: address conversion routines, paper
tape character conversion routines
Create-BDAM (WRITE-LOAD)
CHECK routine 65
stage 2 OPEN executors 83
WRITE (no track overflow) routines 62
WRITE (track overflow) routine 63

Data check for printer with UCS feature 79
DCBCIND1 field set 35,38,42,78,79

DD statement is DUMMY 79

Decision tables 95-105

DS1LSTAR field 79

DS1INOEPV field 78

Dummy data set routine (IGG019AV) 78

Effector routine
see: Exit effector routine
Empty buffer
GET routines
exchange buffering 19
simple kuffering 12
Update mode 22
PUT routines
exchange buffering 30
simple kuffering 26
Update mode
see: Update mode GET routines
End-of-klock condition exists
GET routines
exchange buffering 19
simple buffering 12
Update mode 22
PUT routines
exchange kuffering 30
sirple buffering 26
Update mode
see: Update mode GET routines
End-of-kblock routines
chained channel-program scheduling
36-41
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Inout or Outin mode not used 33

Inout or Outin mode used 33,37,41

introduction to 33

ordinary 33-36

track overflow 41-42
End-of-extent

appendages

chained scheduling 50

normal scheduling 48-50
end-of-block routines
chained scheduling 36-40

normal scheduling 33-36
End-of-volume
seet EQV
EODAD routine
contrcl passes to
EOV executor
see: EOV/new volume executor, SYNAD/EOV
executor
EOV rcutine of I/O support
control passed to
CHECK routine 91
Create~BDAM WRITE routine.
EOV/new volume executor 88
FEOV executor 90
synchronizing routines 88
control received from
CHECK routines 63-65,88
Create-BDAM CHECK routine 65
FEOV executor 90
SYNAD/EOV executor 88
synchronizing routines
EOV/new volume executor 91
Error option implementation
Input, Output, Readkack modes
43,64,65,88,90
paper tape 19
track overflow option 46
Update node W46
Exchange kuffering
GET routines
description of 20-22
introduction to 19,20
PUT rcutines '
description of 30-33
introduction to 29,30
stage 2 OPEN executors 81
stage 3 OPEN executor 86
Executors
CLOSE 87,88
EOV/new volume 91

65,79

62,91

42-46,88

FEOV 90
introduction to 76
OPEN

RAM option not used 7
RAM cption used 7
stage 1 78,79
stage 2 79-84
stage 3 85-87
relation to I/0 support 7,76
SYNAD/EOV 88,90
Exit effector routine 55

FEOV executor (IGC0003A - svC 31) 90
FEOV SYNAD routine 109
FIND

C option (macro-expansion) 73



D option (IGC018 - SVC 18)
BLDLTAB opticn not used 74
BLDLTAB option used 75

Flow of Control
BSAM routines 58
executors 76,77,89,111
QSAM routines 10,11
Forward space

CNTRL routine (IGGO19BE) 68
FREEBUF macro-expansion 93
FREEPOCL macro-expansion 93
Full buffer

GET routines
exchange buffering 19
simple buffering 12
Update mode 22

PUT routines

see: buffer ready for emptying

GET routines
buffering techniques 12
card reader 16
exchange buffering 19-22
introduction to 11,12
paper tape character conversion
Readkack 17
simple buffering 12-18
Update mode 24
GETBUF macro-expansion 93
GETPOOL routine (IECQBFGl) 92

IECBBFB1 92

IECPBLDL
BLDLTAB option not used 73,74
BLDLTAB option used 74,75

IECPCNVT 74,75

IECPFIND 73

IECPFND1 74

IECPRLTV 74,75

IECQBFG1 92

IGC0002a 72

IGCO0002E 70

IGCO003A 90

IGCO005E 88

IGC0006I 71

IGCO018
BLDLTAB option not used 73,74
BLDLTAB option used 74,75

IGG019AA 13

IGG019AB 14

IGG019AC 15

IGG019AD 15

IGGO19AE 24

IGGO19AF 44

IGG019AG 16

IGG0192H 16

IGG019AI 27

IGG019AJ 27

IGGO19AK 28

IGGO19AL 29

IGG019AaM 17

IGG019AN 17

IGG019AQ 45

IGGO19AR 46

IGGO19AT 18

IGG019AV 79

IGG019AW 48

IGG019BA 60

IGGO019BB
IGGO019BC
IGG019BD
IGGO19BE
IGGO19BF
IGG019BG
IGGO019BH
IGGO019BI
IGGO019BK
IGGO019BL
IGG019BM
IGG019CA
IGG019CB
IGGo019CC
IGG019CD
IGGO19CE
IGGO19CF
IGG019CG
IGGO019CH
IGG019CI
IGG019CJ
IGG019CK
IGG019CL
IGG019CM
IGGO019CN
IGG019Co
IGGO019CP
IGG019CQ
IGGO19CR
IGGO19Cs
IGG019CU
IGGO19cv
IGG019CW
IGG019CX
IGG019cY
IGG019CzZ
IGGo19C1
I1GG019C2
16G019C3
IGG019DA
IGG019DB
IGG019DC
IGG019DD
IGGO19EA
IGGO19EB
IGGO19EC
IGGO19ED
IGGO19EE
IGGO19EF
IGG0191A
IGG0191B
IGG0191C
IGG0191D
IGGO191E
IGGO191F
IGG0191G
IGG0191H
IGG0191I
IGG0191J
IGGO0191K
IGG0191L
IGG0191M
IGG0191P
IGG0191Q
IGGO191R
IGG01910
IGG01911
IGG01912

Index
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IGG01913 86
IGG01914 86
I1GG0201A 87
IGG0201B 88
IGG0551Aa 91
Inout, Outin modes
alternate end-of-block routines
33,35,37,42
stage 2 OPEN exeéecutors 82

Input data set without data (IGG019AV) 79

Input data set without entries (IGG0191B)
79
Interruption request block (IRB)
see: Asynchronous error processing
routine, track overflow
I/0 interruption 9
IOB prefix for chained scheduling 36

LOAD-BDAM (WRITE-LOAD)
see: Create-BDAM

Macro-expansions
FIND (C option) 73
FREEBUF 93
FREEPOOL 93
GETBUF 93
PRTOV 57

Module selector tables
see: Decision takles

New buffer
see: Full buffer, GET routines; Emnpty
tuffer, PUT routines
New volume executor
see: EOV/new volume executor
Next buffer segment (PUT routines)
exchange buffering 30
simple buffering 26
Update mode
see: Next record (GET routines),
Update mode
Next record (GET routines)
exchange buffering 19
simple buffering 12
Update mode 22
NOTE/POINT routines
chained scheduling 69,70
norral scheduling 67,68
track overflow 69
Update mode 69

OPEN executor
intrcduction to 78
RAM option not used 7
RAM option used 7
stage 1 78,79
stage 2 79-84
stage 3 85-87

Outin mode
see: Inout mode

Paper tape
appendage (IGG019CS) 53
Paper tape character conversion routines
CHECK routine (IGGO019BG) 65
GET routine (IGGO019AT) 18
READ routine (IGGO19BF) 60,61
stage 2 OPEN executor (IGG0191G) 82
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stage 3 OPEN executor (IGG01912) 85
synchronizing and error processing
routine (IGGO19AT) 19
Paper tape code conversion modules 108
PCI
use in the parting process of chained
channel-program scheduling 53
POINT routines
see: NOTE/POINT routines
Priming input kuffers
introduction to
exchange buffering 19
simple buffering 13
Update mode 24
stage 3 OPEN executor 85
Printer with UCS features 79
Processing program
relation to SAM routines 7
Program controlled interruption
see: PCI
PRTOV
appendage 51
end-of-block routines 35
macro-expansions 57
PUT rcutines
buffering techniques 25
exchange kuffering 29-33
introduction to 25
simple buffering 25-29
Update mode 33
PUTX routines
description of
see: PUT routines

QSAM control blocks
relation of 106
QSAM routines
flow cf control 10,11
introduction to 10
relation to BSAM routines 7-9
relation to processing program 7
shared with BSAM
appendages 47-55
end-of-klock routines 33-42
track overflow asynchronous error
processing routine 46
Queued sequential access method
see: QSAM routines

RAM option specified in system generation
(SYSGEN) process and used in initial
program loading (IPL) process 7

READ routines

description of 60-63
introduction to 59
Readback mode GET routines - 17
RELSE routines
description of
see: GET routines
introduction to
exchange buffering 19
sirple buffering 13
Update mode 24

Resident access method option

see: RAM option

Scheduling
see: chained channel-program scheduling



see also: end-of-block routines
Search-previous auxiliary storage
addressing 23
Seek addresses in QSAM Update mode 23
Sequential access methods 7
Sequential access methods executors
See: executors
Sequential access methods facilities 7
Sequential access methods (SAM) routines
effect of BIDLTAB 73,74
effect of RAM 7
introduction to 7
Simple buffering
GET routines
description of 13-18
introduction to 12,13
PUT routines
description of 27-29
introduction to 25-27
Update mode routines
description of 24,25,33
introduction to 22-24
stage 2 OPEN executors 79-85
stage 3 OPEN executors 85,86
Space magnetic tape
BSP routine (SVC 69-IGC0006I) 71
CNTRL routine (IGGO19BE) 68
STOW routine (SVC 21-IGC0002R) 72
svC 18 (IGC018)
BLDLTAB option not used
FIND (D option), BLDL routines 74
BLDLTAB option used
FIND (D option), BLDL routines 75
SVC 21 (IGC00022) - STOW routine 72
SVC 25 (IGCO002E) - track kalance routine,
track overflow erase routine 70
SvC 31 (IGC00032) - FEOV executor 90
SVC 55 (IGCOOO5E) - SYNAD/EOV executor 88
SVC 69 (IGC0006I) - BSP control routine 71
SYNAD routine, FEOV executor 109
SYNAD/EOV executor (SvC 55 - IGC0005G) 88
Synchronizing and error processing routines
Input, Readback 43,45
introducticn to 42,43
output 43,46 .
paper tape character conversion 19,43
shared between QSAM and BSAM 46,47
track overflow (asynchronous) 43,46,47
unique to QSAM 4u-46
Update mode 43,44
SYSIN appendage (IGG019CK) 53

Track kalance routine (SVC 25-IGCO002E) 70
Track erase routine (SVC 25-IGC0002E) 71
Track overflow

abnormal end appendage 55

Create-BDAM WRITE routine 63

end-of-block routine 42

erase routine 71
error processing
see: asynchronous error processing
routine
introduction to 41
stage 2 OPEN executors
Create-BDAM not used 82
Create-BDAM used 83
stage 3 OPEN executor (Create-BDAM not
used) 86
TRUNC routines
descripticn of
see: PUT routines
introduction to
exchange buffering 30
simple buffering 26

UcCs
see: printer with UCS feature
Unblocked records
GET routines
exchange buffering 19
simple buffering 12
Update mode 22
PUT routines
exchange buffering 30
simple buffering 26
Update mode
see: Update mode GET routines
Universal Character Set
see: printer with UCS feature
Update mode

appendages
end-of-extent
BSAM 50
QSAM 48
sI0o 51

CHECK routine 65
GET routine
description of 24,25
introduction to 22-24
NOTE/POINT routine 69
PUTX routine 33
QSAM channel programs (Empty-and-Refill,
Refill-only) 23
READ/WRITE routine 61
stage 2 OPEN executors 83
stage 3 OPEN executor 85
synchronizing routine 44

Where-to-go (WTG) table
introduction to 76
OPEN executor 78
CLOSE executor 87
WRITE routines
descripticn of 60-63
introduction to 59
WRITE-LOAD
see: Create-BDAM

Index 117
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