
· Repeater Flip- Flop 

The function of the repeater flip- flop is to Set and 
Reset upon the receipt of either +8 VDC or 0 VDC 
respectively, at the Aux Set In point, so long as there 
is +8 VDC at the Common Hold In point, which is 
called an "enable" voltage. If there is 0 VDC at the 
Common Hold In point, then the repeater will not 
change state. The Common Clock In furnishes the 
circuit with a timing clock for synchronous operation 
with other flip- flops. The clock's negative-going 
transition causes the repeater to change state according 
to its input logic. In the DC Set In mode, a negative 
transition at the DC Set In point will cause the repeater 
to assume the Set state, regardless of the condition of 
the Common Hold In point and the Common Clock In 
point. Thus, the DC Set In point provides a means of 
setting the repeater asynchronously. The repeater is 
a Iso provided with a Register In entry, which allows 
the repeater to be wired to the output of an external 
register, normally a dynamic register. Under this 
modus operandi, the repeater will copy the contents of 
the output stage of the external register, regardless of 
the condition of the Common Hold In point. It is, 
however, dependent upon the receipt of the clock at 
the Common Clock In point, and as such, operates in 
the synchronous mode. 

Description 

Assume for the moment that the repeater is in the Reset 
state. In this state, the transistors wi II assume the 
following conditions: 

Ql, Q2, and Q5 Off Q3 and Q4 On 

Q 1 is the trigger stage for the reset input; Q5 is the 
trigger stage for the set input. 

Set Operation 

Assuming that the Common Hold In point, pin 29, is 
"enabled" by +8 VDC, diodes CRl and CR12 will be 
reverse-biased. With OVDC at the Aux Set In point, 
pin 30, the junction of R18 andVR2 will be at �~� -3VDC, 
keeping the base of Q5 negative in respect to its emitter 
(reverse-biased), so Q5 will be off. When the Aux Set 
In point, however, rises to +8 VDC, the bias point at 
the junction of R18 and VR2 will rise positive enough to 
forward bias the base of Q5, and turn Q5 on. With Q5 
on, its collector falls towards 0 VDC (ground), and 
current in the collector circuit causes pin 1 of T2 to go 
negative in respect to pin 2. By transformer action, 
pin 4 of T2 goes positive in respect to pin 3, which in 
turn reverse-biases CR14 and CR15, thus causing no 
further change in the repeater. With Q5 on, it is said 
to be "primed". With its collector at 0 VDC, CR 6 in 
the co II ector circuit is forward-biased, causing the 
potential at the cathode of VR 1 in the base circuit of 
Q 1 to be 0 VDC, keeping the base of Q 1 reverse-biased 
and thus keeping Q 1 off. 
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The system clock appears at the Common Clock In points, 
pins 43 and 42. The secondary of the input transformer 
has one leg tied to ground, and the other leg tied to the 
cathodes of CR23 and CR24. When the transformer­
coupled c lock goes positive at the secondary, the diodes 
CR23 and CR24 are reverse-biased, and therefore, the 
positive swing of the clock has no effect upon the cir­
cuit. When the clock swings in the negative direction, 
however, the diodes CR23 and CR24 will be forward­
biased, and will couple the negative-going transition 
to the cathode of CR22 and to the base of Q5. Since 
Ql is in the off condition, the clock will have little 
effect upon the base bias of Ql. Q5, however, is in 
the on condition, and the negative swing of the clock 
wi II pull down the potential of the base of Q5 negative 
enough to cause Q5 to turn off. When Q5 turns off, its 
collector rises towards +8 VDC, causing the current in 
T2 to change direction momentarily, reversing the field, 
and, by transformer action, wi II cause pin 4 of T2 to 
swing in the negative direction. This negative transition 
wi II forward-bias CR 14 and CR 15, causing the bases of 
Q4 and Q3 to go negative in respect to their emitters, 
turning both transistors off. When Q4 turns off, its 
collector rises toward +8 VDC, which reverse-biases 
CRll, allowing the base of Q2 to go positive through 
the voltage divider network Rl, Rll, and R15, turning 
Q2 on. After the clock has left, Q5 will turn back on 
if the Aux Set In point is again at +8 VDC. With Q3 
and Q4 off, their collectors, and the Set outputs, wi II 
be at +8 VDC. With Q2 on, its collector, and the 
Reset outputs, wi II be at 0 VDC. The repeater is now 
in the Set state. 

Reset Operation 

Let us assume for the moment that the repeater is in the 
Set state with the Common Hold In point at +8 VDC 
("enabledll ), and the Aux Set In point at 0 VDC (no set 
input). In this condition, the base of Q5 wi II be at a 
negative potential in respect to the grounded emi tter, 
and Q5 therefore wi II not be II primed". Q5, being off, 
puts its collector potential at +8 VDC, which reverse­
biases CR6. CR7 is also reverse-biased by the lIenable". 
Therefore a voltage divider network of R4, VR 1, and 
R 14 wi II cause the base of Q 1 to become positive in 
respect to its emitter, turning Q 1 on. Q 1 is now 
"primedll

• When Q 1 turns on, its collector goes towards 
o VDC, causing current in its collector circuit to put 
pin 1 of Tl negative in respect to pin 2. Through trans­
former action, pin 4 of T 1 becomes more positive than 
pin 3, and CR13 is thus reverse-biased, causing no 
further change in the circuit. When the clock appears 
at the Common Clock In point, it forward-biases CR23, 
CR22, and CR19. This causes the potential at the 
cathode of Zener diode, VR 1 to drop, making the base 
of Q 1 negalive in respect to its �e�m�i�t�t�~�r�,� turning Q 1 off. 
When Q 1 turns off, its collector rises towards +8 VDC, 
causing the field of Tl to change in the same manner as 
T2 did. Pin 4 of Tl wi \I then go negative in respect to 
pin 3, and CR 13 wi II be forward-biased, which, in turn, 



causes Q2 to turn off. When Q2 turns off, its collector 
rises towards +B VDC which reverse-biases CRB, allow­
ing the base potential of Q4 to rise, turning Q4 on. At 
the same time, CR4 in the collector circuit of Q2 is 
reverse-biased, allowing the base of Q3 to rise, turning 
Q3 on. With the collector of Q4 near 0 VDC, CR11 
is forward-biased, keeping the base of Q2 reverse­
biased. The repeater is now in the Reset state. 

DC Set Input Operation 

The DC Set In point, pin 31, if used, wi II be normally 
at +B VDC, thus keeping diodes CR9 and CR 10 reverse­
biased. This allows the repeater to operate in the 
normal manner. When, however, the DC Set In point 
goes negative, it forward-biases CR9 and CR10. CR9 
will couple the negative transition to the base of Q4 
through C6 and R 13, causing Q4 to turn off. CR 10 
wi II couple the negative transition to the base of Q3 
via R 11 and C4, turning Q3 off. With Q4 off, its 
collector will go towards 0 VDC, forward-biasing CR11 
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and causing the base of Q2 to go negative in respect to 
its emitter, turning Q2 off. The repeater is now in the 
Set state. Notice that the Common Hold In po int and 
the Common C lock In point had no effect upon the DC 
Set In operation. 

Register Input Operation 

I f the Register In operation option is chosen, the 
Register In point, pin 23, wi II be wired to an externa I 
register. The condition of the output stage of the 
external register will determine whether the repeater 
wi II Set or Reset. Pin 23 is connected directly to the 
base of Q5. Therefore, if the external stage is at 
+B VDC j it wi II II prime ll Q5 (turn it on). When the 
c lock appears, Q5 wi II turn off, causing the same chain 
of events as the normal Aux Set In operation did. The 
same is true for the Reset condition. Notice, however, 
that in the Register In operation, the circuit did not 
rely upon the condition of the Common Hold In. 
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SECTION 6. HOW A COMPUTER WORKS 

INTRODUCTION 

A digital computer is basically a high speed device 
designed to manipulate numbers. The computer has 
built into it all the capabilities desired by its producer. 
It is designed to have various means of placing data 
within the machine and giving information via a variety 
of output equipment. 

The configuration of equipment using the information 
input and output equipment with a digital computer is 
called a data processing system. This system is a useless 
cong lomeration of hardware un less a man te lis II the 
system" what it is to do. To "tell" the system what to 
do, the man writes a program. This program is then put 
into the computer and when the system is started cor­
rectly this system will lloperate under program controP'. 
The system in running will do just those operations the 
programmer has specified, in the sequence he has 
specified, using the data he has specified, and giving 
answers he has specified. If for any reason, the pro­
grammer has made a mistake, the system wi II make that 
same mistake. Therefore, it is essential that the pro­
grammer know exactly what is to be done, and that he 
makes no error in tell ing the system, by the program, 
exactly what is to be accompl ished. 

It is, therefore, important that the reader, as a 
maintainance man for data processing systems, know 
the internal functionings of the computer and how it 
handles the program written for it. This discussion will 
limit itself to what happens inside a computer rather 
than how it happens. How it happens wi II be a matter 
for later learning. 

Continual reference wi II be made to information as 
decimal digits and letters of the alphabet. It should be 
remembered that inside the machine these are stored 
and manipulated as binary codes; however, the 
convention adopted here causes no loss of generality. 

ARITHMETIC - LOGICAL UNIT 

The arithmetic-logical unit (ALU) and the control unit 
usually are located physically in the same cabinet. 
Frequently the ALU is broadened to include the control 
unit also, but this seldom causes any confusion. The 
cabinet is large. This is understandab~e because it 
contains the fast-access storage device, and the 
registers for holding the data being operated upon and 
for controlling operations. It also houses all the 
associated electronic hardware necessary to accomplish 
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arithmetic and logical operations and to control the 
transfer of information among the various units--input, 
output, and storage. This latter is called "switching", 
which is rather an obvious name for a function pri­
mari�y concerned with setting up the electronic 
commun ication lines to transfer information between 
any two prescribed points. Everything discussed in this 
section occurs in the ALU and the control units. 

LOCATIONS AND ADDRESSES 

Because different equipments vary in specifications of 
their memories this section, for purposes of simplicity, 
assumes specifications which are completely represen­
tative and wi II serve to provide an understanding of 
what happens inside the machine. This fictitious 
computer has a magnetic storage, with information 
stored in the form of "words" consisting of five char­
acters each. There is a capacity of 2,048 words. The 
words all have a specific location in magnetic storage, 
and every location has an address, ranging from 0000 
to 2047. Convention, based on requirements of the 
earlier computers, dictates that the first location have 
the address 0000, not 0001, and this practice is carried 
over into present day computer terminology. Thus the 
address of the last location is always one less than the 
total number of words that can be stored. 

PICTORIAL REPRESENTATION OF MEMORY 

The 2048 words of memory can be represented pictorially 
as many lots on a long street. Each lot contains five 
characters, and each has an address of its own; the 
first lot is the street (memory) address 0000, the second 
is 0001 and so on up to the last, which is 2047. Now 
assume that two of the lots have information or data in 
them; the lot with the address 1000 has the number 
25640 and the next lot address 1001, has the number 
14628. The rest of the lots are empty; that is, there is 
no information in them. A special character is assigned 
as a II blank", or contains all O's (OOOOO). After placing 
the two numbers in the memory locations wi th addresses 
1000 and 1001, memory can be represented as: 

Address F~f~~ -+---+--~~' 
Content LU 

Figure 6-1. Two Numbers in Memory 



It should be remembered that the numbers in memory 
are stored as binary code characters, not as decimal 
characters, but no genera I ity is lost in picturing them 
and talking about them as ordinary decimal numbers. 

For purposes of illustration in this section, it wi II be 
assumed that any information required is avai lable in 
memory, without considering how it got there. In the 
next section, memory wi II be explained. 

LOCATION AND ADDRESS TERMINOLOGY 

It is a bit cumbersome to continue referring to the 
location in memory as II the location whose address is 
100011

, or some other address. Consequently, the 
convention wi II be adopted that address 1000 and 
location 1000 wi II mean the same thing i.e., the 
location in memory wi th address 1000. Therefore, in 
the example being used, the number 25640 is located 
or stored at address 1000 and 14628 at address 1001. 

INSTRUCTIONS AND PROGRAMS 

The operation to be performed by the computer is to add 
the two numbers stored at addresses 1000 and 1001 and 
put the sum into address 1002. So far, the machine has 
the two numbers, but no way of knowing what it is 
supposed to do. Obvious Iy, some II instructions ll are 
required. It would be well to find out just what 
II instructions ll are and what II instructions ll look I ike. 
An order te II ing the computer what operation to perform 
is called an instruction. A series of instructions to be 
fo Ilowed by the machine in performing a sequence of 
operations is ca lied the program. An instruction, for 
example, may tell the machine to ADD. This tells it 
what it is supposed to do, but it does not te II it what 
number it is to add. The number to be added must, of 
course, be in memory and the instruction must inc lude 
information telling the equipment just what number is 
to be added. Because every location in memory has an 
address which the machine can find immediately, 
inclusion of the address as part of the instruction will 
give it the necessary information to find the number to 
be added. An instruction, then, must consist of ~o 
parts: an operation part, telling the computer what to 
do, and an address part, telling it where to get the 
information to be operated on. 

With four digits required to identify everyone of the 
2048 locations in memory, a complete instruction can 
be put into one 5- character wordpr6vided its operation 
part consists of only one character since one character 
has a possibility of being anyone of 64 combinations of 
binary digits. That many different operations cou Id be 
provided and still limit the length of the instruction to 
one word of 5 characters. In practice, this is not ample; 
some computers have a Imost that many di fferent opera­
tions' but others operate with only 16 or 32. 
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It is important to note that the instruction does not 
include the number to be added; it only tells the 
machine where to go in memory to find the number. 

Format of an Instruction 

The instruction, then, consists of a one-character 
operation part and a four- character address part. The 
computer interprets the operation part and sets up the 
circuits necessary to accomplish that particular operation. 
The address part tells it where to get the information. 
The operation of adding to be performed in the example 
obviously requires an ADD instruction. The character 
II All wi II be assigned for this purpose. The equipment 
wi II recognize this character II A" as an order to add. 
Therefore, if a number located at address 1500 is to be 
added, the instruction in words would read ADD 1500, 
but in machine language it would be abbreviated to 
A 1500, exactly five characters for one word. 

Location of Instructions 

It was noted that the instructions as we II as data are 
stored in memory. Consequently, before the addition of 
the example can be accomplished, it wi II be necessary 
to have in memory the necessary instructions for 
performing this operation. Because memory contains 
some instructions and information to be operated on, it 
is well to keep them separate by assigning blocks of 
addresses in memory for the exclusive purpose of storing 
instructions and other blocks for storing data. In this 
example, instructions wi II be stored in memory at the 
beginning of address 0000. 

Interpretation of the Address Part 

The instruction IIA1500 11 was assigned as that which 
would tell the computer to add the number located at 
address 1500 to something. It is important to note that 
this instruction does not mean to add the number 1500 to 
another number. The distinction between address in 
memory, which is simply a location and the content of 
that location must be borne in mind at all times. The 
reason for the necessity of this distinction will become 
apparent in later paragraphs. 

H OW A COMPUTER ADDS 

Returning to the addition of the two numbers, 25640 at 
address 1000 and 14628 at address 1001, it is apparent 
thdt instructions are necessary and must be placed in 
memory to perform th is operation. Operations are not 
performed in memory, but in a special type storage 
device called a register. The register in this equipment 
has a capacity of ten characters or two words, and 
following standard practices it will be referred-to-as an 
accumulator. The methods of addition will be to place 
the number located at address 1000 into the accumulator, 



and add to it the other number, putting the sum of the 
two into the accumulator. This sum will then be stored 
at address 1002. 

Addition Instructions 

It is now necessary to determine what instructions are 
required to accomplish this addition. The first one 
must place the number 25640, from address 1000 in the 
accumulator. Is the ADD instruction sufficient for this 
purpose? Not by the method of operation decided 
above. There is a chance that the data from a previous 
operation may be in the accumulator and the ADD 
instruction wou Id actua Ily add 25640 to whatever was 
present before. The accumulator must first be set to 
all zeros, and because addition is a frequent operation, 
it will be convenient to have an instruction which wi II 
first clear the accumulator (i.e., set it so it contains 
all zeros), and then place in it the number 25640. This 
instruction will be called RESET ADD and will be 
denoted by the letter code II R". Therefore, the first 
instruction is RESET ADD 1000 in code Rl000, which 
means: set the accumulator to 0 and then add into it 
the number located at address 1000. 

Once the number 25640 is in the accumulator, the ADD 
instruction will accomplish the following: take the 
number found at the location specified by the address, 
add it to the number in the accumulator, and place the 
sum of the two in the accumulator, removing the 

original number there. Therefore, ADD 1001, in code 
A 1001, will take the num ber 14628 found in address 
1001 and add it to 25640 in the accumulator, and place 
the sum 40268 in the accumulator, wiping out the 25640 
that was there. 

It is now necessary to store the number 40268 in location 
1002. Another operation is involved; which wi II be 
called STORE the character, code liS". The instruction 
STORE 1 002, in code S 1 002, wi II instruct the machine 
to take the number in the accumulator and store it in 
the location with address 1002 wiping out any informa­
tion in that location. The three instructions, then, wi II 
accomplish the addition desired. It is only necessary to 
place the instruction in memory and determine the 
method of sequence of operation in the equipment. 

Sequence of Perform ing Instructions 

It appears that a simple way of having a computer 
perform a sequence of operations is to have it start with 
the instruction at the first address, do whatever the 
instruction says, take the instruction of the next address, 
and so on. This turns out to be very convenient. The 
computer of this example is designed to perform opera­
tions in just that manner i therefore, the three instruc­
tions necessary to accomplish the addition are placed in 
memory beginning with the location at address 0000. 
Before beginning the addition operation, memory looks 
like this: 

Figure 6-2. Memory Before Addition Operation 

Detai I of the Addition Operation 

It will be helpful in obtaining an understanding of 
machine operation to repeat the addition example in 
detail, depicting exactly what happened in carrying 
out each instruction. It is assumed that before begin­
ning the sequence of instructions, the accumulator 
contains the number 182359. It makes no difference 
what number, if any, is actually there, because the 

0000182359 I 

instruction wi II make sure that it is cleared before the 
addition begins. Similarly, though memory is assumed 
to be empty except for the three instructions, and the 
two numbers to be added, it makes no difference if 
there are other data locations not used. 

Before executing the first instruction, memory and the 
accumulator look I ike this. The arrow indicates that 
the first instruction is the next to be carried out: 

Accumu lator 

Figure 6 -3. Memory Before Executing First Instruction 
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After executing the first instruction RESET ADD 1000, 
the memory looks like Figure 6-4. (The arrow indicates 

t 0000025640 

that the second instruction is the next to be performed. ) 

/ 2046 /2047 ( 

~I I . 

Accumulator 

Figure 6-4. Memory After First Instruction 

Notice that the RESET ADD 1000 instruction erased 
the number 182359 that was in the accumulator. Also 
notice that memory address 1000 sti II contains the 
number 25640. Although transferred to the accumulator, 
it still remains available in memory for further use if 

required. After execution of the second instruction 
ADD 1001, memory and the accumulator look like 
Figure 6-5. (The arrow indicates that the third instruc­
tion is the next to be performed. ) 

/ 2046 / 2047 / 

~...&.....---.L----L-:S'" .t I I I 
t 0000040268 Accumulator 

Figure 6-5. Memory After Second Instruction 

Note that the accumu lator now contains the sum of the 
two numbers which has replaced the 25640 that was 
there. 

0000040268 

Finally, after execution of the last instruction STORE 
1002, memory and accumulator look like Figure 6-6. 

/ 2047 / 

I I 
Accumu lator 

Figure 6-6. Memory After Last Instruction 

Notice that the STORE instruction placed the contents 
of the accumulator in memory location 1002, but left 
the number in the accumulator where it i·s available for 
other operations. 

Rep~ated Operations 

In practice it is seldom that only two members are added 
together for a single sum. An adding machine or pencil 
and paper would be faster and more economical than 
using a computer. Suppose that instead of adding a 
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single pair of numbers, the problem called for adding 
500 pairs and storing 500 different sums. The first 500 
numbers are stored in memory, beginning at location 
0500 (and of course ending at 0999): The next 500 are 
stored in location 1000 through 1499. Answers are to 
be put in locations 1500 through 1999. The problem 
calls for adding the numbers in location 0500 to the 
number in location 1000 and storing the sum in 1500, 
then the number in 0501 to the one in 1001 and storing 
the sum in 1501, etc. Obviously the way to do this is 
to use the three instructions already developed. See 



Figure 6-7. 

RESET ADD 0500 R0500 
ADD 1000 AlOOO 
STORE 1500 S1500 
RESET ADD 0501 R0501 
ADD 1001 A1001 
STORE 1501 51501 

--
RESET ADD 0999 R0999 
ADD 1499 A1499 
STORE 1999 S1999 

Figure 6-7. Addition Program 

Not only would the person writing instructions soon 
become finger weary, but 1500 separate instructions 
are required. Since the original data and the answers 
require 1500 words of storage in memory, a total of 
3000 words is beyond the 2048 words of capacity avai 1-
able. Therefore, to satisfy the joint requirements of 
cutting down the number of instructions for the operation 
and for minimizing the amount of storage space needed 
to carry the program in memory, a more practica I 
1.-. 'I so IUTIOn IS neeaea. 

A brief study of the instructions revealed that a regu lar 
cycle of RESET ADD, ADDA, and STOREA is formed. 
The only difference is in the addresses. The addresses, 
it wi" be noted, increase in a regular pattern. The 
address of each instruction being one more than the 
address of the last similar instructioni RESET ADD 1501 
rollows RESET ADD 0500, RESET ADD 0502 follows 
RESET ADD 0501. If it would be possible to go through 
the first three instructions then add 1 to each of the 
three addresses and repeat the programi add 1 again to 
each of the three instructions and repeat the programi 
etc., it appears that a large number of instructions 
(1500 in this case) could be reduced to a very few. 
Can this be done? Instructions are not data but is it 
possible to operate on them in the same manner as on 
data? Before this question is answered it will be instruc­
tive to consider in detai I exactly what happens in the 
machine during the execution of a single instruction. 

WHAT HAPPENS IN THE EXECUTION OF AN 
INSTRUCTION 

For the sake of illustration, memory contains three 
instructions used in the addition example: 

Memory Location 0000 
0001 
0002 

RI000 
AlDOl 
S1002 

Obviously, the first order of business for the machine 
is to find the instruction in location 0000; it can do 
noth ing unti lit has the instruction avai lab Ie. More 
generally, after completing the operation called for 
by the instruction the machine must find the next one. 
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It needs some means of keeping track of where it is in 
performing a long series of operations. Because memory 
is on Iy a place to store instructions and data and does 
not enter into any computations it appears that something 
else must be provided to enable the equipment to know 
what instruction it is to perform next. Likewise, it 
appears that the equipment needs some place to put an 
instruction temporari iy whi ie it examines the operation 
part to determine what is to be done and the address 
part to determine where the data is to come from or 
where it is to be stored. The function of keeping track 
of what instruction is to be executed is done by a special 
register called the Address Counter. The temporary 
holding place for the instruction is the Instruction 
Register. Both are part of the control unit. 

Suppose now that the Address Counter is initially set at 
0000 and the addition operation commences. The first 
thing the equipment does is to inspect the number 
located in the Address Register -- 0000. It goes to th is 
address and transfers the contents -- the first instruction 
-- to the Instruction Register. At the same time, a 11111 
is added to the contents of the Address Counter so it now 
contains 0001. The transfer of the instruction to the 
instruction Register does not remove it from memory; it 
sti II remains avai lable for use later just as other data. 

The Instruction Register may be considered as consisting 
of two parts. Into one part the operation code is placed. 
Into the other, the address. The equipment inspects the 
operation code and interprets it as an order to accomplish 
a specific function (in this case to RESET ADD) and sets 
up the electronic circuits necessary to do this operation. 
When the circuits are properly established it looks at 
the address part of the Instruction Register and determines 
what location is involved and performs the RESET ADD 
operation on the number in that location. The operation 
completed, the equipment turns to the Address Counter 
where it now finds 0001. The operational cycle is 
repeated in the same manner as the first instruction and 
when the next instruction is to be performed, the Address 
Register reads 0002. The complete carrying out of one 
instruction may then be considered as involving the 
following separate steps which are also shown in Figure 
6-8. 

a. Determine location of instruction 
b. Obtain instruction; reset address counter 
c. Interpret instruction and set up necessary 

circuits 
d. Execute the instruction 

The first three steps (a, b, c) are often combined into 
the interpretation part of the cycle. The last step is 
called the execution part. Regardless of the nomen­
clature and type of computer, the instruction cycle can 
be considered as consisting of the four steps described. 
A complete understanding of what occurs in carrying out 
an instruction will make clear the general operation 
within a digital computer. 
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Figure 6-8. How A Computer Executes An Instruction 

REPEATED OPERATIONS 

With an understanding of what happens in the instruction 
cycle, the method of changing the addresses of instruc­
tions to permit condensing the length of the program 
required to perform repeated sequences of operation can 
be understood. Instructions that wi II be remembered 
ere stored in memory in exactly the same manner as data. 
In the examples so for, all data have been straight 
numbers and the three operation codes have been letters, 
but it is evident that data can include alphabetical 
information and likewise that there is nothing to prevent 
some operation code from being numbers. If the entire 
contents of memory could be spread out for inspect.ion, 
instructions and data cou Id not be differentiated from 
one another. The machine treats each impartially; how 
it considers each depends entirely on what part of the 
instruction cyc Ie it is in. If by some chance data is 
stored in the location of ail instruction, as soon as the 
address counter reaches the address of that location, the 
equipment wi II transfer the content -- the data -- to 
the instruction register, treat the first digit as a opera­
tion code and the last four as address and proceed to 
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execute that instruction. Similarly, if the address part 
of an instruction is the location of another instruction 
(or the same one, for that matter), the equipment will 
take the contents of the specified location -- the 
instruction -- and perform the designated operation on 
it. The first condition of course is to be avoided and 
presents a programming error, the second is of consider­
able use in programming repeated sequences of operations. 

The method of programming a repeated sequence of 
instruction can now be developed. The data consists 
of 500 numbers if' locations 0500- 0999. 500 more 
numbers in 1000-1499, and the pairs of numbers in 
locations 500 apart are to be added with the resu Iting 
sum stored in sequential locations 1500-1999. From 
previous work it is known that the following instructions 
will add the first pair and store the resulting sum: 

RESET ADD 
ADD 
STORE 

0500 
1000 
1500 

R0500 
A1000 
S1500 



The next step is to take the first instruction and increase 
the address by II 111 . Th is can be accomp I ished by 
placing the first instruction in the accumulator, adding 
II 111 to it, and storing the resul t back in the location of 
the first instruction. The same thing is to be done with 
the second and third instructions. With the three 
instructions used in the in itial add ition example, the 
location of storage vv'as not incorporated \vith the 
program. Several more instructions are now to be added. 
It will be convenient if-the listing shows where the 
instructions are to be placed in memory. The first three 
instructions are: 

0000 
0001 
0002 

RESET ADD 
ADD 
STORE 

0500 
1000 
1500 

R0500 
A1000 
S1500 

Because the address counter increases by one with each 
instruction, the next goes in memory location 0003. 
This instruction is to place RESET ADD 0500 (in code 
R0500) into the accumulator. After the STORE instruc­
tion is executed the sum of the first addition is still 
there. However, RESET ADD will clear the accumulator 
and place into it the contents of the address placed into 
it. The address of R0500 is 0000. Therefore; the next 
instruction is: 

0003 RESET ADD 0000 ROOOO 

A 11111 is to be added to this, but so far this digit is not 
available. Therefore, a'lIlli will be assumed to be in 
memory in some unused ~ocation. There is room starting 
with 2001. So in 2001 the quantity 00001 is stored. 
The next instruction is: 

0004 ADD 2001 A2001 

After completing this operation the accumulator contents 
are R0501. This is exactly what is desired and it is 
stored back in location 0000: 

0005 STORE 0000 SOOOO 

A similar set of instructions will change ADD 1000 to 
ADD 1001 and another set of three STORE 1500 to 
STORE 1501. 

It is probably obvious by now that the notations as to 
the contents of the accumulator wi II be quite helpful. 
Therefore, in writing the complete sequence of instruc­
tions, so far completed, this wi II be included and a 
systematic format for writing instructions adopted. Two 
other new conventions will also be introduced. Usually 
in writing instructions the exact figure or contents of 
the address iocations are not known. All that is speci­
fied is that the contents of a certain address wi II be 
operated on in accordance with the instruction. A 
short form for IIcontents of address ___ II will be helpful. 
This will be denoted by (m), where IIm ll is the address. 
The second convention concerns a marking for addresses 
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which wi II change during the course of a problem and 
are keyed by enclosing the starting address in squared 
brackets. In this example the first RESET ADD address 
0500 (because it is going to change during the course 
of the operation) the instruction wi II be written 
RESET ADD [0500]. The brackets are an aid to the 
programmer in being certain that all variable addresses 
are modified during the course of the sequence of 
operations. Consequently, the instructions necessary 
to accomplish the first addition and modify the addresses 
for subsequent operations are shown in Figure 6-9. 

Instruction Op~ration 

Location Word Code Address Accumulator 

[ooooJ RESET ADD R 0500 (0500) 
[OOOlJ ADD A 1500 (0500) + (1000) 
[0002J STORE S 1500 (0500) + (1000) 
0003 RESET ADD R 0000 R0500 
0004 ADD A 2001 R0501 
0005 STORE S 0000 R0501 
0006 RESET ADD R 0001 A1000 
0007 ADD A 2001 A1001 
0008 STORE S 0001 A100l 
0009 RESET ADD R 0002 S1500 
0010 ADD A 2001 51501 
0011 STORE S 0002 S1501 
2001 a 0001 

Figure 6-9. Program of Addition, Storage and 
Modificotion of Address-

The 12 instructions make the initial addition and storage 
of the sum and modi fy the address of the fi rst three 
instructions so that at the end of the steps the first 
three instructions are in coded characters, R0501, 
A1001, and S1501. This is the exact requirement for 
adding the next pair of figures and storing the result. 
All that remains now is to instruct the machine to return 
to the beginning -- that is to address 0000 -- for its 
next instruction. 

After completing the last instruction, the one in location 
0011, the address counter contains 0012. If in this 
memory location an instruction can be placed, which 
will tell the machine to return to the location 0000 for 
its next instruction, instead of the normal progression 
to location 0013, the objective wi II be accomplished. 
This instruction is called TRANSFER and it means: do 
nothing with this instruction, but go to location shown 
in the address for the next one. The address part of 
the TRANSFER instruction is always the location in 
which the machine will find its next instruction. It 
constitutes a means of breaking the normal progression 
or sequence of instruction execution. In effect, all 
that happens during the execution phase of instruction 
is the resetting of the address counter to the specified 
address -- in this case 0000 -- wiping out the sequentia I 
address norma Ily there. Therefore, the instruction at 



0012 is: 

0012 TRANSFER T 0000 Transfers back 
to 0000. 

This accomplishes the objective desired; the 1500 
instructions norma lIy required have been reduced to 
13. Of course each addition requires 13 steps instead 
of three or four times as much time to complete the 
addition. However, arithmetic operations are performed 
at high rates of speed in the ALU and it is almost always 
more effective overa II to perform the address modification 
than it is to take most of the space in memory for 
instructions and thereby be forced to move in small 
blocks of data severa I times to comp lete the operation. 

A program of this kind in which a sequence of operations 
is performed on one set of data and then the program 
transferred back to the beginning for performance of 
another set and so on is called a loop. There is only 
one thing missing in the loop developed above. The 
machine would never stop repeating it. There are only 
500 numbered pairs to be added, but the computer 
doesn't know that. After completing the last addition 
required (the addresses are 0999, 1499, and 1999) it 
would modify the addresses to 1000, 1500, and 2000 
and continue adding. It will not continue forever, 
sooner or later an address in an instruction wi II exceed 
the 2047 or the program may replace a good instruction 
with gibberish which will have as its first character an 
invalid operation code either of which will cause the 
equipment to stop. Obviously this is an undesirable 
state of affairs, because good data which may be 
required for subsequent operations may be replaced by 
"garbage". Being "caught in a loop" is to be avoided. 

The way out is to insert a test in the program by means 
of which the computer can determine when it has 
completed the required number of cycles around the 
loop. This test condition is easy to develop. It is 
known in this example that when STORE 1999 has been 
executed, the problem is completed. The equipment 
however, wi II continue operating on instructions and 
performing modifications of instructions specified by 
the instructions in 0003 through 0011. After completing 
the instruction located in 0011, the accumulator contains 
STORE 2000, in code S2000, and at this point it is 
known that the operation is completed. (Note that it is 
not complete when the accumu lator contains S 1999 after 
instruction 0011 -- the last pair of figures is sti II to be 
added). Now suppose that after this instruction the 
contents of the accumulator is compared with a constant 
S2000 stored somewhere in memory just for this purpose 
As long as the contents of the accumu lator do not equa I 
this constant, the problem is to continue. As soon as 
equality is reached the machine is to be stopped. This 
requires two new instructions, which are defined as 
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follows: 

0012 

0013 

0014 

(1) The instruction COMPARE m in code "Cm" 
means: compare the contents of the accumu lator 
with the contents of memory location "m" then 
go to the next instruction to find out what to do. 

(2) The instruction TRANSFER IF EQUAL means: as 
the resu It of the previous comparison if the 
accumulator contents are equal to the specified 
memory location contents go to the location "m" 
which is the address part of this instruction, for 
the next instruction; if the contents of the 
accumulator and memory are not equal continue 
in normal sequence for the next instruction. In 
the example the instructions are inserted after 
0011, the TRANSFER instruction being renum­
bered; S2000 being stored in memory location 
2002. (See Figure 6-10.) 

COMPARE C 2002 Compares contents of 
Accumulator with 
S2000, C (2002) 

TRANSFER E 0015 Loop exit; equal after 
IF EQUAL last number pair is 

added. 
TRANSFER T 0000 Loop repeats as long 

as accumu lator is not 
equal to S2000. 

0015 MACHINE 
STOP 

Figure 6-10. COMPARE and 
TRANSFER IF EQUAL Instructions 

Thus 15 steps are repeated in sequence by the computer 
for every pair of additions. The last step is reached only 
when the problem is completed. It is not necessary, of 
course, that this be a machine stop, it could just as well 
be the beginning of another phase of the overall problem 
to be solved, the additions being justone portion. 

Loops are common in computer programming techniques 
and all must meet two requirements: 

a. The addresses of instructions must be correctly 
modified, and 

b. An exit in the form of a test, must be provided to 
stop the operation when the problem is complete. 

Th is program is typica I of a loop and with the instructions 
used it is as short as possible. Because of the commonness 
of the loop instructions, computers usua Ily have one or 
two instructions specifically designed for the modifications 
of addresses. Use of the instructions would permit this 
loop to be shortened by two instructions. 



MEANINGS OF THE ADDRESS PORTION OF 
INSTRUCTIONS 

It will be observed from the instructions, which were 
developed for the solution of the multiple addition. 
problem, that the address portion of the instruction may 
have different meanings depending upon what the 
operation part of the instruction calls for. For example 
RESET ADD, ADD, and COMPARE instructions the 
equipment is instructed to take the contents from a 
specified memory location and do something with it .• In 
the STORE instruction it is told to put the contents of 
the accumulator into the specified memory location. 

It is thus apparent that the meaning of the address 
part must be considered in conjunction with the operation 
part. Because this meaning is not always obvious, 
instruction manuals explaining the operation codes 
available for a specific equipment always define very 
carefully and precisely exactly what happens when an 
instruction is carried out and what the address part means. 
In operation, the equipment interprets the address part 
of an instruction in conjunction with the operation part, 
i. e., it "knows ll that in the TRANSFER instruction the 
address part is the location where it wi II find its next 
instruction, and not a place in memory where it is to 
obtain data for execution of the TRANSFER instruction. 
In genera I, the address part of an instruction can be 
considered as falling into one of 8 categories: 

Address of Data to be Taken From Memory 

The operation part of some in·structions require data to 
be taken from memory and some specified operation 
accomplished on that data. Such instructions as RESET 
ADD, ADD and COMPARE have been described. Others 
are MULTIPLY, DIVIDE, SUBTRACT and RESET SUBTRACT 
which are arithmetic operations quite similar to those 
a Iready discussed. Data can a Iso be taken from memory 
and be put into some other type of storage. For example, 
in taking information from memory and putting it on the 
magnetic tape, one instruction would select a tape unit 
and the next might be an instruction like WRITE m, which 
means; II take the contents of memory location IIm ll and 
put it in the magnetic tape unit just hooked Up". 

Address of Data to be Put Into Memory 

This is the reverse condition of that above; the STORE 
instruction previously defined is an example. Instruc­
tions of this type tell the machine to take the information 
from some specified place which depends upon the opera­
tion part and store it in the memory location given by the 
address part. In addition to the STORE instruction others 
of this type involve taking data from some other storage 
device such as a magnetic drum or from an input unit and 
storing the data in designated memory locations. 
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Address of Instructions 

The address part of the instruction may be the location 
in memory where the next instruction wi II be found. 
The instructions are used to break the normal sequence 
of executing operations. There are two types. 

Unconditional Transfer Addresses 

If the operation part of an instruction is an unconditional 
transfer, the machine always goes to the memory location 
shown as the address part for its next instruction. Every 
computer has one instruction of this type. That is all that 
is needed. The TRANSFER instruction defined previously 
is an unconditional one -- the machine has no option, 
but a Iways breaks the sequence of execution of operation. 

Cond i ti ona I Trans fer Addresses 

If the operation part of an instruction is a conditional 
transfer, the machine mayor may not go to the memory 
location shown as the address part of its next instruction. 
It goes to this location only if the conditions of the 
transfer are met, otherwise it takes its next instruction 
in the normal sequence 0. e.; the one in the memory 
location next following the conditional transfer instruc­
tion). The TRANSFER IF EQUAL instruction used in 
the addition example is typical, if the two words 
compared are equal, the machine transfers to the address 
shown for its next instruction. If not equa I, it takes the 
next instruction in sequence and ignores the transfer 
operation. Every computer has several cond-iHona-i 
transfer instructions and examples are II transfer only if 
one number is larger than another", IItransfer if the 
accumulator contains a", and others. 

Address Which are Absolute Numbers 

Some instructions tell the machine to perform operations 
which have nothing to do with the memory location or 
other components, in which case the number shown in 
the address portion serves a special purpose. As an 
example, multiplication of money values frequently 
result in an answer in the accumulator four or five 
figures to the right of the decimal point. Suppose that 
there are five digits which are to be cut down to two by 
dropping the last three digits. This can be accompl ished 
by telling the equipment to shift the contents to the 
accumulator three places to the right and to discard the 
figures moved out during the shift out operation. An 
instruction such as SHIFT 0003 wi II do this. The 
operation part instructs the equipment to shift and the 
address part instructs how many places to shift. Shift 
operations are usually necessary in multiplication and 
division operations in a computer to be sure that decimal 
points for units positions of answers are properly positioned. 



Address as Identification of Input/Output Units 

Obviously, if the ALU and the control unit are to use 
the various input/output units, some means must be 
provided to identify the units so that the proper 
electronic circuits can be set up to connect the desired 
unit to memory. All such units are therefore, assigned 
address numbers which may be the same as some locations 
in memory but the operation part of the instruction is 
the machine signal that memory is not involved. For 
example a tape unit may be address 0200 which is also 
a memory location. The operation part of the instruction 
to connect an input/output unit may be to SELECT. The 
complete instruction SELECT 0200 tells the equipment 
to set up communication lines to connect memory with 
tape unit 0200. 

Address as Identification of Indicator Units 

All computers have a number of special indicators 
which perform various functions. For example, in 
adding numbers it may have been determined that the 
maximum size of the answer would never exceed five 
digits. A larger answer wou Id turn on "overflow 
indicator" and this indicator could be checked by an 
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instruction to determine if it was on or not. By the use 
of a conditional transfer instruction special instructions 
would be followed by the machine to handle the over­
flow condition. As an example suppose the "overflow 
indicator" was assigned 1000. The instruction CHECK 
1000 would mean determine the condition of the 
"overflow indicator". The next instruction would be a 
conditional transfer such as TRANSFER IF ON to "mil; 
if the indicator were ON, the equipment would go to 
location "m" for its next instruction (this might be the 
first location of a series of special instructions to handle 
the overflow condition) and if not ON it would proceed 
to the next instruction in the normal sequence. Similar 
indicators are provided to signal such factors as end of 
magnetic tape, end of paper typewriter, no more cards 
in the card punch, or an error in a printed line, and 
all can be interrogated automatically by the machine 
in a manner similar to the example given. 

This ends our discussion of the general subject II How a 
Computer Works". It was not the intention to give any 
detailed information with regard to any specific 
computer, but rather to give a general understanding 
of computers from a very basic point of view. 



SECTION 7. STORAGE SECTIONS 

MAGNETIC CORE MEMORY 

The most common high speed storage used in today's 
digital computers is the magnetic core memory. This 
type of data storage is based on the use of one core 
element for each "bit" of information storage capabil­
i ty of core memory. 

Before describing the memory operation in detai I, a 
review of the theory of core operation is presented. 
The kind of core memory most widely used is the co­
incident current variety, and only this variety will be 
discussed. 

Basic Element of a Core Memory 

The basic element of a core memory is the core itself. 
A core is a II doughnut" formed of ferrous .materia I and 
a bonding agent. The core is extremely small and 
appears as fo Ilows: 

@ ~$kness 
J-t Inside Diameter ~L 

Outside Diameter 

Figure 7 -1. Core 

The sizes range from an outer diameter of about 1/8 
inch to sizes which require magnification to work with 
them. 

A core made primarily of ferrous material is highly 
magnetic, and tends to hold a magnetized state once 
it has been subjected to a magnetizing fie Id. A core, 
just manufactured, that is subjected to a magnetizing 
force (H) develops a magnetic field (B). Assuming the 
magnetizing force can be polarized in either direction, 
we would be able to change the direction of the mag­
netic fie Id (B) in the core. 

If we were to wrap the core with a few turns of wire 
and pass current through the looped wire in either di­
rection, the magnetic field about the loops of wire 
would be the magnetizing force exerted on the core. 
The following diagram shows the result of such an oper­
ation. 
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Figure 7 -2. Magnetized Core 

Notice that as the direction of current changes the 
direction of (B), the magnetization within the core 
changes. This can be displayed using graphs of (B) and 
(H) for a given core material. Assuming that the core 
was unmagnetized when the process started, the follow­
i ng will exp la i n the graph. 

+ 
t 
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Figure 7 -3. Magnetization Curve 

Magnetic Field of a Core 

The core, when starting with no magnetic fie Id (B), 
wi II begin from the 0 position, or the crossing of the 
8 - H lines at their 0 points. Once subjected to a 
magnetizing force, the curve of a core's magnetic 
field witt never again get to that particular point on 
the graph without having special treatment to get it 
there. 



When current is' applied to the magnetizing coi I in 
the direction shown by the current waveforms (path I), 
the magnetizing force in will force the field within 
the core along path 1 of the graph. The field within 
the core will remain at, or near, the saturated level 
shown unti I the magnetizing force drive current is re­
versed. We call this saturation because no matter how 
much more we increase the magnetizing force (H), the 
magnetic fie Id within the core does not rise in propor­
tion. 

Now consider path 2 of the current waveform. The 
current through the coi I is decreasing and the strength 
of the magnetic field within the core follows path 2. 
When we get to the point where (H) is zero, the (6) 
curve sti II shows near saturation. This indicates that 
once a core has been saturated by a magnetizing force 
and the magnetizing force is removed, the core wi II 
hold some magnetic field and not go to zero. This 
feature of a core is called remanence and the field it 
contains is called the residual magnetic field. 

If we now continue along the current waveform path 2 
from the zero point toward the left, the magnetic field 
in the core wi II decrease from its saturated condition 
and go into saturation in the opposite direction with a 
complete Iy reversed fie Id. 

In considering current waveform pcith 3, the core field 
wi II follow curve 3 and go into saturation with a fu II 
reversal of the fie Id within the core. 

The amount of current in the winding to produce the 
magnetizing force field is dependent upon the number 
of turns of the coi I (N) and the current passing through 
the coil (I) in the relationship. 

~ = NI 

It is conceivable that we could have a coil of one turn 
and with increased current the same core saturation 
result could be obtained. The configuration of such a 
device would be as shown in the following diagram. 

I 
- -

Figure 7 -4. Coi I with One Turn 

Again let us go to the graph of magnetizing force (H) 
and core fie Id strength (6) in Figure 7 -3. From further 

amplification of the graph we may gain further informa­
tion. 
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Figure 7-5. Magnetization Curve 

Magnetizing force required to saturate the 
core to saturation fie Id strength 

~m = Saturation core field strength. 

1/2Hs = Residual or remanent core field strength 
in the absence of magnetizing force after 
having been saturated. 

Note that with 1/2 Hs magnetizing force the core field 
strength does not change appreciably regardless of 
which direction the core is saturated or whether the 
magnetizing force (1/2 Hs) is positive or negative. 

From Figure 7 -5, it is seen that if the core had been 
saturated in the positive direction by a positive mag­
netizing force, Hs, and then the magnetizing force 
dropped to 0, there would remain in the core a field 
of strength ~r, very near the saturation leve I. If, now, 
a negative magnetizing force is caused to be present 
to the level-1/2 Hs the field within the core would re­
main polarized in the same direction and decrease 
slightly in amplitude. If this negative magnetizing 
force is removed, the core fie Id wi II return to the ap­
proximate level %r. Further, if a negative magnetiz­
ing force of -Hs is applied, the field within the core 
will go through the critical point at the knee of the 
curve when the magnetizing force passes -He and as 
the magnetizing force increases in amplitude, the core 
field will change polarity very rapidly, go beyond the 
lower knee of the curve and wi II saturate again in the 
opposite, or negative direction. 

When the negative magnetizing force is removed, or 
reduced to 0, the core fie Id wi II settle to a leve I of 
-~r. This same reasoning process can be applied to 



the graph to now get the core saturated in a positive 
direction. This is left as an exercise for the students. 
The major points to note in Figure 7-3 and discussion 
are as fo Ilows: 

a. Once saturated, a core field wi II return to ± ~r 
when the magnetizing force is removed. 

b. ± 1/2Hs wi II not change the core fie Id appreci­
ably from ± ~r. 

c. ± Hc is of greater amplitude than ± 1/2Hs and 
as a result there is little likelihood that 1/2 Hs will 
disturb the ± ~r field strength amplitude of a core. 

d. ± Hs drives the core well beyond the knee of 
the saturation level of a core. 

Using Two Wires to Pass Current 

Thus far we have talked of current in one wire only but 
it is also possible that the current cou Id be divided into 
two equal parts and passed through two separate wires 
thus creating the same effects as was accomplished with 
one wire. The configuration wouid be as shown in 
Figure 7-6. 

Wire X 

Wire Y 

Figure 7 -6. Two Wire Coi I 

Note that the current passing through each wire from 
either side of the core considered separately, is 
designated as 1/2 the current required to saturate the 
core to 0(10 ) or 1/2 the current required to saturate the 
core to 1 (II). The "0" and 11111 field directions were 
arbitrari Iy chosen in this case. 

The fields of magnetizing force created by currents 
flowing through wires "X" and "Y" are additive. Thus 
if we were to consider the fie Id resu lting from current 
flowing from left- to- right in both X and Y, that field 
would be approximately twice the field that would be 
caused by current flowing in only one of the wires, 
either X or Y. 

Further, if current were flowing in X from left- to- right 
and in Y from right-to-Ieft, the resulting field of mag­
netizing force would be approximately zero. 
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Inhibiting Current 

With this information we can now insert another wire 
through the core and use it to prevent magnetizing the 
core in the 1 direction by causing current to pass 
through that third wire always in a direction which 
would prevent 1 core field saturation when desired, by 
merely turning the third wire current off when 1 core 
field is desired, and on when No-lor 0 core field is 
desired. We would have a system of preventing or 
inhibiting 1 when desired for the core. The configuration 
would be: 

Wire X 

Inhibit 
Wire 

Wire Y 

Figure 7 - 7. Inhibit Current Scheme 

1/21 1 

It must be explained that inhibit current wi II be equal 
to about the va lue of 1/2 1

0
• If we now wish to record 

a zero magnetic field in the core, assuming it is already 
saturated and at zero, and we know that 1/2 11 will 
flow in both X and Y wires, we must do something to 
prevent thecumufative action of the 11 current from 
switching the core field. To do this we must turn on 
the inhibit wire current before the X and Y wire cur­
rents are perm i tted to flow. 

The following diagrams show the conditions with inhibit 
and no inhibit currentg The cores are assumed to be 
polarized to 0 at the time the currents flow and the 
currents start and stop at the same instanto 

IInhib = o ___ .... ~~ 

Core Set to 1 

Core Remains Set at 0 

Figure 7 -8. Conditions of Inhibit and No- Inhibit Current 



What has been discussed thus far is the writing process 
that takes place in magnetic core systems. Cores are 
set at 0 prior to the "write" series of events which 
will provide X and Y half currents to the selected 
cores. Those cores which are to remain at 0 wi II a 1-
ways have the inhibit half current flowing in the wire 
associated with those individual cores. 

The Read Operation 

Once the information is in the core, how is the infor­
mation obtained out of the core for use when desired 
and then restored to the core for retention in memory? 
We have said that all cores are set to zero, after which 
se lected lis are "written" back into the memory cores o 

It shou Id be obvious now that when cores are set to 
zero, only these which had a 1 polarization will have 
a complete reversal of core field. It is this changing 
core fie Id which indicates that the core had a 1 in 
it when it was set to O. To gather this information or 
to "sense" the change, a conductor in the presence of 
the rapidly changing field is required. The conductor 
in the changing magnetic field will have a voltage 
induced in it and this voltage can be amplified and 
used as a 1 indicator. Therefore another wire must be 
laced through the core for sensing the change in polar­
ity when the core is set to O. 

Setting the selected cores to 0 is known as the read 
operation. It is only during this period that a change 
of core polarity contains usable information and there­
fore, only during this period are the "sensing amplifiers" 
activated and able to amplify a 1 voltage from the 
sense wire, if it is present. The core configuration now 
appears as in Figure 7-9: 

Figure 7-9. Core Lacing and Various Currents 

It shou Id be noted that ha If currents are reversed at 
X and Y for read and write. Inhibit current flows only 
during write and a Iways in the same direction. 

In the case of the core being polarized to 1 the read 
half currents flowing in X and Y wi II cause the field of 
fhecore to rapidly charlgepoldrity and the collapsing 
and bui Iding core field wi" occur when a 1 is written 
into a core wh ich was previous Iy reset to zero by the 
read half currents. However, at this time the voltage 
induced in the sense wire is ignored. 
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Thus far we have talked about single cores. However 
single cores are not used alone, but are gathered to­
gether to handle multiple bits of storage. An example 
of how they are arranged for storage of 16 bits of infor­
mation is given in Figure 7 -10. 

Yo 

l I 
Xo Xl X3 

Inhibit Sense 

Figure 7-10. Sixteen-Bit Core Storage Arrangement 

Figure 7-10 points up pertinent information with regard 
to core memories as follows: 

a. Adjacent X lines have current flowing through 
them in opposite directions. 

b. Adjacent Y lines have current flowing through 
them in opposite directions. 

c. The inhibit lines parallel the Y lines and the 
current wi II flow on Iy in one direction, i. e., in the 
direction of Y read half-current. 

d. One X and one Y line can address only one 
core with fu II current, and this is the core at the cross­
over point. All other cores on the X line and Y line 
in use are subjected to only half current. 

e. "It is possible to get either polarity of signal 
from the sense line as input to the sense amplifier cir­
cuits. 

f. Cores on the Y drive line and X drive line, not 
at the crossover point have noise generated by the half 
current disturbing the core, which induces a small 
voltage in the sense winding. The amplitude of the 
vo Itage is dependent upon the flux change and the 



polarity is determined by the direction of flux change 
with respect to the sense winding. 

g. All voltages induced in the sense winding are 
algebraically additive. 

That the currents in adjacent X lines and adjacent Y 
lines are in opposite directions is a matter of core 
plane design. What is shown in Figure 7-10 is one core 
plane capable of holding 16 discrete bits of 1 or 0 in­
formation. The reason for wiring the core plane in this 
way will become clear as we begin to stack core planes 
and as we go on with the discussion of the points men­
tioned previously. 

Core Addressing 

Whether we read or write in the core memory, only one 
X drive line and one Y drive line are used to address a 
single core in a core plane. For instance if we use Xo 
and Yo drive lines, we selected the core which is sub­
jected to the cumulative magnetic fields created by 
half current in Xo and half current in Yo. All other 
cores on line Xo and line Yo are subjected to the mag­
netic force caused by half currents in lines Xo and Yo. 
These cores not selected are called "half selected. II 

This applies to either read or write operations. 

It wi II be noted that the inhibit winding goes through 
every core in the plane and the current in this winding 
has been specif.ied to be always in the same direction 
as current in all Y lines which would cause a 0 to be 
written in the selected core. In other words, the in­
hibit current cancels the effect of the Y current for all 
cores in the selected Y line. Assuming that the arrows 
alongside X and Y drive lines in Figure 7 -10 are shown 
in the 1 direction of current, the current in the inhibit 
winding would be as shown in Figure 7-10. 

From previous discussions on core theory for a single 
core, and the above discussion on single core selection 
in a core p lane, further discussion of how information 
is stored in a unique location within the core plane 
would be redundant. All that is needed is to know 
how a core is IIselected ll and then the theory of a 
single core applies to that selected core for informa­
mati on storage. The only lines of concern during this 
operation are selected X and Y drive lines and the 
inhibit winding. 

Reading from Core 

Reading from core memory requires more discussion 
since there are actions here which are not apparent 
without investigation. The on Iy liiles used in reading 
are the selected X and Y drive lines and the sense 
winding. 

From preceding single core theory it is obvious that 
when the se lected X and Y lines have currents in each 
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of them in such directions to drive the selected core to 
zero a large change of flux wi II cause a large voltage 
in the sense winding. Further, if the selected core was 
at zero, a much smaller voltage wi II be induced in the 
sense winding since the resultant change of fields 
strength in the se lected core is sma lIer. 

In addition to the effect of the read half currents in 
the selected X and Y lines on the selected core, there 
is the effect of the half currents in both X and Y on 
half selected cores. These half selected cores will 
also undergo a small change in flux and cause a cor­
respondingly small voltage to be induced in the sense 
winding. 

Regardiess of the source of the induced voltages in the 
sense winding the voltage appearing at the sense wind­
ing terminals is the algebraic sum of the induced volt­
ages. 

Because of the way a core plane is wired and the direc­
tion of currents in each X and Y line, the voltages in­
duced in the sense winding by individual half selected 
cores tend to cancel one another. In other words the 
voltage induced in the sense winding by one core half­
current-flux change wi II tend to force current in the 
sense winding in one direction and the effect of another 
core ha If-current-flux change wi II tend to force sense 
winding current in theopposite direction. Figure 7 -11 
is a segment of Figure 7-10 using Xo and Yo to explain 
this point. 

, , , , , , , , , 

Sense 

Figure 7 -11. Effects of One Core 
Half-Current-Flux Change 



Referring to Figure 7 -11, we see the cores are number­
ed with two numbers. These are in the form X, Y, with 
the numbers representing the subscript numbers of the 
X and Y drive I ines that lace through the individua I 
cores. Also, the sense winding is traced in only one 
direction. The arrow associated with each segment of 
the sense winding as it passes through a core indicates 
the direction of tracing the sense winding. 

The fully selected core (0,0) with X and Y half cur­
rents going in to the core in one direction and the di­
rection of sense-winding tracing in the opposite direc­
tion produces a zero going indication at the sense wire 
terminals. Knowing this we can then say that for the 
half selected cores: 

a. If the sense -winding trac ing arrow and the di­
rection of half current are opposite, a small 0 signal is 
produced. 

b. If the sense-winding tracing arrow and the di­
rection of half current are the same, a small 1 signal 
is produced. 

Therefore, we can now count these half selected cores 
wh ich produce sma II lis and OIS. 

Core I 1 ..Q.... 

0, 1 X 

0,2 X 

0,3 X 

1,0 X 

2,0 X 

3,0 X 

4 2 

Thus the effect of the 1 signal which could reduce the 
amplitude of the fully selected signal is offset by cores 
(0, 1) and (3,0) generating in the sense winding 0 sig-
na Is to offset the 1 effect of cores (0,2), (0,3), (1,0) 
and{2,O). This effect does not seem significant in this 
case since the core plane is very small and only 50% 
reduction in cancelling effect from half selected cores 
result. However, as core planes increase in size to 
64 x 64 or 4096 cores in a plane, this reduction becomes 
significant. 

It is left as a student exercise to draw out a simple 
8 x 8 plane as in Figure 7 -12 and prove to himsel f that 
in this case the opposing induced voltages from half 
currents cause greater than 50% core noise reduction due 
to cancellation. 
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Figure 7-12. 8 x 8 Core Plane 

Core Arrays 

Thus far we have been concerned with single cores and 
single core planes. The next step in logical sequence 
is to use the core planes in arrays in order to be able 
to store and retrieve information in a manner that we 
can handle more than one bit of information at a time. 

The core plane we discussed previously is also called a 
"bit-plane". The name bit-plane comes from the fact 
that in digital computers using core memory there is 
one such plane for every bit in a computer word. Thus, 
a 6-bit computer word wou Id require 6-bit planes, and 
a 24-bit computer word would require 24 bit-planes. 

The number of words that can be stored in a memory is 
a function of the number of X and Y drive lines per 
bit-plane. As an example, a 4096 word memory for 
24-bit word length would require 24 bit-planes, each 
of which has 64 X and 64 Y drive lines. 

The diagram of Figure 7 -13 shows the X and Y drive 
lines for 4-bit words in core memory. Note particular­
ly in Figure 7-13: 

a. Each end of an Xo drive line of each plane, 
except the top and bottom, is attached to the end of a 
Xo drive line of an adjacent plane by a connecting 
wire external to the core planes. Therefore, all Xo 
drive lines are in series. 

b. Each end of a Y (}_ drive line of each plane, ex­
cept the top and bottom, is attached to the end of a 
YO drive line of an adjacent plane by a connecting 
wire external to the core plane. Therefore, all YO 
drive lines are in series. 



1 
t 

fu lIy se lected 
cores, 1, for each 

bit of the word. 

Bit- Plane 1 

Bit- Plane 2 

Bit- Plane 3 

Figure 7 -13. X and Y Drive Lines for 4-bit Words in 
Core Memory. 
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c. The driven end of the Xo and YO drive lines 
are attached to current drivers which can supply cur­
rent in either direction. The ends of the series con­
nections of Xo and YO drive lines, opposite the driven 
ends, are grounded. Therefore the same Xo half cur­
rent flows through all plane Xo drive lines and the 
same YO half current flows through all plane YO drive ,. 
lines. 

d. In each bit-plane, only one core is fully select­
ed. The selected cores in all planes are in the same 
relative physical location in each bit-plane. 

e. All even numbered X drive I ines are attached to 
drivers on the same side of the core plane, and all odd 
numbered X drive lines are attached to drivers on the 
opposite side of the core plane. 

f. All even numbered Y drive lines are attached to 
drivers on the same side of the core plane, and all odd 
numbered Y drive lines are attached to drivers on the 
opposite side of the core plane. 

g. There is required for each X line a separate cur­
rent ddver, and for each Y line a separate current 
driver. 

Since we are interested in storing individual bits in 
each bit-plane, and reading individual bits from each 
bit-plane, the sense winding and inhibit winding of 
each bit-plane are exclusive to their bit-plane. 
Therefore, a separate inhibit current driver is required 
for each plane, and a separate sense amplifier is needed 
for each plane. 

There are many different ways of accomplishing plane 
wiring, current driving, and sensing. Those presented 
here are only intended to give a reader a basic under­
standing of core memory theory. 





APPENDIX A. CONVERSION TABLES 

Octal-Decimal Integer Conversion Table 

0000 
to 

0777 
(Octal) 

Octal 

0000 
to 

0511 
(Decimal) 

Decimal 

10000 - 4096 
20000 - 8192 
30000 - 12288 
40000 - 16384 
50000 - 20480 
60000 - 24576 
70000 - 28672 

1000 
to 

1777 
(Octal) 

0512 
to 

1023 
{Decimal} 

I 0 2 3 4 5 6 7 I 
0000 0000 0001 0002 000) 0004 0005 0006 0007 
0010 0008 0009 0010 0011 0012 0013 0014 0015 
0020 0016 0017 0018 0019 0020 0021 0022 0023 
0030 0024 0025 0026 0027 0028 0029 0030 0031 
0040 0032 0033 0034 0035 0036 0037 0038 0039 
0050 0040 0041 0042 0043 0044 0045 0046 0047 
0060 10048 0049 0050 0051 0052 0053 0054 0055 
0070 10056 0057 0058 0059 0060 0061 0062 0063 

0100 10064 0065 0066 0067 0068 0069 0070 0071 
0110 0072 0073 0074 0075 0076 0077 0078 0079 
0120 0080 0081 0082 0083 0084 0085 0086 0087 
0130 0088 0089 0090 0091 0092 0093 0094 0095 
0140 10096 0097 0098 0099 0100 0101 0102 0103 
0150 0104 0105 01.06 0107 0108 0109 0110 0111 
0160 0112 0113 0114 0115 0116 0117 0118 0119 
0170 0120 0121 0122 0123 0124 0125 0126 0127 

0200 0128 0129 0130 0131 0132 0133 0134 0135 
0210 0136 0137 0138 0139 0140 0141 0142 0143 
0220 0144 0145 0146 0147 0148 0149 0150 0151 
0230 0152 0153 0154 0155 0156 0157 0158 01~9 
0240 0160 0161 0162 0163 0164 0165 0166 0167 
0250 0168 0169 0170 0171 0172 0173 0174 0175 
0260 0176 0177 0178 0179 0180 0181 0182 0183 
0270 0184 0185 0186 0187 0188 0189 0190 0191 

0300 0192 0193 0194 0195 0196 01~7 0198 0199 
0310 0200 0201 0202 0203 0204 0205 0206 0207 
0320 0208 0209 0210 0211 0212 0213 0214 0215 
0330 0216 0217 0218 0219 0220 0221 0222 0223 
0340 0224 0225 0226 0227 0228 0229 0230 0231 
0350 0232 0233 0234 0235 0236 0237 0238 0239 
0-360- -Q-24-0--Q-m---D-24-2--0-24-3----W4+-0-245--{)246--{)247· 
0370 0248 0249 0250 0251 0252 0253 0254 0255 

0 1 2 3 4 5 6 7 

1000 0512 0513 0514 0515 0516 0~17 0518 0519 
1010 0520 0521 0522 0523 0524 0525 0526 0527 
1020 0528 0529 0530 0531 0532 0533 0534 0535 
1030 0536 0537 0538 0539 0540 0541 0542 0543 
1040 0544 0545 0546 0547 0548 0549 0550 0551 
1050 0552 0553 0554 0555 0556 0557 0558 0559 
1060 056(} 0561 0562 0563 0564 0565 0566 0567 
1070 0568 0569 0570 0571 0572 0573 0574 0575 

1100 0576 0577 0578 0579 0580 0581 0582 0583 
1110 0584 0585 0586 0587 0588 0~89 0590 0591 
1120 0592 0593 0594 0595 0596 0597 0598 0599 
1130 0600 0601 0602 0603 0604 0605 0606 0607 
1140 0608 0609 0610 0611 0612 0613 0614 0615 
1150 0616 0617 0618 0619 0620 0621 0622 0623 
1160 0624 0625 0626 0627 0628 0629 0630 0631 
1170 0632 0633 0634 0635 0636 0637 0638 0639 

1200 0640 0641 0642 0643 0644 0645 0646 0647 
1210 0648 0649 0650 0651 0652 0653 0654 0655 
1220 0656 0657 0658 0659 0660 0661 0662 0663 
1230 0664 0665 0666 0667 0668 0669 0670 0671 
1240 0672 0673 0674 0675 0676 0677 0678 0679 

\1250 0680 0681 0682 0683 0684 0685 0686 06871 
1260 0688 0689 0690 0691 0692 0693 0694 0695 1 

11270 I 0696 0697 0698 0699 0700 0701 0702 0703
1 

11300! 0704 
1131C 0'712 
132U I O'720 

1 1330 I 0728 
11340 I 0736 

1

1350 I 0744 
1360 I 0752 

1
1370 

1
0760 

0705 
1)'713 
0721 
0729 
0737 
0745 
0753 
0761 

0706 0707 
0714 0"15 
0722 0723 
0730 0731 
0738 0739 
0746 0747 
0754 0755 
0762 0763 

0708 0709 0710 0711 
0716 0717 0718 0719 
0724 0725 0726 0721 
0732 0733 0734 0735 
0740 0741 0742 0743 
0748 0749 0750 0751 
0756 0757 0758 0759 
0764 0765 0766 0767 

A-l 

I 0 2 3 4 5 6 7 

0400 0256 0257 0258 0259 0260 0261 0262 0263 
0410 0264 0265 0266 0267 0268 0269 0270 0271 
0420 0272 0273 0274 0275 0276 0277 0278 0279 
0430 0280 0281 0282 0283 0284 0285 0286 0287 
0440 0288 0289 0290 0291 0292 0293 0294 0295 
0450 0296 0297 0298 0299 0300 0301 0302 0303 
0460 0304 0305 0306 0307 0308 0309 0310 0311 
0470 0312 0313 0314 0315 0316 0317 0318 0319 

0500 0320 0321 0322 0323 0324 0325 0326 0327 
0510 0328 0329 0330 0331 0332 0333 0334 0335 
0520 0336 0337 0338 0339 0340 0341 0342 0343 
0530 0344 0345 0346 0347 0348 0349 0350 0351 
0540 0352 0353 0354 0355 0356 0357 0358 0359 
0550 0360 0361 0362 0363 0364 0365 0366 0367 
0560 0368 0369 0370 0371 0372 0373 0374 0375 
0570 0376 0377 0378 0379 0380 0381 0382 0383 

0600 0384 0385 0386 0387 0388 0389 0390 0391 
0610 0392 0393 0394 0395 0396 0397 0398 0399 
0620 0400 0401 0402 0403 0404 0405 0406 0407 
0630 0408 0409 0410 0411 0412 0413 0414 0415 
0640 0416 0417 0418 0419 0420 0421 0422 0423 
0650 0424 0425 0426 0427 0428 0429 0430 0431 
0660 0432 0433 0434 0435 0436 0437 0438 0439 
0670 0440 0441 0442 0443 0444 0445 0446 0447 

0700 0448 0449 0450 0451 0452 0453 0454 0455 
0710 0456 0457 0458 0459 0460 0461 0462 0463 
0720 0464 0465 0466 0467 0468 0469 0470 0471 
0730 0472 0473 0474 0475 0476 0477 0478 0479 
0740 0480 0481 0482 0483 0484 0485 0486 0487 
0750 0488 0489 0490 0491 0492 0493 0494 0495 
()'7.60. -Q4.9S--Q.49.7 --O.49&- -O.499.--0500-1)5..o1--.Q502_05.03 
0770 0504 0505 0506 0507 0508 0509 0510 0511 

0 1 2 3 4 5 6 7 

1400 0768 0769 077Q 0771 0772 0773 0774 0775 
.1410 0776 0777 0778 0779 0780 0781 0782 0783 
1420 0784 0785 0786 0787 0788 0789 0790 0791 
1430 0792 0793 0794 0795 0796 0797 0798 0799 
1440 0800 0801 0802 0803 0804 0805 0806 0807 
1450 0808 0809 0810 0811 0812 0813 0814 0815 
1460 0816 0817 0818 0819 0820 0821 0822 0823 
1470 0824 0825 0826 0827 0828 0829 0830 0831 

1500 0832 0833 0834 0835 0836 0837 0838 0839 

151010840 0841 0842 0843 0844 0845 0846 0847 
1520 0848 0849 0850 0851 0852 0853 0854 0855 
1530 0856 0857 0858 0859 0860 0861 0862 0863 
1540 0864 0865 0866 0867 0868 0869 0870 0871 
1550 0872 0873 0874 0875 0876 0877 0878 0879 
1560. 0880 0881 0882 0883 0884 0885 0886 0887 
1570 0888 0889 0890 0891 0892 0893 089~ 0895 

1600 0896 0897 0898 0899 0900 0901 0!W2 0903 
1610 0904 0905 0906 0907 0908 0909 0910 0911 
1620 10912 0913 0914 0915 0916 0917 0918 0919 
1630 0920 0921 0922 0923 0924 0925 0926 0927 
1640 0928 0929 0930 0931 0932 0933 0934 0935 

11650 10936 0937 0938 0939 0940 0941 0942 0943 
0945 0946 0947 0948 0949 0950 0951 11660 i0944 

11670 ! 0952 0953 0954 0955 0956 0957 0958 09591 

1 1700 i 0960 0961 0962 
17100968 0969 0970 
1720 '0916 0977 0978 
1730 10984 0985 0986 
1740 0992 0993 0994 
1750 1000 1001 1002 
1760 1008 1009 1010 
1770 1016 1017 1018 

0963 0964 0965 
0971 0972 0973 
09?9 0980 0981 
0987 0988 0989 
0995 0996 0997 
1003 1004 1005 
1011 1012 1013 
1019 1020 1021 

0966 
0974 
09811 
0990 
0998 
1006 
1014 
1022 

0967 1. 
0975 
09831 
0991

1 

0999/ 
1007 
1015 
1023 1 



APPENDIX A. CONVERSION TABLES (Cont1d) 

Octal- Decimal Integer Conversion Table (Cont1d) 

0 i 2 3 4 5 6 7 0 1 2 3 4 5 6 7 

2000 1024 1025 1026 1027 1028 1029 1030 1031 2400 1280 1281 1282 1283 1284 1285 1286 1287 
2010 1032 1033 1034 1035 1036 1037 1038 1039 2410 1288 1289 1290 1291 1292 1293 1294 1295 
2020 1040 1041 1042 1043 1044 1045 1046 1047 2420 1296 1297 1298 1299 1300 1301 1302 1303 
2030 1048 1049 1050 1051 1052 1053 1054 1055 2430 1304 1305 1306 1307 1308 1309 1310 1311 
2040 1056 1057 1058 1059 1060 1061 1062 1063 2440 1312 1313 1314 1315 1316 1317 1318 1319 
2050 1064 1065 1066 1067 1068 1069 1070 1071 2450 1320 1321 1322 1323 1324 1325 1326 1327 
2060 1072 1073 1074 1075 1076 1077 1078 1079 2460 1328 1329 1330 1331 1332 1333 1334 1335 
2070 1080 1081 1082 1083 1084 1085 1086 1087 2470 1336 1337 1338 1339 1340 1341 1342 1343 

2100 1088 1089 1090 1091 1092 1093 1094 1095 2500 1344 1345 1346 1347 1348 1349 1350 1351 
2110 1096 1097 1098 1099 1100 1101 1102 1103 2510 1352 1353 1354 1355 1356 1357 1358 1359 
2120 1104 1105 1106 1107 1108 1109 1110 1111 2520 1360 1361 1362 1363 1364 1365 1366 1367 
2130 1112 1113 1114 1115 1116 1117 1118 1119 2530 1368 1369 1370 1371 1372 1373 1374 1375 
2140 1120 1121 1122 1123 1124 1125 1126 1127 2540 1376 1377 1378 1379 1380 1381 1382 1383 
2150 1128 1129 1130 1131 1132 1133 1134 1135 2550 1384 1385 1386 1387 1388 1389 1390 1391 
2160 1136 1137 1138 1139 1140 1141 1142 1143 2560 1392 1393 1394 1395 1396 1397 1398 1399 
2170 1144 1145 1146 1147 1148 1149 1150 1151 2570 1400 1401 1402 1403 1404 1405 1406 1407 

2200 1152 1153 1154 1155 1156 1157 1158 1159 2600 1408 1409 1410 1411 1412 1413 1414 1415 
2210 1160 1161 1162 1163 1164 1165 1166 1167 2610 1416 1417 1418 1419 1420 1421 1422 1423 
2220 1168 1169 1170 1171 1172 1173 1174 1175 2620 1424 1425 1426 1427 1428 1429 1430 1431 
2231) 1176 1177 n78 1179 1180 1181 1182 1183 2630 1432 1433 1434 1435 1436 1437 1438 1439 
2240 1184 1185 1186 1187 1188 1189 1190 1191 2640 1440 1441 1442 1443 1444 1445 1446 1447 
2250 1192 1193 1194 1195 1196 1197 1198 1199 2650 1448 1449 1450 1451 1452 1453 1454 1455 
2260 1200 1201 1202 1203 1204 1205 1206 1207 2660 -1456 1457 1458 1459 1460 1461 1462 1463 
2270 1208 1209 1210 1211 1212 1213 1214 1215 2670 1464 1465 1466 1467 1468 1469 1470 1471 

2300 1216 1217 1218 1219 1220 1221 1222 1223 2700 1472 1473 1474 1475 1476 1477 1478 1479 
2310 1224 1225 1226 1227 1228 1229 1230 1231 2710 1480 1481 1482 1483 1484 1485 1486 1487 
2320 1232 1233 1234 1235 1236 1237 1238 1239 2720 1488 1489 1490 1491 1492 1493 1494 1495 
2330 1240 1241 1242 1243 1244 1245 1246 1247 2730 1496 1497 1498 1499 1500 1501 1502 1503 
2340 1248 1249 1250 1251 1252 1253 1254 1255 2740 1504 1505 1506 1507 1508 1509 1510 1511 
2350 1256 1257 1258 1259 1260 1261 1262 1263 2750 1512 1513 1514 1515 1516 1517 1518 1519 
2360 1264 1265 1266 1267 1268 1269 1270 1271 2760 1520 1521 1522 1523 1524 1525 1526 1527 
2370 1272 1273 1274 1275 1276 1277 1278 1279 2770 1528 1529 1530 1531 1532 1533 1534 1535 

0 1 2 3 4 5 6 7 0 1 2 3 4 5 6 7 

3000 1536 1537 1538 1539 1540 1541 1542 1543 3400 1792 1793 1794 1795 1796 1797 1798 1799 
3010 1544 1545 1546 1547 1548 1549 1550 1551 3410 1800 1801 1802 1803 1804 1805 1806 1807 
3020 1552 1553 1554 1555 1556 1557 1558 1559 3420 1808 1809 1810 1811 1812 1813 1814 1815 
3030 1560 1561 1562 1563 1564 1565 1566 1567 3430 1816 1817 1818 1819 1820 1821 1822 1823 
3040 1568 1569 1570 1571 1572 1573 1574 1575 3440 1824 1825 1826 1827 1828 1829 1830 1831 
3050 1576 1577 1578 1579 1580 1581 1582 1583 3450 1832 1833 1834 1835 1836 1837 1838 1839. 
3060 1584 1585 1586 1587 1588 1589 1590 1591 3460 1840 1841 1842 1843 1844 1845 1846 1847 
3070 1592 1593 1594 1595 1596 1597 1598 1599 3470 1848 1849 1850 1851 1852 1853 1854 1855 

3100 1600 1601 1602 1603 1604 1605 1606 1607 3500 1856 1857 1858 1859 1860 1861 1862 1863 
3110 1608 1609 1610 1611 1612 1613 1614 1615 3510 1864 1865 1866 1_867 1868 1869 1870 1871 
3120 1616 1617 1618 1619 1620 1621 1622 1623 3520 1872 1873 1874 1875 1876 1877 1878 1879 
3130 1624 1625 1626 1627 1628 1629 1630 1631 3530 1880 1881 1882 1883 1884 1885 1886 1887 
3140 1632 1633 1634 1635 1636 1637 1638 1639 
3150 1640 1641 1642 1643 1644 1645 16:~6 1647 

3540 1888 1889 1890 1891 1892 1893 1894 1895 
3550 1896 1897 1898 1899 1900 1901 1902 1903 

3160 1648 1649 1650 1651 1652 1653 16..>4 1655 3560 1904 1905 1906 1907 1908 1909 1910 1911 
3170 1656 1657 1658 1659 1660 1661 1662 1663 3570 1912 1913 1914 1915 1916 1917 1918 1919 

3200 1664 1665 1666 1667 1668 1669 1670 1671 3600 1920 1921 1922 1923 1924 1925 1926 1927 
3UO 1672 1673 1674 1675 1676 1677 1678 1679 3610 1928 1929 1930 1931 1932 1933 1934 1935 
3220 1680 1681 1682 1683 lti84 1685 1686 1687 3620 1936 1937 1938 1939 1940 1941 1942 1943 
3230 1688 1689 1690 1691 1692 1693 1694 1695 3630 1944 1945 1946 1947 1948 1949 1950 1951 
3240 1696 1697 1698 1699 1700 1701 1702 1703 3640 1952 1953 1954 1955 1956 1957 1958 1959 
3250 1704 1705 1706 1707 1708 1709 1710 1711 3650 1960 1961 1962 1963 1964 J965 1966 1967 
3260 1712 1713 1714 1715 1716 1717 1718 1719 3660 1968 1969 1970 1971 1972 1973 1974 1975 
3270 1720 1721 1722 1723 1724 1725 1726 1727 3670 1976 1977 1978 1979 1980 1981 1982 1983 

3300 i728 1729 1'730 1131 1132 17;)3 1734 1135 3700 1984 1985 1986 1987 1988 1989 1990 1991 
3310 1736 1737 1738 1739 1740 1741 1742 1743 3710 1992 1993 1994 1995 1996 1997 1998 1999 
3320 1744 1745 1746 1747 1748 1749 1750 1751 3720 2000 2001 2002 2003 2004 2005 2006 2007 
3330 1752 1753 1754 1755 1756 1757 1758 1759 3730 2008 2009 2010 2011 2012 2013 2014 2015 
3340 1760 1761 1762 176-3 1764 1765 1766 1767 3740 2016 2017 2018 2019 2020 2021 2022 2023 
3350 1768 1769 1770 1771 1772 1773 1774 1775 3750 2024 2025 2026 2027 2028 2029 2030 2031 
3360 1776 1777 1778 1779 1780 1781 1782 1783 3760 2032 2033 2034 2035 2036 2037 2038 2039 

17 784 1785 7 6 7 7 7 7 7 1 8 1 8 1 88 1 89 1790 1 91 , 3770 204 2 41 o 0 2042 2043 2044 2045 2046 2047 

A-2 

2000 
to 

2777 
(Octal) 

Octal 

1024 
to 

1535 
(Decimal) 

Decimal 

10000 - 4096 
20000 - 8192 
30000 - 12288 
40000 - 16384 
50000 - 20480 
60000 - 24576 
70000 - 28672 

3000 
to 

3777 
(Octal) 

1536 
to 

2047 
(Decimal} 



APPENDIX A. CONVERSION TABLES (Cont'd) 

Octal- Decimal Integer Conversion Table (Cont'd) 

4000 
to 

4777 
(Octal) 

Octal 

2048 
to 

2559 
(Decimal) 

Decimal 

10000 - 4096 
20000 - 8192 
30000 - 12288 
40000 - 16384 
50000 - 20480 
60000 - 24576 
70000 - 28672 

5000 2560 
to to 

5777 3071 
(Octal) (Decimal) 

0 I 2 3 4 5 6 7 

4000 2048 2049 2050 2051 2052 2053 2054 2055 
4010 2056 2057 2058 2059 2060 2061 2062 2063 
4020 2064 2065 2066 2067 2068 2069 2070 2071 
4030 2072 2073 2074 2075 2076 2077 2078 2079 
4040 2080 2081 2082 2083 2084 2085 2086 2087 
4050 2088 2089 2090 2091 2092 2093 2094 2095 
4060 2Q96 2097 2098 2099 2100 2101 2102 2103 
4070 2104 2105 2106 2107 2108 2109 2110 2111 

4100 2112 2113 2114 2115 2116 2117 2118 2119 
4110 2120 2121 2122 2123 2124 2125 2126 2127 
4120 2128 2129 2130 2131 2132 2133 2134 2135 
4130 2136 2137 2138 2139 2140 2141 2142 2143 
4140 2144 2145 2146 2147 2148 2149 2150 2151 
4150 2152 2153 2154 2155 2156 2157 2158 2159 
4160 2160 2161 2162 2163 2164 2165 2166 2167 
4170 2168 2169 2170 2171 2172 2173 2174 2175 

4200 2176 2177 2178 2179 2180 2181 2182 2183 
4210 2184 2185 2186 2187 2188 2189 2190 2191 
4220 2192 2193 2194 2195 2196 219';' 2198 2199 
4230 2200 2201 2202 2203 2204 2205 2206 2207 
4240 2208 2209 2210 2211 2212 2213 2214 2215 
4250 2216 2217 2218 2219 2220 2221 2222 2223 
4260 2224 2225 2226 2227 2228 2229 2230 2231 
4270 2232 2233 2234 2235 2236 2237 2238 2239 

4300 2240 2241 2242 2243 2244 2245 2246 2247 
4310 2248 2249 2250 2251 2252 2253 2254 2255 
4320 2256 2257 2258 2259 2260 2261 2262 2263 
4330 2264 2265 2266 2267 2268 2269 2270 2271 
4340 2272 2273 2274 2275 2276 2277 2278 2279 
rno- nau--ns-t.~-ncn-~:--n80-z287 
4360 2288 2289 2290 2291 2292 2293 2294 2295 
4370 2296 2297 2298 2299 2300 2301 2302 2303j 

0 2 3 4 ·5 6 7 

5000 2560 2561 2562 2563 2564 2565 2566 2567 
5010 2568 2569 2570 2571 2572 2573 2574 2575 
5020 2576 2577 2578 '2579 2580 2581 ~5'82 2583

1 

5030 2584 2585 2586 2587 2588 2589 2590 2591 
5040 2592 2593 2594 2595 2596 2597 2598 2599 
5050 2600 2601 2602 2603 2604 2605 2606 2607 
5060 2608 2609 2610 2611 2612 2613 2614 2615 
5070 2616 2617 2618 2619 2620 2621 2622 2623 

5100
1
2624 2625 2626 2627 2628 2629 2630 2631 

5110 2632 2633 2634 2635 2636 2637 2638 2639 
5120 2640 2641 2642 2643 2644 2645 2646 2647 
5130 2648 2649 2650 2651 2652 2653 2654 2655 
5140 2656 2657 2658 2659 2660 2661 2662 2663 
5150 2664 2665 2666 2667 2668 2669 2670 2671 
5160 2672 2673 2674 2675 2676 2677 2678 2679 
5170,2680 2681 2682 2683 2684 2685 2686 2687 

520012688 2689 2690 2691 2692 2693 2694 2695 
5210 2696 2697 2698 2699 2700 2701 2702 2703 
522012704 2705 2706 2707 2708 2709 2710 2711 

: 5230 2712 2713 2714 2715 2716 2717 2718 2719 
15240 i 2720 2721 2722 2723 2724 2725 2726 2727 
1525012728 2729 2730 2731 2732 2733 2734 2735 
1526012736 2737 2738 2739 2740 2741 2742 ;~~~j 
5270 27';4 n"""~ 2746 ""I"!"'''' :748 2749 ~,"tV' 4'.o,"'J, l/"i,JU ':' • ..ILI 

I 
15300 ,27a2 2753 2154 2755 2.756 2.251 2158 2159 1 
,5310! 2760 2761 2762 2763 2764 2765 2766 

2'6'1 5320 2768 2769 2770 2771 2772 2773 2774 2775 
5330: 2776 2777 2778 2779 2780 2781 2782 2783 
5340 i 2784 2785 2786 2787 2788 2789 2790 2791 I 
5350 I 2792 2793 2794 2795 2796 2797 2798 27991 
5360 i 2800 2801 2802 2803 2804 2805 2806 28071 

: 5370 12808 2809 2810 2811 2812 2813 2814 28151 

A-3 

0 2 3 4 5 6 7 

4400 2304 2305 2306 2307 2308 2309 2310 2311 
4410 2312 23]3 2314 2315 2316 2317 2318 2319 
4420 2320 2321 2322 2323 2324 2325 2326 2327 
4430 2328 2329 2330 2331 2332 2333 2334 2335 
4440 2336 2337 2338 2339 2340 2341 2342 2343 
445012344 2345 2346 2347 2348 2349 2350 2351 

14460 2352 2353 2354 2355 2356 2357 2358 2359 
4470

1
2360 2361 2362 2363 2364 2365 2366 2367 

4500 2368 2369 2370 2371 2372 2373 2374 2375 
4510 2376 2377 2378 2379 2380 2381 2382 23a3 
4520 2384 2385 2386 2387 2388 2389 2390 2391 
4~30 2392 2393 2394 2395 2396 2397 2398 2399 
4540 2400 2401 2402 2403 2404 2405 2406 2407 
4550 2408 2409 2410 2411 2412 2413 2414 2415 
4560 2416 2417 2418 2419 2420 2421 2422 2423 
4570 2424 2425 2426 2427 2428 2429 2430 2431 

4600 2432 2433 2434 2435 2436 2437 2438 2439 
4610 2440 2441 2442 2443 2444 2445 2446 2447 
4620 2448 2449 2450 2451 2452 2453 2454 2455 
4630 2456 2457 2458 2459 2460 2461 2462 24~3 

·4640 2464 2455 2466 2467 2468 2469 2470 2471 
4650 2472 2473 2474 2475 2476 2477 2478 2479 
4660 2480 2481 2482 2483 2484 2485 2486 2487 
4670 2488 2489 2490 2491 2492 2493 2494 2495 

4700 2496 2497 2498 2499 2500 2501 2502 2503 
4710 2504 2505 2506 2507 2508 2509 2510 2511 
4720 2512 2513 2514 2515 2516 2517 2518 2519 
4730 2520 2521 2522 2523 2524 2525 2526 2527 
47:~ 2528 2529 2530 2531 2532 2533 2534 2535 
'li5 ZSjO-ZS37 ZSj8--z5-:J9 -2540 25lf12542-2543 
4760,2544 2545 2546 2547 2548 2549 2550 2551 

'4770!2552 2553 2554 2555 2556 2557 2558 2559 

0 2 3 4 5 6 7 

540012816 2817 2818 2819 2820 2821 2822 2823 
541012824 2825 2826 2827 2828 2829 2830 2831 
5420 2832 2833 2834 2835 2836 2837 2838 2839 
5430 2840 2841 2842 2843 2844 2845 2846 2847 
5440 2848 2849 2850 2851 2852 2853 2854 2855 
5450 2856 2857 2858 2859 2860 286J 2862 2863 
5460 2864 2865 2866 2867 2868 2869 2870 2e7l 
5470 2872 2873 2874 2875 2876 2877 2878 2879 

5500 2880 2881 2882 2883 2884 2885 2886 2887 
5510 2888 2889 2890 2891 2892 2893 2894 2895 
5520 2896 2897 2898 2899 2900 2901 2902 2903 
5530 2904 2905 2906 2907 2908 2909 2910 2911 
5540

1

2912 2913 2914 2915 2916 2917 2918 2919 
5550 2920 2921 2922 2923 2924 2925 2926 2927 
5560 2928 2929 2930 2931 2932 2933 2934 2935 
557012936 2937 2938 2939 2940 2941 2942 2943 

560012944 2945 2946 2947 2948 2949 2950 2951 
1561012952 2953 2954 2955 2956 2957 2958 2959 
5620,2960 2961 2962 2963 2964 2965 2966 2967 
5630.2968 2969 2970 2971 2972 2973 2974 2975 

1564012976 2977 2978 2979 2980 2gel 2982 2983 
5650'2984 2985 2986 2987 2988 2989 2990 2991 

15660 !2992 2993 2994 2995 2996 2997 2998 2999
1 .5670 3GOO 3001 3002 3"'~~ IJ""!",,\II "'~"'(" :WOO 300': I vVOJ OJvv"t oJl./v..J 

! ! 

j:l100 j 30Ua 3009 3010 30U 3012 3013 lO14. 3015j 
15710 ,3016 3017 3018 3019 3020 3021 3022 3023 1 
j5720 3024 3025 3026 3027 3028 3029 3030 3031j 
j5730;3032 3033 3034 3035 3036 3037 3038 3039 i 
15740!3040 3041 3042 3043 3044 3045 3046 3047 
I , 

!5750!3048 3049 3050 3051 3052 3053 3054 305S! 
15760,3056 3057 3058 3059 3060 3061 3062 30631 
!577013064 3065 3066 3067 3068 3069 307030711 



APPENDIX A. CONVERSION TABLES (Cont'd) 

Octal-Decimal Integer Conversion Table (Cont'd) 

., I ~1 2 3 4 I v I 0 7 I 3 4 6 2 

6000 3072 3073 3074 3075 3076 3077 3078 3079 
6010 3080 3081 3082 3083 3084 3085 3086 3087 
6020 3088 3089 3090 3091 3092 3093 3094 3095 
6030 3096 3097 3098 3099 3100 3101 3102 3103 
6040 3104 3105 3106 3107 3108 3109 3110 3111 
6050 3112 3113 3114 3115 3116 3117 3118 3119 
6060 3120 3121 3122 3123 3124 3125 3126 3127 
6070 3128 3129 3130 3131 3132 3133 3134 3135 

6400 3328 3329 3330 3331 3332 3333 3334 3335 
6410 3336 3337 3338 3339 3340 3341 3342 3343 
6420 3344 3345 3346 3347 3348 3349 3350 3351 
6430 3352 3353 3354 3355 3356 3357 3358 3359 
6440 3360 3361 3362 3363 3364 3365 3366 3367 
6450 3368 3369 3370 3371 3372 3373 3374 3375 
6460 3376 3377 3378 3379 3380 3381 3382 3383 
6470 3384 3385 3386 3387 3388 3389 3390 3391 

6100 3136 3137 3138 3139 3140 3141 3142 3143 6500 3392 3393 3394 3395 3396 3397 3398 3399 
6110 i 3144 3145 3146 3147 3148 3149 3150 3151 
6120\3152 3153 3154 3155 3156 3157 315~ 3159 
613013160 3161 3162 3163 3164 3165 3166 3167 
6140 3168 3169 3170 3171 3172 3173 3174 3175 
6150 3176 3177 3178 3179 3180 3181 3182 3183 
6160 3184 3185 3186 3187 3188 3189 3190 3191 
6170 3192 3193 3194 3195 3196 3197 3198 3199 

6510 3400 3401 3402 3403 3404 3405 3406 3407 
652013408 3409 3410 3411 3412 3413 3414 3415 
6530 3416 3417 3418 3419 3420 3421 3422 3423 
6540 I 3424 3425 3426 3427 3428 3429 3430 3431 
6550

1

3432 3433 3434 3435 3436 3437 3438 3439 
6560 3440 3441 3442 3443 3444 3445 3446 3447 
6570 \3448 3449 3450 3451 3452 3453 3454 3455 

!6200 3200 3201 3202 3203 3204 3205 3206 3207 
"6210 3208 3209 3210 3211 3212 3213 3214 3215 

6600 1 3456 3457 3458 3459 3460 3461 3462 3463 
6610 3464 3465 3466 3467 3468 3469 3470 3471 

6220 3216 3217 3218 3219 3220 3221 3222 3223 6620 3472 3473 3474 3475 3476 3477 3478 3479 
6230 3224 3225 3226 3227 3228 3229 3230 3231 6630 3480 3481 3482 3483 3484 3485 3486 3487 
6240 3232 3233 3234 3235 3236 3237 3238 3239 6640 3488 3489 3490 3491 3492 3493 3494 3495 

6250 3240 3241 3242 3243 3244 3245 3246 3247 
6260 3248 3249 3250 3251 3252 3253 3254 3255 
6270 3256 3257 3258 3259 3260 3261 3262 3263 

665°1 3496 3497 3498 3499 3500 3501 3502 3503 
6660 3504 3505 3506 3507 3508 3509 3510 3511 
6670 3512 3513 3514 3515 3516 3517 3518 3519 

6300 3264 3265 3266 3267 3268 3269 3270 3271 
6310 3272 3273 3274 3275 3276 3277 3278 3279 
6320 3280 3281 3282 3283 3284 3285 3286 3287 
6330 3288 3289 3290 3291 3292 3293 3294 3295 
6340 3296 3297 3298 3299 3300 3301 3302 3303 
6350

1

3304 3305 3306 3307 3308 3309 3310 3311 
6360 3312 3313 3314 3315 3316 3317 3318 3319 
6370 3320 3321 3322 3323 3324 3325 3326 3327 

6700 3520 3521 3522 3523 3524 3525 3526 3527 
6710 3528 3529 3530 3531 3532 3533 3534 3535 
6720 3536 3537 3538 3539 3540 3541 3542 3543 
6730 3544 3545 3546 3547 3548 3549 3550 3551 
6740 3552 3553 3554 3555 3556 3557 3558 3559 
6750 3560 3561 3562 3563 3564 3565 3566 3567 
6760 3568 3569 3570 3571 3572 3573 3574 3575 
6770 3576 3577 3578 3579 3580 3581 3582 3583 

0 1 2 3 4 5 6 7 0 1 2 3 4 5 6 7 

7000 3584 3585 3586 3587 3588 3589 3590 3591 

7010 3592 3593 3594 3595 3596 3597 3598 3599 

7020 3600 3601 3602 3603 3604 3605 3606 3607 

7030 3608 3609 3610 3611 3612 3613 3614 3615 

7040 3616 3617 3618 3619 3620 3621 3622 3623 

7050 3624 3625 3626 3627 3628 3629 3630 3631 

7060 3632 3633 3634 3635 3636 3637 3638 3639 

7070 3640 3641 3642 3643 3{i44 3645 3646 3647 

7400 3840 3841 3842 3843 3844 3845 3846 3847 
7410 3848 3.849 3850 3851 3852 3853 3854 3855 
7420 3856 3857 3858 3859 3860 3861 3862 3863 
7430 3864 3865 3866 3867 3868 3869 3270 3871 
7440 3872 3873 3874 3875 3876 3877 3878 3879 
7450 3880 3881 3882 3883 3884 3885 3886 3887 
7460 3888 3889 3890 3891 3892 3893 3894 3895 
7470 3896 3897 3898 3899 3900 3901 3902 3903 

7100 3648 3649 3650 3651 3652 3653 3654 3655 
7110 3656 3657 3658 3659 3660 3661 3662 3663 
7120 3664 3665 3666 3667 3668 3669 3670 3671 
7130 3672 3673 3674 3675 3676 3677 3678 3679 
7140 3680 3681 3682 3683 3684 3685 3686 3687 

7150 3688 3689 3690 3691 3692 3693 3694 3695 

7160 3696 3697 3698 3699 3700 3701 3702 3703 

7170 3704 3705 3706 3707 3708 3709 3710 3711 

7500 3904 3905 3906 3907 3908 3909 3910 3911 
7510 3912 3913 3914 3915 3916 3917 3918 3919 
7520 3920 3921 3922 3923 3924 3925 3926 3927 
7530 3928 3929 3930 3931 3932 3933 3934 3935 
7540 3936 3937 3938 3939 3940 3941 3942 3943 
7550 3944 3945 3946 3947 3948 3949 3950 3951 
7560 3952 395,3 3954 3955 3956 3957 3958 3959 
7570 3960 3961 3962 3963 3964 3965 3966 3967 

7200 3712 3713 3714 3715 3716 3717 3718 3719 
7210 3720 3721 3722 3723 3724 3725 3726 3727 
7220 3728 31129 3730 3731 3732 3733 3734 3735 
7230 3736 3737 3738 3139 3740 3741 3742 3743 
7240 3744 3745 3746 3741 3748 3749 3750 3751 
7250 3752 3753 3754 3755 3756 3757 3758 3759 
7260 3750 3761 3762 3763 3764 3765 3766 3767 
7270 3168 3769 3770 3771 3772 3773 3774 3775 

7600 3968 3969 3970 3971 3972 3973 3974 3975 
7610 3976 3977 3978 3979 3980 3981 3982 3983 
7620 3984 39tr5 3986 3987 "3988 3989 3990 3991 
7630 3992 3993 3994 3995 3996 3997 3998 3999 
7640 4000 4001 4002 4003 4004 4005 4006 4007 
7650 4008 4009 4010 4011 4012 4013 4014 4015 
7660 4016 4017 4018 4019 4020 4021 1022 4023 
7670 4024 4025 4026 4027 4028 4029 4030 4031 

7300 3776 3777 3778 3779 3780 3781 3782 3783 
7310 3784 3785 3786 3787 3788 3789 3790 3791 
7320 3792 3793 3794 3795 3796 3797 3798 3799 
7330 :!800 3801 3802 3803 3804 3805 3806 3807 
7340 3808 3809 3810 3811 3812 3813 3814 3815 
7350 3816 3817 3818 3819 3820 3821 3822 3823 
7360 3824 3825 3826 3827 3828 3829 3830 3831 

7700 4032 4033 4034 4035 4036 4037 4038 4039 
7710 4040 4041 4042 4043 4044 4045 4046 4047 
7720 4048 4049 4050 4051 4052 4053 4054 4055 
7730 4056 4057 4058 4059 4060 4061 4062 4063 
7740 4064 4065 4066 4067 4068 4069 4070 4071 
7750 4072 4073 4074 4075 4076 4077 4078 4079 
7760 4080 4081 4082 4083 4084 4085 4086 4087 .... . 

17370 1 3832 3833 3834 3835 3836 3837 3838 38391 I 171014088 4089 4090 4091 .. 092 4093 4094 4095, 

A-4 

6000 
to 

6777 
(Octal) 

Octal 

3072 
to 

3583 
{Decimal} 

Decimal 

10000 - 4096 
20000 - 8192 
30000 - 12288 
40000 - 16384 
50000 - 20480 
60000 - 24576 
70000 - 28672 

7000 
to 

7777 
(Octal) 

3584 
to 

4095 
(Decimal) 



APPENDIX A. CONVERSION TABLES (Cont'd) 

Octal-Decimal Fraction Conversion Table 

I 
I 
f 
I 

OCTAL 

.000 

.001 

.002 

.003 

.004 

.005 

.006 

.007 

.010 

.011 

.012 

.013 

.014 

.015 

.016 

.017 

.020 

.021 

.022 

.023 

.024 

.025 

.026 

.027 

.030 

.031 

.032 

.033_ 

.034 

.035 

.036 

.037 

.040 

.041 

.042 

.043 

.044 

.045 

.046 

.047 

.050 

.051 

.052 

.053 

.054 

.055 

.056 

.057 

.060 

.061 

.062 

.063 

.064 

.065 

.066 

.067 

,070 
.071 
.072 
.073 
.074 
.075 
.076 
.077 

DEC. 

. 000000 

.001953 

.003906 

.005859 

.007812 

.009765 

.011718 

.013671 

.015625 

.017578 

.019531 

.021484 

.023437 

.025390 

.027343 

.029296 

.031250 

.033203 

.035156 

.037109 

.039062 

.041015 

.042968 

.044921 

.046875 

.048828 

.050781 

.052734 

.054687 

.056640 

.058593 

.060546 

.062500 

.064453 

.066406 

.068359 

.070312 

.072265 

.074218 

.076171 

.078125 

.080078 

.082031 

.083984 

.085937 

.087890 

.089843 

.091796 

.093750 

.095703 

.097656 

.099609 

.101562 

.103515 
• 105468 
.107421 

.109375 

.111328 

.113281 

.115234 

.117187 

.119140 

.121093 

.123046 

I 

OCTAL 

.100 

.101 

.102 

.103 

.104 

.105 

.106 

.107 

.110 

.111 

.112 

.113 

.114 

.115 

.116 

.117 

.120 

.121 

.122 

.123 

.124 

.125 

.126 

.127 

.130 

.131 

.132 

.133 

.134 

.135 

.136 

.137 

.140 

.141 

.142 

.143 

.144 

.145 

.146 

.147 

.150 

.151 

.152 

.153 

.154 

.155 

.156 

.157 

.160 

.161 

.162 

.163 

.164 

.165 

.166 

.167 

.170 

.171 

.172 

.173 

.174 

.175 

.176 

.177 

DEC. 

.125000 

.126953 

.128906 

.130859 

.132812 

.134765 

.136718 

.138671 

.140625 

.142578 

.144531 

.146484 

.148437 

.150390 

.152343 

.154296 

.156250 

.158203 

.160156 

.162109 

.164062 

.166015 

.167968 

.169921 

.171875 

.173828 

.175781 

.117734 

.179687 

.181640 

.183593 

.185546 

.187500 

.189453 

.191406 

.193359 

.195312' 

.197265 

.199218 

.201171 

.203125 

.205078 

.207031 

.208984 

.210937 

.212890 

.214843 

.216796 

.218750 

.220703 

.222656 

.224609 

.226562 

.228515 

.230468 

.232421 

.234375 

.236328 

.238281 

.240234 

.242187 

.244140 

.246093 

.248046 

! 

A-5 

OCTAL 

.200 

.201 

.202 

.203 
- .204 

.205 

.206 

.207 

.210 

.211 

.212 

.213 

.214 

.215 

.216 

.217 

.220 

.221 

.222 

.223 

.224 

.225 

.226 

.227 

.230 

.231 

.232 

.233 

.234 

.235 

.236 

.237 

.240 

.241 

.242 

.243 

.244 

.245 

.246 

.247 

.250 

.251 

.252 

.253 

.254 

.255 

.256 

.257 

.260 

.261 

.262 

.263 

.264 

.265 

.266 

.267 

.270 

.2i1 

.272 

.273 

.274 

.275 

.276 

.277 

DEC. 

.250000 

.251953 

.253906 

.255859 

.257812 

.259765 

.261718 

.263671 

.265625 

.267578 

.269531 

.271484 

.273437 

.275390 

.2'(7343 

.279296 

.281250 

.283203 

.285156 

.287109 

.289062 

.291015 

.292968 

.294921 

.296875 

.298828 

.300781 

.302734 

.304687 

.306640 

.308593 

.310546 

.312500 

.314453 

.316406 

.318359 

.320312 

.322265 

.324218 

.326171 

.328125 

.330078 

.332031 

.333984 

.335937 

.337890 

.339843 

.341796 

.343750 

.345703 

.347656 

.349609 

.351562 

.353515 

.355468 

.357421 

.359375 

.361328 

.363281 

.365234 

.367187 

.369140 

.371093 

.373046 

I 

I 
I 
I 
l 
, 
! 

OCTAL 

.300 

.301 

.302 

.303 

.304 

.305 

.306 

.307 

.310 

.311 

.312 

.313 

.314 

.315 

.316 

.317 

'.320 
.321 
.322 
.323 
.324 
.~25 

.326 

.327 

.330 

.331 

.332 

.333 

.334:-

.335 

.336 

.337 

.340 

.341 

.342 

.343 

.344 

.345 

.346 

.347 

.350 

.351 

.352 

.353 

.354 

.-355 

.356 

.357 

.360 

.361 

.362 

.363 

.364 

.365 

.366 

.367 

.370 
"',-"! 

.~, .l 

.372 

.373 

.374 

.375 

.376 

.377 

DEC • 

.375000 

.37G953 

.378906 

.380859 

.382812 

.384765 

.386718 

.388671 

.390625 

.392578 

.394531 

.396484 

.398437 

.400390 

.402343 

.404296 

.406250 

.408203 

.410156 

.412109 

.414062 

.416015 

.417968 

.419921 

.421875 

.423828 

.425781 

.427734 
~4:29687 
.431640 
.433593 
.435546 

.437500 

.439453 

.441406 

.443359 

.445312 

.447265 

.449218 

.451171 

.453125 

.455078 

.457031 

.458984 

.460937 

.462890 

.464843 

.466796 

.468750 

.470703 

.472656 

.474609 

.416562 

.478515 

.460468 

.482421 

.484375 

.486328 
• 4882tn 
.4!W2l4 
.492187 
.494140 
.496093 
.498046 



APPENDIX A. CONVERSION TABLES (Cont'd) 

Octal- Decimal Fraction Conversion Table (Cont'd) 

OCTAL DEC. OCTAL DEC. OCTAL DEC. OCTAL DEC . 

• 000000 .000000 .000100 .000244 .000200 .000488 .000300 .000732 
.000001 .000003 .000101 .000247 .000201 .000492 .000301 .000736 
.000002 .000007 .000102 .000251 .000202 .000495 .000302 .000740 
.000003 .000011 .000103 .000255 .000203 .000499 .000303 .000743 
.000004 .000015 .000104 .000259 .000204 .000503 .000304 .000747 
.000005 .000019 .000105 .000263 .000205 .000507 .000305 .000751 
.000006 .000022 .000106 .000267 .000206 .000511 .000306 .000755 
.000007 .000026 .000107 .000270 .000207 .000514 .000307 .000759 

~ 000010 .000030 ,000110 .000274 .000210 .000518 .000310 .000762 
.000011 .000034 .000111 .000278 .000211 .000522 .000311 .000766 
.000012 .000038 .000112 .000282 .000212 .000526 .000312 .000770 
.000013 .000041 .000113 .000286 .000213 .000530 .000313 .000774 

.000014 .000045 .000114 .000289 .000214 .000534 .000314 .000778 

.000015 .000049 .000115 .000293 .000215 .000537 .000315 .000782 

.000016 .000053 .000116 .000297 .. 000216 .000541 .000316 .000785 

.000017 • QOO057 .000117 .000301 .000217 .000545 .000317 .000789 

.000020 .000061 .000120 .000305 .000220 .000549 .000320 .00079"3 

.000021 .000064 .000121 .000308 .000221 .000553 .000321 .000797 

.000022 .000068 .000122 .000312 .000222 .000556 .000322 .000801 

.000023 .000072 .000123 .000316 .000223 .000560 .000323 .000805 

.000024 .000076 .000124 .000320 .000224 .000564 .000324 .000808 

.000025 .000080 .000125 .000324 .000225 .000568 .000325 .000812 

.000026 .000083 .000126 .000328 .000226 .000572 .000326 .000816 

.000027 .000087 .000127 .000331 .000227 .000576 .000327 .000820 

.000030 .000091 .000130 .000335 .000230 .000579 .000330 .000823 

.000031 .000095 .000131 .000339 .000231 .000583 .000331 .000827 

.000032 .000099 .000132 .000343 .000232 .000587 .000332 .000831 

.000033 .000102 .000133 .000347 .000233 .000591 .000333 .000835 

.000034 .000106 .000134 .000350 .000234 .000595 .000334 .000839 

.000035 .000110 .000135 .000354 .000235 .000598 .000335 .000843 

.000036 .000114 .000136 .000358 .000236 .000602 .000336 .000846 

.000037 .000118 .000137 .000362 .000237 .000606 .000337 .000850 

.000040 .000122 .000140 .000366 .000240 .000610 .000340 .000854 

.000041 .000125 .000141 .000370 .000241 .000614 .000341 .000858 

.000042 .000129 .000142 .000373 .000242 .000617 .000342 .000862 

.000043 .000133 .000143 .00037T .000243 .000621 .000343 .000865 

.000044 .000137 .000144 .000381 .000244 .000625 .000344 .000869 

.000045 .000141 .000145 .000385 .000245 .000629 .000345 .00U873 

.000046 .000144 .000146 .000389 .000246 .000633 .000346 .000877 

.000047 .000148 .000147 .000392 .000247 .000637 .000347 .000881 

.000050 .000152 .000150 .000396 .000250 .000640 .000350 .000885 

.000051 .000156 .000151 .000400 .000251 .000644 .000351 .000888 

.000052 .000160 .000152 .000404 .000252 .000648 .000352 .0(10892 

.000053 .000164 .000153 .000408 .000253 .000652 .000353 .000896 

.000054 .000167 .000154 .000411 .000254 .000656 .000354 .000900 

.000055 .000171 .000155 .000415 .000255 .000659 .000355 .000904 

.000056 .000175 .000156 .000419 .000256 .000663 .000356 .000907 

.000057 .000179 .000157 .000423 .000257 .000667 .000357 .000911 

.000060 .000183 .000160 .000427 .000260 .000671 .000360 .000915 

.000061 .000186 .000161 .000431 .000261 .000675 .000361 .000919 

.000062 .000190 .000162 .000434 .000262 .000679 
\ 

.000362 .000923 

.000063 .000194 .000163 .000438 .000263 .000682 .000363 .000926 

.000064 .000198 .000164 .000442 .000264 .000686 .000364 .000930 

.000065 .000202 .000165 .000446 .000265 .000690 .000365 .000934 

.000066 .000205 .000166 .000450 .000266 .000694 .000366 .000938 

.000067 .000209 .000167 .000453 .000267 .000698 .000367 .000942 

.000070 .000213 .000170 .000457 .000270 .000701 .000370 .000946 

.000071 .000217 .000171 .000461 .000271 .000705 .000311 .000949 

.000072 .000221 .000172 .000465 .000272 .000709 .000372 .000953 

.000073 .000225 .000173 .000469 .000273 .000113 .000373 .000957 

.000074 .000228 .000174 .000473 .000274 .000717 .000374 .000961 

".000075 .000232 .000175 .000476 .000275 .000720 .000375 .000965 

.000076 .000236 .000176 .000480 .000276 .000724 .000376 .000968 

.000077 .000240 .000177 .000484 .000277 .000728 .000377 .000972 

I I I I 
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APPENDIX A. CONVERSION TABLES (Cont'd) 

Octal-Decimal Fraction Conversion Table (Cont'd) 

OCTAL DEC. OCTAL DEC. OCTAL DEC • OCTAL DEC. 

• 000400 .000976 .000500 .00.1220. .00.0.60.0. .0.01464 .0.0.070.0 .00.170.8 
.000401 .000980 .000.501 .001224 .000601 .001468 .00070.1 .00.1712 
.000402 .000984 .000502 .001228 .000602 ".00.1472 .000702 .00.1716 
.00.0.403 .000988 .00.0503 .001232 .000603 .001476 .00070.3 .001720 
.000404 .000991 .000504 .001235 .000604 .001480 .000704 .0.01724 
.000405 .000995 .000505 .001239 .000605 .001483 .000705 .00.1728 
.000406 .000999 .000.506 .001243 .000606 .001487 .000706 .001731 
.000407 .001003 .000507 .001247 .000607 .001491 .000707 .001735 

.000410 .001007 .000510 .001251 .000610 .001495 .000710 .001739 

.000411 .001010 .000511 .001255 .000611 .001499 .000711 .001743 

.000412 .001014 .000512 .001258 .000612 .001502 .000712 .0.0.1747 

.000413 .0010.18 .000.513 .00.1262 .000613 .0.0150.6 .00.0713 .0.0.1750. 

.00.0414 .0.010.22 .000.514 .00.1266 .00.0614 .001510 .000714 ,001754 

.000415 .00.1026 .0.0.0.515 .001270 .000.615 .0.01514 .000715 .001758 

.000416 .001029 .000516 .001274 .00.0616 " .001518 .00.0.716 .0.0.1762 

.000417 .001033 .000517 .0.01277 .000.617 .001522 .000717 .001766 

.000420 .001037 .000.520 .00.1281 .000620 .001525 .000720 .001770 

.000421 .001041 .000521 .001285 .000621 .001529 .00.0721 ,001773 

.000422 .001045 .000522 .001289 .000622 .001533 .000722 .001777 

.000423 .001049 .000523 .001293 .000623 000.1537 .000.723 .00.1781 

.000424 .001052 .000524 .001296 .00.0624 .001541 .000724 .001785 
,000425 .001056 .000525 .00.1300 .000625 .001544 .000725 .0017H9 
.000426 .001060 .000526 .00130.4 .0.0.0626 .001548 .000.726 .001792 
.000427 .001064 .00.0527 .0.0130.6 .00.0.627 .0.01552 .0.0.0.727 .001796 

.000430 .001068 ,000530 .001312 .000.630 .001556 .000730 .001800 

.000431 .001071 .000531 .001316 .000631 .001560 .000731 .001804 

.000432 .001075 .000532 .001319 .000632 .001564 .000732 .001808 

.000433 .001079 .000533 .001323 .000633 .001567 .000733 .001811 
-~UUU43"4" - .001083" -.. -000534- -000-13-2-1- -.000634- --..()Ol$'1'l- .... .0.007.3.4- _._001815._ 
.000435 .001087 .000535 .001331 .000635 .0.01575 .000735 .001819 
.000436 .001091 .000536 .001335 .000636 .001579 .000736 .001823 
.000437 ,001094 .000537 ,001338 .000637 .001583 .000737 .001827 

.000440 .001098 .000540 .001342 .000640 .001586 .00.0740 .001831 

.000441 .001102 .000541 .001346 .000641 .001590 .000741 .001834 

.000442 .001106 .000542 .001350 .000642 .001594 .000742 .0.0.1838 

.000443 .001110 .000543 .0'01354 .0.0.0.643 .00.1598 .00.0743 .001842 

.000444 ,001113 ,000544 .001358 .000644 .001602 .000744 .001846 

.000445 .001117 .000545 .001361 .000645 .001605 .000745 .001850 

.000446 .001121 .000546 .001365 .000646 .001609 .000746 .00.1853 

.000447 .001125 .000547 .001369 .000647 .001613 .000747 .001857 

.000450 ,001129 ,000550 .001373 .000650 .001617 .000750 .001861 

.000451 .001132 .000551 .001377 .000651 .001621 .000751 .001865 

.000452 .001136 .000552 .001380 .000652 .001625 .000752 .001869 
,000453 .001140 .000553 .001384 • Q00653 .001628 .000.753 .001873 
.000454 .001144 .000554 .001388 .000654 .001632 ,000754 .001876 
.000455 ,001148 .000555 ,001392 .000655 .001636 .000755 .001880 
.000456 .001152 .000556 ,001396 .000656 .001640 .000756 ,001884 
.000457 .001155 ,000557 ,001399 ,000657 .001644 .000757 .001888 

.000460 .001159 .000560 .001403 .000660 .001647 .000760 ,001892 
,000461 .001163 .000561 ,001407 .000661 .001651 .000761 .001895 
.000462 ,001167 ,000562 .001411 .00.0662 .001655 .000762 .001899 
.000463 .001171 .000563 .001415 .000663 .001659 .000763 .001903 
.000464 .001174 .000564 .001419 .000664 .001663 ,000764 .001907 
,000465 .0011'18 .000565 .001422 .000665 .001667 .000'165 .001911 
.000466 .OOl1@2 .000566 .001426 .000666 .001670 .000766 .001914 
.000467 .001186 .000567 .001430 .000667 .001674 .00076'1 .001918 

I .0004'10 .001190 .000570 .001434 .000670 .001678 .0007'10 • 001922 

I .000471 .0Otl94 .000571 ,OOt43! .OO06'U .001682 .000'111 .001926 
.0004'12 .001197 .000572 .001441 .000672 .001686 .000772 .001930 
000473 001201 000573 001445 000673 001689 000773 001934 . 

I I .000·174 .001205 I .000574 .001449 .000674 .001693 .000174 .tml!3T 
I .000475 .001209 .000575 .001453 .000675 .001697 .000775 .001941 

I 
.000476 .001213 .000576 .001457 .000676 .001701 .000'176 .001945 
.000477 .001216 .0005'17 .001461 .000677 • 001705 .000777 .001949 

A-7 



APPENDIX A. CONVERSION TABLES (Cont'd) 

Table of Powers of Two 

tTL 

2 
4 
8 

16 
32 
64 

128 

256 
512 

1 024 
2 048 

4 096 
8 192 

16 384 
32 768 

65 536 
131 072 
262 144 
524 288 

048 576 
2 097 152 
4 194 304 
8 388 608 

16 777 216 
33 554 432 
67 108 864 

134217728 

268 435 456 
536 870 912 

1 073 741 824 
2 147 483 648 

4 294 967 296 
8 589 934 592 

1 7 179 869 184 
34 359 738 368 

68 719 476 736 
137 438 953 472 
274 877 906 944 
549 755 ~13 888 

1 099 511 627 776 
2 199 023 255 552 
4 398 046 511 104 
8 796 093 022 208 

17592186044416 
35 184-372 088832 
70 368 744 177 664 

140 737488 355 328 

281 474 976 710 656 

n 

0 

2 
3 

4 
5 
6 
7 

8 
9 

10 
11 

12 
13 
14 
15 

16 
17 
18 
19 

20 
21 
22 
23 

24 
25 
26 
27 

28 
29 
30 
31 

32 
33 
34 
35 

36 
37 
38 
39 

40 
41 
42 
43 

44 
45 
46 
47 

48 

1.0 
0.5 
0.25 
0.125 

0.062 5 
0.03125 
0.015 625 
0.007 812 5 

0.003 906 25 
o. 001 953 125 
o. 000 976 562 5 
0.000488 28125 

0.000 244 140 625 
0.0001220703125 
0.000 061 035 156 25 
O. 000 030 517 578 125 

0.000 015 258 789 062 5 
0.000 007 629 394 531 25 
0.000003814697 265625 
0.000 001 907 348 632 812 5 

0.000 000 953 674 316 406 25 
0.000 000 476 837 158 203 125 
o. 000 000 238 418 579 101 562 5 
O. 000 000 119 209 289 550 781 25 

0.000 000 059604644775390 625 
0.000 000 029 8023223876953125 
O. 000 000 014 901 161 193 847 656 25 
O. 000 000 007 450 580 596 923 828 125 

0.000 000 003725 290 298 461 914 062 5 
O. 000 000 001 862 645 149 230 957 031 25 
O. 000 000 000 931 322 574 615 478 515 625 
o. 000 000 000 465 661 287 307 739 257 812 5 

0.000 000 000 232830643653869628906 25 
0.000 000 000 116 415 321 826 934 814 453 125 
0.000 000 000 058 207 660 913 467 407 226 562 5 
0.000 000 000 029 103 830 456 733 703 613 281 25 

O. 000 000 000 014 551 915 228 366 851 806 640 625 
O. 000 000 000 007 275 957 614 183 425 903 320 312 5 
o. 000 000 000 003 637 978 807 091 712 951 660 156 25 
0.000 000 000 001 818 989 403 545 856 475 830 078 125 

O. 000 000 000 000 909 494 701 772 928 237 915 039 062 5 
0.000 0':)0 000 00045474735088646411895751953125 
0.000 000 000 000 227 373 675 443 232 059 478 759 765 625 
0.000 000 000 000 113 686 837 721616 029 7393798828125 

O. 000 000 000 000 056 843 418 860 808 014 869 689 941 406 25 
O. 000 000 000000 028 421 709 430 404 007 434 844 970 703 125 
0.000 000 000 000 014 210 854 715 202 003 7174224853515625 
0.000 000 000 000 007 105427 357 601 001 858 711 242675 781 25 

O. 000 000 000 000 003 552 713 678 800 500 929 355 621 337 890 625 
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