














































Symbolic Form 

!OLOAD[segments, S, 0, X, cmn] 

!$BL[OCK]oplb
1
,oplb

2
, •.• ,oplb

n 

! $U[B] library, ,x Gy] 

!$MS 

!$ML 

!$MP 

!$RO [aT] [temp, exloc, oplb, n] 

Table 8. Overlay Loader Control Commands 

Example 

!OLOAD 7,B",+100 

! $BLOCK SI,BI,LO 

! $LIB E,S 

!$MS 

!$ML 

!$MP 

! $TCB +A90A, + 1200 

!$ROOT IIBl 

Meaning 

Directs the Monitor to call the root segment of the 
Overlay Loader program, which in turn interprets 
the OLOAD parameters. The segments parameter 
defines the number of segments in the overlay pro­
gram to be loaded, not including the root. This 
number may exceed the actual number of segments. 
If not specified, only a root segment is loaded. The 
F parameter or the B parameter denotes either a fore­
ground or a background overlay program. The default 
case is background. Note that default cases are used 
when an empty field appears on the control card. The 
S parameter denotes a step mode of loading from paper 
tape. The cmn parameter for a background program 
indicates an optional COMMON size. For foreground 
programs, cmn defines either the beginning address of 
the COMMON area or the upper limit for the area in 
which the program is to be limited if there is no 
COMMON. 

Defines operational labels used by the program being 
loaded that may requ ire blocking buffers at run time. 
Blocking buffers cannot be allocated in temporary 
stacks. The oplbi parameter defines an operational 
label which is either a two-letter mnemonic or a FOR­
TRAN device unit number (that is, F:l02, F:107, etc.), 
but must not be a device-fi Ie number or fi Ie name. 

Specifies the default library loading mode to be used 
for the entire loading process. If the command is not 
present, the loader will load from the Basic System 
Library. Individual LB cards override the LIB com­
mand or default mode for the specified segment only. 
The E parameter specifies the Extended Library; the 
B parameter specifies the Basic Library. The x, y pa­
rameters specify U and/or S in any order to designate 
User and/or System Li brary. The order of U, S de­
termines the order of search. 

Outputs a short map by segment number identifiers, 
beginning locations, and lengths. 

Outputs same map as MS plus all external definitions. 

Outputs same map as ML but suppresses LIB definitions. 

Specifies that the loader must create a TeB and a PSD 
location, and must generate calls to M:SAVE and 
M:EXIT for a foreground (only) overlay task. If the 
command is not present, it is assumed that a TeB has 
been assembled into the root segment. The w l' w

2 
parameters are the values placed into words 1 and 2 
of the created TCB and must be specified. This com­
mand must precede the ROOT command. 

Identifies the modules that follow as the root segment 
of the overlay program. The ROOT command may be 
followed by LD and LB commands and must precede a II 
SEG commands. Root loading begins at the first cell 
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T abl e 8. Overlay loader Control Commands (cont. ) 

Symbol ic Form 

!$lB library ,m[,n] 

!$IN [CLUDE] def
1
,def

2
, ••• ,def

n 

! $MD loc, value tvaluel" •• ,valuen] 

20 Overlay Loader 

Example 

! $LD BI,SUBR4 

!$LB E, U, S 

! $INClUDE ESQRT, 
ECOS 

!$MD ENTER+3,+4COl 

Meaning 

following the temp stack forJ"he background program. 
The temp parameter defines the size of the overlay 
program's temporary stack for use by Pub I ic Library 
or Monitor service routines. The size of the temp 
parameter should reflect the sum of the temp areas 
needed for the largest possible nesting of Publ ic Li­
brary and Monitorservice routines. (The default size 
is 80 cells.) The exloc parameter designates the 
beginning location the overlay program wi II occupy 
at execution time. The default location of this pa­
rameter for a foreground program is the fi rst word ad­
dress of the nomes ident foreground. Th is parameter 
must be specified for a foreground program. The opl b,n 
parameters specify the number of modules (n) that are 
to be loaded from the operational label (oplb). If oplb 
is absent, the LD command must follow ROOT to spec­
ify loading. If present and n is missing, loading pro­
ceeds from oplb until an EOD is encountered. 

Identifies one or more modules to be loaded as part 
of a segment. The oplb parameter is the operational 
label of the medium from which the binary module is 
to be loaded. The default case for an empty field is 
GO. The ident parameter is an EBCDIC representa­
tion of the IDNT of the program to be loaded. (Op­
tional and used only for checking purposes.) If spec­
ified, it indicates the number of modules to be loaded 
from oplb. If nm is specified, it indicates the number 
of modules to be loaded from oplb. The default is 
one module. 

Controls search of libraries to satisfy external references 
encountered during loadingof modules forming a segment. 
Only libraries on the RAD may be selectively loaded 
using LB. To input libraries from other media, standard 
LD commands must be used. The m, n parameters specify 
the EBCDIC symbols U (User) and/or S (System Library) 
in any order. Libraries are searched in the order speci­
fied. The loader searches only the System library in 
the default case. An E or B for the library parameter 
specifies loading of Extended or Basic Library routines. 
There are no default cases for E, B, m, and n. 

Specifies external definitions in the library modules 
to be loaded with this segment. More than one 
INCLUDE command may be used. Libraries are 
searched according to a preceding LIB or LB com­
mand, or the default case. Note that LIB commands 
may occur at any point in the control deck and take 
effect from that point. Each defi parameter is an ex­
ternal definition in a I ibrary program to be loaded. 

Changes core locations at load time before the abso­
lute overlays are written on the OV file. MD com­
mands apply only to the segment being loaded; the 
Overlay Loader aborts if the modification location 
lies outside the limits of the segment. The loc 
parameter specifies execution location of the first 



Table 8. Overlay Loader Control Commands (cont.) 

Symbol ic Form Example 

! $MD (cont.) 

! SSE [G] si,sn [,oplb,n] !$SEG 47, 101 

!$PU [BLIB] librarymode&oplb,n] ! $PUBLIB E, BI,3 

!$END !$END 

OVERlAY LOADER DECK STRUCTURES 

Appendix A shows sample deck structures using the Overlay 
Loader Program. 

OVERlAY LOADER ERROR MESSAGES 

The Overlay Loader program outputs messages on both OC 
and DO concurrently with the load operation. If OC and 
DO are assigned to the same device, dupl ication of mes­
sages on DO is suppressed. If an operator response is re­
qu i red, the message 

! ! BEGIN WAIT 

is written on OC. The operator activates the console inter­
rupt and keys in either of the following codes. 

Code 

S 

X 

Meaning 

Continue 

Abort Overlay Loader and return control to 
RBM 

The format of the error message where an error response is 
required is 

OLERR xx e 
where xx is a two-letter mnemonic that identifies the error. 

Meaning 

modification, and valuei will be inserted at the 
loc+i. Library modules may not be modified by 
the MD command. 

Defines the modules that form a segment. The si 
parameter is an identifying number (with a range 
from 0 to 255) for the segment being loaded and 
is used by M:SEGLD to call the segment at run 
time. The sn parameter is the number of the seg­
ment to which this segment is attached. Both si 
and sn must be present. The oplb,n parameters are 
defined as for the ROOT command. Each number 
used to identi fy a segment must be un ique and no 
duplicates are allowed, but the numbers need not 
be consecutive. The root segment is always zero. 
No overlay may load segment OJ that is, si=O. 

Indicates that the Overlay Loader is to form a Publ ic 
Library using modules that follow and modules from 
selected libraries. Library mode is B for Basic, E for 
Extended, or M for Main. The oplb,n parameters are 
defined as for the ROOT command. 

The END command is treated exactly I ike an EOD 
command. It should be used in place of EOD when­
ever multi-activity job stacks are to be prestored on 
a RAD file. The Utility COpy routine will not in­
terpret this command as end-of-file (EOF). 

The types of Overlay Loader messages are as follows: 

1. Warning messages, after which loading continues. 

2. Response messages, requiring an S or X key-in from 
the operator. 

3. Abort messages, after which the Overlay Loader exits 
via the RBM routine M:ABORT. 

The following messages may be written on DO during writ­
ing onto the RAD of the Public Library, LIBSYM, or the 
TVECT table. 

UBSYM UNDEFINED 

There was no file entry on the system data area of the RAD 
for the UBSYM table. 

TOO MANY DEFS 

There were more DEFS in the Public Library than were al­
located at system generation. 

If either of these alarms occurs, the Publ ic library was not 
completely written and will have to be reloaded after the 
error is corrected. 
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Overlay Loader messages and explanations are detailed 
below. 

ABORT CODE A 1 

There was on error in accessing the RBMSYM fi Ie. The 
Overlay Loader aborts. 

ABORT COD E A2 

There was on error in accessing the LIBSYM file. The 
Overlay Loader aborts. 

ABORT COD E A3 

There was on error in accessing the EBCDIC library file. 
The Overlay Loader aborts. 

ABORT CODE A4 

There was on error in accessing the DEFREF library file. 
The Overlay Loader aborts. 

ABORT CODE A5 

There was on error in accessing the MODIR I ibrary file. 
The Overlay loader aborts. 

ABORT CODE A6 

No blocking buffer is available for the RBMID file. The 
Overlay loader aborts. 

ABORT CODE A8 

There was on error in accessing the TVECT file. The Over­
lay Loader aborts. 

ABORT CODE A9 

There was on error in closing the RBMID file. The Over­
lay Loader aborts. 

OlERR CC 
! ! BEGIN WAIT 

A control command cord has a format or parameter error. 
The command is ignored. An S response causes another 
control command to be read from CC. This may be a cor­
rected command to replace the one in error. 

ABORT CODE CM 

A COMMON displacement or size larger than that stip­
ulated on the OlOAD command or in a start item was 
detected. The Overlay Loader aborts. (Background 
only. ) 
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ABORT CODE CR 

A data item was relocated into COMMON. COMMON 
may not be initial ized at load time. This condition only 
occurs when on actual data item is to be stored into COM­
MON. The Overlay Loader aborts. 

OLERR CS 
! ! BEGIN WAIT 

There was a checksum error on a binary record. An 5 re­
sponse causes the record to be reread. t 

ABORT CODE OS 

The same identifier was used to name two different segments. 
The Overlay Loader aborts. 

OLERR IB 
! ! BEGIN WAIT 

Illegal binary format (that is, the first word was not 'FF' or 
'9F') was detected. An S response causes the record to be 
reread. t 

OLERR ID 
! ! BEGIN WAIT 

The ident on the binary modu Ie just loaded does not com­
pare with the ident specified on the LD command. On an 
5 response, the loader accepts the binary module as is and 
continues processing. 

OlERR IS 
! ! BEGIN WAIT 

Control commands were improperly sequenced in the con­
trol command stock. An S response causes the next control 
command to be read. However, if the sequence error was 
due to a SEG command, the Overlay Loader aborts. 

ABORT CODE IT 

An illegal item type was detected. The Overlay Loader 
aborts. 

ABORT CODE LI 

The I ibrary files cannot be loaded because of incorrect con­
struction of the library. The Overlay Loader aborts. 

tThe Loader does not reposi tion the record for rereading. 
If paper tape or cards are repos i tioned, the record is read; 
if they are not repositioned, the next record is read. If 
the record is on RAD or magnetic tape, the Monitor I/O 
error recovery procedures will have repositioned to the be­
ginning of the next record. However, the WAIT permits 

the taking of dumps without changing the environment. 



ABORT CODE On 

An Overlay Loader malfunction that prevents proceeding 
has occurred. The number of the overlay in which the mal­
function occurred is indicated by n. The Overlay Loader 
aborts. 

ABORT COD E PL 

The Overlay Loader was unable to write the Publ ic library, 
the LIBSYM, or the TVECT files onto the RAD. The Over­
lay Loader aborts. 

ABORT COD E SA 

Not enough segments were allocated for the task. The 
Overlay Loader aborts. The segments parameter of the 
OLOAD command should be longer. 

ABORT CODE SG 

A format or parameter error was detected on a S EG com­
mand. The Overlay Loader aborts. 

ABORT CODE SO 

The next segment of the Overlay Loader cannot be loaded. 
The Overlay Loader aborts. 

ABORT COD E SL 

The length of a segment was excessive. The Overlay 
Loader aborts. See the ROOT and SEG commands for 
maximum segment size. 

OLERR SQ 
! ! BEGIN WAIT 

There was an incorrect sequence number on a binary rec­
ord. An S response causes the record to be reread. t 

OLERR TA 

No transfer address was encountered in the I oadi ng of the root 
segment. This is only a warning message. The Loader sets 
a default transfer address as the first word of the program. 

ABORT CODE EF 

An illegal end-of-file was detected. 

tThe Loader does not reposition the record for rereading. 
If paper tape or cards are repositioned, the record is read; 
if they are not repositioned, the next record is read. If 
the record is on RAD or magnetic tape, the Monitor I/O 
error recovery procedures will have repositioned to the be­
ginn ing of the next record. However, the WAIT perm its 
the taking of dumps without changing the environment. 

ABORT CODE TO 

There was a table overflow. The Overlay Loader aborts. 
The size of the program should be decreased, or the num­
ber of external symbols should be reduced. 

ABORT CODE UN 

The number of the segment to which this one is attached on 
the SEG card has not been defined. The Overlay Loader 
aborts. 

OLERR UR 

There were unsatisfied references in the path. This is only 
a warning message. 

110 ABORT MESSAGE 

The I/O abort message has the following format, followed 
by the message" ABORT 10 locations": 

oplb device type and number diagnostic 

where 

oplb is the operational label of the device or fi Ie 
on which the error occurred. 

devi ce type and number 
label. 

pertain to the operational 

diagnostic is an error diagnostic corresponding to 
an I/O completion code} The following diag­
nostics may be used: 

UNRECOVERABLE I/O ERROR 
CALLING SEQUENCE ERROR 
INVALID OPERATIONAL LABEL 
OL=O, OR OPERAT MEANINGLESS 
ILLEGAL END OF FILE 
END OF TAPE 
INCORRECT RECORD LENGTH 
ILLEGAL BUFF ERING 
WRITE PROTECTED 
BEGINNING OF TAPE 
ILLEGAL RAD SEQUENCE 
BLOCKING BUFF ER UNAVAILABLE 

An example of the I/O abort message is given below: 

BI 
ABORT 

where 

MTDO 
10 

END OF TAPE 
3F4C 

BI is the operational label. 

MTDO is the device type and number. 

END OF TAPE is the diagnostic. 

3F4C is the ABORT 10 location. 

tFor the I/O completion codes, see the "I/O Completion 
Codes" table in the Sigma 2/3 Real-Time Batch Monitor 
Reference Manual. 
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HAD EDITOR 

The RBM RAD Editor controls RAD and disk pack allocation 
by generating and maintaining directories for all perma­
nent files. Through control command input, the RAD 
Editor can: 

• Add or delete entries in permanent file directories. 

• Copy data from one RAD fi Ie into another. 

• Maintain library areas on RAD for use by the Overlay 
Loader. 

• Copy an object module contained in a library. 

• Map RAD file allocation. 

• Dump contents of random-access RAD fi les. 

• Save the contents of RADs or disk packs in self­
relocatable form. 

• Clear any permanent area. 

• Skip bad tracks when allocating a file area. 

The RAD Editor maintains directories for the following 
permanent RAD areas: 

l. System Processor Area 

2. System Library Area 

3. System Data Area 

4. User Processor Area 

5. User Library Area 

6. User Data Areas {UD and Dn} 

The RAD Editor allows mapping of all of the RAD areas (in­
cluding the checkpoint and temporary areas) and dumping 
of all random-access or sequential-access RAD files. 

Every permanent RAD area has its own directory that begins 
in the first sector of the area. The first entry contains the 
RAD address (if any) of the bad tracks within the area. Each 
succeeding directory entry indicates the name, length, lo­
cation, and format of a file in the permanent RAD area. 
Space within an area is allocated sequentially, and tracks 
designated as bad are skipped at fi Ie allocation. The first 
file in the area begins in the second sector and extends 
over an integral number of sectors. Every file begins and 
ends on a sector boundary. Directories are I inked; and 
after a section of directory is filled, the next available 
sector within the permanent RAD area is allocated as the 
continuation of the directory. 

The permanent file directories are software write-protected. 
There are four levels of write-protection: no protection, 
write permitted by RBM only, write permitted by foreground, 
and write permitted by background. Write-protection for 
user files is a user option. Therefore, SY must be keyed in 
before updating or initializing a file directory, updating 
any protected file, or copying data into a protected file. 
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Before any permanent RAD file can be written (using the 
Monitor routine M:WRITE), space must be allocated for 
the file. This is accompl ished by requesting the RAD 
Editor program to add a new entry to the designated direc­
tory. Control commands allow directory entries to be 
added or deleted. 

Ordinarily, data is not written in permanent files by the 
RAD Editor. Data files are normally written by user pro­
grams. However, a RAD Editor control command can be 
used to copy data from one random-access fi I e to another. 
Copied files may be temporary or permanent files. 

System Library and User library fi les, whi ch are searched 
by the Overlay Loader for external references, are gener­
ated and maintained by the RAD Editor, the only processor 
that writes in these files. A RAD library area {either the 
System library Area or the User library Area} contains the 
six files shown in Table 9. 

Table 9. Special library Files 

Name File 

MODIR Module Directory 

EBCDIC EBCDIC 

EDFRF Extended DEF /REF 

BDFRF Basic DEF /REF 

MDFRF Main DEF/REF 

MODULE Module 

These files are generated and maintained from information 
in control commands and object modules placed in the 
library by RAD Editor. Special commands are supplied 
to allow the addition and deletion of object modules; 
these control commands will cause the six files in the 
RAD library area to be updated. A control command 
allows an object module contained in a library to be 
copied onto BO. 

Any random-access RAD file {either temporary or permanent} 
can be dumped on LO. I 
Updating or initializing of permanent RAD areas and li­
brary files that contain information for real-time programs 
must not occur while the foreground is using these perma­
nent RAD areas or fi les. The user must be sure that the 
RAD Editor is not modifying a permanent RAD area while 
a foreground program is using it. 

Table 10 shows the permanent file directories that are pro­
cessed by the RAD Editor. 



Table 10. Permanent File Directories 

Code Directory 

SP System Processor 

SL System li brary 

SO System Data 

UP User Processor 

UL User li brary 

UD or On User Data 

The following algorithms may be used to determine the 
lengths of the six files in a library area. 

The number of granules in the MODIR file is 

MODIR 
n 

6( 1 + i} 
-g-

where 

g 

is the number of modules to be placed in the I i­
brary (including COMMON, extended-precision, 
and single-precision routines). 

is the granule size in words. 

The number of granules in the EBCDIC file is 

EBCDIC 
4(1+d) 

g n 

where 

d is the number of unique DEFs and REFs in the 
library (including main, extended-precision, 
and single-precision routines). 

g is the granule size in words. 

The number of granules in the EDFRF file is 

n 

EDFRF 

2+:E(2+rR +dR ) 
1=1 

where 

n 

n g 

is the number of routines in the extended­
precision library. 

is the number of REFs in the extended-precision 
library. 

d1 is the number of DEFs in the extended-precision 
library. 

g is the granule size in words. 

The number of granules in the BDFRF file is 

BDFRF 
n 

n 
2+ :E(2+rk +dk ) 

k=l 
g 

where 

n is the number of routines in the single-precision 
library. 

rk is the number of REFs in the kth library routine 
in the single-precision library. 

dk is the number of DEFs in the kth library routine 
in the single-precision library. 

g is the granule size in words. 

The number of granules in the MDFRF fi Ie is 

n 

2 +2)2+r. +d.) 

MDFRFn = j=l J J 
g 

where 

n is th~ number of routines in the COMMON library. 

r· 
j 

d. 
J 

g 

is the number of REFs in the jth library routine 
in the COMMON library. 

is the number of DEFs in the jth library routine 
in the COMMON library. 

is the granule size in words. 

The number of granules in the MODULE file is 

n 
MODULE = :E 60 (c.) 

n i= 1 g I 

where 

n is the number of modules in the library (includ-
ing COMMON, extended-precision, and single­
precision routines). 

g is the granule size in words. 

c. 
I 

is the number of record images in the ith library 
routine. 

CALLING HAD EDITOR 

The RAD Editor is requested with an RBM RADEDIT control 
command, which is read from CC and causes the RAD Editor 
program to be loaded. It has the format 

(!RADEDIT 

An EOD command read from CC causes the RAD Editor pro­
gram to return control to the Monitor. It has the form 

RAD EDITOR CONTROL COMMANDS 

RAD Editor control commands are given in Table 11. All 
RAD Editor control commands are input from CC and are 
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listed on DO. If CC and DO are assigned to the same de­
vice, the commands are not listed. The RAD Editor control 
command has the form 

( # mnemon ic speci ficat ion 

where 

# 

identifies the record as a control command. 

indicates that the command is unique to the 
RAD Editor. 

mnemonic is the name of a command, and begins 
immediately following the! # characters. 

specification is a series of required or optional 
parameters. The conventions used in specifying 
parameters are as follows: (1) a string of dec imal 
integers of up to five characters denotes a decimal 
integer (less than 32768); (2) a string of the form 
+xxxx is treated as hexadecimal; and (3) all other 
strings are assumed to be nonnumeric. 

Note that one or more blanks must separate the mnemon ic 
and spec ification fields, but no blanks may be embedded 
within a field. An empty parameter in the specification 
field is denoted by a comma. However, commas may be 
omitted for empty trail ing parameters. A control command 
is terminated by the first blank after the specification field. 
If the specification field is absent and a comment follows 
the mnemonic, the command is terminated by a period. 
The first two characters of the mnemonic are sufficient to 
identify the command. 

Note that the RAD Editor DUMP command is used to dump 
random-access files and sequential-access files. Sequential­
access files may also be dumped via the Utility program's 
dumping routine. 

HAD EDITOR ERROR MESSAGES 

The RAD Editor program outputs messages on both OC and 
DO. If OC and DO are assigned to the same device, 
dupl ication of messages on DO is suppressed. Conditions 
that require an X or S response from the operator are indi­
cated by a BEGIN WAIT message. 

To abort, the RAD Editor calls the background abort routine, 
M:ABORT. If the RAD Editor program aborts because of an 
irrecoverable input/output error, the code in the abort mes­
sage is the operational label of the device in error. If the 
abort is due to an X response by the operator or some error 
condition, the code is RE. 

The error messages output by the RAD Editor and their mean­
ings are shown below. 

I I~ ______________ A_R_EA __ O_V_E_RF_L_O_W __________ ~ 
Allocation of the amount of RAD storage indicated by 
the file parameter on the ADD command would cause the 
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permanent RAD area indicated by the directory parameter 
to overflow. The RAD Editor reads the next command 
from CC. 

ASSIGN ERR 

The RAD Editor was unable to assign an operational label 
to a RAD file because the number of available RAD device­
file numbers is insufficient. The RAD Editor aborts. 

BOT oplb 

An unexpected beginning-of-tape has been encountered on 
the device having the operational label "oplb". The RAD 
Edi tor aborts. 

CKSM ERR 

The last record in the object module being read from BI has 
a checksum error. If the job is attended, operator response 
is solicited; an operator response of S caused the Editor to 
read the next record from BI. The RAD Editor aborts if not 
attended. 

CORE OVERFLOW 

The last command cannot be processed for lack of back­
ground space. The RAD Editor aborts. 

DUPIDENT 

The last object module read from BI cannot be added to the 
library with LADD because it is already in the library. The 
RAD Editor aborts. 

DUPLICA TE NAME 

An attempt was made to add a file whose name already 
exists for this area. The RAD Editor reads the next command 
from ce. 

EDIT ERR 

Data on the RAD has been rendered invalid. The RAD 
Editor aborts. 

EOF oplb 

An unexpected end-of-fi Ie was encountered on the de­
vice having the operational label "oplb". The RAD Editor 
aborts. 

EOF READ FILE 

An EOF has been encountered on the input file. Copying 
will continue until EOT on the Read file or EOT on the Write 
fi Ie has been encountered. 



EaT oplb 

An unexpected end-of-tape was encountered on the device 
having the operational label II opl b" • The RAO Editor aborts. 

EaT WRITE FILE 

An unexpected EaT occurred on the fi Ie currently receiving 
data. This is a warning to the user that the output fi Ie is 
smaller than the input file (as in !#FCOPY) but that the data 
already written is correct. The RAO Editor reads the next 
command from CC. 

ERR I/O oplb 

A call i ng sequence error occurred for i nput/ output on the 
device having the operational label "oplb". The RAO 
Editor aborts. 

FILE OFLO 

A file in the library area has overflowed during execution 
of a LAOO command. If operator response is S, the next 
command is read. 

ILLEG BIN 

An illegal binary record (first byte not X'FF' or X '9F') 
has been read with an object module on BI. The RAD Editor 
aborts. 

INY CTRL 

Control command is invalid. It cannot be recognized by 
the RAD Editor or has incorrect syntax. If operator response 
is S, the next command is read. 

Table 11. RAD Editor Control Commands 

Symbolic Form 

! RADEOIT 

! #AD [01 directory,name,file 

[,record] [,format] [,wri teJ 

[,foreground] 

! #OE [LETE] directory,name 

Example 

!RAOEDIT 

! # ADD SP,NAME,5, ,R,R 

! #DELETE SP,NAME 

! #FCOPY UI,BO 

Meaning 

The Monitor reads the command from the CC device 
and causes the RAD Editor to be loaded into core where 
it assumes control. 

Adds a new entry to one of six possible permanent file 
directories (see Table 10). The directory parameter 
identifies the permanent directory in which the file will 
be entered. It must be a currently defined area. The 
name parameter desi gnates the fi Ie name of the new 
entry. For a Library File (SL or UL), "name" must be 
one of six files in the Library area (see Table 9). The 
file parameter must be either a hexadecimal value or 
decimal integer and is the number of records in the 
file. The record parameter is the maximum number of 
bytes per logical record. The format parameter speci­
fies file format: R for unblocked random-access file, 
U for an unblocked sequential-access file, C for 
blocked, compressed sequential fi Ie, and B for blocked 
sequential-access file. The write parameter specifies 
file write-protection status: N for no write protection, 
B for background write permission, F for foreground 
write permission, R for RBM (R must be present for Sys­
tem Processor and Library Files). Default for all files 
is R. The foreground parameter is present only if "di­
rectory" is UP. If F, the name file contains a resident 
foreground task. If omitted, write is N for all files. 

Deletes an entry from specified permanent file directory 
(one of six given i n Table 10. The name parameter is 
the fi Ie name (up to eight EBCDIC characters at least 
one of which must be alphabetic) of the entry to be 
deleted. 

Copies data from one random-access RAD fi Ie to another. 
Action terminates when EOT is encountered on either 
an input or an output fi Ie. The oplb parameters are 
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Symbolic Form 

! #FC rOpy] oplb
1
,oplb

2 
(cont.) 

! #LA [DO] directory, [identification] 
,library 

! #LR[EPLACE] directory 
,identification,1 i brary 

! #LO [ELETE] directory 
,identification,1 ibrary 

! #LC [OPY] directory 
, i denti fi cat ion 

!#LSQUEEZE directory 

I#MA [p] directory1][,directory2] 

, ... [,directory8] 

! #DU [MP] [opl b][,number 1] 

[,number 2J 
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Table 11. RAD Editor Control Commands (cont.) 

Example Meaning 

the operational labels or FORTRAN device unit num­
bers of random-access fi les, input and output files, 
respectively. Note that the Utility COpy routine 
must be used to copy sequential-access fi les. 

!#LAOD SL,M:PUSH,M Adds an object module (in Standard Object Language) 
to the specified library. The object module is read 
from BI {which can be any device}; if BI is assigned to 
the RAD, it must be a sequential-access fi Ie. The di­
rectory parameter specifies a permanent file directory 
and must be SL or UL. The optional identification pa­
rameter is the program name on the start module item 
of the object module. If identification is omitted, all 
object modules on BI will be added to the library up to 
but not including the file mark or EOD. The library 
parameter is M for Main Library, B for Basic Library, 
or E for Extended Li brary. 

!#LREPLACE SL,M:PUSH,M From data on the REPLACE command and the module 
following it, information about the object module is 
extracted and replaces the previous data with the same 
identification in the Module Directory File and in the 
DEF/REF File designated by the library parameter. The 
function of the parameters is identical to LADD above. 

!#LOELETE SL,M:PUSH,M Deletes an object module from the designated library. 
The directory parameter specifies a permanent file di­
rectory that must be SLorUL. Theidentificationparam­
eter is the program name of the object module to be 
deleted. The library parameter is M for Main Library, 
B for Basic Library, or E for Extended Library. 

!#LCOPY UL,MODl Copies an objectmodulefrom the specified library onto 
the BO device. The directory and library parameters 
are identical to LOE LETE above. The identification 
parameter is the program name located in the start mod­
ule item of the object module to be copied onto BO. 

!#LSQUEEZE SL 

I#MAP UL,SL,SD 

! #DUMP GO,4,5 

Squeezes {compacts} designated Ii brary area. Unused 
space is recovered by regenerating the directory files 
and squeezing the module file. 

Causes up to eight specified directories to be mapped 
on LO. For each permanent RAD area, the RAD ad­
dresses occupied by the directory are mapped along 
with any bad tracks specified. For each file, the con­
tents of the directory entry describing the file are 
printed. The directory parameter specifies a file di­
rectory that must be one of the directories in Table 10 
or CP {checkpoint}, or BT {background temporary}. If 
the directory is omitted, all currently defined files are 
mapped. 

Dumps the designated random-access file on LO. The 
file is dumped one granule at a time. Note that the 
Utility Dump Routine may also be used for dumping 



Symbolic Form 

! 'OU [Mp] [oplb][,number 1] 

[,number2] (cont.) 

! 'SA [VE][di rectory l][,di rectory 2] 

.•. [,directory 6] 

! 'RE [STORE] 

! 'SQ [UEEZE][directoryl] 

[,directory2]·· • [,directory 6] 

! 'CL [EAR] di rectory [,file] 

! 'TR[ACKS] 

Table 11. RAO Editor Control Commands (cont.) 

Example 

!'SAVE SP,UP 

!#RESTORE 

!#SQUEEZE UP,SP 

!#CLEAR SP 

!#TRACKS 

Meaning 

sequential-access blocked files. Each word is dis­
played as a four-character hexadecimal number; and 
each granule of the file is dumped, starting at beginning­
of-tape (if the starting address is not specified) and 
ending at end-of-tape or after the specified number 
of granules have been dumped. The oplb parameter is 
either the operational label or FORTRAN device unit 
number of a RAO file (temporary, checkpoint, or 
permanent) to be dumped. The optional number 1 pa­
rameter is the starting granule address expressed in 
hexadecimal form. The optional number 2 parameter 
is the number (in decimal form) of granules to dump. 
If the number parameter is omitted, the file is dumped 
up to end-of-tape. 

Saves the contents of the system RAOs for subsequent 
restoration. The image copy of the RBM bootstrap 
loader (in a self-reloadable format) followed by the 
designated permanent RAO area are output on BO. 
Executing the bootstrap loader from BO causes the RAO 
image to be read into memory and restored on the RAOs 
without RBM control. (BO output can also be restored 
on the RAD via the RESTORE command.) The directory 
parameter specifies the permanent RAD area (see 
Table 10) to be saved. It must be a currently defined 
file. If omitted, all permanent files are saved. A re­
quest to save CP or BT is ignored. 

Restores the permanent RAD areas saved via a SAVE 
command. The SAVE output is read in from BI. If the 
RBM bootstrap was included in the SAVE output, it 
is bypassed. 

Compacts the designated fi Ie areas. It is used to re­
gain unused space by regenerating the dictionaries 
and moving files. The optional directory parameters 
specify the permanent area to be compacted and must 
be a currently defined area. If the directory param­
eters are omitted, all current permanent areas are 
compacted. A request for CP (checkpoint) or BT 
(temporary) fi les is ignored. 

Zeros out the specified RAD area or fi Ie. The direc­
tory parameters specify a currently defined area. 
File is a file name within the specified area. If file 
is omitted, the entire area is cleared. 

Updates the list of bad tracks for each RAD or disk 
pack device. 

Causes the RAD Editor to return control to the Monitor. 
This command should be used in place of EOD when­
ever multiactivity job stacks are to be prestored on 
a RAD file. This command will not be interrupted 
as an EOF. 
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INV I/O OP oplb 

An invalid input/output operation was attempted on the device 
having the operationallabel"oplb". The RAD Editor aborts. 

LENGTH ERR oplb 

A record of incorrect length was read from or written on 
the device having the operational label "oplb". The RAD 
Editor aborts. 

LOAD ERR 

A RADEditoroverlaycannotbe loaded. TheRADEditoraborts. 

NO BLOCK oplb 

No blocking buffer is avai lable for the RAD fi Ie assigned 
to the operational label "oplb". The RAD Editor aborts. 

NO IDENT 

The object module on BI does not have the same II identifi­
cation" in the start module item as indicated on the LADD com­
mand, or the identification in start module item is blank, or 
there is no object module on BI. The RAD Editor aborts. 

NONEXISTENT FILE 

An attempt was made to delete a fi Ie whose name does not 
exist in the specified area. The RAD Editor reads the next 
command from CC. 

PARAM ERR 

The control command has a parameter error. A parameter has 
i ncorrect content, has been om i tted, or is not consi stent 
wi th the other parameters. A parameter error a Iso occurs for 
dupl icate Editor commands; for instance, duplication occurs 
when an already-existing fi Ie is created via the ADD command 
or when a nonexisting file is deleted via the DELETE com­
mand. If operator response is S, the next command is read. 

RE ERR 

RAD could not be restored completely because either BI in­
put is out of sequence or permanent RAD areas in the Master 
Directory do not agree with BI input. The RAD Edi tor aborts. 

SEQ ERR 

The last record in the object module being read from BI has 
a sequence error. If the job is attended, an operator re­
sponse of S causes the Edi tor to read the next record from 
BI. If the job is not attended, the RAD Editor aborts. 

SZ ERR 

The object module on BI cannot be placed in the library 
because it has more than 61 external definitions and ref­
erences. The RAD Editor aborts. 
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UNPROTECT RAD 

The RAD is write-protected. The RAD Editor continues to 
attempt writing. The operator should interrupt and key in 
SY, or reset the appropriate RAD protection switches, or 
interrupt and key in X to abort, whichever is appropriate. 

UNRECOV 10 oplb 

An i rrecoverabl e i nput/ output error occurred on the devi ce as­
signed to the operationallabel"oplb". The RAD Editor aborts. 

WRITE PRO oplb 

The magnetic tape assigned to the operational label "oplb" 
is write-protected. The RAD Editor aborts. 

The following messages are written on the keyboard/printer 
during RAD restoration via the bootstrap loader produced by 
SAVE. Any error output causes the computer to go into a 
wait state after writing the appropriate message. 

CHCK WRITE ERR 

A check-write error occurred (that is, data recorded on the 
RAD could not be verified). 

RAD WRITE PRO 

The RAD is write-protected. 

SEQUENCE ERR 

The record images for RAD restoration are out of sequence. 

CHECKSUM ERR 

The last record image read has a checksum error. 

READ ERR 

The last record being read has a read error. 

RESTORED VXX 

RBM version XX has been restored on the RAD. 

UTILITY 

The Utility Subsystem is a processor that operates in the 
background under the Real-Time Batch Monitor (RBM). It 
contains routines that: 

• Copy variable-length binary or EBCDIC records from 
one medium to another (Copy). 

• Dump tapes onto an output device in either hexadecimal 
or EBCDIC format (Dump). 



• Generate or update tapes that contain Standard Sigma 2/3 
Object Language modules (Object Module Editor). 

• Generate or update symbolic tapes (paper or magnetic) 
that contain source data (Record Editor). 

• Generate symbolic tapes or edit card images by se­
quence number (Sequence Editor). 

Routines in the RBM Utility Subsystem are device-independent. 
Utility handles any blocked or unblocked, sequential-access 
RAD file. Use of a sequential-access RAD file is similar to 
that of a magnetic tape, as it has a beginning-of-tape, an 
end-of-file (if one has been written), and an end-of-tape. 
Note, however, that a sequential-access RAD file cannot 
be forward-spaced or backspaced over more than one fi Ie 
mark. A rewound sequential-access RAD file is positioned 
at the beginning-of-tape. For both blocked and unblocked 
files, a record skip is a logical record skip. 

CAlUNG unun 

The RBM Utility Subsystem is requested via a UTILITY con­
trol command. The UTILITY control command is read from 
CC and has the following format. 

! UTILITY [name] ('parameterJ 

where 

name is the name of a Utility routine or may be 
omitted. It may be one of the following. 

COpy 

DUMP 

(Copy) 

(Dump) 

OMEDIT (Object Module Editor) 

RECEDIT (Record Editor) 

SEQEDIT (Sequence Editor) 

parameter represents the series of optional param-
eters that are ~nique to each Utility routine. 

When an EOD is encountered, processing terminates. The 
form of the comma nd is 

unLiTY CONTROL COMMANDS 

Utility control commands and their explanations are given 
in Table 12. 

Note that one or more blanks may separate the mnemonic 
and specification fields, but no blanks may be embedded 
within a field. A control command is terminated by the first 
blank after the specification field; or, if the specification 
fie Id is absent and a comment follows the mnemonic field, the 
command is termi noted by a period. The first two characters 
of a mnemonic are sufficient to identify a control command. 

Note that the PRESTORE control command must immediately 
follow the UTILITY control command and must precede any 
other control commands for the Util ity subsystem. The op­
erator must ensure that all magnetic tape files have been 
repositioned before the VERIFY control command is issued. 
The control command MODIFY GEN may be followed only 
by INSERT control commands used to defi ne the elements to 
be selectively copied from SI to UO. No DELETE commands 

Table 12. Utility Control Commands 

Symbol ic Form Example Meaning 

!UTILITY !UTILITY The commands that follow are control function com-
mands only. 

'. 

!*FBACK oplb &numberJ ! *FBACK UI,3 Backspaces a magnetic tape over a specified number of 
file marks or a sequential-access RAD file to BOT. If 
"number" is omitted, it is assumed to be 1. 

!*FSKIP oplb &number] ! *FSKIP BI,2 Spaces a magnetic tape forward over a specified num-
ber of file marks or a sequential-access RAD file over 
its logical fi Ie mark. If "number" is omitted, it is 
assumed to be 1. 

!*MESSAGE message !*MESSAGE PREPARE Outputs messages to the operator on the OC and DO 
TO CHANGE TAPE ON device. The message parameter is any EBCDIC charac-
DRIVE 10 ter string up to a full card image. 

!*PAUSE message ! *PAUSE MOUNT NEW Causes a message to be written on the OC and DO de-
T APE ON DRIVE 10 vice and enters a wait state. The operator must per-

form an 5 key-in. The message parameter is any 
EBCDIC character string up to a full card image. 
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Table 12. Utility Control Commands (cont. ) 

Symbolic Form 

! *PRESTORE 

! *REWIND oplb 

!*RBACK oplb [, number] 

! *RSKIP oplb [, number] 

! *UN LOAD oplb 

!*END 

!*WEOF oplb 

! UTILITY COpy [, CORE] 

! * ASSIGN oplb {=} lriF'~ ) 
, file,area 

Example 

!*PRESTORE 

!*REWIND BI 

!*RBACK UO,4 

! *RSKIP UI,10 

!*UNLOAD UI 

!*END 

!*WEOF BO 

! UTILITY COPY, CORE 

!*AS LO = 2 
!*AS UO = LO 
!*AS UI = USER,UD 

!*OP[LBS] oplb, ~oplbn] !*OPLBS UO 

! *CO[PY] type G number] [, FORM] ! *COPY R,5 

[, size] [, BIN] 
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Meaning 

Causes all control commands to be read from the 
SI device and stored onX5, but not to be interpreted 
or executed until an EOD is read. The PRESTORE 
command is used when one or more operational la­
bels have been assigned to the same device as SI. 

Causes the specified magnetic tape or sequential­
access RAD fi Ie to be rewound. 

Backspaces a magnetic tape over a specified num­
ber of records, or a sequential-access RAD fi Ie 
over a specified number of logical records. If 
"number" is omitted, it is assumed to be 1. 

Forward-spaces the indicated magnetic tape over 
the specified number of records, or the indicated 
sequential-access RAD fi Ie over the specified 
number of logical records. If "number" is omitted, 
it is assumed to be 1. 

Unloads the specified magnetic tape or sequential­
access RAD file. 

Causes control to be transferred from the RAD Edi­
tor to the Monitor. The END command should be 
used in place of EOD whenever multi-activity job 
stacks are to be prestored on a RAD fi Ie. This 
command will not be interpreted as an EOF when 
read from UI. 

Writes a fi Ie mark, EOD, or end-of-file pointer 
if appropriate to the device. 

Requests the COpy routine. For an initial COpy 
or VERIFY command, the CORE option specifies 
that records from the input device are to be stored 
in core in addition to being copied or verified. 
For subsequent COpy and VERIFY commands, the 
records and control commands copied into core 
wi" be used as input for the operation. 

A"ows a Utility user to assign any operational 
label to any other background operational label, 
device-file number, or RAD file. The DFN param­
eter is a RAD fi Ie name; and the area parameter is 
the RAD area within which the RAD file is defined. 

Identifies operational labels (oplb) of devices to 
be used in COpy requests. The oplb parameter 
specifies the output device for subsequent COpy 
commands or the input device for subsequent 
VERIFY commands. 

Causes records from the input device to be copied 
onto the output device specified on the OPLBS com­
mand. The type parameter is R if the number param­
eter refers to records, or F if the number param­
eter refers to fi les. The meaning of the number 
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Table 12. Util ity Control Commands (cont.) 

Symbol ic Form 

! *VE [RIFY] type ~number] ['size] 

[,BIN] 

! UTILITY DUMP ~oplb] 

! *DU [MP][number]Gmode]Gsize] 

! UTILITY OMEDIT 

! *LI EST] 

Example 

! *VERIFY R,5 

! UTILITY DUMP 

! *DUMP 5,HEX 

! UTILITY OMEDIT 

! *LIST 

! *MODIFY GEN 

! *INSERT SYMBOL 1 

Meaning 

parameter depends on the type parameter that pre­
cedes it. If "type" is R, "number" is the number 
of records to be copied, but refers to logical rec­
ords for a blocked, sequential-access file. If 
"type" is F, "number" is the number of files to be 
copied, or is ALL, indicating that all files should 
be copied until two EODs or file marks are copied. 
If "type" is F and any of the input/output devices 
is a sequential-access RAD file, "number" is 1 or 
is omitted. If "number" is om itted, one record or 
file is copied. If FORM is used, the first charac­
ter of each record is used for format control and 
appl ies only if data is copied onto the I ine printer 
or keyboard/printer. The size parameter specifies 
the maximum number of bytes in each record. BIN 
specifies that copying is to be done in the binary 
mode. 

Requests compari son of data on the X4 device wi th data 
incoreorfrom devices specified onOPLBS command. 
Parameters are defi ned as for the COpy command. UI 
must not be used on an !*OPLB command with !*VERIFY. 

Requests the DUMP routine. The oplb parameter 
specifies the operational label of the input device. 
If omitted, it is assumed to be UI. 

Causes records to be written on LO until an EOD or 
file mark is read. If "number" is a decimal inte­
ger, only the number of records specified are 
dumped. If "number" is omitted, the contents of 
the entire fi Ie are dumped. If "number" is ALL, 
dumping is performed up through a double end-of­
file. The mode porameter is HEX for hexadecimal 
or EBCDIC for the EBCDIC mode (which is the de­
fault case), and the size parameter specifies the 
maximum number of bytes to be read in each record. 

Requests the Object Module Editor routine. 

Causes the Object Module Editor to enter the list 
mode. 

Causes the Object Module Editor to enter the 
modify mode. GEN indicates that object modules 
are to be selectively input from BI and that a new 
tope istobe generated on UO. A MODIFY GEN 
command may only be followed by INSERT com­
mands, which specify the elements to be selec­
tivelycopied from BI to UO. INSERT must be spec­
ified if insertions from BI are to be read. Modules 
are selected from BI according to the names on 
INSERT control commands. If GEN and INSERT are 
omitted, only DELETE commands may be input. 

Causes on object module to be inserted and is effec­
tive in the modify mode only. The first name param­
eter is the name (up to eight EBC DI C characters) of 
the module to be inserted. The name2 parameter 
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Symbolic Form 

! *DE [LETE] name 1 ~name2 ] 

! UTILITY RECEDIT 

! *L1 EST] [number] 

! *MO [DIFY][L1ST]~GEN] 

! *IN [SERT] number 

! UTILITY SEQEDIT [GEN] 

~ IGN] [,ALL] 

! *10 [ENT] [ident] 

&sequence number] 
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Table 12. Util ity Control Commands (cont.) 

Example 

! *DELETE SYMBOL2 

! UTILITY RECEDIT 

! *L1ST 5 

!*MODIFY 

!*DELETE 109 

!*INSERT 110 

! *CHANGE 111 

! UTILITY SEQEDIT 

! *IDENT 3,5 

Meaning 

specifies the name of the module on the UI tape 
that the inserted module must follow. If name2 is 
omitted, the inserted module follows the previously 
written module on UO. Modules to be inserted 
from BI must be in the same order as in the INSERT 
control command. 

Causes object modules to be deleted and is effec­
tive only in the modify mode. The names are de­
fined as for the INSERT command, except that 
modu les are de leted, not inserted. 

Requests the Record Ed itor routine. 

Initiates the list mode, thereby terminating the pre­
vious mode. The number parameter specifies the 
number of files to list; if omitted, one file is listed. 
If UI is assigned to a sequential-access RAD file, 
the number parameter must not be greater than 1. 
An EOD or a MODIFY control command causes 
the list mode to terminate. 

Indicates that a file is to be genera~'ed or updated 
and is effective only in the modify mode. LIST in­
dicates thata I ist of deleted or inserted records wi II 
be produced on LO. If LIST is the only parameter 
used, the listing will contain the UI line numbers. 
If GEN is also present, UO I ine numbers will be 
listed. GEN indicatesthata new file istobegen­
erated; that is, there is no input tape on UI. 

Causes indicated source images to be deleted and 
is effective on Iy in the modify mode. The first num­
ber parameter is the I ine number of the first or only 
source image to be deleted, and the second is the 
number of the last image to be deleted. 

Causes records to be added to the output file and is 
effective only in the modify mode. The number 
parameter gives the I ine number that the insertions 
are to follow. If 0 is used, insertions will precede 
the first line. 

Causes the indicated source images to be deleted, 
and source cards following it to be written en UO. 
CHANGE is effective only in the modify mode. The 
number parameters are defined as for the DELETE 
command above. 

Requests the Sequence Editor. GEN indicates that 
an output file is being generated on the UO device 
and that there is no input file to be updated. IGN 
directs Sequence Ed itor to ignore sequence errors. 
ALL indicates that the GEN function is to continue 
until two EODs or EOFs are encountered. 

Defines the breakdown of the sequence field into 
the ident and the sequence number. If used, it 
should precede the update cards to whi ch it appl ies. 



Table 12. Utility Control Commands (cont.) 

Symbolic Form 

! *DE [LETE][sequence field
2

] 

73 80 
'sequence field

1 

! *SU [PPRESS] [sequence field
2

] 

7.3 80 
sequence field

1 

! *SE [QUE NCE] [sequence field
2

] 

,increment 73 80 
'sequence field

1
' 

Example 

! *DE RM021700 

73 80 
I RM021500 I 

!*SU 73 80 
I I 

RM037200 

! *SE RMOOOl 00, 1 00 

73 80 
RM037500 ' 

may be used in the GEN mode. Modules to be inserted 
from SI must be in the same order as in the INSERT control 
commands. Simi larly, the DE LETE control command must name 
modules in the same order as their occurrence onUI. In using 
the Record Editor routine, a command requesting the list or 
modify mode must immediately follow the UTILITY command. 
The Defi ne Sequence Field Format (IDENT) control command, 
if used, must precede the update cards to which it appl i es. 

unuTY ERROR MESSAGES 

Utility outputs messages on both OC and DO, with DO 
suppressed if both OC and DO are assigned to the same 
device. Conditions that require an X or S response from 
the operator are indicated by a UKEYIN message. 

INPUT/OUTPUT MESSAGES 

Input/output error messages are shown below. 

BOT oplb,device 
!! UKEYIN 

An attempt has been made to backspace over the magnetic 
tape load point or the beginning-oF-tape of a RAD fi Ie. 

Meaning 

Ident is an integer (0 s n S 6) that specifies the number 
of characters in the ident subset of the sequence field. 
If omitted, the ident field does not exist. Sequence 
number is an integer (2 s m s 8) that specifies the num­
ber of characters in the sequence number subset of the 
sequence field. If omitted, sequence number is set equal 
to the difference (8 - ident). 

Deletes one or more card images from UI. Nonsequenced 
cards can only be deleted by deleting from the last se­
quenced card preceding the nonsequenced cards up to 
and including the next sequenced card. Deleted card 
images are listed on La. Sequence fieldl contains the 
ident and/or sequence number of the first of only card 
image to be deleted, and sequence field2 indicates the 
last card image to be deleted. 

Deletes card images in the same manner as the DELETE, 
except that deleted images are not listed on La. 

Resequences card images on columns 73 through 80. 
Only one program can be sequenced with each 
SEQUENCE command. Sequence field 1 contains the 
ident and/or sequence number at which sequencing will 
begin, and sequence field2 contains the ident and/or 
sequence number of the first resequenced card image to 
be written on the output tape. Increment is the rese­
quencing increment number. If omitted, an increment 
of lOis used. The user must ensure that the sequence 
number does not get incremented past the size of the 
sequence number field. 

EMPTY oplb,device 
!! UKEYIN 

Manual intervention is required (the device is in the man­
ual mode or no device is recognized). 

EOF oplb,device 
!! UKEYIN 

An unexpected tape mark, end-of-fi Ie (RAD), or EOD has 
been read from magnetic tape, cards, paper tape, keyboard/ 
printer, or RAD file. 

EaT oplb,device 
!! UKEYIN 

The end-oF-tape mark on a magnetic tape or the initial EOT 
on a RAD fi Ie has been sensed. 

IL RAD SEQ oplb,device 
!! UKEYIN 

An operational label was assigned to a random-access RAD 
fi Ie, or an attempt was made to skip, read, or write more 
than one RAD fi Ie. 
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INV lOOP oplb,device 
llUKEYIN 

An input/output operation is not meaningful for the re­
quested device. 

INV OPLB oplb,device 
I I UKEYIN 

The operational label is not val ide The "oplb,device" por­
tion of the message may contain inval id data if input/output 
is attempted for an operational label not recognized by the 
Monitor. 

10 ERR oplb,device 

The input/output call ing sequence is in error, incorrect 
length is specified, or no input/output is pending for a 
check operation. The Util ity Subsystem aborts. 

UNRECOV 10 oplb,device 
llUKEYIN 

An irrecoverable input/output error has occurred after the 
maximum number of retries has been unsuccessfully attempted. 

WRITE PRO oplb,device 
llUKEYIN 

An attempt has been made to write on a write-protected 
magnetic tape or RAD fil e. 

CALL SEQ ERR 

The Uti I ity executive has encountered a calling sequence 
error on a return from M:READ/M:WRITE. One reason may 
be an attempt to copy a record with an odd byte count onto 
the RAD {may occur with BCD-7-track tapes). See M:READ 
status returns in the Sigma 2/3 RBM Reference Manual. 

CONTROL FUNCTION ERROR MESSAGES 

FSKIP 

DEOF oplb,device 
llUKEYIN 

Two consecutive file marks were encountered before the 
required number of files had been passed. 

EOT oplb,device 
llUKEYIN 

The end-of-tape was encountered before the required num­
ber of files had been passed. 
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IL RAD SEQ opl b,device 
llUKEYIN 

The number parameter is not 1 and "oplb" is assigned to a 
sequential-access RAD file, or the oplb parameter is as­
signed to a random-access RAD file. 

INV OPLB 
llUKEYIN 

The operational label identifies an inval id device. 

PARAM ERR 
llUKEYIN 

The opl b parameter is missing, or the number parameter is 
nonnumeric or greater than 32,767. 

RSKIP 

EOF oplb,device 
llUKEYIN 

An EOD or file mark was encountered before the required 
number of records was passed. 

EOT oplb,device 
llUKEYIN 

An end-of-tape was encountered before the specified num­
ber of records was skipped. 

IL RAD SEQ oplb,device 
llUKEYIN 

The opl b parameter is assigned to a random-access RAD file. 

INV OPLB 
llUKEYIN 

The opl b parameter identifies an inval id device. 

PARAM ERR 
llUKEYIN 

The opl b parameter identifies an inval id device. 

FBACK 

BOT oplb,device 
llUKEYIN 

The beginning-of-tape was encountered before the required 
number of fi I es had been passed. 



DEOF oplb,device 
llUKEYIN 

Two consecutive file marks were encountered before the 
required number of files was backspaced. 

IL RAD SEQ oplb,device 
llUKEYIN 

The oplb parameter was assigned to a random-access RAD 
file. 

INV OPLB oplb,device 
llUKEYIN 

The operational label identifies an inval id device. 

PARAM ERR 
llUKEYIN 

The operational label parameter is missing or contains more 
than two characters, or the number parameter is nonnumeric 
or greater than 32, 767. 

RBACK 

BOT oplb,device 
llUKEYIN 

The beginning-of-tape was encountered before the requested 
number of records had been passed. 

EOF oplb,device 
llUKEYIN 

A file mark was encountered before the requested number 
of records had been passed. 

IL RAD SEQ oplb,device 
llUKEYIN 

The oplb parameter was assigned to a random-access RAD 
file or a compressed EBCDIC RAD file. 

INV OPLB oplb,device 
llUKEYIN 

The operational label identifies an inval id device. 

PARAM ERR 
llUKEYIN 

The operational label parameter is missing or contains more 
than two characters, or the number parameter is nonnumeric 
or greater than 32,767. 

REWIND 

IL RAD SEQ oplb,device 
llUKEYIN 

The oplb parameter is assigned to a random-access RAD file. 

PARAM ERR 
I! UKEYIN 

The oplb parameter contains more than two characters. 

UNLOAD 

IL RAD SEQ oplb,device 
llUKEYIN 

The oplb parameter was assigned to a random-access RAD 
file. 

INV OPLB oplb,device 
I I UKEYIN 

The oplb parameter identifies an invalid device. 

PARAM ERR 
!! UKEYIN 

The oplb parameter was missing or contained more than 
two characters. 

WEOF 

EOT oplb,device 
llUKEYIN 

The end-of-tape was encountered. 

IL RAD SEQ oplb,device 
! lUKEYIN 

The oplb parameter was assigned to a random-access RAD 
file. 

INV OPLB 
I I UKEYIN 

The oplb parameter identifies an inval id device. 

PARAM ERR 
! I UKEYIN 

The oplb parameter is missing. 

PRESTORE 

CORE OVFLO 

Available core memory has overflowed. The Utility Sub­
system aborts. 
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PRE ERR 
llUKEYIN 

The PRESTORE command did not follow immediately after 
the UTILITY command. 

PRE OVFLO 

The RAD file has overflowed and must be redefined as a 
larger file. The Util ity Subsystem aborts. 

ASSIGN 

ERR FRGD 
llUKEYIN 

An attempt has been made to assign a background opera­
tional to a foreground operational label, a device-file 
number, or a RAD file. 

ERR OPLBL 1 
llUKEYIN 

The operational label to be assigned is inval ide 

ERR OPLBL2 
llUKEYIN 

An attempt has been made to assign one operational label 
to an inval id or undefined operational label or RAD file. 

NO SPARES 
llUKEYIN 

An attempt has been made to define a new background 
operational label but no room is available in the corre­
sponding table. 

ERR AREA 
llUKEYIN 

An inval id RAD area name has been used. 

OPLB TABLE OVFL 
llUKEYIN 

An attempt has been made to assign an operational label 
that is not in the operational label table, and the opera­

tional label table is already maximum length. The assign 

will be successful, but the operational label will not be 

used as an output device. 
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COpy MESSAGES 

UTILITY COPY 

CORE OVFLO 

The memory area used for storing input records (when the 
CORE option on the UTILITY COpy command is used) has 
overflowed. The Util ity Subsystem aborts. 

OPLBS 

IL RAD SEQ oplb,device 
llUKEYIN 

An attempt has been made to copy or verify from or to a 
random-access RAD file. 

VERIFY 

DEOF oplb,device 

EOT oplb,device 
I !UKEYIN 

An end-of-tape, or two consecutive tape marks or EODs 
were detected on X4 or UI before the number of files re­
quested had been compared. 

EOF oplb,device 
llUKEYIN 

An EOD or file mark was detected on X4 or UI before the 
number of records requested had been compared. 

OPLB TABLE OVFL 
llUKEYIN 

An attempt has been made to input more than eight opera­
tional labels. Only the first eight unique labels on an 
*OPLB card will be entered in the operational label table. 

VERIFY ERR opl b,dev ice 

An error has been found by the verification process. When 
a verification error occurs, the COpy routine term inates 
execution of the VERIFY command for that device, but con­
tinues verification on other input devices. If an error is 
detected on every input device, the verify function is 
aborted. 

OBJECT MODULE EDITOR MESSAGES 

BLNK NAME oplb,device 
llUKEYIN 

A blank name was input. 

CKSM ERR oplb,device 
llUKEYIN 

A checksum error was detected on a record read from UI or BI. 



EOT oplb,device 
!! UKEYIN 

An end-of-tape was encountered on BI or UI. 

ILLEG BIN oplb,device 
! !UKEYIN 

The first byte of a record read from UI or BI did not contain 
X'FF ' or X' 9F'. 

NO name oplb,device 
!! UKEYIN 

Two consecutive EODs or tape marks on UI, or one EOD 
or tape mark on BI were encountered during the editing 
process before the desired number of modules had been 
copied (where "name" is the program name not found). 

NO name UI,device 
! !UKEYIN 

Two consecutive EODs or file marks (one end-of-file for 
a sequential-access RAD file) are read from UI before Ob­
ject Module Editor has inserted, replaced, or deleted all 
requested modules. 

SEQ ERR oplb,device 
!!UKEYIN 

A sequence error was detected in a record read from UI or 
BI. 

RECORD EDITOR MESSAGES 

LIST 

! I LD LIST UI,device 

Both SI and UI are assigned to the same device. The opera­
tor responds by mounting the tape to be I isted and changes 
the state of the device. 

MODIFY 

LD INPUT UI,device 
! IUKEYIN 

The modify mode was entered and updating is to be per­
formed. The operator responds by mounting the tape to be 
input and keying in an S response on OC to continue. 

INV CTRL 
! IUKEYIN 

A modify control command was interpreted from SI when 
Record Editor was not in the modify mode. 

SEQUENCE EDITOR MESSAGES 

DELETE ERR 
IIUKEYIN 

No UI card images were found in the block to be deleted 
(for DELETE and SUPPRESS commands). 

DEOF UI,device 
I I UKEYIN 

The program to be updated was not encountered on the 
input tape before the logical end-of-tape. An S response 
causes Sequence Editor to return to RBM. All updating 
done prior to this point has been written on the output 
tape along with the logical end-of-tape marker. 

Case 1. 

Case 2. 

Case 3. 

PARAM ERR 
I I UKEYIN 

Update data from SI con to ins an illegal se­
quence number, that is, a nonnumeric char­
acter. An error alarm is also listed on LO. 

A necessary control command parameter was 
omitted. 

The ident parameter (on an IDENT card) is 
greater than 6, the sequence number param­
eter is less than 2, or the sum of the two pa­
rameters is greater than 8. 

SEQ ERR oplb,device 
I I UKEYIN 

A sequence error was found in either the update data or 
input tape. In th is case, the opl b parameter refers to 
either SI or UI. An error alarm is also listed on LO. 

U NRECOV 10 UI,device 
IIUKEYIN 

An irrecoverable read error has occurred on UI. The par­
tial card image input and the message II UI IGNO RED REC­
ORD FOLLOWS xxXXXXXx" (where xxxxxxxx is the previous 
nonblank UI ident and/or sequence number) isoutputon LO. 

UNRECOV 10 UO,device 
IIUKEYIN 

An irrecoverable write error has occurred on UO. The card 
image to be output and the message "UO RECORD OMIT­
TED" or "UO FILE MARK OMITTED" are output on La. 
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3. DEBUG 

INTRODUCTION 
This chapter describes the use of Debug and its interface 
with RBM. 

GENERAL DESCRIPTION 

The RBM Debug package is a debugging tool primarily de­
signed for nonoverlaid background programs, with limited 
faci I ity for foreground programs. It provides the user with 
the following capabi I ities: 

1. To transfer control to the control device from a speci­
fied location in the user's program or through the 
Control Panel Interrupt. 

2. To dump selected core and registers on the keyboard/ 
printer or the I ine printer. 

3. To modify memory locations and registers. 

4. To logically insert code at specified memory locations. 

5. To begin or continue execution at a specified memory 
location (i. e., selective execution). 

6. To perform conditional memory dumps (snapshots) of 
registers and selected core locations at a specified 
location and optionally transfer control to the control 
device. 

7 . To step through a program. 

FOREGROUND USER'S DEBUG CAPABILITY 

Debug can be used to aid the checkout of a foreground 
operating at priority levels lower than the Control Panel 
Interrupt level. In this case Debug must be assigned to an 
interrupt level higher than any level assigned to the tasks 
being checked out. During real-time foreground program 
debugging, no background program may be executed and 
the background space can be used as an insertion area. The 
foreground user is able to force an unusual exit from the 
highest active interrupt level below Debug. 

OVERLAY USER RESTRICTIONS 

When a snapshot is inserted in a currently resident segment 
using a Debug control command, the snapshot is val id only 
until the segment is overlaid, since Debug operates only at 
execution time on resident programs. This problem is 
reduced by allowing the user to assemble Debug calls into 
his program. 

RBM AND FOREGROUND USER'S INTERFACE 

Debug is a subtask of the RBM Control Task with a priority 
just below the IDLE subtask. Debug is triggered by any of 
the three resident Monitor routines (D:SNAP, D:KEY, or 
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D:CARD), by the KEYIN subtask, or by the Job Control 
Processor (JCP). JCP triggers Debug when it receives an 
XED command, and the system loader transfers control via 
D: KEY. When a foreground user wi shes to use Debug, he 
gives control to Debug by an ! XED card or by an unsol ic­
ited key-in of DE. After Debug has control, the foreground 
user defi nes an interrupt I eve I for subsequent Debug use. 
At this time Debug saves the RBM group code (R:RBMWD) 
and the register bit (R:RBMB), replaces them with the com­
puted, user's group code and register bi-f, inhibits interrupts, 
triggers the new Debug level, and exits (resetting inhibit 
bits) from RBM. The RBM Control Task is now operating at 
a level where Debug can affect the foreground user's pro­
gram. After debugging, the foreground user issues the 
Debug command Q which restores the RBM Control Task to 
its original level. 

MEMORY REQUIREMENT AND INSERTION 
BLOCK DEFINITION 

The executive portion of Debug isa foreground program that 
may be either resident or nonresident. If the program is 
resident, it must be so specified when the Debug file is 
created with the RAD Editor. The program is read into core 
when RBM is booted. If the program is nonresident, it is 
loaded I ike any other foreground program (see Appendix B). 
Debug has the following core memory requirements: 

1. Executive 

2. Zero table 

3. Overlays 

4. Insertion block 

440 locations 

35 locations 

RBM overlay space 

User defined 

The insertion block is an area of core that stores user­
inserted code, and the zero table ce lis are used to reference 
these insertions. 

DEBUG CONTROL 

Control can be given to Debug in the following ways: 

1. A direct call to Debug. 

2. The execution of a snapshot. 

3. An unsolicited key-in of DE. 

4. The Debug execution card (! XE D). 

A direct call on Debug is a user-coded request for Debug to 
read a command. The call has the form 

RCPYI P,A 

B D:KEY or D:CARD 

When the entry is D:KEY, Debug prints the message 

!! DKEYIN 



A Debug command is then read from the proper device-fi Ie 
number assigned at SYSGEN. 

Note that after the initial direct calion Debug a foreground 
task must exit in order to move Debug to a higher interrupt. 

D:KEY, D:CARD, D:SNAP (snapshot) are small reentrant 
routines that actually trigger Debug. An unsolicited key-in 
during Debug does not harm the user's environmentj and if 
a dump was in progress, the key-in would be honored after 
the current line is output. The XED command performs the 
same function as the XEQ command except that Debug is 
called via D:KEY before executing the user's program. 

DEBUG COMMANDS 

Debug uses M:READ and M:WRITE for input/outputj and 
hence, the keyboard character NEW LINE terminates a 
line, EOM deletes a line, and CENT (I) deletes the pre­
vious character. Debug interprets the semicolon character 
(j), if not in the message field of a snapshot, as a continu­
ation character. The semicolon terminates the I ine (or card) 
and continues the command to the next I ine (or card). 
Blanks are ignored except within the message field of a 
snapshot. 

Most"Debug commands specify registers and memory loca­
tions. Registers are specified as follows: 

RP Program address register 

RL Link address reg i ster 

RT Temporary reg i ster 

RB Base address register 

RX Index register 

RE Extended accumulator 

RA Accumulator 

RR All of the above 

Locations are specified in one of the following forms: 

1. One to four hexadecimal digits. 

2. $NAME, where NAME is an IDNT and its value is the 
load origin of such a module. The Overlay Loader D 
option must be invoked if the user is to use IDNT names 
with Debug. 

3. Sums or differences of values of either of the above 
two forms. 

Example: 

A14 
$SQRT 
ABC+$SUB1+1492 
$SUB 1 - $SUB2 

If the $NAME option is invoked, the user must define an 
insertion block (see the define command in Table 12) and 
the last 180 words of the insertion block are used as a buffer 
for the ID NT names. 

All acceptable RBM Debug commands are given in Table 12. 
In the col umn entitled "General Form", the braces around 
specifi cation fields indicate alternate parameters. Brackets 
indicate optiona I parameters. Neither brackets nor braces 
appear on the actual control card format. 

Table 13 lists the Debug control commands in a logical, but 
not necessari Iy typical, operating sequence. Sample param­
eters are given in the "Example" column only to illustrate 
typical parameter formats, and are explained in the II Mean­
ing" column. (A more detai led description of the commands 
is given in the XDS Sigma 2/3 RBM Reference Manual.) 

DEBUG ERROR MESSAGES 
When Debug encounters an error, it aborts a background job 
if there is no !ATTEND card. Otherwise it requests further 
commands from the keyboard/printer. If an error occurs, 
Debug will not have modified the environment. (It is 
assumed that the user will respecify the command correctly.) 

Error messages are shown below: 

Message 

ERROR SYNTAX 

ERROR COMMAND 

ERROR OVERFLOW 

ERROR IN/OUT 

Meaning 

Syntax error 

Command attempts to affect 
foreground wi thout a hardware 
interrupt level specified for 
Debug. (See Debug D com­
mand below.) 

Either insertion block or zero 
table overflow. 

Input/output error 

A KEVIN error message issued as the result of an unsolicited 
key-in of DE, or an abort code of DE issued as the result of 
a direct calion Debug, implies that Debug is not part of • 
the system. This can be corrected by queuing in Debug 
(i. e., an unsolicited key-in of Q DEBUG). 

DEBUG USAGE 

Figure 2 shows a sample assembly of a relocatable program. 
The program is loaded using the D option on the $OLOAD 
card and is executed with an !XED card. If relocatable 
location 8F should be RCPY E,A and if the index register 
should be stored prior to calling SUB2, then the following 
Debug commands can be used: 

D 6000, 6120 
M $SUB1+8F, RCPY EA 
IB $SUB1 +1 00, RCPY XA, EO*$SUB 1 
B 

provided that cells 6000 through 6120 are available. These 
commands can be entered in either of Debug's input devices; 
if the commands are on cards, the response to DKEYI N can 
be C. When Debug receives the B command, it exits (i. e., 
branches) to the symbolic location START. 
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General Form 

D [start,end][,level] 

{:~} loc,insl l' ... ,insln 
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Table 13. Debug Control Commands 

Example 

1. D 6000,6800 

2. D,l OC 

IB $SUB+1000, 
80*$SUB+25,75A 1, 
40*$SQRT+O,RCPYIPL, 
ROR*LT,REORXB 

Meaning 

The define command is used to define an insertion 
block when the Debug commands S or I or the $NAME 
option is to be used. The start parameter is the mem­
ory location of the first cell of the insertion block. 
The end parameter is the memory location of the last 
cell of the insertion block. The level parameter 
specifies the memory location of the hardware inter­
rupt level if Debug is to be used for foreground. The 
default level is the RBM Control Task level. An un­
solicited key-in of FG must be in effect when the 
level is specified. 

The insert command designates the insertion of one or 
more instructions logically before (lB), after (IA), or 
replacing OR) the instruction at the designated loca­
tion (Ioc). 

The instruction parameters may be designated in one 
of the following forms: 

1. op*loc 

where op is a two-digit hexadecimal value repre­
senting the operation code and address modifica­
tion. The second digit (i. e., address modifica­
tion) must be one of the following: 

o designating direct addressing 

2 designating indexing 

4 designating indirect addressing 

6 designating indirect addressing and 
indexing 

This instruction form relieves the user of creating 
the actual address structure for Sigma 2/3. It does 
not apply to the conditional branch instruction 
(operation code 6) nor to the register copy in­
structions (operation code 7). Debug wi II actu­
ally expand an instruction designated in this form 
into more than one instruction; for example, 
82*1492 will expand into 

8E02 
4802 
1492 

LDA 
B 
DATA 

*$+2,1 
$+2 
X ' 1492 1 

See Appendix B for a description of the 
expans ions. 

2. 6x*loc 

where x designates the desired conditional branch; 
for example, 6E*1492 designates a BAN 1492 and 
expands into 

6E02 
4803 

BAN 
B 

$+2 
$+3 



General Form 

Ud loc (/conditions/] 

['message'] [,dump requests] 

Table 13. Debug Control Commands (cont.) 

Example 

S $SUB+505/RA=* 
0&1492< 1496/,TAB1 
FULL',$TAB1. •• 
$TAB1+256,RR 

Meaning 

4C01 
1492 

B 
DATA 

*$+1 
X'1492' 

See Appendi x B for a description of the expansions. 

3. Hex value 

which is inserted with no expansion. 

4. Any mnemonic copy instruction in the Sigma 2 
and Sigma 3 Computer Reference Manuals. The 
commQ between the register specifications must 
be omitted. 

The insert snapshot command inserts (in the same man­
ner as the instruction Insert Before) a snapshot at the 
designated location so that when control passes through 
loc the following transpires prior to executing the in­
struction that was at loc: (1) the optional conditions 
are evaluated, and if false, the snapshot is bypassed; 
and (2) if the condi tions are true (or if none are speci­
fied), the following is output: 

SNAP AT loc 
message (if any) 

followed by the designated dumps. Such output is 
always transmitted to the Debug output device line 
printer, and if any of the dumps designate the 
keyboard/printer, then the SNAP and the message 
line also will be transmitted to the keyboard/printer. 
A user can make a maximum of 32 snapshot and instruc­
tion insertions. 

Of the three choi ces of snapshot parameters, the S 
paramet~r is a request to snapshot and resume execu­
tion, the SK parameter is a request to snapshot and 
transfer control to the keyboard/printer for Debug 
input, and the 55 parameter is the same as the 5K pa­
rameter but may be stepped (see the Debug step snap­
shot command). 

The format of the conditions parameter is 

where r
1 

is a relational expression of the form 

= 

rc 

l 
< loc 

con.stant [*] > 
<= 

constant 

regIster >= register 
<> 

where constant is the same form as a loc preceded by 
an *i for example, #1492 or #$5UB+57. The meaning 
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General Form 

x [ n [,branch] ] 

T dumps 
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T abl e 13. Debug Con trol Commands (cont.) 

Example 

X $SUB+414,$SUB 

R $SUB+505,$SUB+100 

T 1492,$SUB ••• 4+$SUB 

Meaning 

of the operators in hierarchical order are as 
follows: 

= equal 
< less than 
> greater than 
>= less than or equal 
<= greater than or equal 
< > not equal 
& logical and 
I logical or 

The comparison is arithmetic unless the operator is 
preceded by an asterisk (*), in which case the com­
parison is logical. 

The message parameter is a string of any EBCDIC 
characters except quote ('). 

The format of the dump requests parameter (if any) is 

Iregister ) 
[T] loc ••• 

loc ... loc I register ) 
[T] loc 

loc ••• loc 

where T designates a particular dump to be output on 
both the keyboard/printer and the line printer. If T 
is absent,. the dump wi II be output to the line printer 
only. Only one dot (.) is necessary in specifying a 
block of memory locations. Extra dots are ignored. 

If control is at the Debug input device as a result of 
a steppi ng snapshot command 55, the step snapshot 
command (X) moves the snapshot to memory location 
n, keeping the same conditions, message, and dump 
requests. Contro lis then transferred to the branch 
location. The n parameter is the memory location, 
and the branch parameter is the branch location. If 
the snapshot was executed at location ALPHA, the 
default cases are branch = ALPHA and n = ALPHA+l. 

The remove command restores memory location with 
the displaced instruction. The command releases the 
zero table entry and, if the entry is the latest snap or 
insertion, releases its space in the insertion block. 
Note that the space in the insertion block is regained 
only if the remove command affected the latest entry 
in the insertion block. The loc parameter is the 
memory location. 

The T command outputs (i. e., dumps) the contents of 
the requested locations and registers in hexadecimal 
on both the keyboard/printer and the Debug output 
device. Console interrupt will transfer control to the 
keyboard/printer after the current line is output. The 
dumps parameter is the dump requests. Dumps have 



General Form 

P dumps 

C 

K 

M register, word 

M [{~}] 10c,wordO'" .,wordn 

Bloc 

E 

Q [X] 

Table 13. Debug Control Commands (cont.) 

Example 

P $SUBl. .. $SUB2,RR, 
1000 ••• 1400 

C 

K 

1. M $SUB+1 ,4,1 ,$SUB+2, 
RADDIZE 

2. MRA,$SUB 

3. MT 149A,RCPYIPA 

B $SUB 

E 

Q 

Meaning 

the following forms (there can be several dump re­
quests in any order, separated by commas): 

loc 
loc ••• loc 
register 
all registers 

$SUB+3 
$SUB .•• 3FFF 
RA 
RR 

The P command is identical to the T command except 
that the dumps go on Iy to the Debug output device. 

The C command gives control to the Debug input device. 

The K command gives control to the keyboard/printer. 

The M command modifies memory locations. The loc 
parameter is the first memory location to modify. The 
wordi parameters are the hexadecimal values (or mne­
monic register operations; see item 4 under the Debug 
I command above) to be stored at location loc+i. The 
P parameter (if present) is a request to print the hexa­
decimal value of the effective location, its previous 
value, and its new value. The T parameter (if present) 
is a request to type the hexadecimal value of the effec­
tive location, its previous value, and its new value. 

In the first example of the M command the following 
cells are modified if SUB is located at 10016: 

Loc Value -- --
0101 0004 
0102 0001 
0103 0102 
0104 7C68 

The second example sets the A register to 0100. Note 
that on MRP command changes the program address 
portion of the program status doubleword. 

After execution of the third example, the following 
message will be output if the contents of location 149A 
was FFFF: 

149A: FFFF - 75F 1 

The branch command allows the user to insert the loc 
parameter into the program address portion of the pro­
gram status doubleword and to exit from Debug. If 
the loc paramete r is not present, the user exi ts from 
Debug. 

The E command a II ows the use r to force an unusua I 
exit from the highest active interrupt level below 
Debug. Debug still has control after this command. 

The Q command causes Debug to reset its internal 
flags and zero table cells, restore RBMls original 
interrupt level, trigger the Job Control Processor, and 
exit. If the X option is present, Debug also discon­
nects (i. e., unloads) itself from the system. 
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SF 

100 CS2 
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IDNT 
DEF 
REF 
DATA 

B 

B 

RCPY 
STA 

RCPYI 
B 
DATA 
DATA 

END 

SUBl 
SCAN 
SUB2 
-1 

CS2 

CS2 

A,E 
Y 

P,L 
SUB2 

START 

} Arguments to SUB2 
SUB2 returns to L register + 2 

Figure 2. Sample Debug Assembly of a Relocatable Program 



4. INITIAL LOADING OF THE RBM PROCESSORS 

The following examples illustrate sample job stacks for 
loading the Overlay Loader and the other RBM processors. 
Note that the Overlay Loader program must be loaded first, 
since it is used to load the other processors. The Overlay 
Loader is loaded by the RBM Absolute Loader onto the 
OLOAD file, which is automatically defined at SYSLOAD 
time. The RAD Editor program must be the first processor 
loaded by the Overlay Loader, since the RAD Editor is 
used to make entries in the System Processor directory for 
itself and the other processors. Note that the RAD Editor 
must initially be loaded onto the RBMOY fi Ie, as there is 

no permanent entry for the RAD Editor program in the System 
Processor directory. The RAD Editor is executed from the 
RBMOY fi Ie and makes the proper entries in the direc­
tory, then copies itself from the RBMOY file to its per­
manent fi Ie. After the directory entries are made for the 
remainder of the processors, the processors may be loaded 
by the Overlay Loader onto their permanent files. Note 
that in the RAD Editor example, entries are made in the 
directory for a Public Library (ADD UP, PUBLIB, and ADD 
SO, LIBSYM commands). In the following examples, BI is 
used as the input device. 

Figure 3. Loading the Overlay Loader Program onto the RAD 
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!$ROOT 256" BI, 1 RADEDIT 
!$BLOCK BI, CC, BO 

Figure 4. Loading the RAD Editor Program onto the RAD 
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!#ADD SL,MODULE, 125,0, R, R 

!# ADD S L, MDFRF, 2,0, R, R 

!# ADD S L, BDFRF, 2,0, R, R 

!# ADD SL, EDFRF, 2,0, R, R 

!# ADD S L, EBCDIC, 6, 0, R, R 

!# ADD SL, MODIR, 3, 0, R, R 

!#ADD SP, UTIUTY,38,0, R R 

!# ADD SP, RADEDIT, 53, 0, R, R 

!XEQ RADEDIT 

Note that Part 1 loads the RAD Editor onto the RBMOY fi Ie, Part 2 creates the RBM subsystem and processor fi les on the 
RAD, and Part 3 copies RADEDIT from RBMOY to the RADEDIT file in the SP area. 

Figure 4. Loading the RAD Editor Program Onto the RAD (cont.) 
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binary object module 

!$SEG 3,0, BI, 1 OMEDIT 

!ASSIGN OV=UTIlITY, SP 

!JOBe 

Figure 5. loading the Utility Program onto the RAD 
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!ASSIGN OV=XSYMBOL, SP 
JOBC 

Figure 6. loading the Extended Symbol Processor onto the RAD and Creating Standard Procedure File 
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Figure 6. Loading the Extended Symbol Processor onto the RAD and Creati n9 Standard Procedure Fi I e (cont. ) 
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Figure 7. Loading the Basic FORTRAN N Processor onto the RAD 

Initial Loading of the RBM Processors 53 



L"E EXTENDED LIBRARY 

Figure 8. Loading the RBM Libraries onto the RAD 
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APPENDIX A. SAMPLE JOB STACKS 

Figures 9 through 12 show sample job stacks for the Overlay Loader. 

Card Parameter 

1. !ASSIGN BO=O 

2. !EOD 

3. !OLOAD 

4. !$ROOT "GO 

5. !XEQ 

Figure 9. Compiling and Running a Background FORTRAN Program 

Description 

Hard copy of binary output not desired. 

At this point, the binary output has been produced on GO, which has been assigned by 
defau I t to RBMG 0 in the SD area. 

Only the root segment is to be loaded. This is a background program. COMMON is to 
be allocated only if the COMMON size allocation parameter on the module's start item 
is nonzero. 

Load the root from GO onto OV (assigned by default to RBMOV in the SD area). This 
program executes in background and has a 1 05-cel I temp area (by default). 

The program on the RAD fi Ie to whi ch OV has been assigned is to be read into core memory 
(starting at the FWA of background) and control given to it. 
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Figure 10. Compi ling and Running a Foreground FORTRAN Program 

Card Parameter 

1. ! PAUSE KEYIN FG, S 

2. !OlOAD ,F 

3. !$TC8 +0800,+1200 

4. ! $ROOT , +1800, GO 

5. !EOD 

6. !XEQ 
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Description 

Allow the operator to key in FG. 

Foreground program. Common base (upper I imit on program) is set to FWA of background. 

The Overlay loader is to create the TC8, the first two words of which are on the TC8 card. 
These two words indicate that the task is to be connected to interrupt location 100 (inte­
gral interrupt number 2, priority level 8, within group 0). M:SAVE and M:EXIT are used 
to save and restore context. The task is to be armed and enabled when loaded, and then 
triggered. 

load the root from GO. This program will operate at location 1800 and following. 

At this point the program exists in core image form on OV (R8MOV). 

Load the program into core memory and execute it. 



Card 

1. 

2. 

3. 

4. 

2. !ASSIGN OV =FGPGM,UP 

! PAUSE KEVIN FG,S 

!EOD 

Parameter 

!'ADD UP, FGPGM, 
10" R, R, F 

Figure 11. Creating a Resident Foreground Task on User RAO File 

Oescri pti on 

Create a fi Ie, FGPGM, on the UP area of the RAD. This file is to be 10 records (sectors) 
long, random access, resident foreground, with RBM write protection. 

!ASSIGN OV=FGPGM, The core image output from the Overlay Loader goes directly on the fi Ie FGPGM. 
UP 

!$TCS +DSOO,+1200 

!FIN 

This resident foreground task is to be triggered when loaded into memory for execution. 

At this time the resident foreground program is on the RAD; it is not in core memory. The 
program will be loaded into memory, and armed, enabled, and triggered when RBM is 
rebooted. 
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Figure 12. Creating a Public Library 
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Card Parameter 

1. ! OLOAD" S 

2. ! $PLJ BUB B, UI, 3 

3. binary module 

4. !$LD UI,2 

5. !$PLJBUB E 

6. !$LD GO,5 

7. !$LB E, S, U 

8. binary module 

Descri pti on 

Load in step mode. 

Read three paper tapes in step mode. 

Number of modules defined in previous LD card. 

load two paper tapes in step mode. 

Extended portion of Public library. 

Load five modules from GO fi Ie. 

Satisfy any unsatisfied REFS (change default case for this portion of PUBLIB only). 

Number of modules defined in previous lD card. 
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APPENDIX B. DEBUG EXPANSION OF INSTRUCTIONS 

EXPANSION OF INSERTED INSTRUCTIONS 

Class 1 instructions that are inserted via the insert (I) 
command are expanded into more than one instruction if 
designated in the op*address form. (Note that expansions 
of indirect instructions are not reentrant.) 

Op is direct (0): 

op 
B 
DATA 

*$+2 
$+2 
address 

Op is indexed (2): 

op 
B 
DATA 

*$+2, 
$+2 
address 

Op is indirect (4): 

STA $+6 
LOA *$+7 
STA $+5 
LDA $+3 
op *$+3 
B $+4 
DATA 0 
DATA 0 
DATA address 

Op is indirect and indexed (6): 

STA $+6 
LDA *$+7 
STA $+5 
LOA $+3 
op *$+3, 
B $+4 
DATA 0 
DATA 0 
DATA address 
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Class 2 instructions are expanded as follows: 

op 
B 
B 
DATA 

$+2 
$+3 
*$+1 
address 

EXPANSION OF MOVED INSTRUCTIONS 

An instruction that is moved from the point of insertion to 
the insert block wi II require expansion if its addressing is 
relative or if it is a register copy instruction in which the P 
register is the source. 

The relative instructions are expanded the same as the in­
serted instructions discussed in the first part of this appen­
dix. In the case of Insert Before (IB) or snapshots, register 
copy instructions in which P is the source and the clear bit 
is set wi II be expanded in one of two ways: 

1. If the destination is the A register: 

LDA 
op 
B 
DATA 

$+3 
A, A 
$+2 
0'+1 

2. If the destination is not the A register: 

STA $+5 
LOA $+5 
op A, R 
LOA $+2 
B $+3 
DATA 0 
DATA 0'+1 

In the above expansions 0' is the location (point) of the in­
sertion and op has the appropriate settings for the incremen­
tation and inversion bits. 

Debug hasnofacility for expanding a copy instruction where 
either (1) the P register is the source, the A register is the 
destination, and the clear bi t is reset I or (2) the P register 
is the destination and the clear bit is reset. In this case a 
Debug syntax error is generated. 



The following table should be used to determine the standard assignments for an installation's RBM operational labels and to determine which operational 
labels, if any, should be suppressed by being assigned to file O. The RBM operational labels are defined in the RBM Reference Manual. 

~ RBM Operational Device 
CC 51 UI AI BI BO UO II DO 

and labels Number I 
Processors 

RBM Read;Write Read Read Read Object Write Control 
unsolicited Control Absolute modules with Command 
key-in Commands Binary ! RE l command Images 

XSYMBOl [Read Control Read Source Write Reloc. Used for CC Write XSYMBOl 

commands] Statements Binary Diagnostics Error Messages tt 

Concordance Read Source Write Concordance 
Statements Error Messagestt 

Basic FORTRAN IV Read Source Write Reloc. 
Statements Binary 

Math library 
Write Library 
Error Messages 

Overlay loader Read Write Map, loader 
Control Error Messages and 
Commands Control Command 

Images tt 

RAD Editor Read Object Module Output Copies of Ob- Write Error Mes-
Control Input to System ject Modules from Sys- sages, Control 
Commands and User tem and User libraries Commands and 

libraries operator key-ins 

Utility Executive Read Read Write Utility Error 
Control Message and Con-
Commands trol Command 

Images tt 

Utility Copyt Read Control Read 
Commands Input 

Read Control 
- -- ---------~--~---- --------- ----~----

Utility RECEDIT Commands and Read Write 

Madific Input Input Output 
.- --.~-. -----

Utility OMEDIT Read Control Read Read Binary Write 
Commands Input Modific. Input Output 

1-------

Utility DUMP Read Control Read 
Commands Input 

Utility SEQEDIT Read Update Read Write 
Data Input Output 

t May use any op label for output. 

ttSuppressed if assigned to same device as lO. 


