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4 UNIVAC 9200/9300 

CARD ASSEMBLER SECTION: PAGE: 

• The Transfer Card is generated by the END assembler directive. If the END direc­
tive specifies the address at which execution is to begin, this address appears in 
the Transfer Card. 

The order and number of these cards in the Assembler object code output deck is as 
follows. First there is a single Element Definition Card. Then there are as many Ex­
ternal Definition Cards as there are ENTRY assembler directives in the source code. 
Then there is a single Program Reference Card followed by as many External Refer­
ence Cards as there are EXTRN assembler directives in the source code. Then there 
are as many Text Cards as are required to contain the instructions and constants repre­
sented in the source code deck. Finally, there is a single Transfer Card. 

If the output of an assembly contains no External Reference Cards, it may be loaded 
directly into the UNIVAC 9200/9300 via the Card Program Loader. In this instance, 
the text is loaded at the addresses indicated in the Text Cards, and job execution 
begins at the point indicated in the Transfer Card. The Element Definition Card, any 
External Definition Cards, the Program Reference Card, and the relocation information 
in the Text Cards are ignored by the Program Loader. 

The format of these assembler output cards is as follows. 

4.1.1. Element Definition Card 

COL. FIELD NAME CONTENTS 

1 Load Key 12-2-9 punch 

2 Yype A (H 0 II e r i th ) 

3 Length 17 (or number of columns used less one from Col. 11 ). 

6 A bso lute /relocatabl e Absolute or relocatable program indication (12 punch 
if absolute, blank otherwise). 

7 Hole Count Sum of the bytes punched (columns 8 through 72). 

8 Program ESID I External Symbol Identification assigned by the 
Assembler to this program name. 

I 

I 

13-16 Assembled Start Address The base of this program as assigned by the Assembler. I 

17-24 Name The name assigned to this program (the name is left 
justified in the field and is punched in EBCDIC). 

25-28 Progr am Len gth The number of bytes of memory needed by this program. 
I 

I 
I 

2 
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4.1.2. 

! 
I 

I 
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External Definition Card 

COL. FIELD NAME 

Load Key 

2 Type 

3 Length 

7 Hole Count 

9 RLD Length 

10 Last RLD 

14-16 Symbol address 

17-24 Symbol 

70-72 RLD 

4.1.3. Program Reference Card 

I COL. FIELD NAME 

Load Key 

2 Type 

3 Length 

I 7 
Hole Count 

I 8 
Program ESI D 

113-16 Assembled Start Address 

1
17

-
24 Name 

4 
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CONTENTS 

12-2-9 punch 

H (Hollerith) 

13 (or number of columns used less one from Col. 11). 

~11rT\ nof tho h\.l+ot" nlln,...harl (,..",IIItT1r"1ro Q ~')\ 
\JUIII VI "llv uy I.v";) tJUII\"II'VU \"'VIUIIIII~ u-, L ,_ 

Number of columns of RLD information on card (indi­
cates 3 or 0). 

Column 11 relative number indicating the most signifi­
cant column of the last item of RLD information on the 

card. The value is 59 if there is relocation data; other­
wise zero. 

The Assembler assigned value of the symbol field. 

Symbolic name to be referenced by other program(s) 
(punched in EBCDIC). 

Relocation field. See the description of this field for 
the Text Card. If present, column 72 contains a 3 and 
the least significant digit of column 71 also contains 
a 3 indicating that columns 14-16 are to be modified. 

CONTENTS 

12-2-9 pun ch 

J (Hollerith) 

13 (or number of columns used less one from CoLI!). 

Sum of the bytes punched (columns 8-72). 

External Symbol Identification assigned by the 
Assembler to the program name. 

The base of this program as assigned by the Assembler. 

Element name (same as columns 17 through 24 of the 1 

Element Definition Card). i 

3 
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4.1.4. External Reference Card 

COL. FIELD NAME 

1 Load Key 

2 Type 

3 Length 

7 Hole Count 

8 Name ESID 

17-24 Name 

4.1.5. Text Card 

COL. FIELD NAME 

1 Load Key 

2 Type 

3 Text Length 

4-6 Load Address 

7 Hole Count 

8 Program ESID 

9 RLD length 

10 Last RLD 

11 TXT 
& following 

72 RLD 
& fJ(eceding 

Example of RLD field: 

4 
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CONTENTS 

12-2-9 punch 

K (Hollerith) 

13 (or number of columns used II~ss one from Col. 11). 

Sum of the bytes punched (columns 8-72). 

External Symbol Identification assigned by the 

Assembler to this symbolic name. 

Symbolic name being referenced by this card 
(punched in EBCDIC). 

CONTENTS 

12-2-9 punch 

Q (H olleri th) 

Indicates the number of columns I ess one of text 
information on the card. 

The Assembler assigned location where the text is 
to be loaded. 

Sum of the bytes punched (columns 8-72). 

External Symbol Identification assigned by the 
Assembler to the program name to which this load 

address is relative. 

Number of columns of RLD information on this card. 

Column 11 relative number indicating the most 
significant column of the last item of RLD informa­
tion on the card. This number is 59 if there is RLD 
data, otherwise zero. 

The va lue to be loaded a t the load address. The TXT 
field contains information from columns 11 through 

11 + n, where n is the number contained in column 3. 

RLD fields begin in column 72 and occur from right 
to left on the card for the number of columns indicated 
in column 9. Each RLD field is composed of three 
columns. 

Column 70 contains a name ESID. This points to a value in the linker reference 
table to be applied to the TXT on this card. 

4 
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Column 71 contains a flag. The four most significant bits indicate the operation. 

PAGE: 

All zero bits indica te that the reference table value is to be added to 
the text value to obtain the new text value. If the four most significant 
bits of the flag column are 0001, the reference table value is subtracted 
from the card text value to obtain the new text value. 

The three least significant bits of the flag column indicate (in binary) 
the length of the text field in bytes. The remaining bit is a one if the 
field to be modified contains an additional halfbyte. Thl's, the four 
least significant bits would contain the value eight for a four-bit field. 
If all four bits are zero, the field is four bits long and is in the left 
halfbyte. 

Column 72 contains column position. A binary number (relative to column 11) point­
ing to the most significant column of the text information to be modified·. 

4.1.6. Transfer Card 

COL. FIELD NAME 

1 Load Key 

2 Type 

I 
3 

I 
Length 

7 Hole Count 

9 RLD Length 

10 Last RLD 

111-13 I Card Count 

I I Start Address 
1

14
-

16 I 

I 
1 70- 72 I RLD , 
I I 

i 
: 

i 

CONTENTS 

12-2-9 

Y (Hollerith) 

5 (or number of coJumns less one from Col. 11). 

Sum of the bytes punched (columns 8-72). 

Number of columns of RLD information on the card. 
(Indicates 3 or 0). 

Column 11 relative number indicating the most signi­
ficant column of the last item of RLD information on 
the card. (Contains 59 if there is relocation data, 
otherwise 0.) 

The number of reference type K or text type Q cards 

which were produced by the assembler for this element. 

The address to which control is given after loading 
this e~ement. 

Relocation field. Column 72 contains column 11 

relative indicator of the first column of the start 

address (indicates Col. 14). The most significant 
4 bits in column 71 are 0001 if the reference table 
address is to be subtracted from the card start address 
or 0000 if the reference table address is to be added 
to the card start address to obtain the relocated start 
address. The least significant 4 bits in column 71 
indicate that the start address on the card is 3 bytes 

long. Column 70 contains the ESID that pOints to the 

value in the reference table to be applied to the card's 
s ta r tad d res s fie I d . 

For all assem bIer outpu t cards, the PIO is left justified in columns 73-76, and a 
sequence number is punched in columns 77-80. Both the PIO and sequence number 
are punched in Hollerith. 

5 
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5. LINKER 

When a job consists of more than one element, the elements, which are the output of sep­
arate Assembler runs, must be combined before they may be loaded as an executable object 
program. This combining, or linking, is done by a utility program called the Linker. The 
Linker inserts the storage addresses for references made from one element to another and 
modi fies addresses if an element is relocated. 

A provision is included for dividing the output elements into separate loads or "phases" 
Another provision allows corrections, stated in hexadecimal, to be made to any of the 
elemen ts being linked. These corrections must be in terms of the ultimate absolute addresses 
assigned to each field being chan ged. 

Most of the input to the Linker consists of the output of one or more Assembler runs. How­
ever, control cards are supplied by the user to specify: 

- the initial storage address to be allocated to the output element 
(PHASE card) 

the start of a new phase of the output (PHASE card) 

additional external definitions (EQU card) 

corrections to one or more of the elements being linked (REP) 

the end of the input stream (END) 

The Linker provides an output listing including: 

- the control cards on its input, 

- the names and external definitions of the elements being linked and 
the values allocated to each, as well as the number of the phase in 
which it is included. Phases are numbered consecutively from one in 
the order in which they appear in the input. 

Error indications are included in the listing, and most errors cause termination of the 
punched output. The punched card output is in the same form as the assembler output 
cards, except that no relocation data is punched. The output for each phase consists of 
Text Cards and a Transfer Card. 

The Linker increments, if necessary, the address to be assigned to each input element so 
that the base address is a multiple of four. 

The Linker is capable of either a one or two-pass operation. At the end of pass one a stop 
occurs with a display indicating readiness for pass two. At the end of pass two a stop 
with a display requiring a reply occurs. When the start button is depressed, the Linker 
interrogates this reply to determine its subsequent action, which is to process another 
set of input or to terminate processing. 

1 
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The Linker is assembled separately from its input/output but is linked to the input/output, 
allowing for input from the standard card reader or the 1001, output to serial or row punch, 
and choice of input translation table and the option of a translation for the 48 character 
printer. 

5.1. LINKER INPUT 

The major input to the Linker consists of the output of one or more assemblies. The 
input to the Linker is normally formed by placing one element behind the other in 
the order they are to have in storage. Then a PHASE card is placed at the beginning 
of the deck to define the initial storage location and an END card at the end to signal 
the end of the input. If the output element is to consist of more than one phase, each 
input element must be entirely in one phase, with a PHASE card inserted in front of 
the first Element Definition Card in the phase. Each such PHASE card indicates the 
initial address to be allocated to that phase. When the Linker input is arranged in this 
manner, all elements comprising one phase must follow the PHASE card defining that 
phase and precede the PHASE card defining the next phase. 

The order of the input must also be such that the element using an externally defined 
symbol must precede all elements referring to that symbol. If there are any symbols 
for which this is not possible, their definitions may be supplied by EQU cards. If 
this is not desirable, the Linker provides the option of a two-pass operation. The 
first pass recognizes the headers (Element Definition and External Definition Cards) 
and stores the external definitions. The second pass processes the External Ref­
erence, Text, and Transfer Cards, and produces the output element. 

If desired, a two-pass operation may be avoided by separating the headers of the 
input elements and presenting them first. The procedure is as follows: 

1. Put together the input elements as described above, but without 
control cards; 

2. Sort out the header cards (12 punch in column 2); 

3. Place the header cards in front of the remaining deck; 

4. Insert the required control cards. 

Each PHASE card should precede the Element Definition Card for the first element 
in the phase being defined. EQU cards follow a PHASE Card, Element Definition, or 
External Definition Cards. REP cards must immediately precede the Trans fer Card of 
the element they are to alter. 

5.2. LINKER CONTROL CARD FORMATS 

The control card identifier (CTL, PHASE, EQU, REP, or END) is left justified in 
columns 8-12. Columns 1 to 7 are blank except for the SQU card on which columns 
1 to 4 contain the sym bol being defined. The specifications contained on each con trol 
card begin in column 14 and are terminated by a blank. 

2 
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5.2.1. CTL 
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SEC TION: 

The CTL card is the first card of the Linker input. The specifications consist of 
two fields separated by a comma: 

n,p 

where n=1 one-pass operation of the Linker, 

n =2 two-pass operation of the Linker; 

p a decimal number representing the largest address available to the out­

put element. 

Any field may be omitted. The effect is as follows: 

n omitted 

p omitted 

one-pass operation. 

maximum address to be allocated is not to change. The initial 

value is 16383. 

The CTL card may be omitted, in which case the result is the same as indicated 
above for each field omitted. 

PAGE: 

If the Linker is to perform a two-pass operation and produce code for a 16K system, 
the CTL card would be 

eTL 2,16383 

5.2.2. PHASE 

A PHASE card defines the name and initial storage address for the output element 
and must be the first or second card of the Linker input, preceded only by the CTL 
card. A PHASE card also precedes the Element Definition Card (type A) for the 
first element of each subsequent load. It specifies the name of the phase and its 
starting address. 

, 
The specifications field has the form 

phase-n am e, displacem en t, flag, symbol 

where phase-name is a group of up to four alphabetic characters representing the 
name of the phase 

displacement is a decimal number (may be preceded by minus) or a hexa­
decimal number in the form X'nnnn' 

flag 

symbol 

is C or A for the first PHASE card and C, A, or L for any others. 

C - load address equals the highest core address minus the 
displacement field. 

A - load address is the actual value given in the displacement 
field. 

L - load address is obtained by adding the displacement to the 

value of the symbol. 

is any previously defined symbol. 

3 
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5.2.3. EQU 
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An EQU card supplies the definition of a sym bol which is not defined in any of the 
elements being linked or which is defined in an element whose position in the input 
deck is later than that of the first element containing a reference to the symbol. 

The specification field of the EQU card has the form: 

value 
or 

value, symbol 

where value is a decimal number, a decimal number preceded by a minus sign, 
or a hexadecimal number in the form X'nnnn' 

symbol is any symbol which has been defined previous to the EQU card in 
the input deck. 

In the first form above, the binary value represented by the value field becomes the 
value assigned to the symbol appearing in the label field of the EQU card. For an 
EQU card with a specification field of the second form above, the value of the 
previously defined symbol is added to this value to yield the value of the symbol 
being defined. 

An EQU card must follow a PHASE card, an Element Definition Card, an External 
Definition Card, or another EQU card. It must precede the body of the first element 
containing a reference to the symbol defined. The symbol, contained in the specifi­
cation field, must have been previously defined. 

If the Linker control deck contains more than one EQU card defining the same 
symbol, an error indication is made on the listing. However, such an error does 
not terminate the punching of output. Instead, the Linker continues to treat the 
defini tion given in the first such EQU card as the definition for the symbol. 

5.2.4. END 

The END card indicates the end of the input to the Linker and is the last card in 
the deck. 

The specification field has the same form as that of the EQU card, and is processed 
in the same way to produce a single value which is interpreted as the address at 
which to begin executing the last phase being produced by the Linker. As such, 
this value is punched into the Transfer Card at the end of the output element. 

If the output of the Linker consists of more than one phase, the transfer address 
of each phase but the last is determined as follows: 

1. Normally, the transfer address of the phase is the address from the firs t 
Transfer Card in the input to the phase. 

2. If no Transfer Card in the input contains an address, the transfer address 
is the lowest address assigned to the phase. 

4 
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The specification field of the END card may also be blank. In this case the trans­
fer address punched into the terminal Transfer Card of the output element is the 
address from the first Transfer Card of an input element in that phase containing 
an address. If no Transfer Card of an input element contains an address, the 
lowest address assigned to that phase is punched into the terminal Transfer Card. 

5.2.5. REP 

The REP (Replace) cards specify changes which are to be made to an assembled 
element. The REP cards are placed immediately in front of the Transfer Card of 

PAGE: 

the element to be altered. Addresses and data are specified in hexadecimal in the 
same form they are to have in the output element. No relocation or linking facilities 
are provided by the Linker for this data. 

The form of the specifications field is 

address, data, data, ... 

where address is a field of from one to four hexadecimal digits specifying the 
storage address of the leftmost byte of data to be altered as a 
result of this card. 

data is a field of from one to four hexadecimal digits specifying data 
to be right justified in a halfword of storage. The address field 
is followed by a variable number of such data fields specifying 
the contents of successi ve halfwords of memory. The fields are 
separated by commas and terminated by a blank. 

5.3. EXAMPLE 

Assume two separately assembled elements, A and B. A was assembled at an origin 
of 0 and has a length of 100, while B was assembled at an origin of 400 and has a 
lpnoth of ?OO Fnrthpr A pvtprn::llll1 npfinpc:: onp pntrl1 noint M whirh ic:: ::Ic::c::ionpn ::In ----0--- -- ---. - ____ A_A' -- -----------J ----.. -- - .. - -----J r--"- ... , .... --.. -- ----0··-- - .. 
element relative address of 50, and makes external references to symbols X, Y and 
Z. B on the other hand externally defines sym boIs X, Y, and Z and makes an external 
reference to M. Symbols X and Yare entry points with relative addresses of 475 and 
550, respectively, while Z is defined as having an absolute value of 25. Finally, 
neither the A nor the B element Transfer Card specifies a starting address. The object 
code decks for elements A and B have the following construction. 

Element A 

a. One Element Definition Card specifying that this element is named A and has an 
origin of 0 and a length of 100. 

b. One External Definition Card specifying M as an externally defined symbol wi th 
an element relative value of 50. 

c. One Program Reference Card specifying that this element is named A, that this 
name has an External Symbol Identification (ESID) number of 1, and that element 
A has an origin of O. 

d. Three External Reference Cards specifying that X, Y, and Z are externally ref­
erenced symbols which have ESIDs of 2, 3, and 4, respectively. 

5 
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e. Text Cards containing the instructions and constants of element A and the re­
location information for these instructions and constants. Two examples may 
clarify the nature of this relocation information: 

1. An instruction may refer to some other part of element A. This reference is 
relative to the origin of the element. If the origin moves, the reference must 
be adjusted accordingly. The associated relocation information indicates 
where this reference is made in element A and specifies the ESID of element 
A, indicating that this is an element relative reference. 

2. An external reference may be made. In this case, the reference is undefined. 

The associated relocation information indicates where in element A this 
reference is made and specifies the ESID identifying the undefined symbol 
referenced. 

f. One Transfer Card. 

Element B 

a. One Element Definition Card specifying that this element is named B and has an 
origin of 400 and a length of 200. 

b. Three External Definition Cards. 

1. One specifies that X is an externally defined symbol and that it has an element 
relative value of 475. 

2. One specifies Y with an element relative value of 550. 

3. One specifies Z with an absolute value of 25. 

c. One Program Reference Card specifying that the element is named B, that it has 
an ESID of I, and that it has an origin of 400. 

d. One External Reference Card specifying M as an externally referenced symbol 
with an ESID of 2. 

e. Text Cards containing the instructions and constants of element B and the re­
location information for these instructions and constants. 

f. One Transfer Card. 

These two decks are represented schematically in Figure 5-1. Suppose elements A 
and B are to be linked into one job having an origin of 1000 and whose initial execu­
tion address is to be the beginning of element A. The origin would be specified in a 
PHASE card, the transfer address in an END card. The input to the Linker for a one­
pass operation would appear as shown in Figure 5-2. 

The Linker reads the PHASE card and sets the location counter to 1000 in preparation 
for creating a job to be loaded beginning at memory location 1000. The Linker then 
reads the header cards and sets up the reference table. Each entry in the reference 
table consists of three fields. 

1. The name which this entr y describes. 

2. The location assigned to this name. 

3. The relocation factor for this name. The relocation factor is the amount by 
which the value assigned to the name by the Assembler must be adjusted to 
arri ve at the value to be as si gned to the nam e by the Linker. 
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ELEMENT 
A 
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TRANSFER 

TEXT AND 

RLD INFO 

EXT REF Z 

ESID 4 

EXT REF Y 

ESID 3 

EXT REF X 

ESID 2 

NAME A 
ESID 1 

ORIGIN 0 

EXT DEF M 

EL T REL 50 

ELEMENT A 
ORIGIN 0 

LENGTH 100 

5 
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TRANSFER 

ELEMENT 

B 

TEXT AND 

RLD INFO 

EXT REF M 

ESID 2 

NAME B 
ESID 1 

ORIGIN 400 

EXT DEF Z 

ABS VAL 25 

EXT DEF Y 

EL T REL 550 

EXT DEF X 

EL T REL 475 

ELEMENT B 
ORIGIN 400 

LENGTH 200 

Figure 5-7. Elements A and B Deck. Structure 
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ELEMENT A 

BODY 

ELEMENT B 

BODY 

RLO INFO 

ESIO 4 

EXT REF Y 

ESIO 3 

EXT REF X 

ESIO 2 

NAME A 
ESIO 1 

ORIGIN 0 

EXT OEF Z 

ABS VAL 25 

EXT OEF Y 

EL T REL 550 

EXT OEF X 

EL T REL 475 

ELEMENT B 
ORIGIN 400 

LENGTH 200 

EXT OEF M 

EL T REL 50 

ELEMENT A 

ORI GIN 0 
LENGTH 100 

PHASE 

ORIGIN 100G PHASE 

ELEMENT A 

HEADER 

ELEMENT B 

HEADER 

Figure 5-2. Linker Input 

SECTION: 

TEXT AND 

RLO IN FO 

ESIO 2 

NAME B 
ESIO 1 

400 

5 

END 

START A 

8 
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For example, the name "A" is to be assigned a value of 1000 by the Linker. It was 
assigned a value of 0 by the Assembler; therefore, its relocation factor is 1000. 

As a second example, consider the name "B". 

1. Since element A begins in location 1000 and is 100 bytes long, the name 
"B" is assigned a value of 1100 by the Linker. 

2. While the body of element A is being processed, the name "B" has a 
relocation factor of 1100, since the name "B" is undefined in element A. 

3. While the body of element B is being processed, the name "B" has a 
relocation factor of 700, since in element B the Assembler assigned a 
value of 400 to the name "B". 

The reference table produced as a result. of processing the header cards in Figure 
5-2 is shown in Figure 5-3. 

The Linker then reads the Program and External Reference Cards for element A. 
The information from these reference cards is used by the Linker to build an ESID 
table. Each entry in the ESID table consists of two fields: 

1. The ESID from the reference card. 

2. The reference table entry number of the symbol to which the ESID is 
assigned. 

The Program Reference Card is also used to determine the relocation factor for the 
element name. The result of processing the reference cards is shown in Figure 5-4. 

The Linker then processes the text of element A. For each instruction or constant 
on the input text cards it produces an instruction or constant on an output Text 
Card. The absolute portions of the text are produced unaltered. The address at 
which the text is to be loaded is adjusted by the relocation factor for element A. 

If a portion of the text is relocatable, then there is associated with it relocation 
information specifying an ESID of 1. In this case, the Linker looks up in the ESID 
table the associated reference table entry number. It then looks up in the reference 
table the relocation factor (1000) and adjusts the text by the relocation factor. The 
input text is then relocated to the origin specified by the PHASE card, and this 
relocated text is produced as output. 

The Linker performs a similar function if a portion of the text makes an external 

reference. (Assume the reference is made to the symbol Y.) There is associated with 
this text relocation information specifying the ESID of the external reference (3). 
The text is adjusted by the relocation factor (1250) determined by the relation be­
tween ESID and reference table entry number (5). This defines the external reference, 
and the resolved text is produced as output. 

9 
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ELEMENT B 

ELEMENT A 

BODY 

EXT OEF X 

EL T REL 475 

ELEMENT B 
ORIGIN 400 

LENGTH 200 

EXT OEF M 

ELT REL 50 

ELEMENT A 
ORIGIN 0 

LENGTH 100 

PHASE 

ORIGIN 1000 PHASE 

ELEMENT A 

HEADER 

BODY 

RLO INFO 

ESIO 4 

TEXT AND 

RLO INFO 

ESIO 2 

NAME B 
ESID 1 

ENTRY 
NUMBER 

1 

2 

3 

4 

5 

6 

Figure 5-3. Header Processing 

SECTION: 

END 

START A 

5 

REFERENCE TABLE 

NAME VALUE 

A 1000 

M 1050 

B 1100 

X 1175 

Y 1250 

Z 25 

10 

PAGE: 

I RELOCATION 
FACTOR 

1000 

1050 

1100 

1175 

1250 

25 
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ELEMENT A 

BODY 
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ELEMENT B 

BODY 

TEXT AND 

RLD INFO 

ESID 4 

EXT REF Y 

ESID 3 

EXT REF X 

ESID 2 

ES!D 1 
ORIGIN a 

END 

START A 

SEC TION: 

5 

TRANSFER 

TEXT AND 

RLD INFO 

EXT REF M 

ESID 2 

NAME B 
ESID 1 

ORIG IN 400 

) 
( 

\ 
I 

ENTRY 

NUMBER 

1 

2 

I 
3 

4 

5 

I 
6 

I 

ESID TABLE 

ENTRY 
ESID 

NUMBER 

2 4 

3 

4 6 

REFERENCE TABLE 

RELOCATION 
NAME VALUE FACTOR 

A 1000 1000 

M 1050 1050 

B l100 1100 

X I 1175 1175 

Y 1250 1250 

Z 25 

! 
25 

Figure 5-4. ESID Processing for Element A 
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The Linker recognizes the end of element A by means of the Transfer Card. It then 
reads the Program and External Reference Cards for element B and adjusts the 
reference and ESID tables accordingly. The result of this adjustment is shown in 
Figure 5-5. Note that the relocation factor for the name "B" is changed. 

The Linker then uses the ESID and reference tables to process the text of element 
B and produces the related output text completely relocated and with all external 
references defined. In response to the END card, the Linker produces a Transfer 
Card with a value of 1000 (the value of the name "A") in it for a Transfer Address. 
Thus, the output of the Linker is a deck of Text Cards with no relocation information, 
followed by a Transfer Card. 

If a third element were to follow element B as input to the Linker, the relocation 
factor for the name "B" would be set back to 1100 by the Linker before it processed 
this third element. 

RLD INFO 

ES!D 2 

NAME B 
ESID 1 

ORIGIN 400 

END 
START A 

) 

\ 

ENTRY 
NUMBER 

1 

2 

3 

4 

5 

6 

ESID TABLE 

ESID ENTRY 
NUMBER 

3 

2 2 

REFERENCE TABLE 

NAME FACTOR 

A 1000 

M 1050 

B 1100 

X 1175 

Y 1250 

Z 25 

Figure 5-5. ES/D Processing for Element B 
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APPENDIX A. PREASSEMBLY 
MACRO PASS 

The preassembly macro pass of the UNIVAC 9200/9300 Card System is used in conjunction 
with the Assembler to promote ease and efficiency in preparing programs for execution on 
the UNIVAC 9200/9300. A schematic of the preassembly macro pass is shown in Figure 
A-l. 

/ 

MACRO 
INSTRUCTION 
DECK 

MACRO 
LIBRARY DECK 

UNIVAC 
9200/9300 

SOURCE CODE 
DECK 

READY FOR 
ASSEMBL Y 

Figure A-7. Schematic of Preassembly 

Macro Pass Operation 
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The macro library is a card deck in which the macros in the library are punched in a com­
pressed form to minimize both library passing time and memory storage space. The macro 
library is read in first and is stored in memory. Then the card deck of macro instructions 
is read in. This deck contains the parameters and controls required to generate a source 
code deck in Assembler form.at. The output deck represents the selected library routines 
modified as instructed. The source code deck may be combined with user source code 
cards and assenbled as one element, or it may be assembled as a separate element and 
linked with other relocatable elements to make up a program. 

Being a card deck, the library is separable, and only those routines called for during the 
operation of a particular preassem bly macro pass need be in the library for storage. 

1. MACRO INSTRUCTION FORMAT 

PAGE: 

A macro instruction is similar in form to a source code instruction; it has a label 
(optional), an operation code, and an operand consisting of one or more expressions 
separated by commas. The prime difference is that the macro instruction causes the 
generation of a series of source code instructions representing anum ber of Assembler 
operations; whereas a source code instruction causes the Assembler to do one specific 
operation. 

The form.at for a macro instruction is as follows:. 

The label may be any sym bol, but is not necessarily assigned the current value of the 
location counter. The operation is the name of the macro routine to be selected from 
the library. The op erand, P 1 throu gh P n tm' is a sequence of expressions specifying 
parameters. The parameters are represented either as positional parameters or as key­
word parameters. 

1.1. Parameters 

Positional Parameters All positional parameters must be specified before any key­
word parameters may be specified. The order of the expressions in the operand 
determines the order of the parameters specified. Parameter specifications are 
separated by commas. When a positional parameter specification is omitted, the 
comma must be retained to indicate the omission. Thus. if a macro has three 
positional parameters and the second one is not specified, the operand appears 
as follows: 

If the third parameter is not specified, instead of the second, the operand is written: 

Thus, no trailing commas need be present. 

Keyword Parameters The specification of a keyword parameter is as follows: 

1\T_Tl 
H-C" 

2 



UP-4092 
Appendix A UNIVAC 9200/9300 

CARD ASSEMBLER SECTION: PAGE: 

where N is the name of the parameter (any symbol is a legitimate keyword parameter 
name) and P is the parameter specification (a value or a character string). Keyword 
parameter specifications are separated by commas; however, the comma need not 
be retained if the specification is omitted. There must be a comma between the last 
positional parameter and the first keyword parameter. The order of the keyword 
parameter specifications is not significant. For example, if a macro has three key­
word parameters, the operand of the macro instruction m.ight be: 

or 

and so on. 

A macro may have positional and/or keyword parameters with commas separating the 
specifications. For example, the operand of a macro instruction with three positional 
and two keyword parameters might be as follows: 

The number of parameters which may be specified with one macro instruction depends on 
how much space is required to store the specifications. One macro instruction may normally 
specify as many as 50 parameters in its operand. When the operand overflows the space 
provided on one card, provision is made to continue the operand on the following card by 
putting a non blank in column 72. The continuation of the operand begins with the first non­
blank in or after column 14. The macro pass searches for a continuation card as soon as 
one of the two following events occurs: 

1. Information is taken from column 71 of the current card. 

2. A comma followed by a space is detected in the current card. 

Columns 1 through 13 of a continuation card must be blank. 

If the information on a card is terminated prior to column 71 by means of a comma followed 
by a space, comments may be written after the space. For example, a macro instruction 
with three keyword parameters might be written as follows: 

LABEL ~ OPERATION ~ OPERAND COMMENTS 
8 14 

The specification of a parameter may be a character string or an expression. A character 
string may not contain an equal sign or a comma and may have a maximum of seven 
characters. 

72 

3 



UP-4092 
UNIVAC 9200/9300 
CARD ASSEMBLER 

2. WRITING MACROS FOR THE LIBRARY 

Appendix A 
SECTION: PAGE: 

The routines for the macro library are written in standard assembler source code. They 
are then passed through a special run to put them into the compressed form expected by 
the preassem bly macro pass. To distinguish one macro from another in the library, three 
directives are used: PROC, NAME, END. 

2.1. P ROC Directive The first source code statement of a macro in the library is a PROC 
directive, which has the following form: 

label PROC (operand optional) 

The label may be any symbol, but is optional, and when used the label in the macro 
instruction calling on the macro is substituted for the PROC label whenever the 
PROC label appears in the macro .. For example, suppose the symbol MOVE were 
specified for the label of a macro instruction, that the label of the PROC directive 
of the associated macro was NAME, and that the macro contained the following line 
of source code: 

NAME MVC DEST,ORIG 

Then, the source code generated by the preassembly macro pass would appear as 
follows: 

MOVE MVC DEST,ORIG 

If the PROC directive does not have a label but the macro instruction does, the pre­
assem bly macro pass assigns the label to the first line of source code generated in 
processing the macro. 

2.2. NAME Directive The second line of a macro library routine must be a NAME directive, 

which has the form: 

label NAME 

This is the call name for the macro and is the same as that specified in the operation 
field of the macro instruction. The name may have as many as five characters, the 
first of which must be alphabetic, the other four alphanumeric. 

2.3. END Directive The end of a macro library routine is indicated by an END directive. 
It has no operand and requires no label. 

If the following macro is in the library: 

PROC 

MOVE NAME 

MVC DEST,ORIG 

END 

4 
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MOVE 

is equi va1en t to the source code instruction: 

MVC 

Appendix A 
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DEST,ORIG 

Note that none of the macro directives (PROC, NAME, END) are produced as 
output of the preassemb1y macro pass. 

3. INCORPORATING PARAMETERS INTO MACRO CODING 

The operand of a PROC directive, when used, has the following form: 

PAGE: 

The first expression (p) in the operand is a symbol used to address the parameters for 
the macro. This expression and its use are explained later in this section. The second 
exp ression (n) is the num ber of positional param eters associated with the macro. The 
series (NI, ... Nm) are the names of the keyword parameters. Any symbol is a legitimate 
keyword name. Listing the keyword parameters in this way makes them, in effect, posi­
tional parameters to the macro. For example, suppose the PROC directive has the 
following form: 

PROC p,3,NI,N2,N3 

The macro has three positional parameters, PI, P2, and P3. It also has three keyword 
parameters, NI, N2, and N3. Thus, the keyword parameters become, in effect, positional 
parameters P4, PS, and P6. 

The values specified for parameters are substituted in the macro coding for expressions 
of the following form: 

pen) 

where p is the first expression in the PROC directive operand and n is the number of 
the positional parameters. The first has a number of one, the second, two; and so forth. 
As an example, if the following macro is in the library: 

PROC P ,O,DEST ,LGTH,ORIG 

MOVE NAME 

MVC P(1)(P(2)),P(3) 

END 

5 
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DEST=OUT,LGTH=16,ORIG=IN 

after the preassembly macro pass operation, is equivalent to the source code instruction: 

MVC - OUT(16),IN 

If a parameter value is not specified, the preassembly macro pass assigns a value of 
binary zero to the parameter. 

4. DIRECTIVES 

4.1. DO Directives 

A DO directive has only one expression in its operand. It is equal to a value of 
binary zero or binary one. A DO directive controls all lines following it up to its 
associated EN DO directive. For example, in the following sequence of codin g: 

DO 1 

2 

DO 3 

4 

5 

ENDO 6 

7 

8 

ENDO 9 

the first ENDO directive is associated with the second DO directive, the second 
ENDO directive with the first DO directive. In other words, DO and ENDO directives 
are paired to produce nests. Thus, the first DO directive controls lines 2 through 8, and 
the second DO directive controls lines 4 and 5. 

If the operand of a DO directive has a value of one, the lines it controls appear in 
the source code produced by the macro pass; if the operand has a value of zero, the 
lines it controls do not appear. For example, if the following macro is in the library: 

MOVE 

PROC 

NAME 

P,O,ACT 

DO P(1) 

MVC P,O,ACT 

ENDO 

END 

6 
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then the macro instruction 

MOVE ACT=l 

would produce the instruction 

MVC DEST,ORIG 

Appendix A 
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in the source code produced by the macro pass wnereas, the macro instruction 

MOVE ACT=O 

would not produce the instruction in the source code. 

(Note that the macro instruction 

MOVE 

would also cause the suppression of the instruction.) 

4.2. GOTO Directive 

The directive GOTO is used to direct the macro pass to transfer control in the 
production of source code from a macro. A GOTO directive has one expression in 

its operand, which must be a label. This label must be the label of a LABEL dir-
ective. For example, if the following macro is in the library: 

PROC P,O,FOUR 

MOVE NAME 

DO P(1) 

MVC DEST(4),ORIG 

GOTO END 

ENDO 

MVC DEST(8),ORIG 

END LABEL 

END 

then the m aero instruction: 

MOVE FOUR=l 

would produce the instruction: 

MVC DEST(4),ORIG 

while th e mac ro in struction: 

MOVE 

would produce the instruction: 

MVC DEST(8),ORIG 

7 
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More than one NAME directive may follow the PROC directive of a macro. (However, 
all the NAME directives in a macro m us t immediately follow the PROC directi ve.) 
Each such NAME directi ve specifies a di fferen t name for the s arne macro. 

The object of giving a macro more than one name is to permit reference to different 

versions of the procedure em bodied in the macro. The versions are distinguished wi th­

in the macro by means of the operands of the NAME directives. 

Only one expression may appear in the operand of a NAME directive and may be as­
signed a value ranging from zero through 2 16_1. This expression is essentially a 
parameter of the macro; it may be addressed in the macro as: 

p(O) 

where p is the first expression in the PROC directive operand; and consequently, it may 
be used to distinguish between versions of a macro. For example, if the following macro 
is in the library: 

PROC P 

MV4 

MV8 

NAME 

NAME 

MVC 

END 

then the macro instruction 

MV4 

4 

8 

DEST(P(O)),ORIG 

would produce the source code 

MVC DEST( 4),ORIG 

while the macro instruction 

MV8 

would produce 

MVC DEST(8),ORIG 

If a NAME directive has no operand, the parameter p(O) is assigned a value of zero. 

If a macro has no parameters and it makes no reference to the operand of any of its 
NAME directives, then its PROC directive has no operand. 

8 
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5, RELATIONAL OPERATORS 

The relational operators are: 

= > < 

A relational operator may be used to compare two terms. If the condition specified by 
the operator holds between the terms, the value of the expression is one; otherwise the 
value of the expression is zero. For example, given the expression: 

P(l)=YES 

if YES is specified for the first parameter of the macro, then the value of the 
expression is one; otherwise it is zero. 

6. SET VARIABLES 

A set variable is a symbol set by the macro pass to a value defined by an expression. 
Before a set variable may be set, it must first be declared by a GBL, or an LCL directive. 

6.1. GBL Directive 

Set variables declared by a GBL directive are called global set variables. The format 
for the GBL directive is as follows: 

LABEL 15 OPERATION 15 OPERAND 15 
1 8 14 

I I I I IGBLI I G%in,n I I I I I 1 1 j I I I I I I I I I I I I I I I I I I 

I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I 

The symbol, G%nn, in the operand is the set variable being declared and nn may vary 
between 00 and 49. A maximum of 50 global set variables may thus be used in anyone 
macro library. Once declared, agIo bal set variable remains declared for the remainder 
of the macro pass operation. 

6.2. LCL Directive 

Set variables declared by an LCL directive are called local set variables. The format 
is as follows: 

LABEL 15 OPERATION 15 OPERAND 15 
1 8 14 

I I I L1CLLI I ~%jnln, I I I j I I I I I I I I I I I I I I I I 11 I I I I 

I , 
I I I I I i i I i I I I i I i 

The symbol, L%nn, in the operand is the set variable being declared and nn may vary 
between 00 and 49. A maximum of 50 local set variables may thus be used in anyone 
macro. The declaration of a local set variable is unique to the macro currently being 
processed by the macro pass operation. Its subsequent use by another macro during 
the same macro pass operation necessitates that it be declared and set again. 

I 
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6.3. SET Directive 

The macro pass operation sets a set variable when it encounters a SET directive, 
which has the following form: 

LABEL 11 OPERATION 1i OPERAND 11 
1 8 14 

s,y~b~l, I S,E,TI , ex~ression I I I 
, " , I I 'I 'I I I I , I , I , I I I I I I I I I I I 

I I I I I ; I I I I I I I I I I I I I I I I I I I I I 

The symbol in the label field identifies the global or local set variable being set; 
the expression in the operand is the value to which the set variable is to be set. The 
value of the expression may range from zero through 2 16_1. Until a GBL or LCL var­
ia ble is set by a SE T directive, it has a value of zero. Once it h as been set to a 

specific value by a SET directive, the set variable retains that value until it loses 
its declaration or is set to another value by another SE T directive. 

Declaring a set variable does not affect its value. Moreover, it does no harm to de­
clare a set variable more than once if it is convenient to do so. 

The following is an example of the use of a local set variable. If the following macro 
is in the library: 

PROC P,O,ACT 

MOVE NAME 

LCL L%OO 

L%OO SET P(l)=YES 

DO L%OO 

MVC DEST,ORIG 

ENDO 

END 

then the macro instruction 

MOVE ACT=YES 

would produce the source code instruction 

MVC DEST,ORIG 

while any other form of the MOVE macro instruction would suppress production of the 
source code instruction. 

I 
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The following is an example of the use of a global set variable. Assume the following 

two macros are in Ii brary: 

GIVE 

G%OO 

TAKE 

PROC 

NAME 

GBL 

SET 

DO 

MVC 

ENDO 

END 

PROC 

NAME 

DO 

MVC 

ENDO 

END 

P,O,ACT 

G%OO 

P(1)=YES 

G%OO 

DEST,ORIG 

G%OO 

ORIG,DEST 

If the only macro instructions in the macro instruction deck for a particular macro 

pass are the following: 

GIVE 

TAKE 

ACT=YES 

in the order shown, then the following source code would be produced: 

MVC 
1\1\" Tr< 
[n V~ 

DEST,ORIG 
ADTI""' nDC"T' 
VJ.'\.J.\..l,LlLu J. 

If the only macro instructions in the macro instruction deck for a particular macro 

pass are the following: 

GIVE 

TAKE 

no source code would be produced. 

If the only macro instructions in the macro instruction deck are the following: 

TAKE 

GIVE ACT=YES 

then the followin g source code would be produced: 

MVC DEST,ORIG 

Thus, the value of a global set variable is a function of the order of the macro 

instructions in the maCro instruction deck. 

11 
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It should be noted that if the output of a macro pass is to be combined with user source 
code cards and assembled as one element, any symbol used as a label in a source code 
instruction produced by the macro pass may not be used as a label in the user's own code. 
To avoid the necessity of the user checking a list of symbols used in Univac written 
macros, a special feature has been incorporated in the Assembler to allow all such 
symbols to incorporate as their second character a question mark. 

8. MACRO INSTRUCTION DECK 

Regardless of the order of the macro routines in the library, the macro instruction deck 
may be in random order with respect to the library, and a particular macro may be ref­
erenced as many times as desired. The order of the macro instructions does determine the 
sequence of the source code instructions generated as output of t he macro pass operation. 

During the macro pass operation, any cards in the macro instruction deck that are not 
macro instructions referring to macros in the macro library are reproduced unchanged 
in the output source deck. The macro pass operation recognizes the end of the macro 
instruction deck by means of an END card which it reproduces and includes at the end 
of the output source code deck. 

12 
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APPENDIX B. INPUT OUTPUT CONTROL 
SYSTEM (IOCS) 

1. GENERAL DESCRIPTION 

The Input Output Control System (IOCS) provides the user with tested input/output 
routines to control the data which are the input or output of programs written in Assem­
bler language. lacs consists of two parts: 

(a) the input/output routines themselves which are macros and generated as a result 
of macro calls. The macros used to generate the input/output routines are called 
declarative macro instructions. 

(b) The macro instructions used by the worker program to communicate with the input! 
output routines. These macro instructions are called imperative macro instructions 

2. GENERAL USAGE 

The user is pro~lided with a complete set of routines fOi contiolling all input/loutput 
operations required by the system. Since not every source program requires every 
routine or its variable functions, U ni vac provides a Preassembly Macro Pas s program 
which in effect is a generator capable of adapting each input/output routine to the 
requirements of the user. 

The Preassembly Macro Pass first reads declarative macro instructions made by the 
user describing the input/output operations required by the application. Based on these 
instructions the Preassembly Macro Pass selects the required routines from the macro 
library, develops them for the specific application, and punches them into cards in the 
Assembler language format. They may then be assembled as part of the source program 
or assembled separately and linked with the user program at load time. This function 
is provided by the UNIVAC 9200/9300 Card Linker program. 

The user communicates with the lacs routines through use of macro calls (imperative 
macros) in his main program. Typical imperative macro instructions are OPEN, CLOSE, 
GET for an input file, and PUT for an output file. These imperative macro instructions 
are related to the input/output routine to which they refer by means of a file name. The 
same file name appears in the calling sequence of all of the imperative macro instruc­
tions referring to one file and also appears as the label of the declarative macro instruc­
tion generating the input/output routine for the file. 

1 
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The programmer must use definition statements to describe to the Preassembly Macro 
Pass the characteristics of the particular input/output file to be processed. These 
statements are then used by the macro pass to specialize the particular input/output 
routine to meet the requirements of the file and the program. 

PAGE: 

Each input/output device required by the program must be defined by means of these 
definitions. A definition statement is herein defined as consisting of one Header Entry 
card and a number of Detail Entry cards. In a definition statement, each header and 
detail entry card must have a character punched in column 72, except the final detail 
entry card which must not contain this continuation character in column 72. 

3.1. Header Entry Card 

2 

A header entry card is the first card of a definition statement and requires two items of 
information. The first is the symbolic name of the file assigned by the user and is entered 
in the label field of the card. The symbol may consist of as many as four characters and 
must adhere to the Assembler language rules for labels. The other item is written in the 
operation field and must be one of the following: 

1. DTFCR DEFINE THE FILE FOR THE CARD READER 

2. DTFPR DEFINE THE FILE FOR THE PRINTER 

3. DTFRP DEFINE THE FILE FOR THE READ/PUNCH 

4. DTFCC DEFINE THE FILE FOR THE CARD CONTROLLER 

For example, the header entry card for a reader routine with a file named "MSTR" 
would appear as follows: 

LABEL OPERATION OPERAND 

MSTR DTFCR 

3.2. Detail Entry Cards 

The detail entry cards are used to define parameters such as mode of processing, buffer 
area name, and print bar. 

Each detail entry card is composed of a key word immediately followed by an equal (=) 
sign which is in turn followed by one specification. A comma must immediately follow 
the specification for each detail entry card in the definition statement except for the final 
detail entry card. A given detail entry must be used only once in each definition statement. 
Entries which do not apply to a particular application should be omitted. The summary of 
detail entry cards listed in Appendix B, 4. gives the optional as well as the required 
detail entry cards for a given peripheral device. The format for a detail entry card, 
with the continuation character in column 72, is as follows: 

LABEL OPERATION OPERAND 72 

key word :: spec if ica hon, x 
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This entry must be provided for all printer files. The key word is BKSZ. The allowable 
specifications are 96, 120 or 132 as determined by the number of print positions avail­
able. The user-defined work area where print images are made available to IOCS must 
contain the same number of bytes as there are print positions available. The key word 
and specification for 132 print positions have the following form in the operand field: 

BKSZ =132 

3.2.2. Channel Entry (CHNL) 

This entry is used to define the general purpose channel to which the UNIV AC 1001 
Card Con troller is connected. The key word is CHNL; the allowable specification is 
one of the general purpose channels 5 through 12. The key word and specification for a 
channel entry for general purpose channel five have the following form: 

CHNL =5, 

3.2.3. Control Entry (CNTL) 

This entry must be provided for all files to which a CNTRL macro instruction is 
directed in the main program. 

The key word is CNTL. The specification is YES. 

CNTL=YES, 

CNTL is a detail entry card within a definition statement. CNTRL is an imperative 
macro and its use is described in a later section. 

3.2.4. End-of-File Address Entry (EOF A) 

This entry is used to specify the symbolic name of the end-of-file routine provided 
by the user. The key word is EOF A and the specification is the symbolic name of 
the user end-of-file routine. The format for an end-of-file routine labeled END is as 
follows: 

EOFA=END, 

When a GET macro instruction is issued for an input file, if the image to be delivered 
is an end-of-file card, IOCS jumps unconditionally to the user end-of-file routine. 

An end-of-file card contains a slash (/ [0-1 punch]) in column one and an asterisk in 
column two. (In actuality, the card system IOCS routines recognize an end-of-file card 
by means of the slash in column one alone.) An end-of-file card must be followed by 
other cards in the input hopper to avoid a hopper empty indication before the end-of­
file card is sensed. The following cards may be special if the user has some purpose 
for them (such as an overlay to be loaded); otherwise, their content is not significant 
and any cards the user wants may be used (such as blank cards or more end-of-file 
cards ). 

3 
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For the online card reader, when control is t::ansferred to the user end-of-file address. 
the end-of-fi1e card image is in the \'lork area and the image of the card immediately 
following the end-of-file card is in the input area. 

For the Card Controller, there is no specified input area, since the memory of the 
Card Controller serves the purpose. When control is transferred to the user end-of­
file address, the end-of-file card image is in the work area. If the end-of-file card 
image is delivered in response to a transfer function, the end-of-file card image is 
also in the memory of the Card Controller, and the card immediately following the 
end-of-file card is immediately in front of the read station. If the end-of-file card 
image is delivered in response to a transfer-and-read function, the image of the card 
immediately following the end-of-file card is in the memory of the Card Controller. 

If the user is using only the send-and-receive functions of the Card Controller, 
detection of end-of-file is a user responsibi.lity. In all other cases, the end-of-file 
address entry is mandatory for all input and combined files. 

3.2.5. The Function Entry - 1001 Card Controller (FUNC) 

This entry specifies the symbolic name of a one byte user-defined area where the 
required function is stored before each GET or PUT macro instruction. 

The key word is FUNC. The specification is the label of the one byte user area, and 
for a function area labeled CCX F, h as the follow ing form: 

FUNC=CCXF 

3.2.6. Allowable Functions for the 1001 Card Controller 

The fo llowin g table illus trates th e allowable hexadecimal values which may be 
stored into the user-defined one byte area before each GET or PUT macro instruc­
tion is issued. Once set the area may' remain the same or be altered as desired. 

HEXADECIMAL VALUE FUNCTION SPECIFIED 

08 Transfer and Read Primary 

09 Transfer and Read Secondary 

00 Trans fer Primary 

01 Transfer Secondary 

02 Transfer Primary and Secondary 

OA Transfer and Read Primary and Secondary 

20 Send Data to 1001 (1001 code only) 

10 Receive Data from 1001 (1001 code only) 

The GET macro is used with a1.1 fUr'lctio'1s but "Send Data to 1001 q. With this func­
tion a PUT m8cro is used. 
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3.2.6.1. Transfer-and-Read Functions 

Appendix B 
SECTION: 

The previous image read into the 1001 Card Controller is transferred into the 
9200 memory and another image is read into the 1001. The function for the 
first GET executed after opening a Card Controller file should be a transfer­
and-read function which, in contrast to the general case, causes the first card 
in the feed specified to be read and transferred, and the second card to be read. 

3.2.6.2. Send-and-Receive Data Functions 

These functions are not available on the standard board. However they are pro­
vided for by IOCS in the event the user wishes to modify the standard board for 
a particular application. 

PAGE: 

No translation is provided for these functions and they must be performed in 1001 
mode only. 

The user work area must contain one byte more than is required for the data to 
be sent or received. The extra byte must be the first byte of the area and must 
contain the number of characters to be transmitted. This first byte must not be 
in 1001 mode, but must contain a binary number. 

Typically, the data sent to the 1001 contains some function character the modified 
board is to interpret, as well as data to be used in the execution of the function. 

For example, assume the board has been modified to interpret the code of a hexa­
decimal value of 77 as a search primary for a name. The following steps implement 
this function. 

(1) Set function entry area to a send-data function. 

(2) Store hexadecimal 77 into the second byte of the work area. 

(3) Store name (assume 6 characters) in work area bytes 3 through 8. 

(4) Store a binary 7 (6+1 function) into first byte of the work area (the number 
of characters to be transmitted). 

(5) Issue a PUT macro instruction. 

When the UNIV AC 9200/9300 program receives the data the 1001 has developed as 
a result of performing this search, the following steps are taken. 

(1) Set the function entry area to a receive-data function. 

(2) Store the number of characters to be received in the first byte of the work 
area. 

(3) Issue a GET macro instruction. 

The data will be received in byte 2 and the following bytes of the work area. 
Typically, the data received from the 1001 contains some status character (find/no­
find, for example) and the data requested by the preceding send-data function. 

5 
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The nature of any function or status characters embedded in data to be sent or 
received and the location of these characters in the data message is a user 
responsibility. The IOCS system makes no attempt to control the information 
content of data sent or received. 

3.2.7. Input Area Entry (IOA1) 

PAGE: 

This entry specifies the name of the input buffer area. In the UNIVAC 9200/9300 
Card System, it is used only for the reader file. The key word is IOAl. The speci­
fication is the symbolic name of the input buffer area assigned to the device. This 
symbolic name must be the symbol used by the programmer in the DS statement de­
fining the area in his main program. 

IOA1=CARD, 

The symbolic name assigned by this entry is never referenced directly by the pro­
grammer. Images are delivered by the input/output routines into a specified work 
area. 

3.2.8. Input Area Entry (INAR) 

This entry is used to specify the symbolic name of the user-defined input buffer area 
when the read feature of the read/punch unit is required. The key word is INAR. The 
specification is the symbolic name of the area assigned to the read/punch unit as 
defined by the programmer. The operand for a read/punch buffer area labeled INPC 
has the following form. 

INAR=INPC, 

3.2.9. Input Translate Table Entry (ITBL) 

This entry specifies the symbolic name of a translate table located in the main pro­
gram by which all records of a given input file are to be translated. 

The key word is ITBL and the specification is the symbolic name assigned by the 
programmer to the table. The operand for a translate table labeled CODE has the 
following form: 

ITBL=CODE, 

3.2.10. Mode Detail Entry (MODE) 

This entry is used to specify the mode of the input/output file and is required as 
part of the definition statement for all devices but the printer. The key word of the 
entry is MODE. The allowable specifications are: 
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OPERAND FORM 

MOOE=BINARY, 

MODE=CC, 

MODE=lOOl 

MOOE=TRANS, 

MODE=TRANSTC, 

Appendix B 
SEC TION: 

REMARKS 

For cards read and/or punched in column 
binary mode (160 byte I/O area required) 

PAGE: 

For cards read and/or punched in compressed 
code (80 byte I/O area required) 

For cards read in 1001 mode without trans-
lation (Card Controller only) (80 byte I/O 
area required) 

For cards to be read and/or punched trans­
lated by the table specified by the ITBL or 
or OTBL entry 

For Card Controller only, if translation of 
1001 code is required through the translation 
table specified by the ITBL entry 

There are two translation modes which may be defined with the 1001 Card Controller . 

• TRANS, implies all cards read into the 9200 from the 1001 are translated from 

compressed code by the translate table specified by the ITBL detail entry card . 

• TRANSTC, implies all cards read into the 9200 from the 1001 are translated from 

1001 code by the translate table specified by the ITBL detail entry card. This 
mode is used when combined reading (both primary and secondary in one function) 
is required, since basic 1001 memory capability is exceeded if two images are 
read in in other than 1001 code. 

For the online serial card reader operating in translated mode, card images are read 
into the input area in compressed code, moved to the work area, and translated there. 
Thus, for example, when control is transferred to the user end-of-file address, the 
image of the end-of-file card is in the work area in translated mode, and the image 
of the card immediately following the end-of-file card is in the input area in com­
pressed code. 

For the Card Controller operating in translated mode, card images are read into the 
work area in compressed code and are translated in the work area. 

3.2.11. Output Area Entry (OUAR) 

The entry specifies the symbolic name of the output buffer area as defined in the 
main program when the punch function of the punch, read/punch unit is required. 

The key word is OUAR. The specification is the symbolic name assigned by the 
programmer in the OS statement defining the area. The operand for an output area 
labeled OUPC has the following form: 

OUAR =OUPC, 
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There is no need to define an output buffer area for the printer, since IOCS uses 
the print buffe r area in restricted memory. 

3.2.12. Output Translate Table (OTBL) 

The entry specifies the symbolic name of the translate table located in the main 
program through which all output images are to be translated. 

The key word is OTBL. The specification is the symbolic name assigned to the 
table. The operand for a translate table labeled CRDC has the following form: 

OTBL= CRDC, 

3.2.13. Overlap Entry (ORLP) 

PAGE: 

This entry specifies that the read/punch unit file is to be processed in an overlap 
mode and applies only to the read/punch unit when used as both a reader and a 
punch. The entry is omitted when information is to be punched in a card which has 
been read previously. 

The key word of this entry is ORLP and the specification is YES. The operand has 
the following form: 

ORLP =YES, 

3.2.14. Print Bar Entry (FONT) 

The entry specifies the print bar the program expects to find in the user configura­
tion. The key word is FONT and the allowable specifications are 48 or 63. The 
operand for a 63 character print bar has the following form: 

FONT = 63, 

3.2.15. Printer Advance Entry (PRAD) 

This entry is used in conjunction with printer files and enables the programmer to 
specify a standard advance of one or two lines. 

The key word is PRAD. The allowable specifications are 1 or 2. The operand for 
double spacin g has the follow ing form: 

PRAD = 2, 

3.2.16. Punch Error Entry (PUNR) 

This entry specifies that automatic error recovery, where possible, is to be provided 
in the punch routine and applies only to that device. If it is not specified, all punch 
errors bring the computer to a stop. 

The key word is PUNR. The allowable specification is YES. The operand has the 
following form. 

PUNR =YES, 
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3.2.17. Printer Overflow Entry (PROV) 

Appendix B 
SECTION: 

This entry must be provided if the user wants any special action as a result of 

PAGE: 

form overflow on the printer. If the printer overflow entry is not provided, printer 
spacin g proceeds as directed by the printer advance detail entry and/or the CNTRL 
macro specifying skipping or spacing. 

The key word of the entry is PROV. The specification may be either YES or a label. 
The operand has the following form: 

PROV =YES 
or 

PROV = label 

If the specification is YES, an automatic skip to channel 7 (home paper) in the 
paper tape loop is provided in response to form overflow. 

If the specification is a label other than YES, control is transferred unconditionally 
to the specified label in response to form overflow. The label specified should be 
the symbolic name assign ed to the user overflow routine provided to perform the 
desired form overflow action. 

The user ind icates the point at which form overflow is to occur by a channel 1 punch 
in the paper tape loop. The form overflow punch (channell punch) is recognized 
when spacing paper, either in response to a CN TRL macro specifying spacing before 
printing or in response to a PUT macro after printing a line. (The form overflow punch 
is not recognized during a printer skip operation.) 

Response to recognition of a form overflow punch may be illustrated by the following 
sequence of operations: 

(1) 

(2) 

(3) 

(or 

(or 

(or 

RET 

PUT 
CNTRL 

Process 

PUT 
CNTRL 

Process 

PUT 
CNTRL 

Process 

FILA 
FILA,SP,m,n m pO) 

FILA 
FILA ,SP ,m ,n m ,i 0) 

FILA 
FILA,SP ,m,n m I- 0) 
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If the form overflow punch is recognized during the spacing associated with (1), 

PAG E: 

then after (3) is executed, the form overflow action specified is taken. If the action 
is to transfer control to a user subroutine, then control goes to that subroutine 
rather than to the label RE T. The addres s of the label RE T is in general regis ter 14 
when control is transferred to the form overflow subroutine. 

3.2.18. Type of File Entry (TYPF) 

This entry indicates whether the file is an input, output, or a combined file. It is 
applicable only to the 9200/9300 read/punch unit. 

The key word of the entry is TYPF. The allowable specifications are given below. 

OPERAND FIELD COMMENTS 

TYPF = INPUT, Reading only 

= OUTPUT, Punching only 

= COMBND, Reading and punching 

10 
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4. SUMMARY OF DETAIL ENTRY CARDS 

OPERANDS FIELD 

c::: 
UJ 
0 

KEY WORD 
ALLOWABLE <C 

SPEC IFICATION UJ 
c::: 

BKSZ 96, 120 or 132 

CHNL Is thru 12 

i ! 
CNTL I Yes I 

I Symbolic name of user I EOFA X 
end of file routine I 

FUNC I Symbolic name of user 
i defined I-byte area where i 
! function is stored ! ,. . ..... I 

! ~ 
I 

IOAl I Symbolic name of user X 
1 defined input buffer area 

!NAR Symbolic name of user 
i defined input buffer area 
i 

ITBL :Symbolic name of user X 
defined input translate 

1 table 
i 
I 

MODE I See Appendix B,3.2.10 X 

OUAR : Symbolic name of user 

: defined output buffer area I 
f 

OTBL ; Symbolic name of user 
defined output translate 

i table 

.-, 
ORLP : Yes 

FONT : 48 or 63 

! 
PROV Yes or symbolic name of 

I user form overflow routinel 

PRAD . 1 or 2 

PUNR : Yes 

TYPF Input 

Output 

, Combnd 

c::: 
L.Ll 
t-
z 
c::: 
c.. 

X 

X 

X 

X 
, 

X 

X 

APPLIES TO 

IT c::: 
~olol~ 
<Cz 0:::6-' 
UJ::> I ~()o REMARKS 
c:::c.. I ~ 

I 

I Required for online printer 

I 
X I Required for 1001 

I 

IReqUired if CNTRL macro is used X I X 
I I 

1 
!APPlies to input files only X X 

! I 
i 
! 

X iRequired by card controller 
i 
i 

H binary image requested, 160 byte area 
required 

X Requ ired if read ing in the read /punch fi Ie 

X X Required if translation of input file desired 

X X 

!ReqUired for punch files and read/punch files 

i 
I 

X iRequired if translation of output file desired 

X 

X 

X 

X 

X 

'Specifies 48 or 63 character print font 

'Required if form overflow action is to be taken 

Specifies standard print advance 

!Automatic error recovery desired 

'Reading only 

Punching only 

IReading & punching 

i 

I 
I 
I 
i 
! 

i 
i 
! 
i 
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5. DEFINITION STA TEMENT EXAMPLES 

5.1. Punch File Example Definition 

LABEL 15 OPERATION 15 
8 14 

5.2. Reader File Example Definition 

LABEL 15 OPERATION 15 
8 14 

5.3. Printer File Example Definition 

OPERAND 

OPERAND 

Appendix B 12 
SECTION: PAGE: 

COMMENTS 
80 72 

I I I I I I I I I I X I I I I I ~ ~ 

I I I I l I I I X I I L 

I I I I I I I I I I I X 
I I I I [ l-'-

I I I I I I I I I I X I I I I I 

I I I I I I I I I I I X I I 

I I I I I I I I [ Iii 

COMMENTS 
72 80 

I I I I I I I I I I I X I I I I I I I 

I I [ I I J I ! X I 

I I I I I I I I I I I X I I I I I I I 

I I I [ I I I I I I X [ [ I I I I I 

1 ill I I I I I I I I I I I I I I 

","UMM "I~ 
72 80 

I I I I I I I X I I I I I I I 

I I I I I I I I I I X I 1 

I I 1 I I I I I I I X 
1 I I I I I I 

I I I I I I I I I I I X [ [ I I I I I 

I I I I I I I I I I I X I I I I I I 

I I I I X I I 1 

I I I I I I I I I I I 
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5.4. Read and Punch File Example 

LABEL 11 OPERATION 11 OPERAND COMMENTS 
8 14 72 80 

, I I I 1 I I 1 1 
X , , I , I , I 

~, Llil , X , , I 

ilL , , , I I 1 il X 
I I I I I I I 

I I I I I I X I ! I I I 

I I , I Iii 
X 

1 ill 1 1 I 

1 I'Ll I I , , , X , , I , 1 

I I I , , , I , 1 , , X I I I I I , , 

il'Liil"" X 
I I I I I I I 

ill L i 11 I I 1 I , I I 1 1 1 I 

5.5. Card Controller File Example 

LABEL 11 OPERATION 1) OPERAND COMMENTS 
1 8 14 72 80 

StAll,S, I 0, 1; R CC 1 I I I I , I I I 
1 ~ 

X 1 J J 1 I 1 I 1 I I I I I I 

I I , C, NI 1': L =, y, EI S , I -Ll , I X I 

, I , , I , , I I E,O IF, AI =1 E, NI D, ,I I 1 I , I I I I I I I I I I I X 
I I I , i 

, , I , I I J I I I TI BI L = 6 1 q D , , , I 1 1 1 I , I I , X 
11 1 I 1 1 I 

6. laCS MACRO INSTRUCTIONS (IMPERATIVE MACROS) 

This section describes the format, function, and use of the IOCS macro instructions 
used to communicate with the input/output routines and to control their operations. 
These symbolic instructions are used in the main program to provide the necessary 
linkages to the laCS routines previously defined by means of the definition statements 
to the Preassembly Macro Pass. The handling of records into and out of I/O areas is 
performed by laCS exclusively. Each file is processed in the manner dictated by the 
definition statement. 

Source programs using laCS may not contain any Assembler I/O instructions. 

The format of the macro instruction follows the rules of the Assembler coding format. 
The macro verb is the operation, and the operand field may contain up to four para­
meters as required by the particular macro. All macros may have a label. The impera­
tive macro instructions are not handled by the Preassembly Macro Pass, but are 
processed by the Assembler itself. 

6 . 1. GET Mac ro In s true t ion 

The GET macro makes the next record available in the user-defined work area or 
transfers control to the end-of-file address entry upon recognizing an end-of-file card 
in an input file. 

13 
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The GET macro has the following form 

LABEL OPERATION 

GET 

Appendix B 
SEC T ION: PAGE: 

OPERAND 

filename, work area 

where filename is the symbolic name defined in the label field of a DTF(XX) header 
entry card. 

workarea is the symbolic name of the user-defined storage area where the record 
is to be delivered. 

6.2. PUT Macro Instruction 

The PUT macro transfers a record from the work area for printing, punching, or sending 
to the 1001 and immediately frees the work area for main program use. 

The PUT macro has the following form 

OPERATION OPERAND 

PUT filename, workarea 

where filename is the symbolic name defined in the label field of a DTF(XX) header 
entry card. 

workarea is the symbolic name of the user-defined storage area where the record is 
made available for output. 

6.3. Work Area Considerations 

The imperative macro instructions~ GET and PUT: require as a second parameter the 
symbolic name of a work area for transferring records from and to input/output buffer 
areas. Input/output areas (those assigned by IOA1, INAR, and OUAR detail entry 
cards) may not be used as work areas as they are used by lacs to maintain standby 
reserve areas. 

The programmer must therefore provide, through the use of DS statements, work areas 
where records are processed. These work areas may be common to more than one file 
as efficiency demands, but must be as large as the largest record to be processed 
therein. 

6.4. Programming Considerations - Read/Punch Combined File 

When the Overlap detail entry card is used for a read/punch combined file, the follow­
ing rule applies: 

A PUT macro instruction causes punching into the card which follows the one 
made available by the last GET macro instruction, because the card made avail­
able by the last GET macro is already past the punch station when the PUT 
macro is given. 

When the Overlap detail entry card is omitted for a read/punch combined file, a PUT 
macro instruction causes punching into the card made available by the last GET macro 
ins truc tion. 
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6.5. OPEN Macro Instruction 

I 

I 
I Appendix B 
i 5 EC TION: PAGE: 

This macro instruction initializes the file and must be issued before any other macro 
instruction pertaining to the s arne file. 

The OPEN macro has the following form: 

OPERATION OPERAND 

OPEN filename 

where filename is the symbolic name defined by the user in the label field of the 
DTF(XX) header entry card. 

An OPEN macro for a file may be executed at any time, even after the file has been 
opened by a previous OPEN macro. In such a case, the input/output routine is set 
back to an initial state. That is: 

1. For an input file, the card image delivered in response to the first GET executed 
after a second OPEN macro is the image immediately in front of the read station 
at the time the second OPEN macro is given. 

2. For an outpu t file, the firs t item transmitted after the second OF EN macro is the 
item delivered by the first PUT executed after the reOPEN. 

6.6. CLOSE Macro Instruction 

This macro instruction insures the proper closing of all files. The CLOSE l11acro h8S 

the following form: 

OPERATION OPERAND 

CLOSE filename 

where filename is the symbolic name defined in the label field of the DTF(XX) header 
entry card. 

6.7. CNTRL Macro Instruction 

The CNTRL macro is used by the programmer for printer spacing, printer skiDDin!!. 
stacker selection, numeric printing, and specifying the number of columns of card 
punching. 

6.7.1. Printer Spacing 

The CNTRL macro for printer spacing has the following form: 

OPERATiON OPERAND 

CNTRL filename I SP ,m ,n 
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where filename is the sym bolic name of the file defined in the label field of the 
DTFPR header entry card 

SP, specifies spacing 

m is the number of lines to space the form before printing (m = 0, 1 or 2) 

n is the number of lines to space the form after printing (n = 0, 1 or 2) 

The programmer may omit m or n. If no CNTRL macro instruction specifying delayed 
spacing (m omitted) is given before the next PUT macro for the printer file, the 
printer advances the standard amount as specified in the PRAD detail entry card 
of the definition statement. 

If more than one CNTRL macro specifying paper movement after printing is given 
between PUT macros to the printer file, only the last CNTRL macro is effective. 

6.7.2. Printer Skipping 

The CNTRL macro for printer skipping has the following form: 

OPERATION OPERAND 

CNTRL filename,SK,m,n 

where filename is the symbolic name of the file defined in the label field of the 
DTFPR header entry card 

SK, specifies skipping 

m is the number of the tape channel the carriage is skipped to before printing 
(m = 1,2 .... 7). 

n is the number of the tape channel the carriage is skipped to after printing 
(n = 1,2",,7), 

The programmer may omit m or n. Between PUT macros, only the last CNTRL macro 

specifying skipping after printing is effective. 

Due to timing conditions, throughput is maintained at the best possible level if 
delayed spacing and skipping are used where possible. 

6.7.3. Stacker Select 

The CNTRL macro for selecting other than the normal stacker on the serial punch, 
read/punch, or for selecting any stacker on the card controller has the following 
form: 

OPERATION OPERAND 

CNTRL filename, SS,n 

where filename is the sym bolic name of the file defined in the label field of the 
header entry card. 

SS, specifies stacker select 

n is the stacker number where the card is to be selected on the card controller 
only. Allowable values are specified in the following table. 
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PRIMARY 

1 2 3 C 

Specification (n) 1 234 

FEED 

1 

5 

PAGE: 

SECONDARY 

2 3 C 

6 7 8 

NOTE: If this CNTRL macro is not given for the 1001, primary feeds are selected 
to PI and secondary feeds to S 1. 

The CNTRL macro for Card Controller stacker selection operates under the following 
rules. The card made available by a transfer-and-read from a particular feed is selected 
on the next transfer-and-read from that feed. The card made available by a transfer 
only from a particular feed is selected on the second following transfer-and-read from 
that feed. If the user issues a CNTRL macro after receiving a particular card image, the 
CNTRL macro governs the stacker selection for that particular card, regardless of the 
sequence of operations following that CNTRL macro. If no stacker is selected from a 
card in the manner described here, the card will be put in the normal stacker, which is 
PI for the primary feed and SI for the secondary feed. 

6.7.4. Numeric Printing 

The CNTRL macro instruction for numeric printing enables the programmer to maintain 
maximum printing speeds. Once set it remains set uptil and unless another numeric 
print CNTRL macro is given specifying that alphanumeric prin ting is requested. 

The CNTRL macro instruction for numeric printing has the following form: 

OPERATION OPERAND 

CNTRL filename,NP ~ m 

where filename is the symbolic name of the file as defined in the label field of the 
DTFPR header entry card. 

NP, specifies a change in the mode of printing 

m is mode of p rin ting requ ested 

m = 0, alphanumeric printing required 

m = 1, numeric printing required 

NOTE: Alphanumeric printing is assumed by laCS if no CNTRL macro is given. 

6.7.5. Specifying Column s to be Punched 

The CNTRL macro instruction enables the programmer to vary or alter the number of 
columns punched in the punch file. This function enables the punch to run at maximum 
speed for the particular application. Once set by the macro the nunlber of columns 
punched remains the same unless or until another such macro is given. If no CNTRL 
macro is given, laCS assumes a full card is required. 
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The CNTRL macro for punching has the following form 

OPERATION 

Appendix B 
SECTION: 

OPERAND 

CNTRL filename, NC,n 

where filenam e is the symbolic name defined in the label field of the DTFRP 
header entry card 

NC, identifies a number-of-columns specification 

n is the number of columns to be punched (an even num ber 2,4,6 ... 80). 

6.8. Summary of 9200/9300 Card System IDCS Imperative Macros 

DEVICE ADDRESSED 

READ/ 

PAGE: 

CARD LABEL OPERATION OPERANDS READER PRINTER 
PUNCH CONTROLLER 

OPEN filename X X X X 

GET filename, workarea X X X 

PUT fi lename, workarea X X X 

OPTIONAL 
CLOSE fi lename . X X X X 

CNTRL filename, SP, m, n X 

CNTRL filename, SK, m, n X 

CNTRL filename, NP, m X 

CNTRL filename, NC, n X 

CNTRL fi len arne, SS, n X X 
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7. PROGRAMMING CONVENTIONS - PROGRAM REGISTERS 

Appendix B 
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A user routine may be required in the main source program that is accessed by 10CS 
when certain checking features are required (for example, printer overflow). 10CS 
automatically stores the program re-entry address in register 14 when the branch to 
the user routine occurs. The user routine is therefore required to provide the necessary 
return linkage to the main source program. If the user routine uses register 14, it must 
therefore, preserve and restore register 14 before terminating. This must also be done 

19 

if any macro instruction is executed by the user routine, since all macros use program 
registers 14 and 15. If register 14 is not preserved, the re-entry address is lost. Register 
15 may also be used by the user routine and it need not be preserved. However, its con­
tents are altered by the execution of any macro instruction. 

8. GENERAL PROCEDURE SUMMARY FOR USING 10CS 

The programmer defines his input/output control routines and their associated files 
through the use of definition statements presented to the Preassemb1y Macro Pass 
program. The generated I/O routines are then either assembled as part of the main 
source program or assembled separately and linked with the main program at load 
time. Du rin g the execution of th e main program, input/output functions are accomplished 
through the imperative macro calls. 
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APPENDIX C. CARD LOAD ROUTINE 

1. GENERAL 

The Card Load Routine for the basic card reader and the 80-column 1001 Card Control 
consists of the following sections of coding: 

1. Bootstrap coding to read the Load Routine into memory. Before transferring control 
to the Load Routine, the bootstrap coding sets the EBCDIC mode and enters the 
processor state. 

2. Coding to clear a selected portion of memory to a selected character. This coding 
is executed before the Load Routine itself is read into memory. If the area specified 
to be cleared includes the Load Routine and its read area, they are not cleared. 

3. Cod.ing to load a program in Assem bIer output format into the internal storage of 
of the UNIVAC 9200/9300. The Load Routine performs a hole count check of each 
card used. Upon encountering a Transfer Card (a card with Y in column 2) signifying 
termination of loading, the Loader compares the number of External Reference and 
Text Cards (type K or Q) read with the number contained in columns 12 and 13 of 
the Y card. If the numbers agree, the Load Routine loads register 13 with the ad­
dress at which to begin program execution and transfers control to that address. 
This is the address contained in columns 15 and 16 of the Y card. If these columns 
are blank, the transfer address used is that contained in columns 15 and 16 of the 
program reference card (ty'pe J). 

If the card count check fails, the Load Routine halts. At this point pressing the 
Start switch causes the Load Routine to begin execution of the program just loaded. 
Before transferring control to the program just loaded, the Card Load Routine sets 
up the I/O PSC for EXEC I. 

2. PARAMETERS FOR THE LOAD ROUTINE 

The Load Routine is maintained as an object code deck ready to be linked. Certain 
labels exist as external references, defining these labels supplies the variable informa­
tion required by the Load Routine. Standard definitions for these labels are given on 
EQU cards supplied with the Load Routine. 

NOTE: All labels used by the Load Routine begin with the characters "L?". 

1 
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The externallabers, their meaning, and standard definitions are shown below. 

LABEL 

L?AR 

L?PG 

L?LO 

L?HI 

L?CH 

L?AM 

MEANING 

Start of the read area for the Load 
Routine. 

Start of the coding of the Load 
Routine. 

First memory location to be 
cleared. 

Last memory location to be 
cleared. 

Character with which to fill the 
area to be cleared. 

The value assigned determines 
whether alterations are to be 
stored in memory location 4 or the 
memory location specified in the 
address switches. If the value as­
signed is four, alterations are 
stored in location 4; if zero, in the 
location specified by the memory 
address switches. 

STANDARD DEFINITION 

80 

L? AR+80 

80 

8191 

X' A9' (HPR instruction) 

4 

As implied by the above table, the read area for the Load Routine does not have to be 
contiguous with the coding of the Load Routine. 

3. LOADING ADDITIONAL PROGRAMS 

If the Load Rou tine is in memory, it may be used to load another program by entering 
at the load routine's initial location (represented by the tag L?PG). The program to 
be loaded must not overlay the Load Routine or its read area. 

A terminating program may also initiate the loading of a successor program if the suc­
cessor contains a load routine of its own. The program must read the first card (boot­
strap card) of the successor into a location in memory, set an address into register 
15, and transfer to another address. The address chosen for the bootstrap card must 
not overlap either the load routine of the successor program or the read area of the 
Load Routine. The bootstrap card must be read in in compressed code and must not 
be translated. This facility is possible only if the online card reader is being used 
to 10 ad pro gram s. 

2 



UP-4092 
UN IVAC 9200/9300 
CARD ASSEMBLER 

4. LOAD ROUTINE STOPS 

DISPLAY 

4300 

61SS 

MEANING 

Card count error 

Reader malfunction or hole 
count error. For hole count 
error SS is not significant. 
For reader errors SS is the 
status byte. 
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ACTION 

Press START to begin 
execution of program just 
loaded. 

Refeed the error card. 
Ready the reader and 
START. 

3 
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APPENDIX D. EXEC 

EXEC I is designed for UNIVAC 9200/9300 Card System only and takes the form of a 
relocatable element which must be included in the worker program at linker time. The 
primary functions of EXEC I are to monitor interrupts, handle messages to and from 
the operator, and provide restart comm unication. 

2. MACRO INSTRUCTIONS 

EXEC I provides the following macro instructions: 

2.1. MESSAGE MACRO (MSG) 

The message macro has the format given below. 

OPERATION OPERAND 

MSG Message, REPLY 

The REPLY parameter is optional. Message may be any acceptable two-byte hexadeci­
mal expression. 

This macro generates the following code: 

OPERATION 

SRC 

DC 

DC 

DC 

OPERAND 

0,8 

Y(message) 

CLl'x' 

X'O' 

Where message is the two-byte hexadecimai display which appears in the HPR instruc­
tion. It takes the form of an assem bIer language expression. 

x = A, if the parameter REPLY appears; x = a blank (EBCDIC code 01000000), 
if it does not. 

The one-byte reply, keyed-in by the operator into location 4, appears in the last 
byte of the calling sequence. 

1 
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EXEC I responds to this macro by doing a BAL, using register 15, to its own display 
subroutine. This moves the message from the calling sequence of the SRC instruction 
to the calling sequence of the BAL instruction before executing the BAL instruction. 
The display subroutine sets location 4 to binary zero and displays the message via 
an HPR instruction. When the Start switch is depressed, the display subroutine returns 
control via register 15. EXEC I then moves the contents of location 4 to the reply 
byte of the calling sequence and returns control to the worker program. 

For example, if the user codes the following macro instruction, 

DSPL MSG X'FFF', REPLY 

the Assem bIer treats this macro instruction the same as the following source code. 

DSPL SRC 
DC 

0,8 
Y(X'FFF') 

DC CL1'A' 
DC X'D' 

When the object code produced from this source code is executed, the computer stops 
with a display of 000111111111111. The operator may then answer this display via 
the Data Entry and Alter switches. When the Start switch is subsequently depressed, 
con trol is returned to the user's coding at the instruction located at DSPL + 8. The 
byte inserted into the computer by the operator via the Data Entry and Alter switches 
is in location DSPL + 7. If the operator did not introduce any data via the Data Entry 
and Alter switches, then on return of control to the user program, the byte in location 
DSPL + 7 contains binary zeros. 

The MSG macro instruction is not handled by the Preassembly Macro Pass, but is 
processed by the Assembler itself. 

2.2. RESTART MACRO 

The restart macro has the follow ing format 

OPERATION OPERAND 

RSTRT Restart-N arne 

The restart-name is the label of a user-coded rcutine which is designed to handle a 
restart opera tion. 

This macro generates the following code: 

OPERATION OPERAND 

SRC 0,0 

DC Y(Restart-name) 

2 
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In response to this macro instruction, EXEC I stores the address of the restart-name. 
Restart is accomplis hed by a general clear followed by depression of the Start switch. 
This causes the instruction in memory locations 22 through 25 to be executed in I/O 
mode. EXEC I has a branch unconditional instruction in this location that allows it 
to set the processor PSC to the restart-name and then go to RE-ENTRY. At RE-ENTRY, 
EXEC I sets the device address byte to zero, resets (without destroying the SRC field) 
the I/O PSC in preparation for the next interrupt, and returns to processor state. 

At the restart-name location the user must provide a restart routine. This routine must 
re-establish variable information in the program and set initial conditions for all input/ 
output rou tines. (To aid the user in accomplishing this goal, the execution of the OPEN 
macro resets the initial conditions for all 10CS routines.) The user must establish 
conventions to reposition card decks and printer paper. 

The RSTRT macro instruction is not handled by the Preassembly Macro Pass, but is 
processed by the Assembler itself. 

3. I/O CONTROL ROUTINE MESSAGES 

All 10CS routines operating in I/O mode may display messages through direct access 
to the display subroutine. After execution, if a reply is expected, the control routine 
itself must examine the contents of location 4. 

The followin g instructions are required to execute a display: 

OPERATION 

BAL 

DC 

OPERAND 

15,E?DS 

XL2'message' 

where E?DS is the label for the first byte of the display routine. 

Message is a two-byte hexadecimal expression. 

3 
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